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PREFACE. 



The preparation of the present treatise was undertaken un- 
der the impression that an elementiiry work on analytical Me- 
chanics, suited to the purposes and exigencies of the course of 
study in colleges, was needed. This impression is the result 
of long experience in teaching, and a fair trial of all known 
American works and reprints designed for such use. 

It can scarcely be necessary, at this period) to assigil at 
length the reasons for adopting the analytical methods of in- 
Testigation. Whether the object be intellectual discipline, or 
a knowledge of facta and principles, or both, the preference 
must be given to the modern analysis. It affords a wider field 
for the exercise of judgment, calls more fully into exercise the 
inventive powers, and taxes the memory less with unimportant 
particulars, thus developing and strengthening more of the 
mental faculties, and more equably by far than the geometric- 
al methods. It is more universal in its application, shorter in 
practice, and far more fruitful in results. It is, indeed, the only 
method by which the student can advance beyond the merest 
rudiments of the science, without an expense of time and en- 
ergy wholly d is proportioned to the ends accomplished — the 
only method by which he can acquire a self-sustaining and a 
progressive power. 

As the hope of furnishitig to the student some additional 
facilities for a pleasant and profitable prosecution of this 
branch of study was the motive for undertaking the prepara- 
tion of this manual, it will he proper to refer to some of the 
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specific objects had in view. The most formidable obstacles 
to the acquisition of any branch of science are generally found 
at the very outset. It has therefore been a specific object to 
introduce the subject by giving distinctness to the elementary 
truths, dwelling upon them till they are rendered familiar, 
adopting the simplest mode of investigation and proof consist- 
ent with rigor of demonstration, and avoiding all reference to 
the metaphysics of the science as out of place in a work de- 
signed for beginners. At every successive stage of advance- 
ment the student is required to review the ground passed over 
by the use of the principles leai^ned, in the solution of exam- 
ples which will require their application, and test at once his 
knowledge of them and his ability to apply them. Having 
examined in this way each division of forces as classified, 
more general methods are introduced, and their application 
illustrated by numerous problems. These methods are often 
employed in particular cases when others less general would 
be shorter ; for it is a readiness in their use and a familiarity 
with their application that gives to the student his power over 
more difficult and complicated questions. 

To adapt the work to the exigencies of the recitation-room, 
the whole is divided, at the risk, perhaps, of too much apparent 
formality, into distinct portions or propositions, suitable for an 
individual exercise. In each case the object to be accomplish- 
ed is distinctly proposed, or the truth to be estabhshed is 
briefiy and clearly enunciated. The student has thus a defin- 
ite object before him when called upon to recite, acquires a 
convenient formulary of words by which to quote and apply 
his arguments, and the more clearly conceives and marks his 
own progress. 

In this insfitution the mathematical and experimental courses 
are assigned to different departments. It is not, however, for 
this reason alone that I have purposely abstained from sweil- 
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iiig the volume with diffuse verbal explanations, and the intro- 
duction of experimental illustrations. The experienced teach- 
er will always have at command an abundance of matter of 
this kind to meet every emergency, and can adapt the kind 
and mode of illustration to the specific difSculty that arises in 
the mind of his pupil. There is an objection to the introduc- 
tion of such matter, growing out of a tendency, in some at 
least, to become the passive recipients of their mental aliment. 
The'^e mental dj speptica loathe that which costs them labor, 
and, satisfied with the stimulus ol inflation, seize upon the 
lighter portions, and neglect that \vhich alone can impart 
vigor to then mental constitution Whoever caters for this 
class of studunts must shiie in the i esponsibility of raising up 
a race effeminate in mind, if not m body. 

The m\ estigations aie limited to forces in the same planet 
except in the case of parallel fmces This limit, while it is 
sufticiently ample to include the most important topics of ter- 
-estrial mechanics, and to embi ace an interesting field of celes- 
tial mechanics, is fully 'iufficient to occupy the time which the 
crowded couise of study in our colleges will admit of being 
appropiiated to if It mij, without marring the integrity of 
the work, be very much reduced by the omission of all those 
portions in which the integral calculus is employed ; and still 
further, if desired, by omitting all that relates to the principle 
of virtual velocities, and its application to the mechanical 
powers. A copious analysis is given in the contents, conven- 
ient for frequent and rapid reviews, and suggestive of ques- 
tions for examination. 

In this work no claim is advanced to originality. The ma- 
terials have been sought, and freely takea from all available 
sources. Nearly all the matter, in some form, is found in al- 
most every author consulted, and credit could not be given in 
every case, if, in an elementary work designed as a test-book, 
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PREFACE 



it were desirable to do so. In the portion on Statics, I am 
most indebted to the excellent introductory work of Profess- 
or Poller, of University College, London. The chapter on 
Couples is substantially taken from Poinsol's Elemens de Sta- 
tique. The questions, generally simplified in their character, 
are mostly taken from Walton's Mechanical and liydrostatical 
Problems, and Wrighy and Johnston's Examples. The works 
more especially consulted are those of Paisson, Francaur, 
Gregory, Whewell, Walker, Moseley, and Jamieson. ,Some- 
thing has been taken from each, but modified to suit the spe- 
cific object kept constantly in view — the preparation of a 
manual which should be simple in its character, would most 
naturally, easily, and successfully induct the student into the 
elementary principles of the science, and prepare him, if so 
disposed, to prosecute the study further, without the necessity 
of beginning again and studying entirely new methods. How 
far I have succeeded must be left to the decision of others, 
especially of my co-laborers in this department of instruction. 
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ELEMENTARY MECHANICS. 



INTRODUCTION. 

1. MECFiANica is the Science which treats of the laws of 
Equilibrium and Motion. It is subdivided into Statics, Dy- 
namics, Hydrostatics, and Hydrodynamics. 

Statics treats of the necessary relations in the intensities and 
directions of forces, in order to produce equilibrium of solid 
bodies. 

Dynamics treats of the eifects offerees on sofid bodies when 
motion is produced. 

Hydrostatics investigates the conditions of equilibrium in 
fluid bodies. 

Hydrodynamics investigates the effects of forces on fluids 
when motion results.* 

2. Force is that which produces or tends to produce motion 
or change of motion. 

The consideration of the nature of force does not belong to 
the present subject. Mechanics is concerned only with the 
effects of force aa exhibited in the production of mo(iow or rest- 

3. The effect of a force depends on, Ist, its Intensity ; 3d, its 
Direction ; and, Sd, its Point of Application. 

The /ntenstii/ of a force maybe measured, statically, by the 
pressure it will produce, or by the weight which will counter- 
poise it ; dynamically, by the quantity of motion it will produce. 
By assuming for a unit of force that force which is counter 
poised by a known weight, the intensity or magnitude of any 
other force will be expressed b}' the numerical ratio which its 
counterpoise will bear to the counterpoise of the unit of force. 

" Theoretic Statics aud Dynamics are those btancbea of Hjeoretic MechnnicB wliich 
treat of the effectB of forces ap]ilied to laaterial poiuta or particles regarded aa without 
weight or iiiagnitode. Ststio and Dynamic Somatology would then embrace tJie appli- 



„ Google 



In the same manner, by fixing on any line to represent the unit 
of force, any other force will be represented by the line which 
bears to the linear unit the same ratio which the force in 
question bears to the unit of force. 

The Direction of a force is the line which a material point, 
acted on by that force, would describe were it perfectly free. 

The point of application of a force is that point in its line of 
direction on which the force acts. 

4. As the magnitudes, directions, and points of lines are all 
determinable by the principles of Analytical Geometry, so 
forces, of which lines are the appropriate representatives, 
come under the dominion of the same principles. The appli- 
cation of these principles to the determmation of the laws of 
equilibrium and motion, considered as the effects of forces, 
constitutes analytical mechanics. 

5. Forces may act on a point either by pushing or pulling it. 
As these are readily convertible, the one into the other, with- 
out aifecting the intensity, direction, or point of application of 
the forces themselves, all forces will be regarded as pulling 
unless otherwise expressly slated. 

For convenience, we shall call those forces which have a 
common point of application concurring forces, and those 
which act along the same line toward the same parts, covr 
spiring forces. 

6. A body is an assemblage of material points. The material 
points, or elementary particles, are connected together in vari- 
ous ways, according to the nature of the body. 

A body is said to be rigid when the relative position of its 
particles remains unchanged by the action of forces upon it. 

In jiexibk and elastic bodies the relative positions of the 
particles change by the action of forces. 
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STATICS. 



CHAPTER I. 

ON THE COMPOSITION AND EaUILIBllIUM. OP CONCURRING FORCES, 

7. Prop. Two equal forces applied to the same point in ex- 
actly opposite directions are in equilibrium. 

For no reason can be assigned why motion should take 
place in the direction of one force which will not equally ap- 
ply to the other. 

8. Prop. T^o concurring forces forming an angle with each 
other can not be in equilibrium. 

If possible, let the two forces P and Q acting at A, and 
making, by their directions, the an- p'^\ 
gie PAQ, be in equilibrium. Apply ^\^^ 

to the point Athe forcePj-equa! and -$ — ^^^ ^ 

opposite to Q. Since, by hypothe- ^' Q 

sis, the forces P and Q. are in equilibrium, the point A will 
move in the direction of P,. But P, and Q,, being equal and 
opposite {Art, 7), will be in equilibrium, and hence the point 
A must move in the direction of P. Therefore the point A 
must move in two directions at once, which is absurd. 

9. Definition. The resultant of two or more forces is a 
force which singly will produce the same mechanical effect as 
the forces themselves jointly, 

The original forces are called components. 
CoE. In all statical investigations the components may be 
replaced by their resultant, and vice versa. 

10. Prop. The resultant of several conspiring forces is a 
single force equal to their sum, and acting in the same direction. 
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This is obvious from the admitted mode of measuring forces, 

11. Prop. The resultant of two unequal forces acting in of- 
posite directions is a single force equal to their difference, and 
acting in the direction of the larger. 

For the smaller will obviously be expended in annulling in 
the larger a quantity equal to itself, and thus leave an effective 
balance equal to the excess of the larger over the smaller, and 
acting in the direction of the larger. 

12. Prop. -The resultant of any number of forces acting in 
the same right line is equal to their algebraic sum. 

By Art. 10, the resultant of each system of conspiring for- 
ces is equal to their sum, and by Art. 11, the resultant of 
these two resultants is equal to their difference with the sign 
of the greater prefixed. 

13. Prop, In a system of points invariably connected, any 
point in the direction of a force may he taken as the point of 
application. 

If the force P he applied at the point B, and to any othei 
. n p point A in its direction two 

-" 1 i ->■ other forces be applied, 

each equal to it, but opposite to each other, since B, by hypoth- 
esis, is invariably connected with A, one of these forces {Art. 
7) will he in equihbrium with P. ■ There will remain, there- 
fore, a single effective force equal to P and applied at A. In 
the same manner it may be transferred to any other point in 
its direction. 

14. Prop. The resultant of several concurring forces in one 
plane lies in the same plane. 

For if we suppose the resultant to lie out of the plane of the 
forces on one side, we may always conceive a line symmet- 
rically situated on the other side of the plane ; and since no 
leason can be assigned why it should be in one of these lines 
rather than in the other, it can be in neither of them, unless we 
admit the absurd consequence, that it is in both; in other 
words, that a system offerees has two resultants. 

15. Prop. The resultant of two equal concurring forces is in 
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the direction of a line bisecting the angle formed by the compo- 
nents. 

For no reason can be assigned why it should tend to one 
side rather than the other of this line. 

16. CoK. When the forces are unequal, it is obvious that the 
direction of the resultant will make a less angle with the larger 
force than with the smaller, and the greater the disparity in 
the forces, the smaller will be this angle. 

17. Prop. If all the forces of a system, while their directions 
are preserved, are increased or diminished in any ratio, their 
resultant, without changing its direction, will be varied in the 
same ratio ; and if the components were previously in equilib- 
rium, they will remain so in whatever ratio their intensities be 
varied. 

Let Pj, Pj, Pg be any concurring forces whatever. 

Since {Cor., Art. 9) we can replace them by their resultant 
R, if we double or treble each of the components, this will only 
double or treble the resultant R, without changing its direction, 
because, in so doing, we only add to the system one or more 
systems precisely equal to the first. 

In like manner, if we reduce the original components to one 
half or one third of their former intensities, the resultant will 
still preserve its direction, but will become one half or one 
third as large as before ; since to double or treble these is only 
to double or treble their resultant, and thus reproduce the 
original system. 

If the forces are in equilibrium, by varying the magnitudes 
of all in the same ratio, we only add to or suppress from the 
system other systems already in equilibrium. 

18. Prop. Three equal concurring forces, inclined at angles 
of 120°, will be in equilibrium. 

Since each force is inclined in the same ^ 
angle to the directions of the other two, 
any reason that can be assigned why ei- 
ther one will prevail, will apply with 
equal force to show that each of the oth- 
ers will prevail. Y^'s 
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19. Phof. Two equal concurring forces, inclimd at an angle 
of 120°, have for their resultant a force which will be repre- 
sented in magnitude and direction by the diagonal of a rhombus 
constructed on the lines representing the components. 

Let AD and AB represent the two forces P, and P^, mak- 
ing the nngle EAD==120°. To the 
point A apply a force P3=P, or P^, 
and making, with P, and P^, angles of 
B 120°. By Art. 18, these three forces 

^ A\ t A?* will be in equilibrium. Now since P[ 

and Pa equilibrate Pj, their resultant 
must also. Therefore produce PA to 
C, making AC=AF; and since AC=R 
equilibrates Pj, it will be the resultant of P, andPj. Join 
DC and BC, and ABCD wili be a rhombus, of which AC is 
the diagonal. For since CAD=60°, and AC=AD, the triangle 
CAD is isosceles ; and since each angle is equal to 60°, it is 
equilateral. .'. DC=:Ap=AB. In the same manner it may be 
shown that CB=:AD, and hence the figure is a rhombus. 

CoE. Denoting the angle BAG by a, we have AE=AB 
COS. a=P cos. a, and the resultant AC— R=2P cos. a. 

20. Prop. If three forces are in equilibrium, each will be equal 
and opposite in direction to the resultant of the other two. 

For, replacing either two by their resultant, we shall have 
two foices m equilibrium. If they be not opposite in direc- 
tion, by Art. 8, they can not be in equilibrium ; and if they be 
not equal, by Art. 11, motion will ensue. 

PARALLELOGRAM OF FOECES. 

21. Prop, If two forces be represented in magnitude and di- 
rection by the two adjacent sides of a parallelogram, the diago- 
nal will represent their resultant in magnitude and direction. 

First. The direction of the diagonal is that of the resultant. 

1". When the forces are equal, this is obvious from Art. 15. 

2°. Let us assume, for the present, that it is also true for the 
two systems o( unequal forces P and Q, and P and R ; then it 
will be true for the forces P and Q+R. Let P and Q act 
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at A in the directions AD and AB respectively, and be repre- 
sented in magnitude by these lines 
Suppose the force U to act at I 
(Art. 13), a point in its direction, 
and to be represented in magnitude 

by BC. Complete the parallelo- D E f 

gram ADFC, draw BE parallel to AD, and the diagonals AE, 
AF, and BF. Then P at A, in AD, and Q at A, in AB, have, 
by hypothesis, their resultant in the direction AE, and (Art. 
13) may be supposed to act at E. Replacmg this resultant by 
its components acting in their original directions, we have a 
force P acting at E in the direction BE, and a force Q, acting 
at E in the direction EF. Transfer P to B and Q to F, 
without changing their directions. Then P at B, in BE, and 
R at B, in BC, will also, by hypothesis, have their resultant in 
the direction EF, which may be supposed to act at F. We 
now have all the forces acting at F, and this without disturb- 
ing their effect upon the point A, supposed to be invariably 
connected with F, Hence, if the assumption be correct, F is 
a point in the direction of the resultant of the forces P and Q, 
+R. But the assumption is correct when Q and R are each 
equal to P (Art, 15). Therefore, the proposition for the direc- 
tion of the resultant is true for P and 2P. Again, making Q 
=2P and R— P, it is true for P and 3P, and so for P and nP. 
Also, putting wP for P, Q^P, and R^P, it will be true for mP 
and 2P, and so on for wiP and nP {m and n being positive in- 
tegers), or for all commensurable forces. 

3°. When the forces are incommensurable. Let AB and 
AC represent the forces. Complete ' 
the parallelogram, and draw the diag- 
onal AD. AD will represent the di- 
rection of the resultant. If not, let 
some other line, as AE, be its direc- 
tion. Divide AB into a number of 
equal parts less than DE, and on AC 
take as many of these parts as possible. Since AC and AB 
are incommensurable, there will be a remainder GC less than 
DE. Draw GF parallel toAB, and join AF. AB and AG 
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representing two commensurable forces, AP will represent the 
direction of their resultant. But (Art. 16) the resultant of AB 
and AC will make a less angle with AC than the resultant of 
AB and AG does. .■. AE can not be the direction of the re- 
sultant of AB and AC ; and similarly, it can be shown that no 
other direction than AD can be that of the resultant. 

Second. The diagonal will represent the magnitude of the 
resultant. Let P, Q, and R 
be three forces in equilibrium, 
and AD, AB, AF represent 
F their magnitudes respective- 
■^ ly. Complete the parallelo- 

grams BD and DF, and draw the diagonals AC and AE. AC 
being the direction of the rosuhant of P and Q,, must, by Art. 
20, be in the same straight line with AF, and is therefore par- 
allel to DE. In the same manner, AE being the direction of 
the resultant of P and R, will be in the direction of BA pro- 
duced, and therefore parallel to CD, Hence CAED is a par- 
allelogram, and CA is equal to DE, which is equal to AF, by 
construction. But, by Art. 20, AF represents the magnitude 
of the resultant of P and Q. Hence CA, the diagonal of the 
parallelogram constructed on the lines AD and AB, represents 
the resultant of P and Q, in magnitude as well as direction. 

TBtANGLa OP roROBS. 
32. Phop. If three concurring forces are in equilibrium, and 
a triangle ie formed by lines drawn in their directions, the sides 
of the triangle, taken in order, will represent the forces. Con- 
versely, if the forces can he represented by the sides of a triangle, 
taken in order, they will be in equilibrium. 

Let the forces P, Q, and R be in equilibrium, and be repre- 
B sented by AB, AD, and AE respectively. 

Produce BA, draw BC parallel to AD, 
Wp and complete the parallelogram. AC 
will represent the resultant of P and Q 
{Art. 21) ; and since R equilibrates P 
and Q, it must be equal and opposite to 
their resultant. .'. EA— AC, And since BC is equal, and 
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also parallel to AD, that is, has the same direction, tlie tiiree 
sides of the triangle ABC taken in order represent the three 
forces P, Q, and R. 

Conversely. If tlie three sides AB, BC, and CA of the tri- 
angle ABC, taken in order, represent the direction and magni- 
tude of the three forces P, Q, and R, they will be in equilibri- 
um. Draw from A a line parallel to BC, and from a line 
parallel to AB, meeting the former in D. The resultant of 
the two forces P and Q, represented by AB and BC, or AB 
and AD, is equal to, and in the direction of the diagonal AC ; 
that is, equal and opposite in direction fo the force R. Hence 
P, Q, and R are in equilibrium. 

23. Cor. Hence a given iorce may be resolved into two 
component forces, acting in given directions. Also into two 
others, one of which is given in magnitude and direction. 

1°. Let AB be the given force, and 
AC, AD the given directions ; that is, 
making known angles with AB. From 
E draw BF, and BE parallel to AD and 
AC. Then AF and AE ai-e the two A-< 
components {Art. 21) acting in the given 
directions AC and AD. 

2°. To resolve AB into two others, one of which shall be in 
the direction AC, and be equal to AF. Draw FB, and com- 
plete the parallelogram. AE will be the other component. 

"When the directions of the components are arbitrary, their 
valuation will be most easily effected by assuming these di- 
rections at right angles. If the angle CAD be right, then AE 
=AB COS. BAE, and AF=AB cos. BAF. 




24. Prop. If any number of concurring forces be represented 
in magnitude and direction hy the sides of a polygon, taken in 
order, they will be in equilibrium. 

Let the sides of the polygon ABCDEA represent the mag- 
nitudes and have the directions respectively of the forces P,, 
Pj, Pg, P,,and Pj. These forces wiil be in equilibrium. 
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10 STATICS. 

Draw the diagonals AC and AD. By Art. 22, AC, the third 
side of the triangle ABC, repre- 
sents a force equivalent to the 
two forces AB and BC. AC is 
thereforcthe resultant of P, and 
Pj, and may be substituted for 
them. In the same manner, AD 
is equivalent to the forces AC 
i-^ and CD, or to P„ P„ and P^ ; 
and AE to the forces AD and 
DE, or to the forces P,, P^.P^, 
and P^. That is, AE is the re- 
sultant of the four forces P,, Pj, Pg, and P^, and acls in the 
direction AE. But P5 is represented in magnitude by EA, and 
acts in the direction EA. Hence P^ is equal and opposite to 
the resultant of the other four, or the forces are in equilibrium, 
Cor. The proposition is true of forces which do not lie all in 
one plane. For the proof is independent of this supposition. 

35. Scholium. When three forces are in equilibrium, any 
three lines, taken parallel to their directions, will form a trian- 
gle, the sides of which respectively will represent the relative 
magnitudes of the forces ; but when there are four or more 
forces this will not hold, since the relation which subsists be- 
tween the sides and angles of triangles does not obtain in poly- 
gons of more than three sides. 

26. Peop. To find, graphically, the resultant of any number 
of forces, acting at different points in the same plane. 

Lot the forces P,, P^, P^ have their points of application at 
-p A, B, and C. Producing the directions of 

"^l^.^ the forces Pj and P, till they meet in D, 

■^O^^^p construct the parallelogram AB on the 
\. lines representing them, and the diagonal 

jj ^Ra will represent their resultant R,. Pro- 
" ducing Rj until it meets the direction of 

P3 in P, and constructing the parallelo- 
gram on the lines representing R, and Pj, 
' ^1 the diagonal will represent their resultant 
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CONCUSRING FOKOES. II 

Rj, or the resultant of Pj, P^, and P^. By the same process 
we may iind the resultant of any number of forces. If any 
two are parallel, we must first compound one of these with a 
third, whose direction is inclined to it. If ail are parallel, the 
case will belong to parallel forces, 

PARALLELOPIPED OF FOKCES. 

37. Pitop. If three concurring forces lying in different planes 
be represented in magnitude and direction by the three edges of 
a parallelopiped, then the diagonal will represent their resultant 
in magnitude and direction; and conversely, if ike diagonal 
represents a force, it is equivalent to three forces represented by 
the edges of the parallelepiped. 

Let tho three edges AB, AC, AD of the parallelepiped rep- 
resent the three forces. Then AE, B__ 

the diagonal of the face ACED, 
represents the resultant of the 
forces AD and AC. Compound- 
ing this with the third force, rep- 
resented by AB, we have AF, the 
diagonal of the parallelogram AEFB, for the resultant of AE 
and AB, or of the forces AC, AD, AB. 

Reciprocally, the force AF is equivalent to the components 
AB, AE, or to the components AB, AC, and AD. 

28. Pitop. If three forces are in equilibrium, they are propor- 
tional each to the sine of Che angle made by the directions of the 
other two. 

By Art. 22 and figure, 

P : Q : R=AB : BC : CA, 
and by trig., =sin. BCA : sin. CAB : sin. ABC ; 

=sin.CAD : sin. CAB ; sin. ABC ; 
or because sin. A= sin. (180°— A), 

=sin. DAE : sin. EAB : sin. BAD ; 
=sin. QR : sin. fk : sin. PQ. 

29. Prop. If P and Q be two concurring forces, 6 the angle 
made by their directions, and R their resultant, then R'=P'+ 
Q'+2PQ COS. 6. 
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IS STATICS. 

By trig, we have, from jig.. Art. 22, 

AC"=AB'+BC'^2AB.BC cos. ABC, 
and COS. ABC=-cos. BAD=-cos. 6. 

R"=P"+Q'+2PQ, COS. 6. 

30. Dep. The moment of a force about any point is ihe prod- 
uct of the force into the perpendicular let fall from that point 
on the direction of the force. The point is called the origin 
of moments. 

The moment of a force measures the tendency of the force 
to produce rotatory motion about a fixed point, 

31. Pkop. The moment of the resultant of two forces equals 
the algebraic sum of ihe moments of ihe components. 



1°. Whei 
made by the forces. 




to AG ; also CH parallel to AG. 

The triangles OlA., 0mA, OwA are 
the triangles AEB, AFC, AGD. 

Whence AE : AB -0/ ; OA, or A! 



I of moments falls without the anglu 

Let AB, AC represent the two 
forces P and Q, and AD the diago- 
nal of the parallelogram constructed 
on AB and AC, their resultant R. 
H Take any point, O, for the origin of 
moments ; join OA and draw AG per- 
pendicular to OA; draw 01, Om, On 
respectively perpendicular to AB, AC, 
AD, and BE, CF, DG perpendicular 



similar to 



AF : AC =0m ; OA, or AF= 



AG:AD=On : OA, or AG= 



AD.Om 
' OA ■ 



But the triangles ABE and CDH being equal, AE^CH=FG. 
.-. AE+AP-AG, 
or AB.O;+AC.Om=:AD.O«, or designating 0/, Om, and On by 
p, q, nnd r respectively, P.jD+Q.y=ll.j-. 

2". When the origin of moments is taken within the angle. 
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CONCURRING P O E C E S. 13 

In this case the moments of the forces tend to produce rota- 
tion in opposite directions. As- g ^ G F 
suming one direction as positive, 
to distinguish them we must regard 
the other as negative. Let the 
positive direction be that of the 
hands of a watch ; then Q.Om will 
be positive, and P.OZ negative. 

The proof is the same in this "" 

case, except that AG~AF— AE, 
and AC.Om-AB.O;=AD.OK, 

or Q.y~P.p=ll.r. 

32. Cor. 1. The moment of the resultant of any number of 
concurring forces in the. same plane, is equal to the algebraic sum 
of the moments of the components. 

By compounding the resultant R vi-ith a third force, we 
should obtain a like result. In the same manner, the proposi- 
tion may be extended to any number offerees. 

33. CoE. 2. If the origin of moments be a fixed point, and 
taken in the direction of the resultant, On will become zero, 
and 

F.0l=Q..0m, or P.jo=Q.y ; 
that is, while the fixed point O, by its resistance, counteracts 
the resultant force, the forces P and Q will be in equilibrium 
about that point, since their moments, tending to cause rota- 
tion in opposite directions, are equal. 

34. Cos. 3. If several forces are in equilibrium, the resultant 
force R is zero, and the moment of the resultant R.)'=0. 
Hence the moments in one direction balance those in the op- 
posite direction, and there is no tendency to motion either ot 
translation or rotation, 

35. EXAMPLES. 

1. When the component forces are P and Q, and the angle 
made by their directions 0; what is the magnitude of the re- 
sultant R when 9^0 and e=n1 

Ans. (P-fQ) and (P-Q). 
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2. Show that R is greatest when 9=0, least when B—n, and 
intermediate for intermediate values of fl. 

3. When P=Q and 0=60% find R. __ 

Ans. R=PV3. 

4. When P=Q and 0=135°, find R. 

Ans. U=P\/2- V2. 

5. When the three concurring forces Sm, 4m, and 5m are 
in equilibrium, find the angle 3m,4m. 

Ans. 90", 

6. If P=Q and 0=120°, fmd R. 

Ans. R=P. 

7. IfP^C, Q=ll,and 9=30°, find the magnitude of R, and 
of the angles PTR and q7R- 

Ans. R=16.47, P7R=19°.30', Q7R=^10''.30'. 

8. Apply the proof of the polygon of forces to the case of 
five equal forces represented by the sides of a regular penta- 
gon taken in order. 

9. A cord is tied round a pin at the fixed point A, and its 
two ends are drawn in different du'ections by the forces P and 
Q. Find the angle P,Q,=0, when the pressure on the pin is 



10. A cord, whose length is 21, is tied at the points A and B 
in the same horizontal line, whose distance is 2a ; a smooth 
ring upon the cord sustains a weight w : find the force T of 
tension in the cord. 

Ans. T= 



11. Given the four concurring forces P, = l, F^—% P3— 3, 
Pj=4, and the angles pT^j^OO", P^P^=90% and P'^3 = 
60°. Find the magnitude of the resultant R, and its direction 

Ms. K=C,889andP7;ft=I02M6'. 
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CHAPTER II. 



Having considered the subject of forces which have a com- 
mon point of application, or which are reducible to this condi- 
tion, we next proceed to consider forces which act on differ- 
ent points, connected together in some invariable manner, as 
in rigid bodies, and whose directions are parallel. 

36. Pboi". The resultant of two parallel forces, acting at the 
extremities of a rigid right line, is parallel to the components, 
equal to their algebraic sum, and divides the right line, or the right 
line produced, into parts reciprocally proportional to the forces. 

1°. When the forces act in the same direction. 

Let the parallel forces P and P, act at A and B. At these 
points apply the equal and 
opposite forces P' and P'j ; P-^— 

these will not disturb the 
system. P and P' at A 
will have a resultant P", 
and P, and P' , at B, a re- 
sultant P",. The direc- 
tions of P" and P"i will ■ 
meet in some point D, at 
which we may 



5^p; 




E-P+Pi 



them to act. Replacing P" by P and P', and P", by P, and 
P',, we now have, acting at D, the four forces P, P', P„ 
and P'[, of which P' and P', are equal and opposite, while P 
and P, act in the direction DC, and have a resultant R=P-|- 
P, (Art. 10). To determine the point C in the line AB, where 
R acts, since the sides of the triangle ACD have the directions 
respectively of the forces P, P', and their resultant P" (Art. 
32), we have. 
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P : F-DC : CA, 
and similarly from ti'iaiigle BCD, 

P\ :F,-BC:DC. 
Compounding these ratios, we have, since P'— P',, 

P : P,=BC : CA, or P.AC=P,.BC. 
2°. When the forces act in opposite directions. 
Let P and P, (P,>P) be two parallel forces, acting at A 
and B in opposite directions, 
■ '■' - and apply to these points, as 
before, the equal and opposite 
forces P' and P',. The re- 
sultant P" of P and P' will 
meet the resultant P", of P, 
and P'l in some point D, 
since (Art. 16) T'\ makes a 
less angle with P, than P" 
does with P. Wc shall then 
have, as before, the four forces 
P, P.,P', and V'„ acting at 
D, of which P' and P\ are equal and opposite, while P andP, 
are opposite and unequal, and have a resultant R=P, — P, act- 
ing at any point in its direction, as C in AB produced. 

To determine the point C, we have {Art. 22), from the tri- 
angles ACD and BCD, as in Case 1°, 




F =DC : CA 
P,==BC :CD; 
P,=-BC : CA, or P.AC=P,.CE. 



and P\ 

compoimding P 

37. Def. When AB is perpendicular to the direction of the 
forces, AC and BC are called the arms of the forces, and the 
products P.AC and Pj.CB are the moments of the forces about 
ihe point C. 

38. CoK. If to the point C we apply a force R,, equal and 
opposite to R, the forces P, P^, and R, will be in equilibrium 
about that point. For the resultant R, passing through C, will 
be counteracted by Rj, so there can be no motion of transla- 
tion. And if we draw through C a line perpendicular to the 
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direction of the forces, calling the parts intercepted by P and 
Pj respectively 'p and p^\ from the similar triangles, thus 
formed, we should have 

BC:CA=p, :p. 

.: P : V^=p, :p, or P.p=P,p,. 

Hence the moments of P and Pj, which measure the tendency 

to rotation in opposite directions, being equal, there can be no 

motion of rotation. 

39. Prof. To determine the point of application of tJie re- 
sultant in terms of the components and distance between their 
points of application. 

1°. When the forces act in the same direction. By Art. 36 
and figure, we have 

P.AC^P,.BC=P,.(AB-AC), 

or AC-p|^.AB; 

and P.AC=P,.BC=P(AB-BC), 



3°. When the forces act in opposite directions, we have 
P.AC^P,.BG-P..(AC-AB), 



P 

and similarly, BC=p— --p.AB. 

40. CoR. 1. When the forces act in opposite directions, the 
resultant lies without the components and on the side of the 
larger. 

41. CoR. 2. When the forces are equal and opposite, we 
have 

R^P,_P^O, 
or there will be no motion of translation. 

Also, AC=jT^.AB=^.AB-«3. 
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Hence an equilibrium can not be produced except by the ap- 
plication of an infinitely small force at a point whose distance 
is infinite ; that is, two equal and parallel forces, acting in op- 
posite directions, can have no single resultant. 

42. Dbp. Such forces are called s. statical couple. Their ef- 
fect is, tendency to rotatory motion only, and ait tendency to 
rotatory motion can be referred to forces forming such couples. 

43. Prof. To find the resultant of any number of parallel 
forces acting at any points in the same plane. 




1°. Let the parallel forces V^, P^, P^ . . . P„ all act in the 
same direction. Draw any two rectangular axes OX, OY, 
and let 
ir, j/i he the co-ordinates of A, the point of application of P, 

^, y. " " B, " « " P, 

x,y, " " D, " " " P, 



also, 
x' y' 
X" y'' 



R, 



Draw Ac and C6 parallel to OX. The triangi 
CB& are similar, and give 

AC : BC=C<; : B6. 
ByAr(. 36, R,-P,-l-P„ 



" R. 

s ACc and 
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and P, ;Pj: 
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=BC : AC=B6 ; Cc, or P,.Cc=P,.B6, 

P,.(CH-AF)=P,.(BG-CH), 

(P,+P,)CH=P,AF+P,.BG! 

or R,y=P,y,+P=.!/,- 

Compounding R, with Pj, we shall find the second result- 
ant, : 

E,=K,+P,=P,+P,+P„ 
and R,.EL=R,.CH+P,.DK, 

R,.EL=P,AP+P,.BG+P,DK; 
or R..s"=P,y,+P,s,+P,j,.. 

By confiiiuing the same process, we should find, ultimateiy, 
R=P,+Pa+P3+ P„ {a). 

By drawing lines from A, C, B, E, D, &c., parallel to OX, 
we may find, similarly, 

Ri=P,3:,+P,3;,+P,x,+,&c +P„.-c„ (b). 

2°. When some of the forces act in opposite directions. To 
these the negative sign must be prefixed. 

If R,, the resultant of -y 
P, and Pj, as found in the 
previous case, be com- 
pounded with P3 acting 
at D, in a direction oppo- 
site to that of P, and P^, 
by joining CD and pro- 
ducing it {Art. 40), in the 
direction of the greater 
force, say Rj, we have 
Rg, the second resultant. " _ — — . „ 

R2=R,— Pg, and E being its point of application, R,,EC 
=p3.ED. Drawing Ce, Erf, parallel to OX, and meeting DK 
in d and LE produced in e, the triangles ECe, EDrf are simi- 
iar ; and 

EC : DE=Ee : Bd. 
.: R.-Ee-Pg-Drf; 
or R,(CH-EL)=Pg.(DK-EL), 
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or (R.-P,).EL=R,.CH-P3.DK, 

or ■ R,.EL=P,.AF+P,BG-P,.DK, 

or ^,-y"='P,y,+'P,y,-'^^y-^< 

and so on for any other forces acting in directions opposite to 
P, and P,. 

3°. When the point of application of either force lies m any 
other angle than YOX, to its co-ordinates must be given their 
appropriate sign. 

The ordinate y^ of B, the point of application of P^, will be 
negative. Draw Aa, Cb parallel to OX. 




P,.CA=P3.CB. 

By sim. triangles, P,.Ca=Pa.B&; 

or P,{AF-CH)=P,{CH+GB), 

or (P^+PJ.CH=P,.AF-P,.EG, 

or R,y'='e,y,-'P.y.- 

.: The general formulEe (a), (6), (c) will apply to all cases, 
bv giving the proper signs to the forces and to the co-ordinates 
of their points of application. 

These formulEC are more concisely written by using the 
Greek letter S as the sign of summation, V to represent either 
force, and x, y ils co-ordinates ; thus, 

R.= £(P) («'). 

Tl,^=S(P.3:) (p'), 

R.y=^P.y) {€')• 

When, therefore, the magnitudes of the forces and the co-or- 
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dinates of their points of application are given, (a) will give 
the magnitude of the resultant, and {b) and (c) the co-ordinates 
X, y of its point of application. 

44. Dep. The point whose co-ordinates are x,y is called the. 
center of parallel forces. Its position depends on the magni- 
tude of the forces and the co-ordinates of their points of appli- 
cation, but is independent of their common direction ; for, by 
turning the forces around their respective points of applica- 
tion, at the same time preserving their parallelism, it will be 
seen that the position of the point E is not thereby affected, 

45. Prop. The moment of the resultant of any number of par- 
allel forces, acting in the same plane, is equal to the algebraic 
«wm of the moments of the components. 

Since the origin of the co-ordinate axes and their direction 
are arbitrary (see JJgvre of Art. 43), suppose tbe axis OX to be 
drawn perpendicular to the direction of the forces, and the 
forces produced to intersect it. Then P,ar,, V^x^, &c., 'will 
represent the moments of P,, P^ respectively, and RS the mo- 
ment of the resultant, 

46. Dbf. The moment of a force with reference to a plane is 
the product of the intensity of the force by the perpendicular 
let fall from the point of application upon the plane. Thus 
P,x, is tiie moment of the force P,, in reference to the plane 
passing through OY perpendicular to OX, and P,y, is the 
moment of the force P,, with reference to the plane through 
OX perpendicular to OY. 

47. Prop. To determine the conditions of equilibrium of any 
number of parallel forces. 

Suppose the forces in the figure {Art. 43) all turned round 
their points of application so as to become perpendicular to the 
plane of YOX. They will no longer be in the same plane, but 
as their intensity is not thus changed, nor their points of appli- 
cation, {a'), (&')» (<;') will still hold. Then, 
1°. We must obviously have R=0 in (a'), or 

P,+P,+P,+, &c.=0. 
2°. If this value of R be substituted in (&'), we have 
__l..Vx_S..'Px 
"^^ R ^ ■ 
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Therefore x -will be infinite unless S.Vx—Q. But when x is in- 
finite, we have a couple {Art. 41), and, consequently, there can 
be no equilibrium. Hence we must also have 2.Pa:=0, or 

V^x^+'P^x^+'P^x^+, &c.=0. 
And in the same manner it will appear that S.Py=0 in case of 
an equilibrium. But S.Pa; and S.Pj/ are ibe moments of the 
forces in reference to two planes parallel to their directions. 
Hence the necessary conditions of equilibrium are, 
1°. The sum of the forces must be equal to %ero. 
2°. The sum of their moments, with reference to two planes 
parallel to their directions, must each he equal to zero. 

48. Cor. J. If R=0, but S.Vx and S.Ty are not equal to 
zero, there will be no motion of translation, but simply a mo- 
tion of rotation. 

For if R, be the resultant of all the positive forces, and x^ 
the abscissa of its point of application, R^ the resultant of all 
the negative forces, and x^ its abscissa, 

then R,S,-RjX3^0; 

or, since R,=R„ R,(x^-x^)^0. . 

But Rj being finite, x,—Xg must also be finite. 

That is, the points of application of R, and R^ are not the 
same, and a tendency to motion of rotation around the axis of 
Y exists. 
And 2.Py^0 

gives, in like manner, a tendency to motion around the axis 
o(x. 

49. CoE. 3. If the equilibrium subsist, one force, as P , , must 
be equal and opposite to the resultant of all the others. 

50. Cor, 3. If the equiUbrium subsist with one direction, if 
will subsist whatever be the common direction of the forces. 

51. EXAMPLES. 

1. Two parallel forces, acting in the same direction, have 
their magnitudes 5 and 13, and their points of application A 
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and B 6 feet distant. Find the magnitude of their resuhant, 
and its point of appHcation C. 

Ans. R=18, 

BC=1|. 
3, Find the vesuHant, and its point of application, when the 
forces in the last question act in opposite directions. 

Ans. R=8, 
AC=9|,> 
BC=3|. 

3. If two parallel forces, P and Q, act in the same direction 
at A and B, and make an angle with AB, find the moment 
of each about the point of application of their resultant, 

P+Q 

4. If the weights 1, 3, 3, 4, and 5 lbs. act perpendicularly 
to a straight line at the respective distances of 1, 3, 3, 4, and 5 
feet from one extremity, required their i^esultant and its point 
of application. 

Solution. From equations (a) and (/j) we have 
R=S.P=^l+2+3+4+5=i5lbs. 
And, taking the extremity of the hne for the origin of co-or- 
dinates, 

RS=15.^=2.P.7:=lx 1+3X2+3x3+4X4+5X5=55. 
.-. x=S^ feet. 

5. Let the weights 4, —7, 8, and —3 lbs. act perpendion- 
larly to a straight line at the points A, B, C, and D, so that 
AE=5 feet, BC=4 feet, and 00=3 feet; find the resultant 
and its point of apphcation E. 

Ans. R=3 lbs., 
AE=3 feet. 

6. Let three forces which, if concun-ing, would be in equi- 
librium, act each in the side of the triangle which represents 
them in magnitude and direction. Show that they are equiv- 
alent to a statical couple. 
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52. Def, a statical couple consists of two equal and parallel 
forces acting in opposite directions at different points of a body. 

53. Dfir. The arm of a couple is the perpendicular distance 
between the directions of the forces. 

54. Dep. The moment of a couple is the product of the arm 
by one of the forces, 

65. Pjiop. a couple may be turned round in any manner in 
its own plane without altering its statical effect. 
Let Pj ABPj be the original couple. Suppose the arm AB 
5j turned around any 

i vPs point in it to the posi- 

tion ab. Apply the 
equal and opposite 
forces Pj and P, per- 
pendicularly to ab at 
a, and similarly P^ 
and P^ at b, and let 
each be equal to P, 
or Pj. These forces, 
being in equilibrium, 
will not disturb the 
system. The two equal 
forces P , at A, and P, at a, may be regarded as acting at their 
point of intersection E, and will have a resultant in the direc- 
tion CE bisecting the angle PjEP^. Similarly, the resultant 
of Pj and Pg at D will he an equal force in the direction CD. 
These forces, being equal and opposite, may be removed ; 
that is, we may remove from the system the forces Pi,Pa, P,, 
and Pj, and we have remaining the forces Pg and Pj at a 
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and b, forming the couple F^abP^, which is the same as if we 
had turned the original couple round the point C until its arm 
came to the position ab. 

56. Prop. A couple may be removed to any position in its own 
plane, the parallelism of its arm being preserved, without chang- 
ing its statical effect. 

Let the arm AB of the couple PjABP^ be removed in its 
own plane to the parallel po- 
sition ab, and let the forces 
Pj,P,,P„ Pleach equal to 
the original forces, be applied 
perpendicularly to ab, at the 
extremities a and b, in oppo- 
site pairs. 

Join Ab and oR. These 
lines will bisect each other 
in C. P, at A and P^ at b 
will have a resultant 2Pj at 
C, parallel to the original direction. Similarly, P^ at B and 
P^ at a have a resultant =2P^ at C, opposite to the former; 
these will consequently balance each other, and may therefore 
be removed, or the forces P,, P^, P^, P^ may be removed, 
find we have remaining the couple P^abV^, equivalent to the 
original couple, removed parallel to itself in its own plane. 

57. Prop. A couple may be removed into any other plane, par- 
jllel to the original one, without altering its statical effect, the 
parallelism of its arm being preserved. 

Let the arm AB of the original couple be transferred from 
its own plane MN parallel to itself to ab in the parallel plane 
RS. Let forces be applied at a and b, as in the preceding 
proposition, each being equal to P, or P^, Join Ab and aB. 
These lines will bisect each other in C. The forces P^ and 
P„ will have a resultant =2Pi at C, and P^ and P, a result- 
ant =2Pa at C. These resultants will be equal and opposite, 
and may therefore be removed without disturbing the statical 
eifect of the system. We have then remaining the couple 
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F^abP^, equiyalent to the original couple, and Iransferretl to 
the plane RS. 

58. Prop. All statical couples are equivalent to each other 
whose planes are parallel and moments equal. 

Let P,ABP^ and Q.DEQ^ be any two couples whose 

planes are parallel and 

A moments equal. If they 

j.| p are not in the same plane, 

by the foregoing propo- 
Yqj^ sitioas let the latter be 
transferred to the plane 
of the former, and moved 
in that plane until the 
extremities D and A of 
their arms coincide, and 
DE take the position 
AC. Apply at C, perpendicularly to AC, two equal and op- 
posite forces Q, and Q,, each equal to Q^. Resolve P, into 
two forces P and Q,, so that P^^P+Q,, or P,-Q,=P'. 
Then, by hypothesis, 



l"^" 


.Is 






B 


A 


Q. ^ 




' 



Pi-r'+Q- 



.y Google 



(J o u p L li s. 27 

P,.AB=Q..DE=Q,.AC=(i..AB.+Q,.BC=-Q,.AB+Q,3.BC 
and {Pj-Q,)AB^F.AB=Q5.BC, 

or the resultiint of V and Q, {Art. 36) passes through B. It 
is also equal and opposite to P^, Hence the forces P', Q3, 
and Pg may be removed, and there will remain the couple 
Q,ACQ„ equivalent to P.ABP,. 

59. Paop. Ani/ statical couple may be changed into another, 
which shall be equioalent and have an arm of given length. 

Let PiP, be the moment of any couple, of which P.-ia one 
of the forces and p , its arm, and let p be the given arm. Find 
a fourth proportional P'j to p, p„ and P, ; or take p •p,^^ 
Pj : P'l, which gives P',p=P,p,. Hence, by Art. 68, their 
momenta being equal, and in the same plane, the couples are 
equivalent, 

60. Dep. The axis of a couple is a line perpendicular to the 
plane of the coupJe. 

If the length of the axis be taken proportional to the mo- 
ment of the couple, and drawn above its plane when the couple 
is positive or tends to produce rotatory motion in the direction 
of the hands of a watch, and below its plane, when negative 
or tends to produce motion in the opposite direction, then the 
axis will completely represent the couple in position, intensity, 
and sign. 

61. CoR. By considering the previous propositions, it wilt be 
obvious that the axis of a couple, as thus defined and limited, 
may be removed parallel to itself, to any position within the 
body acted on by the couple. 

63. Def. The resultant of two or more couples is one which 
wili produce the same effect singly as the couples themselves 
jointly. 

63. Peop. The moment of the resultant of tivo or more couples 
in the same or parallel planes, eqiials the algebraic sum of the 
moments of the component couples. 

Let P,, Pj, P3, &c., be the forces ; p^, p^, p„, &c., their 
arms respectively. The couples may all be removed into one 
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p\+P',+r%+, &c., 



plane {Art. 57), turned round in that 

plane (Xrt. 55), moved in it (Art. 66), 

and their arms changed {Art. 59) to a 

common arm, while their moments re- 

j, main the same. Let p be the com- 

-1 mon ai-m AB ; F,, P,, P'^, &c., the 

'^■^ forces; so that V',p=V,p„ 'P'sP= 

*Ti P^Pj, P'j^^PjPj, &c. Now the 

forces P'l.P'a, P'3 at A are equiva- 

' '^^ lent to a force 



L+_ 



^+, &c. 



A-p 



And the forces at E are equal to the same sum. We have 
then for the moment of the resultant couple, 

{P'.+P',+P'3+, &c.)AB=(F,+F,+P'3+);>, 

P^ If either of the onginai 

^ couples, as Pj^^.tend to pro- 

duce motion in the opposite 
direction, its sign vi^ill be neg- 
ative. The sum of the forces 
will be 

r',-hP'a-P'3+, &c., 
and the moment of the result- 
ant couple 
(P',+P%-P',+,&c.)io=-P,p,+P,p3-P,p3+,&c. 

64. CoE. The axis of the resultant couple will be equal to 
the algebraic sum of the axes of the component couples. 

ScHOL. The composition of couples in the same or parallel 
planes, by means of their axes, is therefore analogous to the 
composition of conspiring forces. 

65. Prop. To find the resultant of two couples in different 
planes inclined to each other. 

Let each couple be turned round and moved in its own 
plane until its arm coincide with the common intersection of 
their planes, and let the arms be made coincident and of the 



S3 
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same length, the moments 
of the couples remaining 
the same. Let AB be this 
common arm, and PABP, 
QABQ the couples. Com- 
plete the parallelograms 
on the lines representing 
P and Q, and the diago- 
nals will represent their 
resultants R, which may 
be substituted for them. 
Hence we have the result- 
ant couple RABR equiva- 
lent to the component couples PABP and QABQ, 

66. Cor. The diagonal of the parallelogram, constructed on 
the iiiies representing the axes of the component couples, will 
represent the axis of a couple equivalent to them. 

Let OK and OL be the 
axes of the couples, and 9 the 
angle made by the pknes of 
the couples. Since the axes 
are perpendicular to these O < 
planes, the angle made by the 
axes will be 6. We have, 
therefore, e=PAQ=LOK. 

By the triangle of forces, 

R'^p'-|-Gi''4-2PQcos. 9. 
.-. R.AB=-AB VF+Q=+2PQ cos. 9, 




= /F.AB'+Q'.AB'-l-2P.ABxQ.ABcos.e: 
(since OK=P.AB, &c.), 

= -/0IC-}-0L''+30IC.0L COS. 0, 
=0M. 
And OK, OL being respectively perpendicular to the planes 
of the component couples, CM will be perpendicular to the 
resultant couple. 

67. ScHOL. The above is analogous to the parallelogram of 
forces, ;md may be called the parallelogram of couples. 
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If L and M represent the axes or momenta of the compo- 
nent couples, and G the axis or moment of their resultant, then 
G==L'+M''-I-2LM COS. 0. 

If L, M, N were the axes of three component couples, it 
might be shown that G, the axis of the resultant couple, would 
be represented in magnitude by the diagonal of the parallele- 
piped formed upon them. 

If the planes of the three couples are at right angles each to 
the other two, or if L, M, and N are 'at right angles each to 
the planes passing through the other two, the parallelepiped 
would be rectangular, and we should have, 
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CHAPTER IV. 

ANALYTICAL STATICS IN TWO DIMENSIONS. 

In lliis chapter the points ol" application and the directions 
of the forces will be referred to co-ordinate axes at right an- 
gles to each other, 

68, Pkop. To find the ■magnitude and direction of the result- 
ant of any number of concurring forces in the same plane. 
Let P,, P3, Pj, &c. , . P„ he the n forces, and let the point 



X 












A/T^ 




y^ 









B 


1 



at which they act be taken for the origin of co-ordinates. 
Let Pi make the angle a^ with OX, and ii, with OY. 
P, « «, " 0, 

P, " «3 " 0, 

(fee, &;c,, &c, 

P„ " a„ " 0„ 

If OA represent the force Pi,aiid the parallelogram OMAN 
be completed, OM will be the component of P, in OX, and 
ON that in OY. And 
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OM=X.=P, COS. «., ON=Y,-P, COS.0,. 

Pursuing the same course with the forces P^, P^, &c., and 
calling the resolved parts of the forces respectively in OX, 

X„X„X„&c X„, 

and those in OY ¥„ Y3. Y,, &c Y„, 

we shall obtain 



5;,=p, 


COS. a,, 


Y,=I', 


COS. (S, 


5^.=P. 


COS. a^. 


Y, = P. 


COS. ^3 


s;,=p. 


COS. ^3, 


Y,=P. 


, COS. H. 


&c. 


&c.,' 


&c., 


&c., 


C=P. 




Y.=P. 


COS. A. 



But the components in OX are equivalent to a single force, 

=X,+X3+X,+, &c X„=S.X, 

and those in OY to a single force, 

-Y,4-Y,+Y3+, &c. . . . Y„=S.Y, 
the Greek letter 2 being used as the sign of summation. 
Hence we have 

S.X-2.P COS. a, (1) 

S.Y=S.Pcos. i3. (2) 

Now if R be the resultant required, and Q the angle it makes 
with OX, the resolved parts of 11 in the axes must equal the 
resolved parts of the forces in the same directions. 

.-. R cos. e=S.X, (3) 

R sin. 0=S.Y. (4) 

S Y 
Hence Tan. G=^- (5) 

Also, R\ cos.'0+R\sin.'e=R^=(S.X)'+{S.Y)=; 



01- R=/(2.X)'+(S.Y)". (6) 

Equations (1) and (3) give the values of S.X and S.Y, by 
which we obtain 6 from (5) and R from (6) ; or R may be ob- 
tained, numerically, more readily from the equation 
R cos.fl=S.X. 

For R=^^=2.Xsec.0. (1) 

cos. C 

69. ScHoi.. It is readily seen that the signs of the compo- 
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< 


ys 


,/ X3 


\ 


>i R 





iients along eitlier axis are involved in the trigonometrical ex- 
pressions of their values, (1) and 
(2). Assume the directions OX. 
and OY positive, and OX', OY' 
negative. The components Ox,, 
Oy, of Pj are positive; their 
values, P, COS. a,, Pj cos, /J,, 
will also be positive, since the 
cosines of angles in the first 
quadrant are positive. The com- 
ponents of P^, which lies in the 
angle X'OY, are Ox^, Oy^, the 
former negative and the latter 
positive. The value of Oa:^^ 
Pj COS. (Zj is negative, since a^, reckoned from OX around to 
the left, wiil be in the second quadrant ; and that of Oy^ =^2 
COS. Pj positive, since j3^, reckoned from OY around to the 
right, will be in the fourth quadrant; or, if reckoned from OY 
around to the left, will be negative, and less than 90°. 

The components Ox,, Oy^ of Pg, in the angle X'OY', are 
both negative, and their values P, cos. Hj, P, cos. 0^ ai'e neg- 
ative, because the angles a 3 and 0^ are both in the third quad- 
rant. The components Ox,, Oy, of P^, which lies m the 
angle Y'OX, are, the former positive and the latter negative. 
The value of Oj:,=P, cos. a, is positive, because «, is in the 
fourth quadrant, or, if taken negatively, is less than 90° ; that 
of Oy,=:P^ COS. 0^ is negative, because S^ is in the second 
quadrant. By the above mode of reckoning the angles, we al- 
ways find «-|-j3— 90°, or one the complement of the other. 

70, Prop. Required the conditions of equilibrium of any 
number of concuning forces in the same pliine. 

Since the forces are in equilibrium, their resultant must he 
equal to zero, or R=0, This gives, by (6), 

(S,S)'+(S.Y)'=0. 
But each term being a square, is essentially positive. The 
equation, therefore, can only be satisfied by making each term 
equal to zero at the same time. 
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Hence S.X^O, 2.Y=0, (8) 

are the two necessmy and sufficient equations of equilibrium of 
any number of coocurring forces in the same plane ; that is, 
the sums of the components of all the forces resolved in any 
two rectangular directions, must be separately equal to zero. 

71. Pitop. Required the expressions for the resultant force 
and resultant couple of any number of forces acting at different 
points in the same plane. 

Let P 1 , Pg , &c. , , . P„ be any number of forces in the same 
plane. Take the co-ordinate axes OX, OY in the plane of the 



forces, and let a,, a^, a^ . . , a 
respectively with OX, and 3, 
make with OY. 



, be the ; 



Lgles the forces make 
. . /)„ the angles they 







Ti 








% 


J^^^ 


Nl 


Ai 


^^ 








-^. . 










"^-XlO 


Xi^ I 


£i 





Let x^, !/j be the 
co-ordinates OM j , 
M,Ai of A,, the point 
of application of the 
force P,, and x^, y^, 
dtc. . . . x„, !/„ be the 
co-ordinates of the 
points of application 
■X. of the others respect- 
ively. Resolving P, 
in the directions of 
OX and OY, we shall 
have for the components 

X,=P, cos. a,, Y,=P, cos. &„ 

at the point Aj. 

Wow apply at O, in OX, two equal and opposite tbrces, each 
equal to X, ; this will not affect the system. Then, instead 
of the single force Xj at A,, we have X, at A j, or N, and 
— Xj at O, which together form a couple, and X, at 0. That 
is, for the force X, at A j, wo may substitute 

X, at 0, and the couple X,. ON, = X,j/i. 
In like manner, applying at 0, in OY, two forces, opposite and 
each equal to Y,, we should have Y, at Aj equivalent to 
Y, at 0, and the couple -Y.OM,---Y.a;,. 
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This last couple wil! be oegative, since it tends lo produce ro- 
tation in the conti-ary direction to that of the other. 

By pursuing the same course with each of the other forces, 
we should obviously have acting at O, in OX, a sum of forces 

X,+X,-|-S,+,&c X„=S.X, (9) 

iind at O, in OY, 

Y,+Y,+\%+,&c Y„=2.Y, (10) 

and the couples 

X,i/,+X,y,+X,y,.... X^,=2.Xy, (11) 

-Y,x,~Y,x,-Y,x, ~Yjt„=s.-Yx. (12) 

We have now reduced the whole to a system of concurring 
forces and a system of couples. The couples being in the 
same plane, the moment of- the resultant (Art 63) will be 
equal to the algebraic sum of the moments of the components, 
or the resultant axis G will be equal to the algebraic sura of 
the component axes. Hence, taking the sum of (11) and (12), 
G=S.Xy-2l.Yx=X.{Xy-Yx). (13) 

Now if R he the resultant force acting at 0, and 6 the angle 
it makes with OX, we have, as before, 
R COS. e=s.x, 
R sin. e=X.Y. 

S.Y 

Tan. S=^^, (14) 

and Il-=(S.X)"+(S.Y)=. (15) 

72. ScHOL. 1. The equations (13), (14), and (15) determine 
the magnitude of G and the magnitude and direction of U. 
To construct these results, draw 
ihrough the origin the line OR, 
making the angle with OX, to 
represent R. Then put G— 
s.(Xy-Y3;)=Rr, by which the 
moment of the resultant couple 
is changed into another, whose 
forces are each equal to R, and 
arm equal to r. Let this be 
moved and turned round until 
one of its forces acts at in an 



S'-R 
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opposite direction to the resultant force ; draw OA perpendic- 
ular to OR and equal to r, and AR' parallel to OR. Then 
R'AOR' represents the resultant couple. The two forces at 0, 
being equal and opposite, may be removed, and we have the 
final resultant acting in AR', which makes the angle 6 with 
OX. 

73, ScHoL. 3, To find the equation of this final resultant. It 
will be of the form 

y=ax+h. 

s.Y 

But «^tan.9=^, 

OA r ^ G ^ G 

s. e 11 COS. (9 S.X' 
Therefore, by substitution, we have for the equation 
S.Y G 



and 6=0B=- 



"S.X-"^S.X 



(16). 



74. Prof. To determine ike conditions of equilibrium of any 
numier of forces acting at different points in the same plane. 

In order that there may be no motion of translation, we 
must have R=0, which gives, as before, 

S.X=0, <17) 

iind S.Y=0. (18) 

And, in order that there may be no motion of rotation, we 
must also have 

G=S(K.y-Yx)=0. (19) 

Equations (17), (18), (19) are the three necessary and suffi- 
cient conditions of equilibrium. 

75. CoR. When there is a fixed point in the system, if this 
point be taken for the origin, its resistance will destroy the ef- 
fect of the resultant force R, and the sole condition of equilib- 
rium will then be G=0, 

or S.(Xi/-Y.t)=0; 

or there must be no tendency to rotation around the fixed 

point. 
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ESUlLlBtllUM OP A POINT ON A PLANE CUllVE. 

76. If a point be kept at rest on a plane curve by the action 
of any number of forces in the plane of tbe curve, the resultant 
must obviously be in the direction of the normal to the curve 
at that point, and equivalent to the pressure the curve sustains. 
For, if the resultant had any other direction, it might be re- 
solved into two, one in the direction of the normal, and the 
other in the direction of the tangent to the curve ; the former 
would be opposed by the reaction of the curve ; the latter, be- 
ing unopposed, would cause the point to move. Hence, 

77. Prop. To determine the conditions of equilibrium of a 
point, retained on a plane curve or line, hy forces acting in its 
plane. 

Let N be the normal force of reaction of the curve, and a 
the angle made by the normal with the axis of x. Also, let 
S.X, S.Y be the sums of the components of all the other forces 
resolved parallel to each axis respectively, and R their result- 
ant. The resistance N may be considered a new force, which, 
together with the other forces, retains the point in equilibrium 
independently of the curve. If, therefore, N be resolved in 
the direction of each axis, we have (8) 
N COS. a+S.X— 0, 
N sin. B-l-S.Y=0; 
or, transposing, squaring, adding, and reducing, 

N= V(i;.X)^4-(S.Y)'=R, 
or the reaction is equal to the resultant of all the other forces. 

Now let i be the inclination r y y 

to the axis of x, of the tangent Vl^_^^/, 



(a) 



to the curve through the point, 
then a=90°-Fi. 



.-. cos. a=cos. (90°+^) = -sin.^■, 
and sin, a— cos. i. 

Substituting these values of cos. a and sin. a in {d) and (6), and 
dividing, we get 
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But the differential expression for the tangent of the angle 



substituting and reducing, 

l..X.dx+-S..Y.dy=0. (21) 

Whenever the line on which the point is retained is right, 
(20) may be used ; but if the line be a curve, (21) will, in gen- 
eral, be necessary, and -j- must be deduced from the equation 
of the given curve. 



, VELOCITIES. 

78. Def. If any forces P, and P^ act at the point A, and 
this point be displaced through an in- 

' definitely small space Aa, and the 
perpendiculars ap„ ap^ be drawn 
from a on the directions of the forces, 
Ps then Apj and Apa are called (Ae vir- 

tual velocities of the forces P, and P^ ; Ap^, measured in the 
direction of the force P,,is positive, and Ajj^, measured in the 
direction of P^ produced, is negative. 

79. The principle of virtual velocities is thus enunciated : 
If any number of forces be in equilibrium at one or more 

points of a rigid body, then if this body receive an indefinitely 
small displacement, the algebraic sum of the products of each 
force into its virtual velocity is equal to zero. 

80. Peop. To prove the principle of virtual velocities for 
concurring forces in one plane. 

Let A be the point at which the forces P,, P„, P^, &c. , . . 
P„ act ; a^, a^, a„ &c, , . . a„ the angles they make respect- 
ively with OX, and 0^, p^, (i.^ . . .(i„ the angles they make 
with OY. Let d be the angle which the direction of the dis- 
placement A« maltes with OX. 
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ANALYTICAL I 




Let Uj, Uj, Dj, &c. ... D, be the virtual velocities of the 
forces respectively. 
Then 
w,=A^,=Aacos.pjAa— Aa. COS. («,— e), 

=Aa(cos.aj cos.ff+sin.a, sin.S), 
and P,Pi^P,.Aa(cos.a, cos.e+sin.a, siii.ff), 

=Aa(cos. S.PjCos, a,+sin. O.PjSJn.a,). 
Ill like manner, for P^ we should have 

Pa)Ja = Att(cos. e.Pj cos. flj+sin, fl.Pg sin. dg), 
and so for the other forces ; and taking their sum, we should 
get, remembering that sin, a~ cos, 0, 

S.Pf-=P,t),+P,u,+P3u,+, &c F„i>„, 

=;Aa[cos.0 (Pj cos, (Ci+Pg cos. a^+.&e P, cos, «„) 

+ sin. e (Pi cos.3i+p2 cos./J^+.&c P,.cos.j3„)]. 

But when there ia an equilibrium at a, point (8), 

P, COS.Bi+Pj COS.^a+PaCOS.aj + j&C P„COS.(Z„=S.X=0, 

and 

Pj cos,|3, +P3 cos.f3, +P, co8.|33+,&c, . . . P„cos.3„=S.Y=0. 

Hence S.Pii=0, 

or the principle is true when the forces all act at a point. 

81, Pkop, To prove the principle of virtual velocities for 
forces acting at different points in the same plane. 

The points are supposed to be invariably connected by rigid 
lines or rods without weight, which transmit the actions and 
reactions of the particles or points upon each other. 
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Let A,, Aj, Aa, &c. . . . A„ be the particles to which the 
forces P,, Pg, P3, &c. . . . P„ are applied, Vj,v^,v^ . . . y„ the 
virtual velocities of the forces respectively. 
Let j-adj be the action of the particle Aj upon the particle A^, 
ro^a, " reaction of " A^ " " Aj, 

J"a^a, " action of " A, " " A 3. 

'a^a, " reaction of " A, " " A,. 

&c., &c., &.C-. 

Let tia,Oj, Va^n^, 1'BjOj, Va a , &c„ &c., be the corresponding 
virtual velocities- 
Then i;ao3=i;aja, uaa^—fnjBj, &c., &c., from the nature of 
action and reaction. 

Also, ro^flj=— j-B^a,, ra,a^~ — ra^a^, &c., &c. For, let A, 
Ki, AiPi A3 Pa ^_Ra 



and A3 be the particles displaced to a, and a^. Draw the 
perpendiculars a,p,, a^p^. Then, if the line a^a^ is par- 
allel to AjAj, it is obvious that A,^i=A2;'3- But A,p, is 
the virtual velocity of R,, and A^p^ ofRj, and they have op- 
posite signs. 

If a,a^ is not parallel to A,Aj, let them meet when pro- 
r Aift -AaJ *! 



duced in some point C. Since the displacements are indefin- 
itely small, the perpendiculars «,p,, a^p^ coincide with cir- 
cular arcs whose center is C, and Ca,=Cp,, Ca^=Cp^. 
But A,p,=Cp,-CA,=Ca,-GA„ 

and A,;.,=Cj.,-CA,=C«,-CA, = (C«,+fl,«,)-(CA,+ 

A,AJ, 
=Ca,-CA,. 
-■. A,Pj = A3P2, 

or Va^a^= — Va^a,. 

Let the sum of the products of all the forces P,, P„, &c., 
into their virtual velocities, acting on the particle 
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A, 


be S.(P.,.ii.,), 


those on 


A, 


be z.(P.,.t>.J, 


those on 


A, 


, be S.(P..-»"J. 


ic, 




&c., 


those on 


A. 


be 2:.(P» •'•J- 



Since each particle is in equilibrium from the action of the 
external forces and the reactions of the others upon it, we 
have, by the last proposition, 

0=S.(Va,.Va^)+ra^a^.Va^a.,+ra,a^.Va^a^ + , &C., 
&C, &C., &.C., 

In taking the sum of the products for all the particles, the 
products of the reactions into their virtual velocities will dis- 
appear, heing in pairs, equal in magnitude with contrary 
signs ; therefore we have 

S.{Pa,.i>a,)+S.(P„^.i>«J+S.(P«,.r«,)+, &c s.(P«„.i'«„)=o ; 

or, generally, when there is an equilibrium, 

s.(P.)=o. 

83. Prop, Conversely. If the sum of the products of the 
forces into their virtual velocities he equal to zero, or S.(P.v.) 
~0, then there will be an equilibrium. 

For if the forces are not in equilibrium, they will be equiva- 
lent either to a single force or a single couple {Art. 74), 

In the first case, let R he the single resultant force ; then a 
force equal and opposite to R will reduce the system to equi- 
librium ; let u be its virtual velocity for any displacement. 
Since, with this new force, there wil! be an equilibrium, we 
have, by the preceding proposition, 

S.(P.ii)-J-R.M=0. 
But by hypothesis, S.(P.)3)=0. .-, Rm=0, which, being true for 
all small displacements of the body, we must have R=0, or 
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the body was in equilibrium from the action of the original 
forces. 

In the second case, if the forces were equal to a resultant 
couple, it would be balanced by an equal and opposite couple. 
Let the forces of this opposite couple be Q and Q', and their 
virtual velocities for any displacement be q and q' respective- 
ly ; since they will reduce the system to equilibrium, we have, 
by the preceding proposition, 

S.(P.i))+Qg+Q'9'=0. 
But £.(P.ii)=0. .-. Q.g'+Q.'g'^O, for all displacements, which 
is impossible, unless Q and Q' each equal zero, since they are 
parallel forces, and act at different points. 
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CHAPTER V. 



THE CE\T 



83. Dbf. ExpEEiMENT shows that every particle of matter is 
subject to a force which attracts it in a direction perpendicu- 
lar to a horizontal plane or the surface of stagnant water. In 
reality, the directions of the forces, acting on several particles, 
meet nearly in the center of the earth ; but aa this center is 
very distant, compared with the distance of any particles con- 
sidered together, we may, without sensible error, regard their 
directions as parallel. 

This force is called gravity. 

84. Experiment shows, also, that the intensity of gravity 
varies in different parts of the earth's surface ; that it is least 
at the equator, and increases toward the poles in the ratio of 
the square of the sine of the latitude. It shows, also, that in 
the same latitude the intensity varies at different points in the 
sanne vertical line ; that it varies inversely as the square of the 
distance from the center. But for any points in the same sys- 
tem, or any bodies nearly in the same place, this variation of 
intensity, as well as difference of direction, may be neglected 
without error. Hence, 

85. Dbf. a heavy body is an assemblage of material points, 
or particles, acted on by equal parallel forces in the direction 
of the vertical to the earth's surface. 

86. Dep. The weight of a body is the resultant of all the ef- 
forts which gravity exerts on its component particles. This 
resultant {Art. 43) is equal to their sum, and parallel to their 
common direction. 

87. Dbf. The mass or the quantity of matter of a body is 
the sum of all its component particles. 

SB. Cor. If W represent the weight of a body, M the mass, 
and g the ratio of the intensity of gravity at any place, to its 
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intensity at another place where it is assumed as unity, we 
shall have 

W-g-M. (23) 

For the resultant of all the parallel actions of gravity on the 
particles of a body is equal to their sum, or the product of its 
intensity into the number. 

89. Def. The density of a body is the ratio of its mass to its 
volume ; or, if D represent the density, M the mass, and V the 
volume, 

in which D, M, and V represent the number of units of each 
kind. 

SO. CoK. Since W=^M, and M=VD, we have 

W=^VD. (24) 

91. Prop. The masses of two bodies of the same density are in 
the direct i-atio of their volumes. 

If M, V, and D be the mass, volume, and density of one 
body, and m, v, and d the same of the other, by (23), 

M=VD and m=vd; :• M : m=YD : vd; (25) 
or, smce T>=d, M : ot=V : v. 

92. Pitor. The masses being equal, the densities are inversely 
as the volumes. 

Since M : m=VD : vd; if M-m, Y'D=vd; 
or D : d=v : V. (26) 

93. Prop. The volumes being equal, the masses are directly as 
the densities. 

Making, in (35), V=t>, we have M : m^D : d. (27) 

94. Def. The center of gravity of a body is the center of the 
parallel forces of gravity on each of its component particles. 

95. CoK. Hence the determination of the center of gravity 
involves an immediate application of the doctrine of parallel 
forces, and we need only refer to results already obtained for 
many important deductions respecting the center of gravity. 
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1°. The i-esultant of all the vertical efforts of gravity on 
each of the elementtiry particles of a body passes through its 
center of gravity. {Arts. 44 and 04.) 

2°. This resultant is parallel to the forces {Art. 36) ; that is, 
it is vertical, and its magnitude is equal to the weight of the 
body. 

3°. Whatever position we give to a body, this resultant will 
always pass through the center of gravity ; since changing the 
position is equivalent to changing the direnlion of the forces, 
without changing their points of application or parallelism. 

4°. A heavy body will be in tiquiiibrium if its center of 
gravity be supported, whatever may be the situation of the 
body relative to the support, since, in this case, the resultant 
of the parallel forces of gravity will have a fixed point in its 
direction. 

5°. When we wish to find the center of gravity of several 
bodies, we can suppose the mass of each concentrated at its 
center of gravity, since the weight of each is a force propor- 
tional to its mass, and passing vertically through its center of 
gravity. Hence we have only to consider a system of heavy 
points, 

06. Def. a body is said to be symmetrical with respect to a 
plane when the lines joining its particles, two 
and two, are parallel, and bisected by the 
plane. X~ 

Thus, let m, m' be two symmetrical par- 
ticles, so that the line mm' may be bisected 
in b by the plane aa'. Letting fall the perpen- 
diculars ma, m'a', the equality of the triangles 
mab, m'a'b gives ma=m'a'. Hence the par- 
ticles of a body, symmetrical with respect to 
a plane, are situated, two and two, on opposite sides of the 
plane, and at equal distances from it, 

97, Pkop. The center of gravity of every homogeneous body 
of uniform density, symmetrical with respect to a plane, is situ- 
ated in that plane. 

For any two particles, symmefricaliy placed, will be at the 
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same distance from the plane, and their moments will be equal 
and have contrary signs. But all the particles, taken two and 
two, are thus placed [Art. S)C), Therefore the resultant of the 
system of forces will be in that plane, and, consequently, the 
center of gravity also. 

98. Dep. a body is said to be symmetrical with respect to an 
axis when it is symmetrical with respect to two planes pass- 
ing through that axis. 

99. Peop. The center of gravity of a homogeneous body, sym- 
metrical with respect to an axis, is situated hi that axis. 

By Art, 97, it must be in each plane passing through the 
axis, and therefore in their common intersection, or the axis 
itself. 

100. CoE. If a body is symmetrical with respect to two 
axes, its center of gravity will be at their intersection, since it 
must be in boEh axes. 

101. Def, This point is also called the center of figure. 

102. Prop. To find the center of gravity of any nvmber of 
heavy particles whose weights and positions are given. 

Let A, B, C, &c., be the particles, whose weights w,, w^, 
n ujg. &.C., act at then- respective 

centers of gravity, vertically 
downward, and therefore con- 
stitute a system of parallel for- 
ces, w, and w^ have a result- 
ant =w^+w^ acting at some 
point a, such that w,.Aa=w^. 
Ba. The distance AB being 
given, the distanceA a is de- 
termined by taking {Art. 39) 

: Aa=AE.^^ — . 

Compounding the weight w,+w^ at a with another weight 
10 3 acting at C, they will have a resultant w , +ti>^ +w ^ acting 
at some point h, such that 

{w,+w^).ab=w,.Cb. 
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First determining aC from the triangle uCB, in which BC, 
Bn, and the angle aBC are supposed to be known, we can de- 
termine the distance ab by the proportion 

Wj+w^+w^ ■.w^=Ca : ah=Ca.— 



By continumg the same process, we should determine the 
point at which the final resultant weight acts. The point will 
be the same, whatever be the order in which we compound the 
weights. 

103. Prof. To find the center of gravity of any number of 
•particles in the same plane whose positions are given iy their 
co-ordinates. 

Since the w^eights of the particles constitute a system of par- 
allel forces, let Y ^, Pj, P^, &.C., represent the weights of the 
particles which may be supposed collected in their respective 
centers of gravity, a^i, j/j, Zj„ y^, &c., their co-ordinates. We 
shall have for the co-ordinates x, y of the center of parallel for- 
ces {Art. 44), or center of gravity of the whole body {Art. 94), 

^_ P,3:,+P33;a+P33!3 + .&C. _ S.Px ^ 

^- P.-^P.+P^-f.&C. -2.P ! 

-_ i'.y . +Paya +^3^3+. &c. _ s.Py r '■^°' 

y~ P.+P^-i-P^-l-.&c. i.P'J 

104. Cob. 1, If the particles all lie in a straight line, this line 
maybe taken for the axis of a;, and j/,=0, f/5=0, &c. .■. y=0, 
and the center of gravity will be in that line. 

105. Cor. 2. If the particles are homogeneous, the weights 
of each particle (24) will be proportional to the volumes ; and 
if u,, »3, Uj, &c., denote the volumes of the particles, and V 
the whole volume, we have 

_ -u.a;, -|-T!aa;.+)),3;,+, &c. S.-ua; "^ 

V =^:^ I 

Hence the sum of all the particles, or the whole volume, multi- 
plied hy the distance of its center of gravity from a plane, is 
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equal to the sum of each particle into the distance of its center 
of gravity from tite plane. 

106. Cor. 3. If the center of gravity of the whole volume 
be given, and the center of gravity of one of its parts, the cen- 
ter of gravity of the otiier is readily obtained. 

Let V equal the whole volume, and v-,, v^ the volumes of 
the two parts, x,y,x^, y,, x^, ^a,the co-ordinates of their re- 
spective centers of gravity. 

Then 3;= -^ -, and y=- y ■ 

But, by hypothesis, V, v, and x, y, x„ y, are given. 

Therefore, v^=Y--v„ 

.„d 5i. = ^A»ndJ._SrM,. (30) 

107. We shall now proceed to apply the foregoing princi- 
ples to specific cases. 

Ex. 1. To find the center of gravity of a uniform physical 
straight line. 

If AB be tlie uniform straight line, and C its middle point, C 
will he its center of gravity ; 

■- ' ■ for we may consider the line 

made up of a series of equal particles in pairs on opposite 
sides of C, and the weights of each pair would be equal paral- 
lel forces having their resultant at C, the middle point between 
them, or the resultant of all the forces will pass through C. 
Or, the line AB is symmetrical with respect to a plane pass- 
g through C. The center of gravity, therefore (Art. 97), is in 
this plane, and as it is also in the line 
AB, it must he at their intersection C. 
Ex, 2, To find the center of gravity 
of a thin triangular plate of uniform 
density. 

Let ABC be the triangular plate, 
of which the thickness is inconsider- 
able. Bisect AB in D, and AC in E. 
Join C, D, and B, E intersecting in 
G will be the center of gravity of the plate. 
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Since the line CD bisects all lines drawn parallel to the 
base, and, consequentlyj divides the triangle symmetrically, 
the center of gravity of the triangle will be in this line. For 
the same reason, it will be in the line BE, and will therefore 
be at their intersection G. 

Join D, E. DE is parallel to BC, since it divides the sides 
AB and AC proportionally, and DE=:JEC. 

From the similar triangles, DEG and BCG, we have 
UE : BC=DG : GC=1 : 2. .-. 2DG=GC, 
Adding DG to both sides, 

3DG=DG+GC=DG. .-. DG=pC. 

hi the same way it may be shown that EG=^EB. 

Hence the center of gravity of a triangle is one third the 
distance from the middle of either side to the opposite vertex. 

Ex. 3. To find the center of gravity of a paralklogram of 
uniform density and thickness. 

Bisect the sides AB and DC in H and K ; aJso the sides 
AD and BC in E and F. The d k C 

plane passing through H and K / r 7 

will divide the parallelogram sym- j. / / / 

metrically, since it will bisect all / 7& 7 

lines parallel to AB, The center / l / 

of gravity will he in this plane, and -^ " 

will therefore lie in its intersection HK with the parallelogram. 
For the same reason it will lie in EF, and must therefore be at 
G, the common point of these lines. 

Or, since each diagonal bi- 
sects all lines drawn parallel to 
the other, it will be at the inter- 
section of the diagonali. 

Ex. 4. To find the cente) of 
gravity of a thin, polygonal j 
plate, of unifurm density and 
thickness. 

Let ABCDEF be the poly- 
gon. Draw the Unes AC. AD, 
AE, dividing it into tnangles 
D 
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When the polygon is given, these triangles will be known, 
and their centers of gravity, giig^igz^ g,^ may be found by 
Ex.2. 

The mass of each triangle may be considered as a heavy 
particle at its center of gravity, or the weight of each, as a 
force acting at its center of gravity. Then {Art. 39), 

g,+g. ■■S.=g.g^ -gyG'^gig.-J^^- 

This determines the point G', the center of gravity of the 
portion ABCD. In the same manner, we may find the point 
of application G", of the resultant of gi +g^ acting at G', and 
g^ acting at g^, and so on; the last point so determined will 
be the center of gravity G of the polygon. 

Ex. 5. To find the center of gravity of a triangular pyramid 
of uniform density. 

Let ABCD be the triangular pyramid. Bisect the edge BC 
in E, and pass a plane through E and the edge AD. This 




plane will bisect all lines in the pyramid parallel to BC, and 
will therefore divide it symraetricaJIy. Bisect AC in F, and 
the plane through F and the edge BD will also divide the pyr- 
amid symmetrically; and since the center of gravity of the 
pyramid will be in both these planes, it must be in their inter- 
section D/, But the point/ is the center of gravity of the face 
ABC {Ex. 2). Hence the center of gravity of the pyramid 
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lies in the line drawn from a vertex to the center of gravity of 
the opposite face. Take Ee=^ED, and join Ae. Since e is 
the center of gravity of the face BCD, the center of gravity of 
the pyramid will be in the line Ae. It must therefore be at 
the intersection G of Ae and D/, 

To find /G, join fe, which will be parallel to AD, since it 
divides the sides ED and EA of the triangle AED proportion- 
ally. Now the similar triangles/Ge and AGD, with/Ee and 
AED, give 

/G : GD=/e : AD-Ee : ED=1 : 3. 
.-. 3/G=GD. 
Adding /G to both members, 

4fG=/G+GD= /D, 
fG=kfD. 

Hence, the center of gravity of a triangular pyramid is one 
fourth the distance from ike center of gravity of one face to the 
opposite vertex. 

Ex. 6. To find the center of gravity of a pyramid whose base 
is any polygon. 

In the pyramid A BCDEF find G, the center of gravity of 
the polygonal base {Ex. 4), 
and join AG. Since AG 
passes through the center 
of gravity of the base, it 
will pass through the cen- 
ter of gravity of every sec- 
tion parallel to the base, 
and the center of gravity 
of the whole pyramid will 
be in AG. 

Join GB, GC, GD, GE, ] 
and GF, and conceive 
planes to pass through A 
and each of these lines, 
thus dividing the whole 
pyramid into as many triangular pyramids as the basi 
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sides. The centers of gravity of these pyramids will be at 
one fourth the distances, respectively, from the centers of grav- 
ity of their triangular bases to the common vertex A, These 
distances being thus divided proportionally, the points of di- 
vision will all lie in the same plane parallel to the base. And 
since the centers of gravity of all the triangular pyramids are 
in this plane, the center of gravity of the whole pyramid will 
be in it, and, being in the line AG also, will be at their ioter- 
section g. But the plane divides all lines drawn from the ver- 
tex A to the base proportionally ; therefore, the center of grav- 
ity g of the whole pyramid is one fourth the distance from the 
center of gravity of the base to the vertex. 

Cor. Since the above principle is true, TvLatever be the num- 
ber of sides of the polygon, it is true when the number becomes 
indefinitely great, or when the base becomes a continued closed 
curve, as a circle, an ellipse, &c. ; or, the center of gravity of a 
cone, right or oblique, and on any base, is one fourth the dis- 
tance from the center of gravity of the base to iJie vertex. 

Ex. 7, To find the center of gravity of a frustum of a cone or 
'pyramid cut off by a plane parallel to the base. 

Let a be the length of the line drawn from the vertex of the 
cone, when complete, to the center of gravity of the base, a' 
that portion of it between the vertex and the smaller base of 
the frustum. Then (30) we have 



in which 5— fa, a;,=f«'. Now the part of the cone or pyra- 
mid cut off is similar to the whole, and similar solids are as the 
cubes of their homologous dimensions, or cubes of their lines 
similarly situated. 

Hence u ; v =a' : a", or v~v, : v=a'—a" : «'. 



=<-?)• 
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Va / _3 a— a" 

_i(«±«l(»"+0 



Subti-acting this from a, we have the distance of the center 
of gravity of the frustum from the center of gravity of its base 
equal to 

* a'+aa'+a" 4 ^a'+aa'+a")' 
Ex. 8. To find the center of gravity of the perimeter of a tri- 
angle in terms of the co-ordinates y 
of the angular points. 

In the triangle ABC, let a, b, 
c represent the sides respective- 
ly opposite to the angles A, B, 
C. Their centers of gravity will 
be each at the middle point of 
the side; ^s g,, e,,g„. 




Let a: 



^iVn 



e the co-ordinates of A referred to the origin 0, 



C. 



Then the co-ordinates ofgj are \{x i+x^), ^{y ^-\-y^, 

S3 " i('^3+^i)>5(y3+yi)' 

and X, y, being the co-ordinates required, by (28), we have 

^ 3(a+6-fc) 

Ex. 9. To find the co-ordinates of the center of gravity of a 
triangle. 
Let :Cj!/|, a-'a^jj, x^y^ be the co-ordinates of the points A, 
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B, C respectively. Draw 
AD bisecting BC in D, 
and take AG-=|AD: G 
is the center of gravity 
of the triangle. The co- 
ordinates of D are ^(x^ 
+^^)A{V2+ys)i and if 
5-ON, y^GN, be the 
co-ordinates of G, we 
have 

ON-OL-|-§(OM-OL), 

GN=AL+|(DM-AL) ; 
or S=^,+lU(*^+^3)-^,}=K^,+3;.+3^s). 

and |'=y,+fU(ya+i/=)-y, 1=^(^1+^3 +2/3)- 




CONDITIONS OF EQUlLIBEItTM OP BODIES PKOM THE ACTION OF 
GKAVITY, 

108. Paop, If a body have afixedpoint in it, the condition of 
equilibrium requires that the vertical line through the center of 
gravity shallpass through the fixed point. 

If the center of gravity g be in the vertical line A^, passing 
through the fixed point 
A, the weight w of the 
body, being a vertical 
force acting at g, in the 
direction kg, will be 
resisted by the reaction 
of the fixed point A. 
If the center of gravity 
be at any other point 
g', then drawing the 
vertical line through g' 
and the horizontal line through A, the weight w acting at g' 
would have an uncompensated moment w.Am, which will not 
vanish until the center of gravity comes into the line A^. Or, 
if g' be the center of gravity, the body will be acted upon by 
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a couple of wMch the forces are, the weight of the body at g', 
and the reaction of the fixed point A[, and the arm Am. 
Therefore (19), in order to equLhbrium, 

.". Am=0, or the point g" must be in Ag'. 

109. Dep. The equilibrium is aaid to be stable when the body, 
if slightly disturbed, tends to return to its original position. 
It is called unstable when, being disturbed, it tends to re- 
move further from its original position ; and neutral when, after 
being disturbed, it still remains in equilibrium, 

110. Peop. When the equilibrium of a body containing a 
fixed point is stable, the center of gravity is in the lowest posi- 
tion it can take ; when unstable, in the highest. 

Let A be a fixed point in the bodies M and N, g their cen- 
ter of gravity. The 
center of gravity can 
only move on the 
surface of a sphere 
whose center is A 
and radius Kg. When i 
the body M is dis- I 
turbed, its center of 
gravity g being re- 
moved to g', will rise 
through the versed sine of the ■ 
moment w.Am will obviously tend to bring it back to its orig- 
inal position. The equilibrium is therefore stable, and the 
center of gravity the lowest possible. In the body N, the cen- 
ter of gravity being at g is the highest possible, and being in 
the vertical A^, will be in equilibrium. When removed to g', 
the moment w.Am will obviously tend to carry it further, and 
the equilibrium was therefore unstable. 

111. Coa. 1. The pressure on the point by which a body is 
suspended is clearly, in the case of equilibrium, equal to the 
weight of the body. 

lia. CoK, 2. If a body is suspended from two points, the po- 
sition of equilibrium is that in which the center of gravity is in 
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the vertical plane passing through the two points of suspen- 
sion, since it is then the highest or low- 
est possible. To determine the pres- 
sures on the fixed points A and B, let 
GC represent the weight of the body 
' acting vertically at G, Resolve GC 
into the two forces DG and EG acting 
in the directions AG and EG. These 
will represent the pressures on A and 
B. Since the directions of GC, GD, 

and GE, and the magnitude of GC are known, the magnitudes 

of DG and EG may be determined. 

113, Cor. 3. If a body be sl 
not in a right line, the body is 

With regard to the pressures on each point, the three lines 
drawn from the fixed points to the center of gravity give the 
directions of the pressures, and the vertical is the direction of 
the weight, the magnitude of which is given. Hence we have, 
in a parallelepiped, the three sides and diagonal given in po- 
sition and one given in magnitude, to determine the magnitude 
of the other three. 

114, Con, 4. If a body touch a horizontal plane in one point, 
it will be in equilibrium when the vertical through its center 
of gravity, and the perpendicular to the plane at the point of 
contact, coincide ; for the weight will then be counteracted by 
the plane. 

115, Coii. 5. If the body touch the plane in two points, it 

will be in equilibrium when the verti- 
cal through the center of gravity, and 
the perpendiculai-s to the plane at the 
points, are in the same plane. Thus, 
if ABC be a vertical section through 
the two points of support P and Q, 
there will not be an equilibrium unless 
" the vertical through the center of grav- 

ity G is in the same plane, or, which is the same thing, meets 
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the line PQ. The pressures on P and Q, may be determmed 
by the theory of parallel forces, and 

P : Q : W=WQ : WP : PQ, 
P, Q, and W representing the pressures on the two points and 
the weight of the body respectively. 

If the body touch the line PQ, in more than two points, the 
problem of the pressures is indeterminate, as the pressures 
may be any how distributed. 

116. GoK. 6. If the body touch the plane in three points, it 
will be in equilibrium when the vertical through the center of 
gravity falls within the triangle formed by joining these points. 

To estimate the pressures in this case, let PQR be the tri- 
angle formed by joining the three 
points, and W the point where the 
vertical through the center of 
gravity meets it. We must re- 
solve the weight acting at W into 
three others parallel to it, acting at 
P,Q,andR. Join PW, QW, and 
RW, and produce them to the op- 
posite sides. Then, by the theory of parallel forces, 

P : W=WK : PK=triangIe WRQ : triangle PRQ, 
Q : W=WM : QM= " WRP : " PRQ. 

and R:W=WH:RH= " WPQ: " PRQ. 

.-. P:Q:R : W=WRQ : WRP : WPQ : PQR. 

If the body touches the plane in more than three points, the 

pressures on the points are indeterminate, but their sum is 

equal to the weight of the body. 

117. Cor. 7. If the vertical through the center of gravity of 
a body on a plane meets the plane in a point within the base, 
the body will stand. For the resultant of the parallel forces 
of resistance must be within the figure formed by joining the 
several points of contact. 

If the vertical falls without the base, we have two parallel 
forces in contrary, but not opposite, directions, and the body 
will turn over. 
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118. Prop. The stahility of a hody is measured hy the excess 
of the shortest line that can he drawn from the center of gravity 
to the perimeter of the base, above the vertical, from the center to 
the horizontal plane. 



The stability will depend on the ex- 
cess of GP over GH, since G must be 
elevated a distance equal to this dif- 
ference, in order to turn the body over 
the edge of the base at P. 

Cor. 1. The greater the base HP the greater the stability, 
if the height of G remain the same ; and the greater HG, the 
less the stability if HP remain the same. 

CoR. 3. The stability is measured by the versed sine of the 
arc, through which the center of gravity must move from rest 
to its highest point. For GP-GH=GP-BP-AP-BP-AB 
= versed sine of arc GA to radius PG. 

119. PRor, If a body be placed on an inclined plane, it will 
descend when there is no resistance from friction. 

For the weight of the body, represented by GA, may be re- 
solved into two others, GB 
and BA, one perpendicular 
to the plane, and the other 
parallel to it, of which GB, 
the one perpendicular to the 
plane, can alone be counter- 
acted by the plane. In this 
case, if the vertical GA fall within the base of the body, the 
body will slide; if it fall without, it will slide also. 




1. If two right cones have the same base and their vertices 
in the same direction, find the distance of the center of gravity 
of the solid contained between their two surfaces from their 
common base. 

Ans. ■} sum of their altitudes. 



.y Google 



C E N T E K F G R A V I T Y. 59 

S, The center of gravity of a paraboloid being in the axis 
at a distance from the vertex equal to | of the axis ; find the 
center of gravity of a frustum of a paraboloid from the base, 
a and b being the radii of the two ends, and m the parameter 
to the axis (30). 

AnS. ^ rjr— . 

3. . Two spheres, whose radii are a and b, touch each other 
internally ; find the distance of the center of gravity of the solid 
contained between the two surfaces from the point of contact. 
a'+a^b+ab'+h' 
a'+ab+i' ' 

4. The distance of the center of gravity of a hemisphere 
from its base being ■§■ the radius, find that of a hemispherical 
bowl whose internal radius is a and thickness c. 

^"- «■ 3a-+Sac+o' ' 

5. From the result obtained in JUx. 4, find the distance of the 
center of gravity of a hemispherical surface from the center 
of the base, 

Ans. ia. 



AITLICATION OF THE PRINCIPLES C 



121. By the principles of the integral calculus, when the 
volumes » {Art. 105} become indefinitely small, they may be re- 
garded as the differential elements of the body, and be repre- 
sented by dv. In this case formulas (29) will take the form 

in which x and y denote, the distances of the center of gravity 
of dv from the co-ordinate axes. 

122. Prop. Required the differential expressions for the co-or- 
dinates of the center of gravity ofaplane curve or line. 

If ds represent the differential element of the curve or line, 
by substituting ds for dv in (31), we hnve 
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~.=^i^. y=A^. (32) 

If the arc is symmetrical with respect to tlie axis of x, the 
center of gravity will be in that axis (Art. 99), and ^=0. 
__fxds 

IS sufficient. 

123. Prop. Required the differential expressions for the co- 
ordinates of the center of gravity of a plane area. 

Since the differential element of a plane area is dxdy, dv= 
dxdij. By substitution in (31), we have 

^^ ffxdxdy __ ffydxdy 
■' ffdxdy'^ 'ffdxdy- 
Integrating in reference to y, we have 

fxydx fW^ ,„„, 

-"'- fydx^y-^ fydx- ^^^^ 

If the area is symmetrical with respect to the axis of a;, the 
center of gravity is in that line {Art. 99), and y=0. 
__fxydx 

" ''^~ fyd^ 

is sufficient. 

124. Pkop. Required the differential expressions for the co- 
ordinates of the center of gravity of a surface of revolution 
around the axis ofx. 

The center of gravity will obviously be in the axis of x, and 
therefore y=0; and since, for a surface of revolution, dv^ 
2-nyds, the first of equations (31) become, 

x=-^p, (34) 

fyds \ ' 

and this equation is sufficient. 

125. Prop. Required the differential expressions for the co' 
ordinates of the center of gravity of a solid of revolution. 

In this case dn—m/dx. Hence, from the first of equations 
(31), we have 
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-fS. <-) 

which alone is sufficient. 

By proper substitutions for dv in the fundamental equations 
(31), we may find expressions for tiie co-ordinates of the cen- 
ter of gravity for other forms of bodies. 

126. Prop. The surface generated by the revolution of a curve 
around an axis is equal to the length of the curve, multiplied hy 
the circumference described hy its center of gravity. 

From the second of equations (32), we have 
^7T.y.s=2'nfyds. 

Now 3Trj/ ia the circumference of which y is the radius, and 
Hity-s is the circumference described by the center of gravity 
of the curve s in its revolution round the axis of x, multiplied 
by the length of the curve s. But this is equal to ^-nfyds, which 
is the area of the surface generated by the revolution of the 
curve. Hence, &c., 

127. Prof. The volume generated by the revolution of a plane 
area around an axis is equal to the product of that area hy the 
circumference described by its center of gravity. 

For, from the second of equations (33), we have 
2-Kyfydx = T:fy''dx . 

In this equation, fydx is the generating area, Sttj/ is the cir- 
cumference described by its center of gravity, and ^fy^dx is 
the volume generated. Hence the truth of the proposition. 

These last two propositions comprise the theorem of Guldin, 
and their application to the determination of the surfaces and 
volumes of bodies constitutes the Centrobaryc Method. By 
this method, of the three quantities, viz., the generatrix, the dis- 
tance of the center of gravity from the axis, and the magnitude 
generated, any two being given, the other may be determined. 
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1. Required the center of gravity ol" a circular arc. 

Let the axis of a; bisect the arc MAM' 

/ \ in A, the origin being at the center of 

the circle, and let MAM'=3s. From the 

i ~Ia ' a; equation of the circle y'=r'—x', we ob- 




When y=0, x=r, and '■- 
Hence x=Cl~ — 

or, the distance of the center of gravity of a circular arc from 
the center of the circle is a fourth proportional to the arc, the 
radius, and the cord of the arc. 

If the arc be a semicircle, y=r, and s=lnr. 

.: CI=^^= 0.63662*-. 

2. Required the center of gravity of a circular segment. 
Putting CP=a {Fig., Ex. 1), and taking the center for the 
origin, we have y= Vr'—x\ Hence (33), 

^ fyth MAP ^ MAP "MAP' 

_^ ^V(2MP)' _ TV(chord)° 
~iMAM'P~ segment ' 
If the segment is a semicircle, 
__ <(2ry 4r 
3;-- ■^^--— 0.4244I»—|CD.. 
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3. Required the center of gravity of the surface of a spher- 
ical segment. 

Taking the origin at C {Fig-, Ex. 1), the center of the gen- 



erating c 



e have x^+y''=r', -r^=—i, and yds=rdx. 



.: (34) : 



Integrating between x=r and x 



_ fyxds_ fxdx 

=cp. 



Hence the center of gravity is at the middle of PA. 

4. Required the Ci nter of gravity of a spherical s 
Taking the origin at A, the vertex of the generating circle, 

we have, for its equation, i/'=2ax—x''. 

,„_, _ fxfdx f(2ax~x')xdx 
■■■ ^'^^^''~ffdx-fC2ax-x')dx- 
IT ir |«a;=-ia;'_8aK--33^ 

Hence ALJ= — , — tt~-T^ i~- 

a;c'~^x' 12a—4x 

If the segment is a hemisphere, x=a, 
and x=^a. 

5. Required the surface of a hemisphere. 

By the centrobaryc method (Art. 126), we have 

The generatrix =^Trr, the ordinate of its center of gravity 

y~— (Art. 128, Ex. 1), and the circumference described by 

the center of gravity =2ir.— =4r. Hence the surface =^nrAr 
=2nr''. 

129. EXAMPLES Off THE PRECEDING CHAPTERS. 

Ex. 1. Two beams, rigidly connected at a given angle, turn 
on a horizontal axis through their point of union ; find the po- 
sition of equilibrium by the action of their own weights. 

Let AC, BC be the beams suspended from C, and making 
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about C is zero (A)-t. 75). 

Let g-,, g^ be the centers of gravity of the beams, and g^C 
=a,g^C=b. Also, w,= weight of AC, acting at g-,, and Mt^ — 
weight of BC, acting at g^. Draw through C the line MCN 
horizontally, meeting the vertical directions in which v>, and 
w^ act, at M and N. 

By {■l9),w,CM-w,CN=0. Let BCN=e. The determin- 
ation ofO will fix the position of the compound beam. 

Since CM=^,C.cos.MCA and CN=^,C.cos. BCN, we 

have 

w!..Cg. cos.ACM-w;,.Cg-3coa.BCN=0, 

or w,. a. COS. (180- a+9)-w^.h. cos. 0=0. 

w)„6+M),a. COS. fl 

.-. i an, d=~^ — -"'-, . 

w,a. Bin. a 

Ex. 2. When a given weight W ia hung from the end of 

one of the beams, A {Ex. 1), find 9 in case of equilibrium. 

Ta..8="-;+<"-+f7"'°"-°. 
(w,+2W)asm.a 

Ex. 3. Two beams, as in Ex. 1, are suspended from one 

end B; find the angle 6 which the upper one makes with a 

horizontal line. 

Tim.«= P'°'+°'-'''~'°-''-°°'-'' . 



N, E. Since the common center 
of gravity of the two beams is in the 
vertical through B, BM=Gm=Cm 
-CG=Cm-2NB=«. cos. (a-6)- 
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/. UI36. COS. e— lOja. COS. (a— i9)+2ui,6. COS. 0=0. 

Ex. 4. Two spheres of unequal radii, but of the same ma- 
terial, are placed in a hemispherical bowl ; find the position 
they late when in equilibrium. 

Since the reactions of the bowl upon the spheres are in the 
directions of the radii of the w /- w 

spheres through the points i 
of contact, and since tht 
radii produced pass through 
C ; if C was a fixed point, 
and connected with A and 
B by a rigid rod without 
weight, the bowl might be 
removed without disturbing 
the equilibrium. The ques- 
tion, then, is reduced to finding the position of equOibrium of 
two weights suspended from the extremities of two rigid rods 
without weight, and is solved like the preceding. This posi- 
tion will be known when & is known. 

Let R be the radius of the bowl, r,, r^ the radii of the 
spheres A and B respectively, and ACB=a. 
Then AB=r, +)■„ CA=R-r., CB=R-j-„ 
, AC'+CB'-AB' 




2AC.BC 

_ (R-r,r+(R- 



.r-(r,+rj- 



which a 



2(R-»-,) (R-rJ 
Then (19) H!,.CM-w;,CN=0, or 7^.CM-r^.CN=0; since 
the weights of the spheres are as the cubes of their radii. 
Substituting the values of CM=(R-rj) cos. (lSO-{a+S)), 
and CN=(R— Tg) cos. e, expanding and reducing, we get 



Tan. 0= 



rl(R—r^)-i-r1(R—r,) cos, a 
rJ(R— ?-,) sin. a 



Ex. 5, A heavy beam rests upon a smooth peg with one 
end against a smooth, vertical wall ; find the position of equi- 
librium. 

E 
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Let ACB be the beam, resting at A against the wall ADE 
^ and upon the peg C. 

The center of gravity g, 
, when there is an equilibrium, 
will evidently be at some 
point beyond C from A. Let 
kg=a, J)C=h, w= the weight 
of the beam acting at g, 'S.— 
the reaction of the wall per- 
pendicular fo itself at A, and 
R'= the reaction of the peg 
perpendicular to the beam at 
C. The angle 9, which the beam makes with the horizontal 
direction ■when in equilibrium by the action of these three 
forces, is required. 

Employing (17), (18), and (19), and resolvmg the forces in 
vertical and horizontal directions, and about the point C, we 
have 

10 resolved in a horizontal direction = 0, 





\ 




A 


/ 


D 




\^ 




S 




y 


yl^ 




> 


-<. 


\ 


H 




^ 




K 




' 



6=0. 



= R, 

' — K'sin. e. 



.-. (17) S.X=R-R's 
Also, w estimated vertically = w, 

R " " = 0, 

R' " " =-E'cos. 6. 

.-. (18) S.Y=«)~R'cos.9=0. (b) 

Also, the moment of w; about C=«).CF=io.(DF-DC). 
EutDF=AH=Ag-cos.i9=acos.0, andDC=6. 
.-. w.CF=w.(a.cos.e-b), 
the moment of R about C = R.CK=R.AK. tan. e=R.b. tan. 9, 

R' " =0. 
.-. (19) :^.(Ky-Yx) = w.(a.co3.e-b)—R.b.Un.e^0. (c) 

Multiplying (a) by cos. and (6) by sin, O, and subtracting, 
we have 

R.cos.e-Misin.e=0 
.-. R=M)tan.£'. 



.y Google 



Substituting this value of R in (c), 

w{a coa.B-b)~to.b. tan.° ^=0, 

or a COS. 6=i(l + tan.' 6) = 6. sec' e=b. r^. 

*■ ' COS." d 

.'. COS. 6= yj -, and 6<a, except when 6=0. 

Ex. 6. Solve Ex. 5 by resolving the forces parallel and per- 
pendicular to the beam, and taking the moments about either 
A or^. 

The three forces resolved in the direction of the beam give 
R COS. 6—w sin. fi=0 ; {a) 

resolved perpendicularly to the beam, give 

'R'—w COS. e— R sin. 6=0. {b) 

The moments about A give 

R'.S. sec. B~w.a, cos, 9=0. (c) 

From («), we have R=wf tan. 6, -which, substituted in (&), 
gives 



003^6 

This value of R', substituted in (c), gives 
wb sec.'d—wa COS. 6=0. 
6 



,■. COS. 6= \/-. as before. 
The moments taken about g give 

R'.Cg--Rrtsin.6=0, 

orR'(a— 6sec.6)— R.«3in.6=iIl'(!:cos,9— R'A— Ra;sin.6cos.6=0. 

Substituting the values of R and R' above, and reducing, 



»H/^. 



Ex. 1. A heavy beam lies partly in a smooth hemispherical 
bowl and partly over the edge ; find the position of equihbrium. 

The beam ABC will be supported by the reaction R of the 
bowl at A, perpendicular to the surface, or in the direction of 
the radius AO, by the reaction R' of the edge of the hnw! al 
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B perpendicular to the 
^ beam, and by its weight 
w acting at g. 

Let Ag=a, AO=r= 
radius of the bow], and 
e = ABO =BAO= incli- 
nation of the beam to 
the horizon. 

If the object be to 
determine tlie angle 9 
solely, it will be most 
readily effected by resolving the forces in the direction of the 
beam and taking the moments about B, by which we avoid 
expressions involving the unknown reaction R'. 

The reaction R. in the direction AB= R cos. 0, 
the weight w " '■ = —vi sin. 6, 

.: Rcos. e-w)sin.i3=0, 
or R=M)tan.ft 

For moments about E, we have 

R.AB sin. d-w.gB cos. 9=0. 
But AB=2r COS. 0, and gB={2r cos. B-a). 

.: 2.U.r. sin. 6 cos. 8~w{2r cos. 9— a) c 
Substituting the value of R, and reducing, 
2r tan. &, sin. d~2r cos. 0+a=0 
or 2r~4r cos," d+ a cos, 0=Q. 

a±V32r'+d' 



(a) 



{&) 



. COS. 6= 



8)- 



in which the + sign only is admissible. 

Ex. 8. Solve the last example by following, step by step, 
the method of -4r;. 71, taking A for the origin of co-ordinates, 
and AB for the axis of x. 

Ex. 9. Find the horizontal strain on the hinges of a given 
door, and show that the vertical pressures are indeterminate. 

Let the annexed figure represent the door, of which A and 
B are the hinges. Let g be its center of gravity at which 
the weight w acts. The door is kept in equilibrium by the 
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weight acting at g, and the reac- 
tions of the hinges represented by 
the oblique arrows at A and B. 

Let A be the origin of co-or- . 
dinatea, AX the axis of x, AYthe 
axis of y ; and let x=a, y=b be 
the co-ordinates of ^,- x — H, y^h 
those of the hinge B. Let the 
resolved parts of the reactions at 
BbeQi horizontally, and R, vert- 
ically, and Qj, Rj those at A re- 
spectively. 



^^i 



fc. 



{a) 
(&) 



Then i. X -Q,-Q,=0, or Q.= 
2. Y -io-R.-R, = o, 
^.{1.y-Yz) = w.a-q„h=(i. 

From (a) and (c) we have Q,=-i-=Qa, 

which gives the horizontal strain ; and it is the same in mag- 
nitude at each hinge, but opposite in direction. 

Again, from (fi) we have 'R,-^'R^=w, but we have no oth- 
er relation by which we may determine the values of Rj and 
Rj, which are therefore indeterminate. 

Ex. 10. Two given 
smooth spheres rest 
in contact on two 
smooth planes, inclin- 
ed at given angles to 
the horizon ; find their 
position of equilibri- 

Let the planes AB, AC make the angles a and )3 respective- 
ly with the horizontal line through A ; O, and 0^ be the cen- 
ters of the spheres at which their weights lo,, wi, respectively 
act ; R,, Rg the reactions of the planes at the points of con 
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tact, perpendicular to themselves, and thevefore passing througli 
the centers of the spheres to which they are tangents. Let S 
be equal to the mutual pressure of the spheres at their point 
of contact, acting in the line passing through their centers, and 
making the angle 6 with the horizontal line AD.e is required. 

Each sphere is in equilibrium from its own weight, the re- 
action of the plane against which it rests, and the pressure of 
the other sphere. 

By resolving the forces in the direction of each plane for the 
equilibrium of each sphere, we shall avoid equations involving 
the unknown reactions R, and R^, and have, in the direction 
ofAB, 

lOg sin. a~S cos, (a—6)=0, (a) 

in the direction of AC, 

w, sin.3-Scos.(0-}-O)^O. (&) 

Eliminating S, we have 

w^ sin. a. cos, (0+6)=w, sin. (3, cos. (a~6). 

Expanding and reducing. 



tan. e= 



, sin./3. COS. « 



2 cot. /3— M)j cot. « 



(w , +MI3) sin. a. sin. ti 
Ex. 11. A sphere is sustained upon an inclined plane by the 
pressure of a beam movable about the lowest point of the in- 
clined plane ; given the inclination of the beam to the plane, 
required that of the plane to the horizon. 

Let A^B be the 
beam movable about 
A, w= weight of 
beam acting at g; B 
the point of contact 
with the sphere 
whose center is C, 
v)'= weight of the 
sphere. 

The sphere is in equilibrium, from the reaction R of the 
plane at the point of contact F, from the pressure P of the beam 
at B, and from its own weight w'. These three forces all act 
through the center C. kg=a, AB=J, BAD=a are given, or, 
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instead of either of the two latter, the radius of the sphere may 
be given. The angle DAE=9, the inclination of the plane 
when in equilibrium, is required. 

For the condition of equilibrium of the beam, take the mo- 
ments about A. 

P.AB=M..A^. COS. la+e). 



Hence 



- cos. (a+ff). 



For the condition of equdibrlum of the sphere, resolving the 
brces in the direction of AD, we have 



whence 



tan. e= 



a+w'b' 



which gives & the elevation of the plane, as required. 

Many statical problems require, for the determination of all 
the unknown quantities, equations to be formed by geomelrical 
relations. Take, for illustration, the following : 

Ex. 12. A heavy beam turns about a hinge, and is kept in 
equilibrium by a cord attached to the lower end ; the cord 
passes over a pulley in the same horizontal line with the hinge, 
and sustains a given weight ; find the position of equilibrium 
of the beam. 

Let A be the hinge, C the (, ^ 

pulley, AC=c, AB the beam 
=/ in length, g its center of 
gravity at which its weight 
M> acts, Ag=a and P= the 
weight hung from the cord 
and measuring its tension t. 

Let e^ABC and 0=BAC, (^ 
both unknown. 

Taking moments about A, we have, 

tAB. sin, e—w.Ag cos. <p. 
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From the geometrical data, we hai 
AC sin. e 



sin. S=j- 311. C^+i^)- 



(i) 



Equations (a) and (i) suffice to determine 6 and 0. 
Ea:. 13, A uniform beam rests with its lower end in a 
smooth, hemispherical bow5, and its upper end against a 
smooth, vertical plane. Find the position of equilibrium. 

The beam AE rests against the 
—A vertical plane AD at A and upon 
the bow! at B, and is sustained by 
its weight w acting at g, the reac- 
^ tion R of the boml in the radius 
EC, and the reaction U' of the 
plane perpendicular to itself. 

Let r~ radius of the bowl ; AB 
=2a, Ag=a, since the beam is 
uniform, w= weight, and CD—d, 
all supposed known. 

Resolving vertically, we have 




Taking the moments about A, we have 



R.AB. 
R.2ff. 



n.(^-^)- 



'^.Ag. COS. <!>■- 
u.a. COS. <P~ 



— ip) COS. ^_ 



Hence 



sin. 2 ' 

IS. 0— cot. &, sin. 1^—3 COS. 0=0. 
tan. e— Stan. 0. 
This equation containing two unknown quantities, a geo- 
metrical relation between them must be obtained. Cm being 
a vertical line meeting AB in m, 



(«) 
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cos._e_Bm_ 
COS. ^""BC" 



2a— Am 2a— CD. sec. 



. COS. d = 



e sufficient to determine ^ and 0, as 



Equations (o) and (fc) a 
required, 

Ex. 14. A heavy beam has one end resting against a smooth 
vertical wall, and the other sustained by a cord, which is fast- 
ened at a point vertically above the point where the beam 
rests. Find all the forces which keep the beam in equilibrium. 

Let CB be the beam, AB the cord, A 
and C the points on the vertical wall AD. 

Let w;= weight of the beam,^ its center 
of gravity Cg=a, CB==?, AB=c, and AC 
=A, all supposed known. The angles A, 
B, and C wLl! be known. 

Let (= tension of the cord. The beam 
will press against the wall, and this press- 
ure may be resolved in a vertical and hor- 
izontal direction ; the latter, perpendicular 
to the wall, will be destroyed by its reac- 
tion ; but, since the wall is smooth, the 
vertical component can be balanced only 
by an opposite force =P. This vertical ^ 
component will be upward, or downward, or zero, according 
to the position of the point C. We shall suppose its position 
to be such that the component may be upward, and require a 
force to be applied downward to keep the end of the beam 
ate. 

Resolve vertically and horizontally, and take the moments 
about C. 

P+icos.A-«.^0, («) 

R-isin.A-0. {b) 

w.a. sin. C—t.l. sin. B=0. (c) 

w.a . sin. C _ 

/. sin. B 




From (c) 



'■-= tension of cord, 



Substituting the value of i in (h), 
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STATICS, 



R=WjT, sin. A= pressure against the wall ; 
and from («), 

V~w ( 1 — ^ COS. A j = force to be applied at C, 
to prevent the beam from sliding along the wall. 

Ex. 1 5. A weight w hangs from one end of a cord of which 
the other end is fastened to a vertical wall ; the cord is pushed 
from the wall by a rod tied to it, which is perpendicular to the 
wall. Find the pressure R of the rod on the wall when the 
cord makes the angle a with the wall. 

Ana. R=w. tan.a. 

E le A heavy beam, AB=l, of which ibe weight is w, 
I e tl tl e end A against a smooth vertical wall AD, and 
tl e end B on a smooth horizontal plane DB, making with it 
the an le Q The distance of its center of gravity g from B is 
a and t kept in equilibrium by a cord attached to it at B 
and f st d at D. Required the tension of the cord, the re- 
action R of the wall, and the pressure P on the plane. 

Arts. R = t=w.j.coi.d. ¥=w. 

Ex. 17. A body (weight =w) is suspended by a cord (length 
=^l) from the point A in a horizontal plane, and is thrust out 
of its vertical position by a rod without weight, acting from 
another point B in the horizontal plane, such that AB = d, and 
making the angle & with the plane. Find the tension t of the 
cord. 



Ex. 18. A triangular plate of uniform thickness and density 
is supported horizontally by a prop at each angle. Find the 
pressure on each prop, 

Ex. 19. A uniform beam rests on two planes inclined at an- 
gles a and to the horizon. Find the inclination of the beam 
to the horizon. 

2 Sin. a sm. p 
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Ex. 20. A uniform beam AB hangs by a Btring EC from a 
fixed point C, with its lower extremity A resting on a smooth, 
horizontal plane. Show that, when there is an equilibrium, CB 
must be vertical, 

Ex. 31. A uniform beam AB is placed with one end A in- 
side a smooth hemispherio,aI bowl, with a point P resting on 
the edge of the bowl. If AB= 3 times the radius K, find AP. 
AP=1.838R. 

Ex. 22. A. beam, whose weight is w and length 6 feet, rests 
on a vertical prop CD (= 3 feet) ; the lower end A is on a hor- 
izontal plane, and is prevented from sliding by a string DA 
(= 4 feet). Find the tension of the string. 



Tension = 



126 



Ex. 23. A uniform beam, CB=2ra, has one end C resting 
against a smooth, vertical wall AC, and the other sustained by 
a cord, whose length is c, fastened to the point A. Find AC 
when the beam is in equilibrium from its weight w, the tension 
t of the cord, and the reaction R of the wall, {Vide Ex. 14.) 

Ex. 24. Given the inclination i of the right line AC to the 
horizon and the weight of a heavy body W, to determine what 
force or weight Pj acting in the given direction WM will be 
sufScient to sustain W on the line. 

The body W is kept upon the line by the action of the force 
Pj in the direction ^ 

WM, and its weight 
acting in the direction 
WE. The reaction of 
the line normal fo its 
direction is a third 
force {Art. 70). 

Resolving P and W 
horizontally and vert- '^ 
ically, we have 

S.X=P, COS. (e+i)+Wcos.270°=P, COS. (e+0, 
S.Y--P, sin. (e4-0+WcO3.180°=P, sin. (e+j)- 
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Hence (30) becomes 

P, COS. (e+z) + (P, sin. (e+0-W)tan. i^O; 
or, expanding and reducing, 

Pj COS. e=Wsin. i, 
Wsin. I 

or P,= . (a) 

' COS. e 

If the reaction of the iine be required, resolve all the forces 
horizontally (8). This gives 

N.cos. (90° + () + P, COS. (e+i)^0. 
_._^^ cos^+0 

' sm. I ^ ' 

or, by (a), ^^'^■^^^^"^- ^'^^ 

Ex. 25. A given weight W is kept at rest on a circular arc 
by a weight P attached to a cord which pass- 
^^ es over a point M in the vertical line MX 
w" through C, the center of the circle. Required 

\ the position of W, supposing no friction at M. 
^ Resolving the forces P and W vertically and 

horizontally, we have, caUing the angle PMW, e, 
S.X=W-Pcos.e, 
S.Y= -P sin. e. 
Let the co-ordinates of the point W be x, y, and call the dis- 
tance MC, a, and MW, /,• then the equation referred to M as 
the origin, is 

{a.- xr+f=r\ 
or y=Vr^—{a—xy- 

Differentiating, we obtain 

(??/__ a—x _^~^ 

dx~ ^~r'-(a-^~ y 

Substituting in (21), and recollecting that cos. e=-y and 

y, we get 



/' 



W-P.7-P.f.^=W-P7-P^ 
I I dx I I 
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11 equation which determines the distance of W from M, 



Ex. 26. Instead of a circle, as in Ex. 25, let the 
curve be a hyperbola with its transverse diameter 
vertical, the point M being at its center. 



Ex. 27. Required a curve such that a given 
weight P, by a cord passing over a fixed point 
without friction, will balance another given weight 
W at every point of it. 



Ex. 28, Required the co-ordinates of the center of gravity 
of a semiparabola whose equation is 'tf=px, height —a, and 
base =h. 

Ans. x=^a,y=^^h. 

Ex. 29. Required the center of gravity of the surface of a 
right cone, 

Ex. 30. Find the center of gravity of a paraboloid of revo- 
lution whose altitude is a. 

Ans. x~\a. 

Ex. 31. Find the center of gravity of a segment of a hyper- 
boloid whose altitude is a. 
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CHAPTER VI. 



130. The general object of machinery is to transmit and to 
economize the action of certain forces at our disposal. The 
specific end is, sometimes to augment the action of which the 
power employed is capahle when applied without the inter- 
vention of machinery ; sometimes, merely to change the direc- 
tion of the action ; and sometimes to regulate the velocity of 
the point to which the action is transmitted. 

The most simple machines are denominated Mechanical pow- 
ers, and are reducible to three classes, viz., the Lever, Cord, 
and Inclined Plane, 

The first class comprehends every machine consisting of a 
solid body capable of revolving on an axis, as the Wheel and 

The second class comprehends every machine in which 
force is transmitted by means of flexible threads, ropes, &c., 
and hence includes the Pulley. 

The third class comprehends every machine in which a 
hard surface inclined to the horizon is introduced, as the Wedge 
and the Screw. 

The force which is used to sustain or overcome any oppo- 
sition is called the Power ; the opposition to be overcome is 
called the Weight. This distinction in the names of the forces 
employed implies none in their nature. 

§ I. THE LEVER. 

131. Def. a Lever is an inflexible rod capable of motion 
about a fixed point, called a fulcrum. The rod may be straight 
or any how bent. 

It is generally regarded, at first, as without weight, but its 
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weight may obviously be considered as another force applied 
in a vertical direction at its center of gravity. 

Dbf. The anns of a lever are the portions of it intercepted 
between the power and fulcrum, and between the weight and 
fulcrum. 

182. Levers are divided into three kinds, according to the 
relative positions of the ^ower, weight, ixnd fulcrum. 



In a lever of the 
first kind, the fulcrum 
lies between the points 
at which the power 
and weight act. 



C 



In a lever of the sec- 
ond hind, the weight acts 
at a point between the 
fulcrum and tho point of 
action of the power. 



In a lever of the third 
kind, the point of action of 
tho power is between that 
of the weight and the ful- 



133. Prop. Required the 
condition of equilibrium 
and pressure on the ful- 
crum when two parallel- 
forces act on a straight 
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BO STATICB. 

Since the fulcrum C is a fixed point, by Art. 75, the sum ol 
the moments of the forces about C must be zero. 

Let a be the angle made by 
the direction of the forces with 
, the lever. From (19), we 
have 

W.BC. sin. a— P.AC. sin. a^o, 
the moment of P being nega- 
tive, since it tends to produce 
motion in a direction opposite to that of W. 

TT W AC . ^ .,.^ . , . L ■ 

Hence t>"— ^opi oi'> ^^ case ot equilibnum, the weight and 

power are reciprocally proportional to the distances at which 
they act from the fulcrum. 

Hence {Art. 36) the resultant of P and W must pass through 
C, and the pressure on the fulcrum is equal to the algebraic 
sum of P and W, and acts in the direction of the greater. 

Cor, If the power equal the weight, the distances of their 
points of action from the fulcrum will be equal. 
For P="W gives AC=BC. 

134. Prof. Required the condition of equilibrium and the 
pressure on the fulcrum when any two forces in the same plane 
act on a straight lever. 

-Q Let the forces P 

X 1 \ gles a and (3 respect- 

/ 1 \ ively with Ihe lever, 

,/ \ \ and let their direc- 

)\ tions, when produced 

if necessary, meet in 

/ ■^ \ D. Since C is a fixed 

a; V ^ w point in the lever, the 

^^ -^^ sum of the momenta 

of P and W about C must be zero. Hence 

W.CB, sin. /J- P.AC. sin. «=0, 



^c\V\. 
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But AC. sin. fl" per- 
pendicular from C on 
AD, and CB. sin. (3= 
perpendicular from C 
on ED, Hence the con- 
dition of equilibrium 
requires that thi 
er and weight should 
inversely as the perpen- 
diculars from the ful- 
crum on their respective directions. 

Since the lever is in equilibrium by the actions of P and W 
and the reaction of the fulcrum, the resultant of P and W must 
be equal ami opposite to that reaction. It will therefore pass 
through C, and be equal to the pressure on the fulcrum. 

To find R, we have (Art. 29) 

R'^p'+WHSPW. COS. ADB in Fig. (1), 
and R''=P'+W"'+2P"W cos. ADW in Mg. (2). 

But AT)B^lSO-{a+0), and ADW=180-ADB-^180- 
(H-a). 

.: R==P+W"'-2PWcoa. (a+(3), 
or R'^P^+W'-aPW COS. (S-a). 

To find the angle 6 made by R with the lever, resolve par- 
allel and perpendicular to the lever, the reaction of the fulcrum 
being equal and opposite to R. Hence we have, in Fig. (1), 
P. COS. a— W COS. (3+R cos. 0=0, 
P sin.«-j-Wsin./3-Rsin.e=0. 

... T„„.«=^ -'°-+'!-'' , 

W COS. 13 ~-r COS. a 
mFig. (2), Pcos.a-Wcos.;3-Rcos.e=0, 
P sin. «-W sin. j3+R sin. 0=0. 
W sin. (3— P sin. « 



, Tan.O=Ti 



-Wcos./: 
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135. CoE. Whenever the lever 
tion of equilibrium is the same. 




Hi 



s bent or curued, the condi- 



For, since the 
moments of the 
forces about the 
fulcrum in oppo- 
' site directions must 
be equal, in case 
of equilibrium, we 



>L 



P.CM=W.CN. 
W_CRI 
P~ON* 
Required ilm condition of equilibrium and the 
n the fulcrum, when any number of forces act in amj 



% a lever of any foi-m. 



pressure i 
direction in one plai 

Let P,,P2' I*3> ^^■' ^^ ^he forces in one plane. 

Pi' Ps' Pi' "' t'l® distances of their points of apphca 

tion from the fulcrum, 
ffi|, rtj, M3, " the angles made by the directions of P 
and p respectively. 
Then p, sin.a,,^3 sin. a^.pasin.a, are the perpendiculars 
from the fulcrum on the directions of the forces, and P,^, sin. 
a,, &.C., the moments of the forces. 

When there is an equilibrium, the sum of the moments of 
the forces about the fulcrum will be zero, or 

V^p, sin. «i+p3Pa sin. aj+P3?»3ain.flg+,&c,, =0. 
The signs of the moments will depend on the direction in 
which they tend to produce rotation. 

To find the pressure on the fulcrum, we must determine the 
resultant of all the forces supposed to concur at the fuicrum. 
For each moment P,p, sin. a, is equal to a couple of which 
the forces are P and the arm p sin. a, and a single force P act- 
ing at the fulcrum. The magnitude of R will then be determ- 
ined by the equation (6), 

R= /(2.X)^+{i";Yf. 
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Cor. If the lever be straight and the forces parallel. 

Hence ^^p,->rV^p^+V^p,-{;\c.,=0. 

The same result will also be obtained by following, step by 
step, the method of Arl. 71. 



Ex. 1. On a straight lever AB of the first kind, without 
weight, 36 inches in length, a weight W=15 lbs., acting at B, 
is balanced by a power P=3 lbs. acting at A. Required the 
distance of the fulcrum C from A, 

LetAC=:c,- thenBC=36-a;. 

By Art. 133, P.AC-=W.BC, 

or 3.a:=15(36-3;). 

Hence a;=30 inches =AC. 

Ex. 2. On one arm (=^i) of a straight lever of the first 
kind, without weight, a body counterpoises a weight (=a lbs.), 
on the other i=p^) a weight (=& lbs.). Required the weight 
of the body. 

A straight lever of the first kind, with unequal arms, and hav- 
ing the fulcrum at its center of gravity, is called s. false balance. 

Let »:= the unknown weight. 

By Art. 133, ' x.p^=a.p^, 

and x.p^=b.p,. 

By multiplying the equations member by member, 
x^p I p^^ah.p 1 ^ s , 
x'~ab, 
x^Wb. 

Ex. 3. On a straight lever, without weight, are suspended 
five bodies, P,=^4lbs., Pg^lOlbs., P3=2lbs., P,=3lbs., Pj 
=7 lbs., at the points A, B, C, D, and E, such that AB=4 feet, 
BC=2 feet, CD=6 feet, and r)E=8 feet. Required the posi- 
tion of the fulcrum F, about which they will balance. 

A. B C D E 

Op^ @6Pa^ Oe* PsO 
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Let AF=,i. 


Then, by Art. 136, Cor., we have 


P,= 4andp. 


=AF=i. ■••P,P,= l-i- 


P^ = 10 " p^ 


=l)F=AF-AB=i-4. P.j), = 10(i- 4J, 


P.= 2 " ?, 


==CF=AF-AC=.i-6. P,p,= 2(1- 0). 


T.= 3 " ?. 


,=DF=AF-AD=i— 13. P.F,= 3(«-13). 


P.- ' " r, 


,=EF=AF-AE=,r-20. P.y,= 7(i-30). 


And 2.Pp= 


4.T+10(i-4)+3(.»-«)+S(a]-12)+7(i-20)=0 


=a6a;— 238. 




Hence 


.r^AF^eif feet. 



Otherwise : Since tlie weights are parallel forces, their re- 
sultant R is equal to their sum. The whole system being in 
equilibrium, the resultant must pass through the fulcrum, and 
the moment of the resultant must be equal {Art. 45) to the sum 
of the moments of the components. Taking A for the origin 
of moments, we have 

R.a:=P,.0+P,.AB+P3.AC+P,.AD+P,.AE, 
or 26.a:=4x0+ 1X4 + 2X6 +3X12 + 7X30^228. 
... 3;=AF=8^| feet. 

Ex. 4. A uniform lever AE of the first kind, 12 feet long, 
whose weight to— 6 lbs., has a weight W=100 lbs. suspended 
from the shorter arm CB=2 feet. Required the power P 
which must be applied vertically at A, to equilibrate W. 

The weight of the lever has the effect of a weight equal to 
itself, applied at its center of gravity, which, since the lever is 
uniform in size and density, is at its middle point. The dis- 
tance of this point from C is -~^ — -, and its moment about 
AC-BC 



C will be 
Hence 



W.BC-^(AC-BC) 



Ex. 6. The arms of a bent lever are a=3 feet and &=5 feet, 
and inclined to each other at an angle 0=150". To the arm 
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a a power P—? ibs. if applied, and to the arm h a weight W 
= 6 lbs. Required the inclination of each arm to the horizon 
when there is an equilibrium. 



Let a be the inclination of 
the arm a, and j3 the inclina- 
tion of the arm b to the ho- 
rizon. 




WO 



Then P.MC-W.NC, 
or P.a. coa. a-W.J. cos. i3=W.h. cos. (180° -{a+O)), 
^-W.b.cos.{a+e) 

— ~W.b. COS. a COS. d+W.b. sin. a. sin. 6. 
„ _R a+Wi.cos. g _ ai +30. COS. 150° 
■'■ ■^^"•''- W.b.am.d " 30.sin.l50° 

_ 31-30cos.30 °_ 21-30XiV"3 _ 4,98 
"~ 30. sin. 30 ^^ 30 X| "" Is" 
Log. Tan. «=9.521138U 

a=-18=.22', 
and /3^180°-{a+9) = I80''-|-18°.22'-150''=48''.22'. 

Hence the arm AC is inclined at an angle of 18°. 22' above 
the horizon, and BC at an angle of 48° .22' below the horizon. 
Ex. 6. The whole length of the beam of a false balance 
{Ex, 2) is 3 feet 9 inches. A body placed in one scale coun- 
terpoises a weight of 9 lbs., and in the other a weight of 4 lbs. 
Required the true weight W of the body, and the lengths a and 
b of the shorter and longer arms. 

Arts. W=6 Ihs., a=l ft. 6 in., 6=2 ft. 3 in. 
Ex. 7. A fake balance has one of its arms exceeding the 



other by — th part of the shorter 



Supposing : 



keeper, in using it, puts the weight as often in one scale as the 
other, does he gain or losot anl how much per cent. 1 
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S6 STATICS. 

Ex. 8. The anus of a bent lever are 3 feet and 5 feet, and 
inclined to each other at an angle of 150", and to the shorter 
arm is suspended a weight of 7 lbs. Find what the other 
weight must be in order, 1st, that the shorter, and 2d, that the 
longer arm may rest in a horizontal position. 

Ans. 1st, 4.85 lbs. 
9d, 3.64 lbs. 



MI. ' 



. AND AXLE. 




137. The Wheel and Axle consists of a 
cylinder or axle, perpendicular to which is 
firmly fixed a circle or wheel, whose center 
is in the fixia of the cylinder. The whole Is 
supposed to be perfectly rigid, and movable 
only round the axis of the cylinder, 

In the ordinary applications of this ma- 
chine, the power is applied tangentially to 

the surface of the wheel, and the weight, in the same manner, 

to the surface of the axle. 

138. Prop. Required the condition of equilibrium of the wheel 
and axle when two forces are applied tangentially to the circum- 
ference of the axle and of the wheel. 

.^ Let ADE be a section of the 
'■ wheel pbrpendicdar to the axis, 
and BCA a horizontal line 
through the center of the axis, 
terminated at A by the circum- 
ference of the wheel, and at B 
by the circumference of the 
axlo. The power P acts in this 
vertical plane at A, and the 
weight W acts in a plane par- 
allel to it. Since the axle and 
wheel are firmly connected, the 
action of the weight may be 
transferred to the plane ADE.', 
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[Art. 57), and supposed to act at B. Then, since the a 
the moments must be zero for equihbrium, 
P.AC-W.BC=0. 
W AC radius of wheel 



or, the Poy 



I. Cor. 1 



■ ' P BC radius of axle ' 
Weight=radius of axle : radius ofwlieel. 
The same relation will exist in all positions of 



the wheel, so that this machine may be called a perpetual lever. 

140 Cor 2 When the power and weight act vertically on 
opposite sides of the ixis tl e preiiuie on the rests or Ys 
equals the sum of the tno when vert cilly on the same side, 
it equ-ils their diifeience when n iny other directions, it 
equ-kls the dngon-^l of a paralielogiain whose sides represent 
the powei cind weight in magn tide nd direction. 

If ropes lie used to tnnsmit the action of the power and 
weight we mi t suppose the toices appl ed to the axes of the 
iope<( Hence if i and R lepiesent the radii of the axle and 
wheel respectively, and t and T represent half tlie thicliiiess 
of the ropes, 

W.(r+()-P.(R+T), 
or P : W=r+i : R+T. 

141. Prop, Required the condition of equilibrium of any num- 
ber of forces, acting in any direction in planes perpendicular to 
the axis. 

Let the actions of all the forces be transferred {Art. 57) to 
the same plane; then, since the intersection of the axis with 
this plane ia a fixed point, the condition of equilibrium is given 
by ^ri. 74; or, the algebraic sum of the moments of all the forces 
about the axis must be %ero. 

143. Dbp. Toothed or cogged wheels are those on the circum- 
ference of which are projections, called teeth or cogs. When 
two wheels have their cogs of such form and distance that 
those of one will work between those of the other, the motion 
of one wheel will be communicated to the other by the pressure 
of the cogs. 
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When the teeth are on the sides of the wheel instead of the 
circumference, they are called crown wheels. 

In the preceding instance, the axes of the wheels and pin- 
ions are parallel or perpendicular to each other, Wlien the 
axes of two wheels make an acute angle, the wheels take the 
form of frusta of cones, and are called beveled wheels. 

Axles on which teeth are formed are called ^imoKs, and the 
teeth leaves. 

143. Prop. Required the condition of equilibrium when the 
action of the power is transmitted to the weight hy means of 



Let S be the mutual 
pressure of one cog upon 
the other. This pressure 
takes place in the direction 
of the line Sm, m'S normal 
to the cogs at the point of 
contact, Cm, Cm' being per- 
pendiculars from the centers 
C and C, of the wheels, on 




hen the power and weight 



that line. 

Taking the moments about C 
are in equilibrium, we have 

P.C'A=S.C'm', 
and about C, W.CB=S.Ci». 

Dividing the latter by the former, we have 
W_ C'A Cm 
"I'^CB'CV 
Now, if the radii of the axles are equal, or C'A— CB, we 
shall have 

•W Cm 

P ^C'm' 

which gives the effect of the action of the cogged wheels alone; 

or, since the triangles Om'o and Cmo are similar, 

CnCaW 
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W H B E L A N D A 2 L B. 89 

If the direction of the line Sm' tnS changes as the action 
passes from one cog to the succeeding, the point o will also 
change its position, and the relation of W to P become va- 
riable. 

But when the cogs are of such form that the normal Sm m'S 
at their point of contact shall always be tangent to both circles, 
the lines Cm and Cm' will become radii, and their ratio con- 
stant, and the point o a fixed point, in which case 
W_Co_Cm _R 

R and R' being the radii of the circles C and C respectively. 
144. Cor. When the cogs are equal in breadth, the number 
of cogs on C will be to the number of cogs on C' as the cir- 
cumference of C to the circumference of C, or as the radius 
of C to the radius of C. 

W_number of cogs on the wheel of W 



P number of cogs on the wheel of P ' 
ScHor.iUM. When the working sides of the cog; 



have the 
id, the 



form of the involute of the circle on which they are r 
pressure of one cog on another will always be in the direction 
of the common tangent to the two wheels. 

Thus, let IHF, KE6 be the two wheels. The acting face 
GCH of the cog a being formed by 
the extremity H of the flexible line 
FaH as it unwinds from the circum- 
ference, and the acting face of b by 
the unwinding of the thread GE, the 
line FCE will always be normal to 
the faces of the cogs a and 6 at their 
point of contact. The circles describ- 
ed with the radii AD and BD are called the pitch lines of the 
wheels, and will roll uniformly upon each other. 




145. Prop. Requi 
action of the power 
cogged wheels andp; 



■ed ike condition of eqtiilibrimn when the 
transmitted to the weif^ht hy a system of 
nions. 
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Let R, R,, Rg, &c., be the radii of 
the successive wheels ; j-,r,,r3,&c.,the 
radii of the corresponding pinions ; P, 
Pj, Pj, &.C., the powers applied to the 
circumferences of the successive wheels. 

Taking the momenta about the center 
of each wheel, we have 



P.R=P,)-, P,R,=P,» 



, P,R,=P,) 



, &c. ; 



since tlie power applied to the circumference of the 
wheel is equal to the reaction on the first pinion. 

Multiplying these equations member by member, and re- 
ducing, 

P„_R.R.. Il,,&c . 

P^ 7-.»-,.r,,&c. ' 
or, the power is to the weight as the product of the radii of the 
pinions to the product of the radii of the wheels ; 
or, as the product of the numbers expressing the leaves of each 
pinion to the product' of the numbers expressing thi cogs ineach 
wheel. 



Ex. 1. If a power of 10 lbs. balance a weight af 840 lbs. on 
a wheel whose diameter is 4 yards, required the radius of the 
axle, the thickness of the ropes being neglected, 

Ans. r=^3 inches. 

Ex. 2. The radius of the wheel being 3 feet, and of the 
axle 5 inches, and the thickness of each rope being J inch, 
find what power will balance a weight of 130 lbs, 

Ans. P=28| ibs. 

Ex. 3. The radius of the wheel being 3 feet and of the axle 
3 inches, find what weight will be supported by a power of 
120 lbs., the thickness of the rope coiled around the axle being 
one inch. 

Ans. W=I234f. 

Ex. 4. There are two wheels on the same axle; the diam- 
eter of one is 5 feet, that of the other 4 feet, and the diameter 
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THE CORD. n 

of the axle is 20 inchea. What weight on the axle would be 
supported by forces equal to 48 lbs. and 50 lbs. on the larger 
and smaller wheels respectively ? 

Ans. W=264 lbs. 



§ III. THE COED. 

146. The cord or rope is employed as a means of ci 
cation of force. It is regarded as perfectly flexible and with- 
out weight, and transmits the action of a force applied at one 
extremity to any other point in it, unchanged in magnitude, so 
long as it is straight, or only passes over smooth obstacles 
without friction. 

The force thus transmitted is called the tension. 

Since the tension is the same throughout, from one extremity 
to the other, when employed alone, it affords no mechanical 
advantage ; but when passed over or attached to certain fixed 
points, the resistance of these points may be employed advan- 
tageously. 

147. Prop. Required the condition of equilihrium of a cord 
acted upon by three forces. 

Let the forces V„ Pg, 
Pj be applied at the ex- 
tremities A and B of the 
cord ACB, and to a knot 
at C. Draw any line 
CD in the direction of 
the force P^, and DN, 
DM parallel to CA and 
CB respectively. In 
case of equilibrium {Art. 
28), 

CM : CD : CN=P, : P, : P,^ sin. DCN : sin. MCN : sin. MCD, 

= sin. a' : sin, (a+a') : sin. a ; 
01', the forces are each as the sine of the angle contained between 
the directions of the other two. 
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148. Cor. 1. If the cord be fixed at A and B, the reactions 
of the points A and B take the place of the forces V, and P^, 
and are equal to the tensions of the two parts of the cord re- 
spectively. 

149. Cor. 2. If the force P^ be applied to a running knot or 
ring, the points A and B being tixed, the condition of equilib- 
rium requires that the direction of P^ should bisect the angle 
ACB. 

For the point C in its motion would describe an eiUpse, A 
and B being the foci, and the force P, could not be in equilib- 
rium except when normal to the curve, in which case it bisects 
the angle ACB. Hence, sin. o;= sin. c', and P,=Pa ; and since 

P, : P^=sin.«': sin. (_a+a')= sin. a : sin.a</=l : 3 cos. o. 

.-. Pj^aPj cos. «. 

Otherwise : since the tension of the cord is the same through- 
out, when the cord passes over an obstacle without friction, 
P^=P^; fl=«'aiidP,=3P,cos.a {Art. 19). 

150. Pitor, Required the conditions of equilibrium when any 



number of forces 
of the cord. 
Let ABCDE 



I ike Si 



16 plane are applied at different points 



cord to which are applied the forces P,, 
P^, P^, &c,, at the 
points A, B, C, &c., in 
the directions AP,, 
BP^CP,, &c. 

The force P, at A 
may be considered as 
acting at B in its di- 
rection BA ; and since 
B, when in equilibrium, 
must be so from the 
action of Pj, P^, and 
the tension of BC, the 
resultant of Pj and P^ must be in the direction of CB, and 
may be considered as acting at C. Suppose it thus applied, 
and let it be resolved into two, acting in the directions Gn and 
Cm parallel to the original components, and equal to them. 
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Wc have thu3 transferred the forces P, and P^ to act at C 
parallel to their original directions. In the same manoer, the 
resultant of PuP^jand Pj acting atC must be in the direction 
of DC, and may be apphed at the point D without disturbing 
the equilibrium, and then replaced by P,, P^, and Pj parallel to 
their original directions, and so on, for any number. Hence, 
if all the forces he supposed to act at one point parallel to their 
original directions, they will be in equilibrium. The conditions 
of equilibrium, therefore, are the same as for any number of 
concurring forces {Art. 70), or, the sum of all the forces re- 
solved in any two rectangular directions must be zero. 

The form which the cord takes under the influence of the 
several forces is called s. funicular polygon. 

151. PuoP. Required the relations of the fori 
on a cord in one plane, keep it in equilibrium. 

Produce P,B to N,^ 
PjC to M, &c., and let 
the 

LABN=a, ^NBC=a', 

z_BCM=ft z.MCD-3', 

&c., &c. 

Let t,, t^, t^, &c., be 
the tensions of the sev- 
eral successive portions 
of the cord. 



s which, acting 



Then {Art. 141) (, 




also, 



&c. 



: ij = sin. a' : sin. («+«') : sin. i 
; t^= sin. 0' : sin. {0+0') : sin. /3, {«') 
&c, 



n (a) weobtain(,=Pj - 

(«') •• i,=p,.- 



1. («+«•)■ 

sin, 3' 



zadt,-- 



'' ■■sm.(/3+0')' 
&c., 
Equating tlie values of t^, (3, &c., we liave 
sin, a An.fi' 

'^'■.in. («+<.') '^■■sin.((J+(Jr 



".in. (a+a')' 
•sin. (13+/)')' 
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''sin. {13-^(3') 

&.C., 



'.(y+/)' 



(b') 



for the relations of the forces. 

152. Cor. 1. If the cord be fixed at the points A stnd E, and 
the forces Pjj, P,, P,, &c,, bo parallel, we have 
sin. a'= sin. (3, sin .0'= sin. y, &c. 
Multiplying these equations by {b), {b') member by member 
in their order, we obtain 

i-_„ sm.^sin.g-_ 



P,.^ 



.(«+«') 



in. (^+,3') '■ ' sin. (y+y-y 



-, &c. 



-. +- 

sm. a SI 



cot. a+ cot. a' cot./3+cot./3' 



-;=,&c. 



cot. T+cot. y' 

163. Cor. 2. If the cord be 
fixed at A and E, Eind the forces 
Pj, Pj, P,, &c., be weights, the 
horizontal tension of each por- 
tion of the cord is the same. 

For, by resolving the tension 
of each part horizontally, we 
have 
the horizontal tension of AB=ij,sin. ABN=ij sin, a, 

BC=t, sin.BCM=:(, sin.ft&c. 
Substituting for t,, t^, i&c., their values found above, 

horizontal tension of AB=P,- 




1. (a+a') cot, ra+ cot, a'' 

sin, g sin, a- ^ P3 

" sin. {ii+ii') cot, 3+ cot. ;8" 



which, by Cor. 1, are ali equal 
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164. GoE. 3. Since the reactions of the points A and E equi- 
librate the resultant of all iho weights, the lines AB, ED pro- 
duced, must meet in some point of the vertical through the 
center of gravity of the system. For three forces, if in equi- 
librium, must meet in a point. 

155. A heavy cord may be considered a funicular polygon 
loaded with an infinite number of small weights, and since the 
number of weights is infinite, the polygon will also have an 
infinite number of sides, or will become a curve. 

The curve which a heavy cord or chain of indefinitely small 
links will assume, when suspended from two fixed points not in 
the same vertical line, is called the c 



Ex. 1. Two equal weights balance, by a cord, over any 
number of fixed points without friction. Required the press- 
ure on each. 

Since the tension of the cord PjABCDEP^ is the same 
throughout, each point is acted upon ^, 

by three forces, viz., two equal ten- 
sions on each side of it and the r 
tion of the point, which last must be 
equal to the resultant of the other two. ■ 
Hence, calling the angles at A, B, C, hI@ flll 

(fcc, a, h, c, &c., by Art. 15, and Cor., R I'a 

Art. 19, 

ihe pressure on A=2Pj cos.^a, 
B=^2P,cos.^6, 
&c., &c. 

Ex. 2. A cord of given length passes over two fixed points 
A and B without friction, and one extremity, to which a given 
weight P is attached, passes through a small ring at the other 
extremity C. It is required to find the tension of the cord when 
in equilibrium, and the length of the part CP below the ring. 

Since the cord passes freely over the points A and B, and 
through the ring C, it is of the same tension throughout, and 
equal to the weight P. Hence the point C is kept at rest by 
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r-B three equal forces, and, by Art. 18, must malte 
angles of 120° with each other. Draw the 
horizontal line AD; and, since ACD=120'', 
*■ ADC and CAD are each equal to 30°. The. 
position of A and B being given, the angle 
BAD must be known. Hence, in the triangle ACB wc have 
the side AB and all the angles from which AC and BC may 
be determined. Then the whole length of the cord, diminished 
by the perimeter of the triangle, will be the distance of the 
weight from the ring. 



156. The pulley is a small grooved wheel movable about 
an axis, and fixed in a Mock. The cord passes over the cii'- 
cumference of the wheel in the groove. 

The use of the pulley is to prevent the effects of friction and 
rigidity of the cord. The first of these it diminishes by trans- 
ferring the friction from the cord and circumference of the 
wheel to the ixle and its supports, which may be highly pol- 
ished or lubiicited The effects of rigidity are diminished by 
tuimng the cord m a circular arc instead of a sharp angle. 

The pulle\ is called fixed or movable, according as the block 
18 fixed or moi ihle 



157. Ths fixed pulley serves merely to 
change the direction of the forces trans- 
mitted by the cord, since, neglecting the 
friction of the pulley, the tension of the 
cord is the same in every part of it. Hence 
the power equals the weight, and the press- 
ure on the axis of the pulley equals their 
sum. 
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158. Prop. Required ike relation of the power to the weight in 
the single movable pulley. 

The tension t of the cord, being the same pj 
throughout, is equal to the power P ; also 
to the pressure on the hook Q. 

The resultant of the two tensions in the 
directions CP and DQ, being equal and 
opposite to the weight W, must be vert- 
ical. Let a be the angle made by the 
cords with this vertical, and, resolving the 
tensions vertically, we have 

3( COS. a~2F cos. a=W. 
W 
2 cos. a' 
the same as obtained in Aft. 149. 

Cor. 1. If the weight w) of the pulley be talten into account, 

S COS. a 
Cor. S. If the cords are parallel, a~0 and 
^ W+w. 




.-. P= 



Cor. 3. If a= 
and horizontal, 



90°, 2«=^180°, I 
In this case 



■ the cord becomes straight 



or the power must be infinite. In other words, no power can 
reduce the cord to a horizontal straight line while the weight 
is finite. 

159. Of the various combinations of pulleys there are three, 
which we shall distinguish by the first, second, and third sys- 
tems of pulleys. 

160. Prof, Required the relation of the power to the weight in 
the first system of pulleys. 
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The annexed figure represents this system. 
Neglecting friction, the tension t of the cord 
is the same throughout, and equal to P. The 
weight W and the weight of the lower block 
w are sustained by the tensions of the several 
eords at the lower block. Hence, if n be the 
number of cords at this block, 
nt=nP='W+w 

n ' 
If the weight of the lower block be neg- 
lected. 



Of this system of pulleys there are various 
'-^ modifications. The annexed form is the one 



in most common use. 



161. Paop. Required the relation of the power to the weight in 
the second system of pulleys. 

The annexed figure represents this system with three mov- 
able pulleys, each pulley having its own rope. 
Designate by a^, a^, a^, &c., the pulleys re- 
spectively in their order from the weight W, 
by w,, tCg, u;,, &c., their weights, and by (,, 
t^, t^f &c„ the tensions of their respective 
coids. 

Then, for the equilibrium of «,, we have 




2t,=W+w^.or t^=- 



For the equilibrmm of a^, 2t^=^t,+w^-- 



,+2w^ 



For the equihbriumofa 3,2(3=^2 +10 



_W+u),+2w,+2''u 
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THE PULLEY. 



For the equilibrium ofa„, 

W+w), +2m!s +2''w,+2'u 



P=L= 



Cor. L If the weight of each pulley is the same, and equal w^, 
W+»i, (i+a+a'+s'+ .... S"-') 
2" 
_W w,(3"-l) 
-2„+ 3~ 

(v'oii. 2. If the weights of the pulleys be neglecteci, 

W 

P= ' or W"=2".P. 

162, PitoF. Required the relation of the power to the weight 
in the third system of pulleys. 

In this system each cord is attached to the 

weight, and the number oi movable pulleys is one 

less than the number of cords. Designating the 

pulleys in their order from the weight by a,, «2, 

Cj, &c., their weights respectively by w-,, w^, 

iTj, &c., and the tensions of the successive cords 

by (i, *2, (3, &c., we have 

t,=F, 

t^=2tj+w,=2V+u>„ 

t^-2t^+w^=2'P+2u},+w,, 

t,=2ts+w^=2'V+2'w,+2w^+w^. 



And if there be n cords, 

4=2''-T+2''^ui,+2"~''w^+&c 2io„_,+w„_,. 

BKtW^ii+t^+ij+.&c i. 

-P{H-3+2'+2=+, &c. . . . 2"-')+w, (l+2+3'+,&;c 
, . . 2'-")+W2(l+2+2'+,&c 2"-™)+,&c 
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=P(2--l)+i»,(2"-l)+»,(2"-l)+.<S'<: 

If the («— 1) pulleys are of the same weight i/i,, 

W^P(3"-l)+M',{3""'+2'^+2'^+,&c 2'+2+l-ra) 

=P(2"-l)+MJ,(2''-l)-iu,m 
= {V+w,){2^-l)-w,n. 
If the weights of the pulleys be neglected, 
W=P{2"-1). 

EXAMPLES. 

^x. 1. At what angle must the cords of a single movable 
pulley be inclined in order that P may equal W ? 

Ex. 2. In the ^rsi system of pulleys, if there be 10 cords at 
the lower block, what power will support a weight of 1000 lbs. ? 

Ex. 3 In the bccond system of pulleys, if 1 lb. support a 
weight of 128 lbs., lequired the number of pulleys supposed 
without weight. 

Er. 4. In the ilii^d system of 6 pulleys, each weighing 1 lb„ 
fmd what weight will be supported by a power of 12 lbs 



Ex. 5. Find the ratio of the power to the 
weight in the annexed modification of the second 
system of pulleys. 



§ V. THE 

163. The Inclined plane, as a mechanical power.is supposed 
perfectly hard and smooth, unless friction be considered. It 
assists in sustaining a heavy body by its reaction. This reac- 
tion, however, being normal to the plane, can not entirely 
counteract the weight of the body, which acts vertically down- 
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ward. Some other force must therefore be made to act upon 
the body, in order that it may be sustained. 

164. Peop. Required the conditions of equilibrium of a body 
sustained by any force on an inclined plane. 

Let AB be a section of an inclined plane, of which AB is 
the length, BC the 
height, and AC the 
base. Let i be the in- 
clination of the plane to 
the horizon, e the angle 
made by the direction 
of the power P with the 
plane AB, W= the 
weight of the body a, 
and R= the reaction of 
the plane. The body ia kept at rest by the action of P, W, 
and R. Resolving the forces parallel and perpendicular to 
the plane, we have 

Pcos.£-Wsin.j^O, («) 








R+P 


sin. fi 


-W 


OS. i—0. 




(») 


(<•) 


we 


obtain 


















W 


^cos. 






(e) 


(*). 


R 


= \V"C0!. 


-P 


W 


.Wcos..--^ 
^^,cos.(i+.) 

cog.E 


t 


m 



R COS. (i+e)' ^ ' 

the same relations as obtained in Ex. 24, Art. 139. 

165. Cor. 1. If the force P act parallel to the plane, e=0, 
and (c) becomes 

W_ 1 AB 
P"~sin.i~BC' 
or, the power is to the weight as the height of the plane to its 
length. 
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AB 

"AC 

or, the reaction of the plane is to the weight as the base to (he 
length. 

166. CoE. S. If the power act parallel to the base of the planei 
s=—i, and (c) becomes 

W_co3. i__AC 

or, t/ie power is to the weight as the height to the base. 



From (d). 






_AC 
"AB' 



or, the reaction of the plane is to the weight as the length to the 



167, Prop. Required tlie conditions of equilibrium of two 
bodies resting on two inclined planes having a common summit, 
the bodies being connected by a cord passing over a pulley at 
e summit. 



LetW and W, be the 
weights of the bodies, and 
1, i , the inclinations of the 
pl™es. 

If t be the tension of the 
cord, we have for equilib- 
rium on the plane AB 




on the plane EC 



^^ c (^^i. 165), 



i=W.sin. i, 
t=W, sin. i,. 
Wsin.i=W,sin.i„ 

AB 'EC 



or, the weights are proportional to the lengths of the pla? 
which they rest respectively. 
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Ex. 1. What force acting parallel to the base of the plane 
IS necessary to support a weight of 50 lbs. on a plane inclined 
at an angle of 15° to the horizon ? 

JEx. 2. If the weight, power, and reaction of the plane are 
respectively as the numbers S5, 16, and 10, find the inclination 
of the plane, and the inclination of the power's direction to 
the plane. 



§ VI. THE WEIIGE. 

168. The wedge is a triangular prisrei whose perpendicular 
section is an isosceles triangle. The dihedral angle formed 
by the two equal rectangular faces, is called the angle of the 
wedge. The other rectangular face is called the back. It is 
used to separate the parts of bodies, by introducing the angle 
of the wedge between them by a power applied perpendicu- 
larly to the back. The equal rectangular faces are regarded 
as perfectly smooth, in which case the only effective pai-t of 
the resistance must be perpendicular to these faces. 

169. Prop. To determine the conditions of equilibrium in the 



Let ABC be a section of the 
wedge perpendicular to the angle 
or edge A. Draw AD bisecting B 
the angle, and let BAD=CAD=«. 
Let 2P be the power applied to the 
back EC of the wedge, which must 
be in equilibrium with the pressures 
R on the two faces AB and AC, 
If an equilibrium exist, the forces 
aP, R, and R must meet at some 
point in AD {Art. 74). 

Resolving the forces vertically, 
or in the direction AD, we have 



D C 
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2R.sJn.BAD-!^r=0, 
or P=R.. sin. a, 

P_ . _BD_ BD./ _ ^ the back of the wedge 
or i{,-^"^-'^-BA~BA.i^ face of the wedge ' 
where I— the length of the edge or breadth of the face. 

no. In the foregoing investigation of the theory of equilib- 
rium in the wedge, we have omitted the consideration of the 
friction, and have supposed the power to be a pressure ; 
whereas, in practice, the wedge is kept at rest by _/rjc(iore alone, 
and the power arises from percussion. The following prob- 
lem will serve to elucidate the theoretical view here taken of 
the wedge. 

171. Prob. a heavy beam is attached, by a hinge at one 
end, to a smooth, horizontal plane, while the other rests on the 
smooth face of a semi-wedge. Required the horizontal force 
necessary to keep the wedge from moving. 

Let DE be the beam 
and BAG the wedge, 
Z.BAC = «, i.ADE = /3, 
1= the length of the 
beam, g tlie center of 
gravity, and Ttg—a. 
The wedge is kept in equilibrium by the pressure of the 
beam upon it at E, and the horizontal force P acting upon it 
at some point H. The beam is kept in equilibrium by its 
weight w acting at g and the reaction U of the face of the 
wedge at E. 

Taking the moments about D for the equilibrium of the beam, 
we avoid expressions involving the unknown thrust R', and 
have 

w.Dg. COS. ADE-R.DE. sin. DER=0, 
or w.a. COS. fi-R.l. cos. {a-j3)=0. 

_ a cos. i3 
( COS. («— y) 
But the principles of the wedge give 
P^R.siri.«. 
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. P = W.7.- 



1. a COB. /3 



Tcos. (a-;3)* 

By an examination of this value of P, it will be seen that the 
power necessary to keep the wedge from moving will diminish 
as the wedge advances beneath the beam. 



§VI1. 



vide the rectangle ABCD into equal parts by 
.'n', &c., parallel 




173. If we di 
the lines mn, rr, 

to AB, and draw the parallel di- 
agonals of the rectangles thus 
formed, and if we suppose the 
whole rectangle to be wrapped 
round the surface of a cylinder, 
the perimeter of whose base is 
equal to AB and altitude to BC, 
the diagonals of the rectangles 
will trace on the surface of the cylinder a continuous curve, 
which is called the helix. 

If a projecting thread or rih be attached to the cylinder upon 
this curve, we have the screw, sometimes called the external 
screw. Similarly, if we take a hollow cylinder of exactly the 
same radius as the solid one, and generate a groove in the 
same curve, we have the internal screw or nut. 

The screw works in the nut, either of which may be fixed 
and the other movable, 

173. Peop. To determine the conditions of equilibrium in the 
screw. ^ ^ ^ 

From the construction of the 
screw, it appears that the thread 
of it is an inclined plane, of 
which the base is the circum- 
ference of the cylinder and the 
height the distance between the 
threads. The force is generally 
applied perpendicularly to the 
end of a lever inserted into the 
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cylini^ei', and in the plane perpendicular to the usis of the 
cylinder. The power P thus applied, in turning the screw 
round, produces a pressure on the threads of the screw in the 
direction of the axis of the cylinder. In case of equilihrium, 
let the counterpoise of this pressure be W. Let ABC be the 
inclined plane formed by unwrapping one revolution of a 

thread, and let ?«=-th part of W, bo supported at a, q being 

the same part of Q, the force applied at the circumference of 
the cylinder. Put FD — a, ED the radius of the cylinder —r, 
and angle EAC^«. Then, Art. 133, 







Q= 




=P-°= 


-£■ 


Art. 


160, 




q = > 


BC 
""'AC 






Q 


w 


distance of two threads 



ircuniference of the cylinder' 

and the same holds for each of the other portions of W at the 

other points of the plane. Therefore, we have 

„_™ distance of two threads 

' circumference of the cylinder* 

T. , , .-. T, 2n« ^ circumference described bv P 

By (a), Q=P.-— -=P. ■ — -. — —J. -i. — f^-5-^ — . 

2nr circumrerence of cylinder 

W_ circumference described by P 
P distance of two threads ' 

or, the power is to the weight as the distance of two threads 
is to the circumference described by the power in one revolu- 
tion of the screw. 

It will be seen that the ratio of P to W is independent of 
the radius of the cylinder. 

EXAMPLES. 

Ex. 1. What force must be exerted to sustain a ton weight 
on a screw, the thread of which makes 150 turns in the height 
of 1 foot, the length of the arm being 6 feet ? 

Ex. 2. Find the weight that can be sustained hy a power 
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of 1 lb, acting at the distance of 3 yards from the asis of the 
screw, tlie distance between the threads being 1 inch. 

Ex. 3. What must be the length of a lover at whose ex- 
tremity a force of 1 lb. will support a weight of 1000 lbs. on a 
screw, whose threads are f inch apart? 



174. The common balance, in its best form, is a bent lever, 
in which the weight of the lever must be taken into consider- 
ation. 

In the annexed figure the points A and B, from which the 
scale-pans and weights 
are suspended, are call- 
ed the points of suspen- 
sion ; C is the fulcrum, 
being the lower edge 
of a prismatic rod of 
steel projecting oneach 
side of the beam ; when 
the balance is in use, 
thpse edges on each 
side of the beam, as at 
C, rest on hard surfa- 
ces, so that the beam turns freely about C as a fulcrum. 

175. The requisites of'a good balance are, 

1°. That the beam rest in a horizontal position when loaded 
with equal weights. 

2°. That the balance possess great sensibility. 
3°, That it possess great stability. 

176. Pbop. To deteimine the conditions that the beam rest in 
a horizontal position when loaded with equal weights. 

Supposing the beam horizontal, in caae of equilibrium, if we 
neglect the weight of the beam, the moments of the weights 
must be equal, and, therefore, the arms must be equal {Ai-t. 133). 
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But taking into consideration the weight of the beam, its cen- 
ter of gravity must be in the vertical through C, the center of 
motion {Art. 110), and, in order to this, the beam must bo sym- 
metrical on opposite sides of the fulcrum (Art. 97), The line 
AB, joining the points of suspension, is obviously bisected by 
the vertical through C and the center of gravity of the beam, 
and the point of intersection, for reasons which will appear, 
should be below C. 

177. Prop. To determine the conditions that the balance may 
possess great sensibility. 

Let C, A, and B be the fulcrum and points of suspension, as 
-n in the preceding figure, and 
join Gg, the centers of mo- 



N tion and of gravity. C^ is 
perpendicular to AB and bi- 
sects it, if the beam is con- 
structed in accordance with 
the first requisite. Let M 
C E N be a horizontal line 
through C, meeting AB in E, 
making with it an angle equal to 8, 

The sensibility is measured by the amount of deflection 6 
of the line AB from a horizontal position by a given small dif- 
ference P—Q, of the weights. 

Draw the vertical hnes Tid and ga, and put AD=BD=a, 
CQ—d, Cg=h, and weight of the beam =w. Now MN is bi- 
sected in d, and Md—a cos. &, Cd—d. sin. 0, and Ca=k. sin. d. 
If the system is in equilibrium, the moments about C give 
r.CM-Q.CN-w.Ca-0, 
or V.{Md-Gd)-<:i,(Nd+Cd)-w.Ca-^0,' 

or {V-Cl)a.cos.e.-{P+q)dsm.e~w.h.sm,e=o, 

or (P-Q)a- { {P+q.).d+w.h} tan. 6=0. 

. tan e-_(PrQ)i^ 

■■ '''"■ {P+Q.)d+w.h- 

Hence the angle 6, and, therefore, the sensibility, is increased 

for given values of P and Q, by increasing the lengths of the: 



I Cda 




-^1 


'P 


9 


E 


o: 
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arms (a), by diminisking the weight of the beam (mi), or hy di- 
minishing the distances of the fulcrum from the center of grav- 
ity of the beam (A) and from the line joining the points of sus- 
pension (d). 

178. Peop. To determine the conditions that the balance may 
possess great stability. 

If the balance be loaded with equal weights and disturbed 
from its position of equilibrium, the rapidity with which it re- 
turns to that position is a measure of its stability. But this 
rapidity of return to a horizontal position will depend upon the 
moment which urges it back. 

But this moment is, since P^Q, 

P.CN-P.CM+w.Cfl, 
or F.2.Cd-fw.Ca, 

or {2T.d+w.h)sia.0. 

Hence, for given values of P and 6 the stability is greater, 
as d, k, and w are increased, 

179, Cor. Hence, by increasing the stability, we diminish 
the sensibility, but the sensibility may be increased by increas- 
ing the length of the arms, without affecting the stability. 

For commercial purposes, when expedition is required, and 
the material weighed is not of great value, sensibility is sacri- 
ficed to stability ; but for philosophical purposes great sensi- 
bility is required, and stability is of little comparative import- 



THE STEELYARD BALANCE. 

ISO. The steelyard balance, or Roman steelyard, is a lever 
of the first kind, with un- j, 

equal arms. The body M 

W to be weighed is hung -^ 13 l\fP~: 
at the shorter arm A, and 
a given constant weight 
P is moved along the 
other arm till it balances W ; then the weight of W is known 
from the place of the counterpoise P. 
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181. Peop, To determine the law according to which the- 
longer arm of the steelyard must be graduated. 

Let G be the center of gravity of the beam AB and w its 
weight. Put 0A=^, OC=p|, OG=g, and taking moments 
about the fulcrum O, in case of equilibrium we have 
Wp—wg— 7p , =0. 

M)^_ Wp 

Taking Ox, a fourth proportional to P, u>, and g, we have 

p,+'^=^CO+Ox=Cx=-^. 

Hence the distance from x to the counterpoise P varies as 
the weight ; and if the weights be in arithmetical progression, 
the distances xl, x2, x3, &c., will also be in arithmetical pro- 
gression. 



THE BENT ] 




182. This balance is represented by 
the annexed figure, where ABC is the 
bent lever turning about a pivot at B. 
A scale (E) hangs from A, and at C an 
index points to some division on the 
graduated arc GCF. 



183. Phop. To determine the principle of graduation in the 
bent lever balance. 

Let g be the center of gravity of the beam at which its 
weight w acts. The weight of the scale (E) and the weight 
(W) of a body placed in it will act vertically through A. Let 
the horizontal line through B meet the vertical lines through 
g and A respectively in D and K, Then the moments about 
B, in equilibrium, give 

!aDB-{E+W)B,K-0. (a) 
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r weights are put into the scale E, the point A ap- 
proaches more nearly the vertical through B from the ben! 
form of the heam, or BK diminishes, while BD increases. 

Suppose the point A to be at K when the scale is unloaded, 
and let, in this position of the beam, the angle DBg—O. When 
a weight is put into the scale the point A will descend through 
some angle 0, and the arm E^ will rise through the same angle. 
In this new position the angle DB^ will become S— 0. Let 
Bg~a and BA=&; then 

DB^a COS. (9-^), and BK=J cos. rb. 
These substituted in («), give 
tv.a. cos. (9~^)— E.Z). COS. ^— W.&. cos. ^~0, 
or w.a. COS. 6 coa. iji+w.a sin. sin. tl>—'E.b cos. ij> — W.b. cos. 0=0, 
or w.a. cos. Q+w.a sin. tan. 0-E.6— W.6=0. 

W.b E.b~w.acos.e 

.: tan.*= -. — ^+- -. — jr—. 

' jc.«. sin.y w.a. sm. y 

Hence, tan. ^ varies as W, and the Umb GF must be di- 
vided into arcs whose tangents are in arithmetical progression. 

Practically, the limb may be graduated from the positions 
of the index at C for a succession of weights put into E. This 
instrument possesses great stahilily. 



184. This instrument is of greater interest from its paradox- 
ical appearance than from its use as a machine for weighing 
bodies. Its discussion affords an interesting application of the 
doctrine of couples. 



It consists of an upright 
stem upon a heavy base A, 
with equal cross-beams 
turning about pivots at a 
and h. These cross-beams 
are connected by pivots at 
c, d, e, and/, with two oth- 
er equal pieces in the form 



"£ 



^ 
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of a T. The weights are suspended from the horizontal arms 
of the latter pieces. 

1S5. Prop. In Roberval's balance, equal weights balance at all 
distances from the upright stem. 

Let the letters in the 
annexed figure indi- 
cate the same parts as 
in the former. 

Let equal and oppo- 
site forces P, and Pa 
each equal to P act in 
ec, and, similarly, let 
Pj and P, act in df. 
These forces P,, P^, 
Pj, and P^ do not dis- 
turb the equilibrium. Now P at B, as in Art. 71, is equivalent 
to Pj at e and the couple P, BA, Pjj, and, similarlj^, P at C is 
equivalent to P^ at / and the couple P, Ck, P^ ; and since P, 
at e balances P^ at /, we have only the two couples to dis- 
pose of. 

Now for the couple P, BA, P^, Arts. 58 and 59, we may sub- 
stitute a couple Q|,ec, Q^ in its own plane and of equal mo- 
ment, in which the forces Q,^ and Q^, acting in the directions 
of the cross-beams cd and ef (which always remain parallel to 
each other as they turn on tiie pivots a and b), are destroyed by 
the resistance of the pivots a and b. Similarly, the couple P, 
C^, P3 may be replaced by the equivalent couple R,,/rf, Rj, 
in which Rj and R^ are destroyed by the resistance of 6 and 
a. These new couples, therefore, do not disturb the equilibri- 
um, and the original forces P at B and P at C must be in equi- 
librium. 

If the beams cad and ehf be moved round the pivots mto 
any oblique position, the same reasoning would apply, and the 
equilibrium still subsist. 

Cor. Unequal weights can not balance from whatever points 
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e power to the weight 



jw 


B'S' 


S" B" 


^"L" * 


y 
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186. Piiop, To determine the ratio of 
in a combination of levers. 

Let the power P act at A, q 

and the weight W at B'". 

The first three levers are of 

the seconii kind, and the iast 

one of the first kind, the ful- 

crnms being at C, C, C", and 

C". Let EA', B'A", B"A"' 

be rigid rods connecting the 

levers, and let the action of 

the first lever on the rod EA' 

be W, which become a the 

power acting on the second, 

W" and W" the weights to the second and third respectively, 

and powers to the third and fourth. 

JP__CB W_C^ W_C"B" W"_ C"'G'- 

Ihen^, CA' W"~C'A" W"~C"A'" '^'^ W ^C"'A'"° 
Taking the continued product of these equation9 member 

by member, we have 

P _ CBxC'B'xC"B"xC"'B"' 
W~CAXC'A'XC"A"XC"'A'" ' 

or, tke ratio of the power to the weight in tlie combination is 

equal to the product of the ratios of Ike power to (he weight irt 

each lever. 

187. Peop. To determine the ratio of the power to the weight 
in the endless screw. 



This machine is a combination of the 
screw and wheel and axle. 

Let P be the power apphed to the han- 
dle of the winch, W the pressure of the 
screw on the teeth of the wheel, and W 
the weight suspended from the axle of 
the wheel. Then 




H 
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P _distance bet ween the threads of the screw 
W circumference described by the power ' 
W_ radius of axle 
W radius of wheel' 

P distance between two threads of screw 
W circumference described by the power 
radius of axle 
radius of wheel ' 
or, the ratio of the power to the weight in the endless screw is 
equal to the product of the ratios of the power to the weight in 
the screw and in the wheel and axle. 

188. Peoi', To determine the ratio of the power to the weight 

in any combination of the mechanical powers. 

Let P— the power for the whole combination, 
W"— " weight " " " 

W'= " " to the 1st in the series and power to the 2d, 
W"= " " " 2d " " " 3d, 

&C., &C., &c. 

Let a, = the ratio of the power to the weight in the lat, 
^ " " " " " 2d, 



^- ^~ ^- '^' 



W" 



and, taking the product. 



w--"'-"--"- "■■ 

Hence the ratio of the power to the weight in any combina- 
tion of elementary machines is equal to the product of the ratios 
of the power to the weight in each of the simple machines. 

189. pKor, To determine the ratio ofthepower to thepressure 
in the combination of levers called the knee. 

This combination of levers is used with advantage where 
very great pressure is required to act through only a very 
small space, as in coining money, in punching holes through 
thick plates of iron, in the printing-presa, &c. The lever AB 
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turns about a firmly fixed pivot 
at A, and is connected by anoth- 
er pivot at B to the rod BC, 
wbose extremity C produces the 
pressure on the obstacle at E. 

Let the power P act horizon- 
tally at some point F in the le- 
ver AB, ANC be a vertical line 
meeting the direction of P in N, 
und DE a horizontal plane, on 
which, at E, is the substance 
subject to pressure. Let R= 
the reaction of the rod BC in the 
direction of its length, AM, DL perpendiculars upon its direc- 
tion from A and D, and W the vertical resistance of the sub- 
stance at E. 

Taking the moments about A and D in equilibrium, we have 
P.AN-R.AM, and W.DE=R.DL, 
P_ AMxD E 
^^' "W"ANxDL' 

When BC becomes nearly vertical, DL becomes nearly equal 
to DE, and AN to AF, while AM becomes very small. 




In this situati 
fraction of W. 



r nearly, so that P is a very small 
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CHAPTER Vn. 



190. In Arts, 80 and 81, it is shown that the principle of 
virtual velocities obtains for all cases of equilibrium of a free 
body under the actions of any number of external forces in the 
same plane. 

In the mechanical powers, the parts by which the actions 
of the forces are transmitted being rigid or inextensible, the 
forces may be considered as acting in the same plane, and the 
internal reactions and tensions will not enter the fundamental 
equation S.P.i)=0. Also, the virtual velocities of the support- 
ing parts will in general be zero for the possible displacements 
of the system. 

In some of the mechanical powers, ihe principle applies to 
all possible displacements, however great, since they must be 
in the direction of the forces. This is true in the wheel and 
axle, toothed wheels, pulleys with parallel cords, the inclined 
plane, the wedge, and screw. In the lever, and pulleys with 
inchned cords, the displace- 
ments must be taken indefinitely 
small. 

191. Pkop. Tke principle of 
virtual velocities ohtaitis in the 
wheel and axle i: 




The forces which act on the 
wheel and axle are the power 
P, the weight W, and the reac- 
tion R of the steps which sup- 
port each end, C, of the pivot 
about which it turns, and, in con- 
sequence of the rigidity of the 
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system, they may be considered as acting in the same plane. 
Also, the wheel and axle receiving a displacement turning 
about C, the virtual velocity of R equals 0. 

Let A and B be the points at which the cords left the wheel 
and the axle respectively before displacement ; A', E' after- 
wai-d. Then W ascends through the space WW'= arc BE', 
and P descends through PP'— arc AA'. PP' is the virtual ve- 
locity {Art. 78) of V, and positive ; WW' is the vii'tual veloc- 
ity of W, and negative. Hence {Art. 81), 
P.PF-W.WW'=0, 
or P. arc AA'-W. arc BB'=0, 

or P.AC.aA'CA-W.BC.z.BCB'=0. 

P.AC-W.BC=0, or -^=4q. 

the condition of equilibrium found in Art. 138. 

192, Pkop. The principle of virtual velocities obtains in a 
pair of toothed wheels. 

Let the circles in 
the annexed figure 
represent the pitch- 
lines of the wheels 
{Art.lii),andD,,D^ 
the points which were 
in contact in the line 
CC before displace- 
ment. Since the pitch 
lines rol! on each oth- 
er without slipping, 
arc DD.= arc DD, 
and 

P's displacement -PP'-AC'.Z.D,C'D-AC'.^^^-, 

^ arc D,D 




W's displacement =WW=CB.Z.D,CD-CB.- 

By the principle of virtual velocities, 
P.PP'-W.WW'=0, 
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CD 



w-^o. 



W AC CD . , ,_, _„ W CD 
•■• P=BC-(7D' «"<i'»l>6nAC=BC,^=^, 

as found in Art, 143, 

193. Prof. Tlie principle of virtual velocities obtains in the 
single movable pulley with parallel cords. 




If the pulley A be raised to A', 
we shall have AA'=-WW'=4PF, 
since each of the cords passing 
round the pulley A must be short- 
ened by a length =WW'. WW, 
the virtual velocity of W, is nega- 
tive. 

.-. P.PP'-W.WW'-O, 
P.PP'-W.iPP'-O. 

w 

Hence -^=2, as found in Art. 158. 



194. Prop. The principle of virtual velocities obtains in the 
first system of pulleys. 

In the figure oi Art. 160 we see that, if W be raised through 
a space WW, each of the n cords at the lower block will be 



shortened by the same quantity, or that P will 

a space k.WW. Hence the equation of vir 

P.PF-W.WW'=0 becomes 

W 
P.n.WW-W.WW'=0, or p-=n 

as in Art. 160. 



through 
velocities 
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195. Pkop. The principle of virtual velocities obtains in the 
second system of pulleys. 

Referring to the figure in Art. ICl, we see that, if P de- 
scends through the space VV, 

the pulley «„ would rise through a space =-^! 

rp' 



" a, or the weight W " -z^, 

And the equation of virtual velocities P.PP'— W.WW'= 



W 



the same as in Art. 161, Cor. 2. 

196. Prop. The principle of virtual velocities obtains iji the 
third system of pulleys. 

Referring to figure of Art. 162, and designating the pulleys 
as in that article, we see that, if W be raised a apace = WW', 
each cord will be shortened hy a space equal to WW'. The 
highest movable pulley a„_i will descend a distance =WW'. 
The next pulley a„^ will descend a distance =S.WW' by the 
descent of «„_„ and a distance WW' by the elevation of W, or 
will descend on the whole {2+l)WW'. 

Similarly, the pulley «„_, will descend through 
J3(3+I) + I jW.W'=(2'+2+l)WW'. 

Proceeding in the same way, we find that pulley a^_(,_3), or 
Oj, will descend through the space 
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{2"^+2'^+,&.c 2+l)WW', 

and a^ through the space (2""'+2''~*+,&c. . . . 2+l)WW', 

and a, " " " (2''-=+2''^+,&c 2+l)WW', 

and P will descend through twice the last found space by the 
descent of the pulley «,, and through the space WW by the 
elevation of the weight; 

or VI"=WW.{2{2"-'+2-'+, &c 2+l)+l| 

=WW'.(2"-'+2"-H, &c 2^+2+1) 

=WW'(2"-1). 
The equation of virtual velocities is 

P.PF-W.WW'=0, 
which becomes 

P.WW'(2"-I)-W.WW'=0, 



w 



=2''-l 



197. Pkop. T/te pnnciple of virtual velocities obtains in the 
inclined plane. 

Let the force P make any an- 
gle e with the plane, a— ilBAC, 
a the first position of the body 
whose weight is W, a' the posi- 
tion of it after displacement. 

Drawing the perpendiculars 
av, a'u, we have ~a'v=—aa' 
cos. e= the virtual velocity of 
P, and au=aa'. sin. o= the vir- 
tual velocity of W. 

By the equation of virtual velocities, 

or P.aa'. cos. e—W.aa'. sin. a=0. 

W sin. e 
P sin. «' 
as found in Art. 164. 

198, Prof. The principle of virtual velocities obtains in the 
wedge. 




Hence 
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Let 2P be the. whole power, R 
and R the pressures perpendicu- 
lar to the faces of the wedge ABC, 
which produce equilibrium. Let 
the wedge be displaced to the posi- '^\ 
tion A'B'C. The displacement of 
the point of application of Pis aa'= 
A A' ; that of b, the point of applica- 
tion of R, is hb'~Am, a perpendicu- 
lar from A on A'B', and Am— AA' 
. BAG 



The equation of virtual velocitii 
Waa' -R.hh' 



P.AA'-R.AA'. 



. R-' 




as found in Art. 169. 

199. Prop. The principle of virtual velocities obtains in a lev 
er of any form. 

Let ACB be the lever be- 
fore displacement, A'C'B' 
its position afterward. 
From A' draw A'o perpen- 
dicular to AP, and from E', 
B'm perpendicular to BQ. 
produced. At) is the vir- 
tual velocity of P, and Bm 
that of Q,. Now when the displacements are indefinitely 
small, the circular arcs AA', BB' become straight lines, and 
Aw=AA' cos. A'Ad=AC.Z-ACA'. cos. (PAC-90°) 

=AC. sin. PAC.£.ACA'; 

Bm==BC. sin. QBC./-BCB', 

and ^ACA' = A.BCB'. 

The equation of virtual velocities is 
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P.Au-Q.Bm=0, 
or P.AC. sin.PAC-Q.BC. sin. QBC=0. 

r_ BC. sin. QBC 
•*■ Q^ AC. sin. P AC 
as found in Arl. 134. 

200. Prop. The principle of virtual velocities obtains in the 
single movable pulley with cords inclined. 

^ P Let A be the point. where 

the cords produced would 
meet at the first position 
of the pulley, when P and 
W are the positions of the 
power and weight. 

Let P be displaced to 
P', when the weight is 
raised to W, or the point 
of meeting of the cord is 
raised to A'. Braw the 
circular arcs A'm, A'n with 

centers B and C, When the displacement is indefinitely amrll, 

tlie arcs A'm, A'n become straight lines, and 
Am=AA' COS. BAA'=Aw, 




PP'= 

The equation of virtual velocities is 

P.PP'-W.WW'-O, 
which becomes 



=AA'. 



as found in Art. 158. 

Scholium. In the preceding propositions, the 
P.PF=W.WW', 
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WW'_P 

explains the principle that, " in using any macliine, what we 
gain in power we lose in time." For, in order that W may be 
moved through any given space, we must have the space 
moved through by the power P, increased in the same ratio 
that P is diminished. 
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CHAPTER VIII. 



301. The surfaces on which bodies pressed have hitherto 
been regarded as peifectly smooth, so that they oifered no re- 
sistance to EQOtion parahel to themselves, their only reaction 
being perpendicular. 

When rough surfaces are in contact, the motion, or tenden- 
cy to motion, parallel to the surfaces, is affected by the rough- 
ness, and the effect is called Friction. 

Friction may be divided into two kinds: sliding friction, 
when one rough surface slides on another, and rolling friction, 
when one rolls on the other. The former only will be consid- 
ered here, under the term Statical Friction. 

202. The laws of fnction are determined by experiment. 

If the body A rest upon 

I ' - •' I the perfectly smooth 

— ^F plane BC, the smallest 

-, possible force applied to 

it will cause it to move. 
But if the body or the 
plane, or both, be rough, 
a force within certain 
limits of magnitude may 



be applied lo it without causing motion. The greatest force 
which can be so applied to the body in the direction of the 
plane will measure the friction. 

Let W be this force, acting by a cord over a pulley on the 
body A, F being the opposing force of friction. Then P=W. 

203. The following laws of friction are deduced by this or 
some similar process. 

1°. The friction of the same body, or a body of the same ma- 
terial, when the weight is the same, is independent of the extent 



.y Google 



FRICTION. 125 

of the surfaces in contact, except in extreme cases, where the 
weight is very great compared with the surfaces in contact. 
Thus the friction of the body A will be the same whichever 
side rest on the plane, or whatever be the form within the ex- 
cepted limits. 

2°, The friction is proportional to the pressure on the plane, 
or the reaction of the plane, within moderate limits. If other 
weights, as m, be placed on A, W or F will vary as the whole 
reaction E. of ihe plane. 

CoR. The friction is therefore some function of this pressure, 
and we may represent it by liR. fe is called the coefficient of 

F 
friction, and is equal to p, or the ratio of the friction to the re- 
action of the plane. 

304. Prop, The coefficient of fnction between two given sub- 
stances is equal to the tangent of the inclination of ike plane 
formed of one of ihe substances, when the body formed of the oth- 
er is about to slide down it. 

Let the inclination a of the plane AC 
body a is just on the point 
of sliding down it. The body 
a will then be in equilibrium 
from the normal reaction of 
the plane R, the friction fiR 
acting up the plane, and its 
weight W acting vertically 
downward. 

Resolving parallel and perpendicular to the plane, we have 
iU.R— W. sin. a—0, 




Elimmating R, we have 

!i COS. c 



S05. Prop. To determine the limits of the ratio of P (o W on 
in inclined plane, when friction acts up or down the plane. 
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Let the power P make an 
angle s with the plane whose 
inclination is a, and W the 
weight of the body. 

1". To determine the great- 
est value P can have without 
causing the body to move up 
the plane. In this case, the 
friction |"R, opposing the motion 
up the plane, will act down it, and, resolving parallel and per- 
pendicular to the plane, we have 

P. cos. s-(iR.-W sin. <r=0, {a) 

P. sin. e+ R-Wcos. o;=0. (6) 

Multiplying (&) by n and adding to (a), we have 
P (cos. e+ju sin. e)— W. (sin. «+/( cos. a)— 0, 

,, W",(sin,«+Hcos. a) 

or P= ^ r — -. -. 

cos. e+fi sm. e 

2°. To determine the least value P can have without causing 
the body to move down the plane. In this case the friction 
will oppose the descent, and will therefore act up the plane. 
Hence equations (a) and (6) become 

P. COS. E+fiR-W sin. n=0, {a') 

P. sin.e+ R-Wcos.a^O. \b') 

Multiplying (b') by ji and subtracting, we find 
_W. (sin. ra— /i COS. a) 
cos. s—fi sin. E 
No motion will take place while the value of P is between 
these two, which are its limits. 

These two values of P may be combined so as to take the 
form 

W cos. e±ft sin, e 

P ~sin. a±ficos. a' 

in which the upper sign is to be taken when friction acts down 

the plane, and the lower when the friction acts up the plane. 

206. Prop. To determine the limits of the ratio of V to V^ in 
the screw, when friction acts assisting the power or the weight. 
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Proceeding as in Art. 
173, let ABC he the 
inclined plane formed 
by unwrapping one 
revolution of the 
thread, the angle EAC 
=a ; let W = the 
whole weight sustain- 
ed by the screw, v)~ 
that part of it support- 
ed at a, Q= the whole 
force acting at the cir- 
cumference of the cyl- 
inder, r=ED (ho radit 
which the power acts, 

Then Q-P^. 



1 y 




ti^ 


^ 


.^x 


^ 






% 





la of the cylinder, «=:FD the lever a 
and q that part of Q which supports v. 



at a 

The forces which are in equilibrium at a are the weight lo, 
the reaction U, the horizontal force y, and the friction fiR act- 
ing wp or down the plane. 

Resolving parallel and perpendicular to the plane, we have 
q. cos, a±/fR— M'. sin. a==0, {a) 

q sin. a— R-l-w cos. a=0. (i) 

Multiplying (6) by n, and adding and subtracting, we have 
(/(cos. n±fs sin, a) — M;(sin. arpp cos. (i)=0, 
q' _^ Q _sin. azpfi cos. a 
w)~W~cos. a±^sin. K* 
P _ r sin. a;:^^ cos. a 
W d'cos. «±f( sin. a' 
The two values of this expression give the limits required, 

P 

and ==: may have any intermediate value. 

207. CoH. From the two preceding propositions it will ap- 
pear that, when we have obtained one of the limits, the other 
may be had by simply changing the sign of /t in the former. 
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Ex. I. A uniform straight beam rests on a rough cylinder 
of given radius ; required the greatest weight that can be sus- 
pended from one end of the beam without causing it to slide off. 
Let g be the center of gravity of the 
■^C beam BC, whose length ia 2d, and B^ 
— d since the beam is uniform, w= its 
weight, and W the weight suspended 
from B. Before the weight W was 
suspended from the beam the point g 
must have been at A. Let A' be the 
point of contact with the cylinder when 
the beam is on the point of sliding off, 
a the angle it then makes with the ho- 
rizon, and r— the radius of the cylinder. 
Resolving parallel and perpendicular to the beam, we have 




i«R- 
R— H) cos. M- 



=0, 



(a) 



whence ju— tan. a. 

Taking the moments about A', we have 

W.BA' cos. a—w.A'g. cos, a=G 
or 'W.{Bg-A'g)-w.A'g-=0. 

But A'g= arc A'A= radius X angie AOA'- 
-■. W.(d-ra)-w.ra=0, 



W^ 



r^~, the weight required. 



d—ra d—rts.n. V' 

jEk. 2. A ladder rests with one end on a rough horizontal 
plane, and the other on a rough vertical wall; given 1= its 
length, d= the distance of its center of gravity from its lower 
end, |U and fi'= the coefficients of friction on the horizontal and 
vertical planes respectively ; required its inclination 6 when 
on the point of sliding down. 

Let AB be the ladder and the forces acting upon it, as rep- 
resented in the figure. 
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Resolving horizontally and 
vertically, we have 

R'-/^R=0, (a) 

R+(i'R'-w;=0. (b) 
Multiplying (a) by ft', and sub- 
Uacting from (ft), we find 

w= R(l+^^'), 
and from (a), R'=ji*R. 

Taking moments about A, we 



^H 




I. O—n'.l sin. e-^'R'.l. COS. 0=0, 
_w.d--ii'R'l 



tan. e^- 



R7 



Substituting the values of w and R', 

fit 

If the center of gravity of the ladder be at the middle point, 
l=2d, and 

3/* ■ 



tan. 6= 



308. EXAMPLES ON CIIrtPTGttS Vf., VII., AND VIII. 

JE:c. 1. A beam 30 feet long balances on a prop ^ of its 
length from the thicker end ; but when a weight of 10 lbs. is 
suspended from the other end, the prop must be moved 2 feet 
toward it to maintain the equilibrium. Required the weight 
of the beam. 

Ex. 2. The forces P and Q, act at arras a and b respectively 
of a straight lever, which rests on a fixed point to which it is 
not attached. When P and Q make angles a and /S with the 
lever, required the conditions of equilibrium. 

Ex. 3. A uniform beam is sustained by three persons, one 

at one end, and the other two by a band-spike placed at some 

I 
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point beneath it. At what point must the hand-spike be placed 
thiifeach person may sustain one third of the weight? 

Ex. 4. A Roman steelyard, whose weight is 10 lbs., has its 
center of gravity 2 inches from the fulcrum, and the weight to 
he determined is supported by a pan placed at a distance of 3 
inches on the other side. Find the respective distances from 
the fulcrum at which the constant weight of 5 lbs. must be 
placed, in order to balance 10, 20, 30, &c., lbs. placed success- 
ively in the pan. 

Ex. 5. Find the ratio of the power to the pre.ssure in the 
common vice. 

Ex. 6. Find the ratio of the power to the pressure in the 
screw by the principle of virtual velocities. 

Ex. 7. An isosceles triangle, whose base is to one of its 
equal sides as 1 : V7, is placed with its base on an inclined 
plane ; and it is found that, when the body begins to slide, it 
also begins to roll over. Find the coefficient of friction. 

Ex. S. A ladder rests against a vertical wall, to which it is 
inclined at an angle of 45° ; the coefficients of friction of the 
wall and of the horizontal plane being respectively \ and J, 
and the center of gravity of the ladder being at its middle 
round, A man whose weight is half the weight of the ladder 
ascends it. Find to what height he will go before the ladder 
begins to slide. 

Ex. 9, In a uniform lever of the second kind, which weighs 
2 ounces per inch, required the length of the lever, in order 
that the power may be the least possible when in equilibrium 
with a weight of 48 ounces placed at a distance of three inches 
from the fulcrum. 

Ex. 10. Two given weights, P and Q, are suspended from 
two given points in the circumference of the wheel, a being 
the angle made by the radii drawn to the points of suspension. 
Required the angle 6 which the lower radius makes with the 
vertical when the weights cause the greatest pressure on the 
axle. 
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INTRODUCTION.—DEFINITIONS. 

209. In Statics we have investigated the relations of the in- 
tensities and directions of forces necessary to produce equilib- 
rium, this resuU being entirely independent of the time during 
which the forces act. 

In Dynamics, forces are regarded as producing motion or 
change of motion in bodies, and these effects must obviously 
depend on the duration of the action of the forces. In dy- 
namics, therefore, time becomes an element in our investiga- 

310. Motion is the transit of a material point or body from 
one position to another in space. 

211. The absolute motion of a body is its transit from one 
fixed point in space to another. 

212. Relative motion is a change of distance from a point 
which is itself in motion. 

All motions are relative in any practical view which we 
can take of them, since we have no means of determining the 
absolute rest of any point in space. 

213. The velodtp of a body is its j-«(e of motion. It may be 
uniform or variable. 

The velocity of a body is uniform vnhsn it passes over equal 
spaces in equal times, and is measured by the space passed over 
in the unit of lime. 

Let V be the velocity, or space passed over in one second, 
then the space described in two seconds will be 2v, in three 
seconds 3u, and so on; and if s be the space described from 
the commencement of motion, and ( the number of seconds, 
also reckoned from the commencement of motion, then 
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<=.(. [I.] 

The units of time and space are arbitrary. It is usual to take 
ojie second for the unit of time, and one foot for the unit of 
space. When no mention is made of different units, these will 
be understood. 

214. Variable velocity is that which continually increases or 
decreases, so as to be the same at no two successive instants. 
To find a measure of the velocity of a point or body so moving, 
let us assume, at first, that the velocity which the body has at 
the end of i, seconds is uniform from (^ seconds to t^ seconds, 
a very small interval, the space passed over at the end of i, 
seconds being s,, and the space passed over at the end of t^ 
seconds being s^. Then, using the symbol a to signify finite 
difference, by [I.] we have 

_ s„-s, _As 

If, however, there is no time, however small, during which the 
velocity is uniform, then the smaller we take A;, and conse- 
quently As, the more nearly 

"4- ["■] 

That is, the velocity, when variable, is measured by the limit 
of the ratio of the space described to the time of describing it, 

215. Relative velocily is the velocity with which two bodies 
approach or recede from each other. 

216. Matter at any given moment must be in one of the two 
states, motion or rest. The inertia of matter is the entire ab- 
sence of power in itself to change this state. It implies equal- 
ly a disability, when in motion, to change its rate or its direc- 
tion. Hence 

A body, when not acted on by any external forces, if at rest, 
will remain so, or,if in motion, will continue to move in a straight 
line and with a uniform velocity. 

This is called the first law of motion. 

217. It is a consequence of the inertia of matter, that when 
a force is applied to a body to move it, each of its particles 
opposes a resistance to motion in directions parallel but oppo- 
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site to the direction of the applied force. The center of these 
parallel forces (Art. 44) of resistance is called the center of in- 
ertia of t!ie body. It is the same point ■which, in statics, was 
called the center of gravity of the body in reference to the 
force which was there supposed to act on the body. 

The sum of these parallel resistances, or their resultant 
{Art. 43), is obviously proportional to the number of particles 
in the body or to the whole mass. Hence the inertia of a 
body is a surer test of the quantity of matter or mass of a 
body than its weight is ; for the latter (Arts. 84 and 88) paries 
by a change of position on, the earth, while the former is al- 
ways the same. 

218. The path of a body is the line, straight or curved, 
which its center of inertia describes when it passes from one 
point to another in space, 

219. A body is said to he free or move freely when its path 
depends on the action of the impressed forces only. Its mo- 
tion is said to be constrained when its path is limited to a given 
line, straight or curved, or limited to a given surface. 

220. An impulsive force is one which acts inslantaoeously 
and without sensible duration. 

231. An incessant force is one which acta without intermis- 
sion. If a material point move from rest by the action of an 
incessant force, its rate of motion or velocity must continually 
increase. The amount of this increase, or the increment of the 
velocity in the unit of time, will obviously be greater or less as 
the intensity of the force is greater or less. This increment 
of the velocity in one second is therefore the measure of the 
intensity of the force. 

222. A constant force is an incessant force whose intensity 
is at all times the same. If a material point move by the ac- 
tion of a constant force, the increments of the velocity in each 
successive unit of time must all be equal, and each increment 
will be a measure of the force. If, therefore, we put ^ for the 
increment of velocity, or the velocity generated by the force 
in one second, ^ wiK represent the force. The increments be- 
mg all equal, the velocity generated in two seconds will be 



.y Google 



Idi DYNAMICS. 

20, in three seconds 3^, and so on. Hence, if v be the velocity 
generated in ( seconds, 

v=4,t. [III.] 

323. A variable force is an incessant force whose intensity 
eitiier increases or decreases, so as to be the same at no two 
successive instants. To find an expression for a variable 
force, let us assume it to be constant from the end of the time 
ij, when the velocity is «,, to the end of the time t^, when the 
velocity is v^. Then, by [HI.], we have 
Ug— Uj jit) 

If, however, there be no interval during which the force is 
constant, then the smaller we take Ai, and consequently Av, 
the more nearly will 

-S- trv.] 

That is, a variable force is measured by the Umil of the ratio 
of the velocity caused by it to the time of causing it. 

8S4. The momentum of a body is its quantity of motion, and 
is measured by the product of the mass of the body by its veloc- 
ity. For the motion of a single particle is its velocity, and the 
motion of any number of particles, having the same velocity, 
is obviously as much greater as the number of particles is 
greater. Hence the whole motion is equal to the whole num- 
ber of particles in the body, or its mass, multiplied by their 
common velocity. Or, if Q be the quajitity of motion of a 
body, M its mass, and V its velocity, 

Q=MV. [V.] 

The mass, multiplied by the square of the velocity, is called the 
vis viva, or the living force of a body. 

225. In estimating the effects of incessant forces, we have 
considered only the acceleration or velocity which each force 
will produce when acting on a free material point or a unit of 
mass. When so measured, they are called accelerating forces. 
If the mass moved differs from that which we have called the 
unit of mass, and it is taken into consideration in estimatinjj 
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the effects of the forces, they are then calJed moving forces. 
Let be the acceleration, or velocity generated in a unit of 
time, M the number of units of mass; then *, the moving 
force, will be measured by the quantity of motion generated 
in the unit of time, or 

*=0M. [VI.] 

Hence ^=Tj» or the accelerating force, is equal to the moving 

force divided by the mass. 

220. If a body already in motion be acted on by a force in 
the direction in which the body moves, the superadded motion 
is just the same as that which would have been produced in 
the body if at rest vifhen the force began to act. 

If the force act in a direction different from that in which 
the body moves, the new motion produced by the force, esti- 
mated in the direction of the force, will be the same as if the 
body had been at rest. 

If the force act in a direction opposite to that in which the 
body moves, the motion destroyed in the body is equal to that 
which the force would produce in the body if at rest when the 
force began to act. 

These facts are consequences of the inertia of matter, and 
Vfili receive additional illustration in the sequel. They are 
embodied in the following enunciation, called the second law 
of motion; 

All motion or change of motion in a body is proportional to 
the force impressed and in the direction of that force. 

227. When one body impinges on another at rest or in mo- 
tion, the quantity of motion, or momentum of the two bodies 
after impact, is the same as before impact. For matter being 
incapable of originating motion, can not add to the motion of 
other matter, or take from it except by imparting its own mo- 
tion. Hence whatever motion the second body receives in 
the direction of the striking body, just so much must be lost by 
the striking body. 

This fact is usually enunciated as follows, and is called the 
third law of motion ; 

Action and reaction are equal, and in opposite directions. 
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CHATTER I. 

UWirOKM MOTION. 

228. In considering tlie effect of an impulsive force, we shall 
suppose tlie force applied, at tiie center of inertia {Art. 317). 
When so applied tlie parallel forces of resistance of all the 
particles situated on opposite sides of the direction of the 
force will balance each other, and the body will not rotate, 
but all its particles will describe parallel lines with a common 
velocity. 

239, Prop. To find the general equation of uniform motion. 
_^'_ Let OB be the path of the body (Art. 218), « its veloci- 
i ty {Art. 213), and t the time of its motion in seconds, 
^ ; Let be the origin, or point from which we estimate the 
successive positions of the body, s the distance of the body 
from at the end of the time t, and OA=s, its distance 
from the origin O at the commencement of the time. 
When the body is at B, we have [L] 
A'B=vt. 
But OB=OA+AB, 

or s=s,+u(, (36) 

which is the general equation of uniform motion. 

If the body, instead of receding from the origin O, approach 
it, then it will be negative ; or if the body begin to move from 
A', then s, will be negative. 
Con. 1. From (36) we obtain 

^s-s^^AB 
^~ t ~ t ' 
or ike velocity of a body is equal to the constant ratio of the 
space described to the, time of describing it. 

CoK. 3. If we estimate the position of the body from the 
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point where the body is when (=0, or suppose the space and 
time to commence together, then s,=0, and 

s^vt. (37) 

230, Prop. If two bodies move during the same time, their 
velocities will be projiortional to the spaces described hy them 



Taking the points of departure for the origin of spaces, we 
have from (37) 

s=vt and s'=v't'. 
.: s : s'=vt : v'f. 
And, since l=t', s : s'=v : v'. 

231. Pkop. If the velocities of two bodies are equal, the spaces 
described are proportional to the times. 

Aa before, s : s'=vt : v'i' ; 

and if D=ii', s : s'= i : ('. 

332. Psop. If the spaces described by two bodies are equal, 
their velocities are reciprocally proportional to the times. 

For, since s : s'=vt : v'i', 

if s=s', vl=v't'. 

.: V : v'=t' : t. 

233. Prop. An impulsive force is measured by the momentum 
it can produce in any mass. 

If v be the velocity produced by the force Fj in a body con- 
taining M units of mass, by [V.] the momentum will be Mu. 
Now if the mass M move from rest by the action of the force, 
all the motion it receives is the effect of the force. And, ad- 
mitting the principle that effects are proportional to their 
causes, if A be the constant ratio of the force to the momentum, 
then 

But the unit of force being arbitrary, we may assume it to be 
A. Hence, putting F for the number of units of force, or the 
ratio of F, to A, we have 

F=Y=M)). (38) 

Cor. If M = 1, F,=A.», in which A is constant. Hence the 
foj'ce is proportional to the velocity prodaced in the unit of mass. 
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SoeOL. Since we know nothing of the nature of forcea, we 
can not determine their effects d priori. The foregoing propo- 
sition ought, therefore, to be regarded as depending ultimately 
on observation and experiment. The fact that on the earth, 
which is subject to the double motion of rotation and transla- 
tion, forces are found to produce precisely the same effects as 
if the earth' were at rest, is a confirmation of its truth ; also 
that a pendulum performs its vibrations in the same time, what- 
ever be the direction of these vibrations in reference to an east 
and west line. 



234. If any number of forces act upon a body in the same 
direction, the velocity imparted to the body wilt he equal to the 
sum of the velocities imparted by each. 

Let F, F', F" , . . be any number of forces acting upon a 
body, V, v', v" . . . the velocities imparled by each respective- 
ly, <j> the resultant force, and u the velocity due to f. 

Then F=Ati, F'=Ajj', F"— Ajj", &c. Since the forces are 
conspiring, their resultant will be equal to their sum. 

.-. F+F'+F'+ &c., =^=X{v+v'+v"+ &c.). 
But 0=Aa. 
Hence m=d4-1''+«"+ &c. 

235. Prop. If the adjacent sides of a parallelogram represent 
in magnitude and direction the velocities which two forces, by 
their separate action, would respectively produce in a body, the 
diagonal of the parallelogram will represent the actual velocity 
produced by their joint action. 

Let AB and AC represent the velocities which the forces 
^ ^ P and Q respectively im- 

part to a body placed at 
A, or, in other words, the 
spaces over w^hich the 
body would pass in a unit 
of time by the separate ac- 
tion of the forces, then AD 
will represent the velocity 
produced by their result- 
ant, or the space over 
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which the body will pass in the unit of time by the joint action 
of the forces. 

We may assume AB to represent the force P ; then, by Ai-t. 
233, Cor.i 

P : Q=AB : AC, 
and AC will represent the force Q. Also, Art. 21, AD will 
be tiie resultant R of P and Q. Let x be the velocity due to 
the resultant R, then {Art. 233, Cor.) 
P : R-=AB : x. 
But P:Il=AB:AD. 

.-. a:=AD, 
and AD being the direction of the resultant, the velocity due 
to it will have the same direction. 

The two preceding propositions illustrate the second law 
of motion {Art, 236). 

236. Prop. The velocity of a body being given, to find the com- 
ponent velocities in any directions at right angles to each other ; 
and two component velocities at right angles to each other being 
given, to find the resultant velocity. 



Let AD represent the velocity v of 
the body in direction and magnitude, 
AX and AY the rectangular directions 
in which the components are required, 
and 9 the angle which AD makes with 
AX. Completing the rectangle, AB 
will represent the velocity a in AX, 
and AC the velocity b in AY. 



Then AB=AD. cos. 0, AC=AD. sin. 0, 

or a=v. COS. 9, b=v. sin. d. (39) 

Again, if a and b represent the given component velocities 
in AX and AY, to find the resultant velocity v we have 
u= Va^+b\ (40) 




and 



(41) 
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CoK. Hence velocities may be compounded and resolved 
Hko forces in statics. 

237. Prop. Two bodies, A and ^, describe the same path with 
the velocities v and v', and at ike commencement of their motion 
are at a distance z from each other ; to find the time t when they 
wilt be at a distance b from each other and the position of each 
at the end of that time. 

Tailing the position of A when t=0 for the origin of spaces, 
the equations of their motions are, by (37) and (36), 

s=vt. (a) 

and s'=a+c't'. {b) 

By the conditions of the question, t—t'. 

Also s-s'-=h or s'~s=b, .: s-s'=^^b. 

Subtracting (6) from («), and putting t=t', we have 

■■■'=''^- («) 

a±.h 
Also, from {«) s=vt—v. ;, (43) 

and from (J) .•=a+.;=a+v''^='^. (44) 

Cor. 1. If the bodies move in opposite directions, v' "will be 
negative, and 



Cob. 2. Jf the time when the bodies are together be required, 
then ft— 0, and 

ti— u'' v—v' ' v—v'' 

238. Prop. When two bodies A and B move in the circum- 
ference of a circle with uniform velocities, to determine the cir- 
cumstances of their motion. 

Let V and v' be their velocities, c the circumference of the 
circle, and a the distance apart at the commencement of the 
time, Then, putting b=0 in (42), we have 
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= the time of their first meeting. 
= " '■ second " 

" '■ third " 

■ " Mth " 

- space described by A, 



Cor. The interval between two successive conjunctions is 
t,~t,=t'^-^. (45) 



«+(«-l)c 




v~v' 




. „<•+(«- 


l)c 






v'a+v{n- 


-l)c 



239. 

Ex, 1. If an iron rod have one end against the sun and the 
other resting on the earth, the distance of the sun from the 
earth being 95,135,000 miles, in what time will a blow applied 
to the end on the earth be felt by the sun, the velocity of an 
impulse in iron being 11,865 feet per second? 

Ans. 490 days. 

Ex. 2. When tlie earth is in that part of its orbit nearest to 
Jupiter, an eclipse of one of Jupiter's satellites is seen IC min- 
utes 36 seconds sooner than it would be if the earth were in 
that part of its orbit most remote from Jupiter. The radius 
of the earth's orbit being 95,135,000 miles, what is the veloci- 
ty of light ? 

Ex. 3. The star 01 Cygni is ascertained to be 56,S19,996,- 
600,000 miles distant from us; were its light suddenly extin- 
guished, in what time would the intelligence reach us, the 
velocity of light being 191,000 miles? 

Ex. 4. Suppose 964 tons of ice to be floating directly to the 
east at sunrise on the 2l3t of March, with a velocity of 12 feet 
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per minute, how many grains of light from the sun would be 
sufficient to stop it ? 

Ex. 5, A train of cars moving with a velocity of 20 miles 
an hour, had been gone three hours, when a locomotive was 
dispatched in pursuit, with a velocity of 25 miles an hour ; in 
what time did the latter overtake the former? 

Ex. 6. Had tlie trains in Ex. 5 started together and moved 
in opposite directions around the earth, S4,S40 miles. In whai 
time would they meet? 

Ex. 7. Suppose it to be 12 minutes past noon by a clock, 
in how long a time will the hour and minute hands of the 
clock be together 1 

Ex. 8. The daily motion of Mercury in his orbit is 4°.09239 ; 
that of Venus I°.G0216 ; that Of the earth C-SSSSS : what are 
the intervals between the epochs at which Mercury and Venus 
respectively will be in the same direction from the sun as the 
earth? 

Ex. 9. A man being caught in a shower in which the rain 
fell vertically, ran with a velocity of 12 feet per second. He 
found that the drops struck him in the face, and estimated that 
the apparent direction of the drops made an angle of 10° with 
the vertical line. What was the velocity of the drops? 

Ans. 68 feet. 

Ex. 10, When the path of the earth in its orbit is perpen- 
dicular to a line drawn from a star to the earth, the path of the 
light from the star appears to make an angle of 20" ,445 with 
the perpendicular to the path of the earth. The velocity of 
the earth being 68,180 miles per hour, what is the velocity 
of light? 
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CHAPTER II. 



240. Def. When two bodies in motion impinge, if their cen- 
ters of inertia move in the same straight line perpendicular to 
a plane tangent to the bodies at their point of contact, the im- 
pact is said to be direct and central. 

If the straight line described by the center of inertia of one 
of the bodies is not perpendicular to the tangent plane, the im- 
pact is said to be oblique. 

In the cases discussed the bodies will be supposed, spherical 
and of uniform density. 

241. Def. When the bodies impinge, they exert a mutual 
but varying pressure during the interval between contact and 
separation, an interval of time which is generally very short, 
and we suppose them to suffer a degree of compression, by 
which, during a portion of this interval, their centers will ap- 
proach each other, and during the remaining portion will re- 
cede by the action of an internal force tending to restore them 
to their original form. The force urging the approach of their 
centers is called the /orce of compression ; the opposing force 
causing them to separate again is called the force of restitution 
or elasticity. The ratio of the force of restitution to that of 
compression is called the modulus of elasticity. 

When this ratio is unity, or the force of restitution is equal 
to that of compression, the bodies are perfectly elastic ; when 
it is zero, or the force of restitution is nothing, they are inelastic. 
If the value of the ratio is intermediate between zero and unity, 
the bodies are imperfectly elastic. 

343. Def. If the bodies suffer no compression, they are call- 
ed hard; if, when compressed, they exert no force to recover 
their original form, they are called soft. 

There are no known bodies either perfectly elastic or per- 
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fectly inelastic, but these states may be considered as limits to 
the various degrees of elasticity presented in nature. 

243. Prop. To determine the velocity of Ivio inelastic bodies 
after direct impact. 

Since the bodies are inelastic, the force of restitution is zero, 
and the bodies will move on together with a common velocity. 

1°. Let »ij and m^ be the masses or bodies moving in the 

©^^ same direction v^ith the velocities 
> > », and v^ (fi>Uj), and v their 
common velocity after impact. 
If F and F' are the forces which impress on the bodies their 
respective velocities, then (38) 

F=m,w,,andF'=»»3«3, 
and their resultant, ¥+V=m^v^■^-nl^Vs^ 

After impact the bodies move on together as one mass, and 
its momentum {m^-\-m^)v must be a measure of the force 
F+F'. 

.-. {m,+m^)v^m^v,+m^v„ 
or i,^^'Jid:^=iL\ (^6) 

2". If the bodies move in opposite directions, the resultant 
of the forces will be F— F'. 

.-. F-F'=m,u,-m,u, = (ffi.+M,)u, 

or u^ '"'"'?'"'"' - (47) 

The same result will be obtained by changing the sign of 
i;^ in (46). 

Hence the velocity of two inelastic bodies after impact is 
equal to the algebraic sum of their momenta before impact, di- 
vided by the sum of their masses. 

Cor. 1. If two bodies move in opposite directions, with veloci- 
ties reciprocally proportional to their masses, they will rest afler 
impact. 

For m, ■.m^ = v^ :v, 

which, substituted in (47), gives ii=0. 
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Cor. 3. Ifm^ is at rest before impact, v^=0, and 
and if, at the same time, the masses are equa!, 



Cor. 3. If the masses are equal, and move in the same di- 
rention. 



if in opposite directions, 



244. Pkop. In the impact of inelastic bodies there is a loss of 
living force, and this loss is equal to the sum of the living forces 
due to the velocities lost and gai-ned by the bodies respectively. 

For the living force before impact ~m^v\->t-m^vl {Art.224), 
and " " " after " ={m-t-\-m^)'a^. 

.: the loss of living force by impact is 
»2iitt+?nsi>B— (ffi,+ms)ti''=m,i'5+m!ii!a— 2(ffii+ffJj)uH(OT|.+»is)u'' 
(46), =mX +»«»«, -2(fNi«i+wi,B,)i>+(»i.+ms)ir' 

=Wll(v, — V)' +?Jii(l!s— 1!)% 

which is necessarily positive, and in ■which ti,— f is the veloci- 
ty lost by ffij, and v—v^ the velocity gained by m^. 

From this proposition it appears that in machinery made of 
inelastic materials all abrupt changes of motion are attended 
with a loss of living force, by which loss the efficiency of the 
machinery is impaired. 

245. Phop. To find the velocities of two imperfectly elastic 
bodies after direct impact. 

Let m^ and m^ be the masses, i;, and v^ their velocities be- 
fore impact, and v[, v'^ their velocities after impact. 

The bodies being elastic, will suffer compression. Let tt be 

tlieir common velocity at the instant of greatest compression, 

or when the distance between their centers is least. Then the 

velocity lost by m[ at this instant will be v,—v. 

K 
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Let s be the modulos of elasticity, or the ratio of the force 
of restitution to that of compression. Since these forces are 
pioportional to the velocities they generate or destroy in the 
same mass, the velocity destroyed in m, by the force of resti- 
tution will be e(i)j — ii). 

Hence the whole velocity lost by m, will be 

This, subtracted from the velocity of m , before impact, will 
give its velocity after impact, or 

•',=«, -p+») (»,-»)=.-«(»,-»)• («) 

In like manner, the velocity gained by m^ during compres- 
sion will be v—v^, and the velocity gained by the force of 
restitution e{u— jj^). 

Hence the whole velocity gained by «„ will be (1+e) 
(v—v^). This, added to the velocity before impact, will give 
the velocity after impact, or 

v',=v, + {l+e) {^-v,)^v+e{v-v,). (b) 

Substituting in (o) and (b) the value of i; (46), and reducing. 



(48) 
(49) 



m,u,+mji>3 m,e(t!i — J)J 
u' =_i— 1_ — =-^-i :l_^ . 

As in Art. 243, if the bodies move in opposite directions, we 
must change the sign of v^, or, if one of them be at rest before 
impact, make v^~0. Also, if we put e=1, the results will be 
those for perfectly elastic bodies, or make e=0, the result will 
be that for inelastic bodies. 

Cor. 1. If the bodies are perfectly elastic, their relative 
velocities before and after impact are the same. For, making 
e=l in (a) and (&), and subtracting the latter from the former, 
we have 

v[-v'^=v^-v^. (50) 

Cor. 2. In the impact of bodies no motion is lost. 

For, multiplying (48) by m^, and (49) by m^, adding and 
reducing, we have 

m,v[+m^v'„~m,v,+m^v^, (51) 
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in which the &st member is the sum of their momenta after 
impact, and the second member the sum of their momenta be- 
fore impact. 

Cor. 3, If the bodies are perfectly elastic and equal, they 
wi]l interchange velocities by impact. 

For, making m-,—m^ and e— 1 in (48) and (49), we have 

«■,=«",+•,)-«'>.—.)='>. 

CoK. 4. The velocity which one body communicates to an- 
other at rest, when perfectly elastic, is equal to twice the ve- 
locity of the former divided by one plus the ratio of the masses. 

Making in (49) m^=rm^, n^— 0, and e=l, we obtain 
, _2v, 

246. Prop. When, in a series of n perfectly elastic bodies 
whose masses are in geometrical progression, the first impinges 
dii-eclly against the second at rest, the second against the third, 
and so on, to find the velocity of the nth body. 

Let m, rm, r'm .... r"~'m be the bodies, and d the velocity 
of m. By Cor. 4, Art. 245, 

the velocity of the second will be 



nth 




(!+>■)'- 
Cor. 1. The momentum of the nth body is 



'■(.^r 



"•■{l+r)- 

Cor, 2. If the bodies are equal, r=l,and the velocity of the 
last equals v, the velocity of the first. If all are in contact ex- 
cept the first before impact, all except the last will remain in 
contact after impact, and the last will move off with the ve- 
locity of the first. 
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347. Pkop. The motion of the common center of gravity of 
two bodies after direct impact is the same as before impact. 

Let V be the velocity of the common center of gravity of the 
bodies m^ and m^, moving in the same direction with veloci- 
ties V, and jjg respectively before impact, and v' the velocity 
of their common center of gravity after impact. Let x,, x^, 
X be the distances respectively of the centers of gravity of m , 
and m^, and of their common center of gravity from any fixed 
point in their line of motion at any instant; x^rx'^tx" the same 
quantities after an interval t, so that (36) 
x\=x,+v^t, 
x'^=x^-\-vJ, 

By (29), Art. 105, 

(m,+m^)x=m,Xj+m^x^, {a) 

Substituting in (b) the values ofx', x'^, x\ above, and subtract- 
ing (a) from the result, vre have 

m,v,+m,v 

which is the same as the velocity of two inelastic bodies after 
impact, and therefore equal to the velocity of their common 
center of gravity after impact, since the masses move on to- 
gether. 

If the bodies are elastic, and v'j, v'^ are their velocities after 
impact, then 

x',—X-,+V',t, 

x',=x^+t>-^t, 
X' =x +v't; 
fi'om which we deduce, as before, 

m,v\+m^v'^ 
m +m„ *^ 

for the velocity of the common center of gravity of elastic 
bodies after impact. Now the denominators of (c) and {d) are 
the same, and by (51) the numerators are equal ; 
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or Ihe velocity of the common center of gravity is unchanged 
by impact. 

348. ScHOL. This proposition is only a particular case of a 
general principle in Mechanics, denominated the conservation 
of the motion of lite center of gravity. The principle consists 
in this, that the mutual action of the several bodies or parts of 
a system upon each other can produce no change in the mo- 
tion of the center of gravity of the entire system. 

249. Dep. If a body impinge on a surface, the angle which 
its path, before impact, makes with the perpendicular to the 
surface at the point of impact is called the angle of incidence, 
and the angle which its path, after impact, makes with the 
same perpendicular is called the angle of reflection. 

230. Phop. To determine the motion of a smooth inelastic 
body after oblique impact upon a smooth, hard, and fixed plane. 

Let the body m impinge on the plane 
AC at B, with the velocity v 
the angle of incidence mBN^S, 

The component of the velocity v 
parallel to the plane {39} is v. sin. fl ; 
and this velocity will not be changed -n. .■> " 

by impact, since the body and plane are smooth. The com- 
ponent of V perpendicular to the plane, viz., v. cos, O, will be 
destroyed by the plane, and, since the body and plane are in- 
elastic, there will be no vertical velocity after impact. Hence 
the body will slide along the plane with the velocity v. sin. 6. 

251, Prop. To determine ihe motion of an elastic body after 
oblique impact upon a smooth, hard, and fixed plane. 

Let the body m impinge on the plane „t 
RS at B, with the velocity v, making the 
angle of incidence PBN=0. Let PB rep- 
resent the velocity v before impact. Draw 
PR and PN perpendicular and parallel to 
the plane RS. PN=RB=D.sin.fl is the 
component of the velocity parallel to the plane, and is not af- 
fected by the impact. PR=NB=y. cos. 9, the component of 
the velocity perpendicular to the plane, will be destroyed by 
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the plane. But the body being elastic, the force of restitution 
will give it a velocity e.v, cos. 9 in the direction BN. Take 
BM=e.t>. COS. 6, BS=-u. sin. 0, and, completing the parallelo- 
gram, draw BQ. BQm' is the direction, and BQ the velocity 
of the body after impact. Now 

=e.'v.' COS.' d+if sin," 6. 



also. 



tiin. 6'= 



=vVe.' COS." 6+3in.° 6 ; 
_MQ._ FN _tan.0 

Cor. If E— 1, d—6', and v=v', or if the body be perfectly 
elastic, the angle of incidence equals the angle of reflection, 
and the velocity is the same after as before impact. If £=0, 
tan.e'=OT, and d'^m°. 

252. Prop. To determine the direction in which a body of 
given elasticity must be prelected, in order that after reflection 
from, a given plane it may pass through a given point. 

Let MB be the given plane, A the 
position of the body before projection, 
D the point through which it is re- 
quired to pass after reflection, and e 
the modulus of elasticity of the body, 
supposed known. 

Draw AMC perpendicular to the 
plane, and take AM : MC = 1 : e 
Draw C D cutting the plane in B, and join A B. AB is the 
direction in which the body must be projected, and AB, BD 
will be its path. 

Since £.AM=J\IC, 

MB _MB 

e.AM~MC' 

tan. MAB 




--tan. MCB ; 



tan.e 
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253. Paop. The modulus of elasticity is equal to the ratio of 
the relative velocities of the bodies after and before impact. 

For, eliminating v from {a) and {b) {Art. 245), we have 

.="i^^. (62) 

254. ScHoL. Bodies suspended by fine cords, and made to 
oscillate like a pendulum, acquire velocities at the lowest point 
proportional to the chords of the arcs of 
descent, and will rise through arcs whose 
chords are proportional to the velocities 
impressed upon them at the lowest point 
of the arcs. Also, if the arcs be small, 
the times of descent will be equal, so 
that bodies descending through arcs of 
different lengths will impinge at the 
lowest points. If, therefore, two spher- ' ^ u j ^ - 
ical bodies of the same material be made to descend, in the 
manner described, through arcs of given length, and the arcs 
through wiiich they rise after impact be measured, the veloci- 
ties Vj,v^,v\, ii'a will be known, and these, substituted in (52), 
will give e the modulus of elasticity. 

The i'ollowing table exhibits the results of experiments, per- 
fect elasticity being unity : 




^nUslBUCCS. 


Moduli. 


StibstEHioee. 


Mod^. 






Bell-metal 


0,67 


Hai-d-ijaked clay .... 


.89 






&on. :::::: 

Steel, hardened .... 

Cast iron 

Steel, Eoft 


^79 
.73 
.67 






Clay,jUBtmalloaHebythe ) 
hand i 


.17 



255. EXAMPLES. 

Ex. 1. Two inelastic bodies, weighing 12 lbs. and 7 lbs. re- 
spectively, move in the same direction with velocities of 8 feet 
and 5 feet in a second. Find the common velocity after impact ; 
also the velocity lost by one, and that gained by the other. 

Ex. 3. A massffi,,witliavelocity 11, impinges on m^ moving 
in the opposite direction with a velocity of 5 ; by impact m, 
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loses one third of its momentum. What are the relative mag- 
nitudes of ffi, and m^"! 

Ex. 3, wjj, weighing 8 lbs,, impinges on m^, weighing 6 lbs., 
and moving in OTj's direction with a velocity of 9; by impact 
wia's velocity is trebled. "What was m,'s velocity before im- 
pact? 

Ex. 4. Two bodies m, and m^ are moving in the same 
straight line with velocities n, and v^. Find the velocity of 
each after impact when 6?«,=5ma, v^=l, AVj+5v^=0, and 

Ex. 5. Two bodies m^ and m^ are perfectly elastic and 
move in opposite directions; wj, is treble of m^, but m^'s 
velocity is double that of m,. Determine their motions after 
impact. 

Ex. 6. There is a vow of perfectly elastic bodies in geomet- 
rical progression whose coinmon ratio is 3 ; the first impinges 
on the second, which transmits its velocity to the third, and so 
on ; the last body moves off with g', the veJocity of the first. 
What was the number of bodies ? 

Ex. 7. ?ra,(=3mg) impinges on m^ at rest; »i,'s velocity 
after impact is ^ of its velocity before impact. Required the 
value of e, the modulus of elasticity. 

Ex. 8. Two bodies m, and m^, whose elasticity is |, moving 
in opposite directions with velocities 35 and 16 respectively, 
impinge directly upon each other. Find the distance between 
them 4^ seconds after impact. 

Ex. 9. At what angle must a body whose elasticity is J be 
incident on a perfectly bard plane, that the angle made by its 
path before and after impact may be a right angled 

Ex. 10. A ball whose elasticity is e, projected from a given 
point in the circumference of a circle, after two reflections 
from the interior of the circle, returns to the same point. Re- 
quired the angle 6 made by the direction of projection with the 
radius at the given point. 

Ans. Tan. e= ' -— — =.. 
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CHAPTER III. 

MOTION FROM THE ACTION OF A CONSTANT FOKCE. 

85{i. By the definition ol a Lonstnnt force {Art. 222), the 
velocities generated in equal successive intervals of time by 
the action of the force ai-e ail equal, and the increment of ve- 
locity in a unit of time is a measure of the force. Hence the 
velocity is the same at no two successive instants, and, if the 
body or point move from rest, will increase uniformly, or be 
uniformly accelerated. 

By the velocity acquired in ( seconds is meant the space 
over which the body would pass in the second next succeed- 
ing the t seconds if the velocity should remain the same during 
this second as it was at the end of the t seconds ; or the space 
described by the body in the interval between t seconds and 
(4-1 seconds, if, at the end of i seconds, the force should cease 
to act. Putting/ for the force, and » for the velocity acquired 
in the time (, we have, as before, 

v=ft. (53) 

257. Pbop. To find the space in terms of the force and time 
vslien a body moms from rest by the action of a constant force. 

Let/ be the force, and s the whole space described in the 
time t, and let t be divided into n equal parts, each =-. The 
intervals reckoning from the commencement of the time, will 



t 2t 3( U , 



{n-l)t nt 



By (53), the velocities at the end of these intervals will be 
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If now the body moved uniformly during each interval - 

with the velocitj' it had at the beginning or end of this interval, 
the spaces described during the intervals respectively, would 
be equal to the product of this uniform velocity by the interval 
(37), and the whole space described would be equal to the sum 
of these partial spaces. 

If, therefore, the body moved uniformly during each interval 

- with the velocity it had at the beginning of the interval, we 

should have 



«=o+/v+/^+/^+. ^■■ 


.../.■ 


=/A{l+2+3+, &c., . . . (k- 


-1)!. 


, e .(.-1) 

■'■«■• 2 ' 




= f~-f~ 
■'■2 •' 2n 





But if the body moved uniformly during each interval - 

with the velocity it had at the end of the interval, we should 
have 



Since the velocity is uniform during no sensible interval, the 
true value of s will lie between the two quantities (n) and (J), 
however small each interval may be, or however large n may 
be. But when n becomes indefinitely large, the last terms in 
(m) and Qj) vanish, and (a) = (J). 
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•*■ s—^ft'a.ndsaitK (54) 

Hence the space described from rest by a body from the 
action of a constant force is equal to half the product of theforco 
hy the square of the number of seconds, and the spaces vary as 
the squares of the times. 

258. Prof. To determine the space in terms of the force and 
velocity ; also in terms of the time and velocity. 

1°. Eliminating t from (53) and (54), we have 

s=|,.or,.„-. (55) 

2°. Eliminaling/ from (53) and (54), we obtain 

s=^vt, or s <x:vt. (66) 

Cor. The space described in any time by a body moving 
from rest by the action of a constant force, is half that it would 
describe in the same time if it moved uniformly with the ac- 
quired velocity. 

For the space s, described in the time (, with a uniform ve- 
locity V, is, by (37), 

s,^vt, 
which, compared with (56), gives 

259. Prop. To find the space described by a body in the last 
n seconds of its motion. 

The space described in the time t (54) is 

s,=ifi: (a) 

The space described in the time {t—n) is 

Subtracting (b) from (a), wo have, for the space s described 
in the last n seconds, 

s^s j-s^=^f(2nt-n% (57) 

CoK. If the space described in the m seconds next preceding 
the last n seconds is required, we have, for the space s„ de- 
scribed in the time t—{n+m) seconds, S3=^/(i— 71— m)', which, 
subtracted from (6), gives for the space s required, 

s=s^ ~s .^^=^f{2mt—2mn, — m'). (58) 
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360. Prop. A body being projected with a given velocity in 
the direction in which a constant force acts, to find the velocity 
of the body at the end of a given time, and tite space described in 
that time. 

By Art. 234, the velocity due to the ioint action of the im- 
pulsive and constant forces will be equal to the sum or dlffei-- 
ence of the velocities due to each, according as they act in the 
same or opposite directions. If, therefore, u, be the velocity 
of projection, the whole velocity v, at the end of the time (, 
will be 

i,=t>,±/i. (59) 

In the same manner, the space due to the joint action of the 
forces will be equal to the sum or difierence of the spaces due 
to each, or 

s=v,t±^ft\ (60) 

261. Prop. A body being projected with a given velocity i'li 
the direction in which a constant force acts, to find its velocity 
when it has passed through a given space. 

Let s be the given space, and h the space through which tSie 
body must pass to acquire the velocity ii, by the action of the 
constant force. Then (55) 

and for the space (A±s) 

u==2/(A±s), 

=2/A±2/>, 

^v\±2fs, (81) 

the signs to be taken as in the last proposition. 

262. Pkop. WIten a body is projected in a direction opposite 
to that in which a constant force acts, the velocity acquired in 
returning to the point of departure is equal to the velocity of 
projection. 

If u, be the velocity of projection in the directioii AE, from 
(61) we have 



2/ ■ 



(») 
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Now the actual velocity v of the body is continual- 
ly diminished by the action of the force/, and when 
the body has reached its greatest distance from A, ns 
B, v=0. Hence (a) gives 



-2/'- 



= V2fs. 



But the velocity ti acquired in moving from rest 
through BA=5 is, by (55), 



I 



Cor. 1. The velocity of the body at any given dis- 
tance from A is the same in going and returning. 

For in the expression («), since u, and 2f are constant, v 
always the same for the same value of s=AC. 

If «>«,, s is negative, or on the opposite side of A from I 



(59), we have (= 



/' 



vhen the body is at I 



But, in returning, it acquires the velocity v^—ft. 



and the whole time 2f=T= 



/' 



263. ScHOL. 1. There is no known instance in nature of a force 
which is constant. The law of Universal Gravitation is, that 
every particle of matter attracts every other particle with a 
force which varies directly as the mass of the attracting particle, 
and inversely as the square of the distance. A sphere of uni- 
form density, or one whose density is the same at equal distan- 
ces from the center, attracts a body exterior to it as if the mat- 
ter of the sphere were collected at its center, and with a force 
varying inversely as the square of the distance of the body from 
the center, but a body or particle in the interior with a force 
varying directly as its distance from the center. 

ding the earth as a sphere, this is the law of the earth's 
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attraction for bodies exterior to it ; but for all small distances 
above the surface the intensity of gravity may be considered 
constant, smce at a distance of one mile above the surface the 
actual diminution of gravity is only ,j,^'.a„i ) or about the aoooth 
part of that at the surface ; a variation too small to affect sens- 
ibly the circumstances of the motion of a falling body com- 
puted on the hypothesis that the force suffers no variation at 
all. 

In reality, the force by which a body is drawn toward the 
earth is equal to the sum of the attra,ctions of each for the 
other; but when the mass of the body is inconsiderable with 
regard to the mass of the earth, the effect of the former is in- 
sensible, and the accelerations of all bodies of moderate size 
are the same. Within these limits, then, gravity may be taken 
as a constant or uniformly accelerating force, whatever be the 
mass. 

204. ScHOL. 3. Representing the intensity of gravity at the 
surface of the earth, as before, by g, we have, from (54), 
s=^gt', and if (=1, s=lg, or g—2s; from which it appears 
that the acceleration is equal to twice the space described in 
the unit of time. It has been found by experiment that the 
space through which a body falls freely in one second in the 
latitude of New York is equal 16.0799 feet, or IG^Jj feet nearly. 
Hence g-=32.1598 feet, or 32i feet nearly. Hence, also, all 
the relations between the space, time, and velocity due to the 
action of a constant force are true in relation to the action of 
gravity near the earth's surface. Collecting these, and substi- 
tuting g for /, we have the following relations, supposing no 
resistance from the air: 

«= gt=~=^2fs, (53') 

t= - =— =a/— , (66' 

g V V g 
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Also, when a body is projected with a velocity Vj vertically 
upward or downward, (2G0) and (261), 

s=v,t±igt\ (60') 

v'=vl :h2gs. (61') 

265. EXAMPLES. 

Ex. 1. A body has been falling 11 seconds. Find the space 
described and the veioctiy acquired. 

By (54'), s=4gi'=16TLX121 = 1946TV feet. 

By (53'), v= gt=B2^ X 11= 353f feet. 

Ex. 2, Find the time in which a falling body would acquire 
a velocity of 500 feet, and the height from which it must fall. 
_ V _500 

By (54'), s^--=—-n~=3886 feet nearly, 
or s=^iti=iXl5.544X500=3886 ieet, as before. 

Ex. 3. What is the velocity acquired by a body in falling 
450 feet? and if the body weigh 10 tons, what is the momentum 
acquired 1 

Ans. V =170.14 feet. 

M^ssiuseibs. 

Ex. 4. A body had fallen through a height equal to one 
quarter of a mile. What was the space described by it in the 
last second? 

Ans. 5=275 feet. 

Ex. 5. A body had been falling 15 seconds. Compare the 
spaces described in the seventh and last seconds. 

Ex. 6. A body had been falling 12.5 seconds. What was 
the space described in the last second but 5 of its fall ? 

Ex. 7. The space described by a body in the fifth second 
of its fall was to the space described in the last second but 4, 
as ! to 6. What was the whole space described ? 

Am. s=15958.69feet. 

Ex. 8. A body is projected vertically downward with a ve- 
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locity of 100 feet. What is its velocity at the end of 5 sec* 
onds? 

Ex. 9. A body is projected vertically upward with a veloci- 
ty of 100 feet. Find its velocity at the end of 5 seconds, and 
its position at the end of 8 seconds. 

Ans, r=-60f feet. 
s^-229^feet. 

Ex. 10. A body is dropped into a well and is heard to strike 
the bottom in 4 seconds. What is the depth of the well, the 
velocity of sound being 1130 feet? 

Ans. 231 feet. 

Ex. II. A body is thrown vertically upward with a veloci- 
ty «,. Find the time at which it is at a given, height h in its 
ascent. 

IH be the lime required, (60) gives 

, 2u, 2A 
whence v—t — ^-i- — — 0, 

g g 



The lower sign gives the time when the body is at the 
height h in its ascent, and the upper in its descent. 

Ex. 12. A body is projected vertically upward, and the m- 
terval between the times of its passing a point whose height is 
h in its ascent and descent is 2(. Find the velocity v of pro- 
jection, and the whole time T of its motion. 

Ex. 13. A body whose elasticity is e is projected vertically 
upward to the height h above a hard plane, to which it returns, 
and from which it rebounds till its motion is destroyed. What 
is the whole space described by the body? 
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CHAPTER IV. 

PKOTECTILES. 

In the preceding chapter we have discussed the motion of 
a hody by the pint action of a projectile force and the force 
of gravity, when these forces were coincident or opposite in 
direction. We now proceed to determine the circumstances 
of the motion of a body, when the direction of the projectile 
force is other than vertically upward or downward, supposing, 
as heretofore, no resistance from the air. 

266. Prop. The path of a hody, moving under the joint in- 
fiuence of a projectile force, and the force of gravity considered 
as a constant, accelerating force, is c^ 

Let V be the velocity of pro- 
jection from the point A, in the 
direction ANY, and Mhe time 
in which the body will describe 
AN=s', with the uniform veloci- 
ty V, if gravity do not act. Let 
AM.=x be the space through 
■which the body will fall in the 
time t by the action of gravity. , 
Completing the parallelogram 
MN, the actual place of the 
body at the end of the time ( is ■ 
P. 

By (37), AN=y=vt; and by 
(54),AM=NP=^=^^('. Elim- : 
inating ( from these two equa- 
tions, we get 




2j)' 



(a) 



If A be the space due to the velocity v, or the space through 
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which the body must fall to acquire the velocity of projection 
(55), v'=2gh, which, substituted in (a), gives 

y'=4}tx, (62) 

the equation of a parabola referred to the oblique axes AX, 
AY ; and, since 4h is the parameter to the diameter through 
A, k is the distance from A, the point of projection to the focus 
F, or to the directrix. 

Coa. The velocity of the body at any point of its path is 
that which the body would acquire in falling vertically from 
the directrix to that point. 

For if the body were projected from any point of its path in 
the direction, and with the velocity it has at that point, it would 
obviously describe the same path. Therefore the velocity at 
that point must be equal to that due to one fourth the parame- 
ter to the diameter at that point, which is the distance from 
that point fo the directrix or to the focus. 

267. Prop. To find the equation to the path of a projectile 
when referred to horizontal and vertical co-ordinate axes. 

Let V be the velocity of pro- 
jection in the direction AN, 
which makes with AX the 
angle of elevation NAX=a, 
APB the path of the body, 
AM=a:, PM=j/, the co-or- 
dinates of the point P, t the 
time in which the body de- 
scribes the arc AP, and pro- 
duce MP to meet the direc- 
"" tion of projection In N. 
AN =!)(!, NP=|g-i", and M-7i=vl sin. a. 
AM=^x=vt. cos. a, (a) 

Vm^y=\>t sia. a-^gt\ {!>) 

Eliminating i from {a) and (b), we obtain 

v=x tan. a— x^v-T"^— T~"' (^3) 

^ 2d' COS. a 

and, substituting the value oiv''=2gh, 




Then 
Also, 
and 
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y=x tan. a— /, v — ■ (64) 

■' Ah cos, a ^ 

2C8. Def, The horizontal range of a projectile is the distance 
AB from the point of projection to the point where it strikes 
the horizontal plane in ils descent. The time of fiight is the 
time occupied in describing APB. The height through which 
the body must fail to acquire the velocity of projection is call- 
ed the impetus. 

269. Pkop. Tojind the time ofjlight of a projectile on a hori- 
zontal plane. 

At the points A and B the ordinate i/=0. This value of y, 
substituted in (6), Art. 267, gives 

vl sin. a~}^gl'~0. 

3«sin. a ,„ , 

.-. (=0, and i= . (65) 

The former value of ( applies to the point A, and the latter 
to the point B, which is, therefore, the time of flight required. 
Or, since v sin. a is the vertical component of the velocity, or 
the velocity of projection estimated vertically, if this value of 
the velocity be substituted for v, in (60), and we make s=0, 
we get, as before, 

0=Disin. a—^gf, 

Su sin. a 

t =0, and t= . 

g 
370, Prop. To find the range of a projectile on a horizontal 
plane. 

Put i/=0 in (64), and we have 

0= 



4A COS.' a ' 

from which we obtain 

for the point A, x=0, 

for the point B, x=4/i sin. a cos. a, 

or AB=R=^2A sin. 2(Z, (66) 

the horizontal range required. 

CoE. 1. The horizontal range is greatest when a=Ab"- 
For in this case 2a=90°, and sin. 2(1=1. .■, x=^h. 
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or the greatest horizontal range is equal to twice the height 
due to the velocity of projection, or twice the distance from 
the point of projection to the focus of the trajectory. 

Cor. 2. The range is the same for any two angles of eleva- 
tion, the difference between which and 45° is the same, or for 
(45±e). 

For sin. (90=+2e)=sin. (90°-29), 

or sin. 3(45°+e)=^sin. 2(45°~i9). 

If, therefore, we put either 4S°+e or 430-19 for a in (60), 
the value of R remains the 
same. Thus, if AB be the 
range of a projectile when 
the angle of elevation 13*45°, 
and APB its path, the range 
AE' will be that due to the 
elevation 45°— 6, for which 
^ the path is AP'B', and to 
45^+6, for which the path is AP"B'. 

Cor. 3. When the velocity of projection is given, and we 
know the range R due to the elevation a, we can readily find 
the range R' due to any other elevation a'. 

For R ^2Asin.2a, 

and R'=2Asin. 2a'. 

.-. R.="r. (67) 

Cor. 4. Since the horizontal velocity of a projectile is uni- 
form, the range is equal to the horizontal component of the ve- 
locity into the time of flight, or 

R=7i. COS. aX- ^=— '—^ '■ — '-=2hsin.iia, as before. 

g g 

271. I'iiop. To find the greatest height which a projectile at- 
tains. 

The greatest height H is evidently the value of the ordinate 
at the middle of AB, or when the time is one half the time of 

flight. Putting t= '— in (Ij), Art. 267, we have 
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«' sin.' «_5^'' sin.^ a 



=h sin.' 



272. Prop. To find tha co-ordinates of the point wJiere a pro- 
jectile will strike an inclined plane passing through the point 
of projection, the range on the inclined plane, and the time of 
flight. 

Let y=x tan. ji be the equation 
of tlie line AC, which is the in- 
tersection of the inchned plane, 
with the vertical plane of the 
path of the body. 

Substituting this value of y in 
(64), we obtain, after reduction, 
for the abscissa of the point C, 

4 A COS. a 




a.(«^3) 



(«) 



COS. fl 

By substituting in (64) for x, its value y cot. (i, and reducing, 
we get for the ordinate of C, 

ih.ROS. a. sin.3. sin. (a— 13) 



To find AC=R', 
have 

AC=R'= 



multiply (a) by sec. 0— 



4A.C 



^■(«-g) 



cos.'^ 

If the inclined plane cut the path of the projectile below the 
axis AX, 8 will be negative. 

The time of flight is equal to the time of describing the ab- 
scissa AM with the horizontal component of the velocity. 
Hence (37), dividing (a) by v cos. a., we get 
4hs'm.(a~l3) 
V. cos, ' 
_2v sin. (a—p) 

g. COS. & 



(70) 
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273, ScHOL. It lias been found by experiment, that if w be 
the weight of a ball or shell, p the weight of the gunpowder 
used in dischai-ging the ball or shell from a mortar, ond v the 
velocity generated by the powder, 



D-160oy-^feet, (71) 



jGs, 1. A body is projected at an angle of elevation of 15° 

with a velocity of 60 feet. Find the horizontal range, the 

greatest altitude, and time of flight. 

, , , w" 3600 
From (54'),A=— ^— rr=55.96, 
2g 64i 

From (66), R^27i sin. Sa^S/i. sin. 30''=2.h.^=k=55.m 

From (68), H= h sin.' a. Log. sin. a= 9.4129962 

" " = 9.4129962 

h = 1.7478777 

,-. H=3.7486 " H=.0.573870I 



From (65), T^ — ^~ . ^ , Log. 2v= 2.0791S12 

Log, sin, «= 9,4129962 

a.c. " g= 6.4925940 

.-, T=0,96554 " T= 9.9847714 

Ex. 2. A body is projected at an angle of elevation of 45", 
and descends to the horizon at a distance of 500 feet from the 
point of projection. Required the velocity of projection, the 
greatest altitude, and time of flight, 

Ans. V =126.83 feet, 
H-125. 

T=5.58 seconds. 
Ex. 3. The horizontal range of a projectile is 1000 feet and 
the time of flight is 15 seconds. Required the angle of eleva- 
tion, velocity of projection, and greatest altitude. 

Ans. a =74°.33'.09''. 
V =250.29 feet. 
H= 904.69 " 
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Ex. 4. If a body be projected at an angle of elevation of 
60°, with a velocity of 850 feet, find the parameter to the 
axis of the parabola described, and the co-ordinates of the 
focus. 

Arts. p^^msO-BI feet. 
x== 9725.67 « 
y= 5615.2S " 

Ex. 5. Find the velocity and angle of elevation of a ball that 
it may be 100 feet above the ground at the distance of one 
quarter of a mile, and may strike the ground at the distance 
of one mile. 

Ans. a=5°.46'.04".6. 
•0=921.566 feet. 

Ex. 6. What must be the angle of elevation of a body in 
order that the horizontal range may be equal to three times the 
greatest altitude ? What, that the range may be equal to the 
altitude? 

Ex. 7. A body is projected at an angle of elevation of 60°, 
with a velocity of 150 feet. Find the co-ordinates of its posi- 
tion, its direction, and velocity at the end of 5 seconds. 

Ex. 8. A body is projected from the top of a tower 200 feet 
high, at an angle of elevation of 60°, with a velocity of 50 feet. 
Find the range on the horizontal plane passing through the 
foot of the tower, and the time of flight. 

Ex. 9. A body, projected in a direction making an angle of 
30° with a plane whose inclination to the horizon is 45°, fell 
upon the plane at the distance of 250 feet from the point of pro- 
jection, which is also in the inclined plane. Required the ve- 
locity of projection, and the time of flight. 

Ex. 10. The heights of the ridge and eaves of a house are 
40 feet and 32 feet respectively, and the roof is inclined at 30° 
to the horizon. Find where a sphere roUing down the roof 
from the ridge will strike the ground, and also the time of de- 
scent from the eaves, 

Ex. II. How much powder will throw an eight-inch shell, 
weighing 48 lbs., 1500 yards on an inclined plane, the angle of 
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elevation of the plane being 28° .45', and that of the mortar be- 
ing 48''.30' ? 

Ex. 12. Find the velocity and angle of elevation that a pro 
jectile may pass through two points whose co-ordinates arf 
3:=300 feet, y=60 feet, x'=im feet, and 5r'=40 feet. Also 
find the horizontal range, greatest altitude, and time of flight. 
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CHAPTER V. 




§ I. MOTION ON INCLINED PLANES. 

275. pRor. To determine the relations of the space, time, and 
velocity when a body descends by the action of gravity down an 
inclined plane. 

Let the body fall from C down 
the inclined plane CA, whose in- 
clination is a, M be the position of 
the body at any time ( from rest at 
C, CM=s, and d= the velocity at , 
M. ""' 

The force of gravity g, acting in the direction M^, may be 
resolved into two forces, one f=g sin. a acting in the direction 
CA, the other g cos. a acting perpendicularly to CA, and wholly 
ineffective in producing motion ; the body is, therefore, urged 
down the inclined plane by the constant accelerating force 

If, therefore, this value off be substituted 
in (53), we have v =gt sin. a, (72) 

in (54), we have s =^gt' sin. a, (73) 

in (55), we have v'~2gs sin. a, (74) 

from which all the circumstances of the motion may be de- 
termined. 

276. Prop. The velocity acquired by a body in falling down 
an inclined plane is equal to that acquired in falling freely 
through the height of the plane. 

If s=AC, the length of the plane, and A=BC, the height, by 
('4), 

u'=2^.s, sin. a 
=%.CB. 
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.-. it = V2gA, 
which, hy (53'), is the velocity due to h, the height of the 
plane. 

377. Prop. The times of descent down dijfercnt inclined planes 
of the same height vary as the lengths of the planes. 

By (73), ,=teC sill, o. 



AC=>; 



.BC 



•ac^ 

■■■ '=^Vpc 

a: AC, when BC is constant. 

278. Pkop. To find the relations of the space, time, and veloC' 
ity when a body is projected down or up an inclined plane. 

Substituting for /, its value, g sin. a, on an inclined plane, 
in (59), we have v =^v^ ±gl sin. a, (75) 

in (60), we have s =v,t±:^gC sin. a, (76) 

ill (61), we have v'^v\±2gs sin. a, (77) 

which give all the circumstances of the motion of the body. 

279. Prop. The times of descent down all the chords of a cir- 
cle in a vertical plane, drawn from either extremity of a vertical 
diameter, are the same, and equal to that down the vertical di- 
ameter. 

B Let AB be the vertical diameter, BD 

and AD any chords drawn from its ex- 
tremities, and DC perpendicular to AB. 
To find the time of descent down BD, 
- 1(73), 




BD 


2BD'- 

~gSc 

2.BA 


BDC 
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V^ 



which, by (56'), equals the time down the diameter. 
In the same manner, 



from which we obtain, i 



DA' 

before, 
3^A 



V^ 




280. Pkop. To find the straight line of quickest descent fro 
a given point within a vertical circle to its circumference. 

Let P be the given point. Draw the ^ 

vertical radius CA, join AP and produce 
it to meet the circumfereace at B ; PB 
will be the line required. 

Join EC and draw POD parallel to 
AC. Since BC=AC, B0=PO. With 
O as a center, and radius PO, describe^ 
the circle PBD, which will be tangent to 
the circle C at B. 

Now the time down PB will equal the time down the verti- 
cal diameter PD, and the time down every other chord drawn 
from P {Art. 279). But any other chord from P, produced to 
the circumference of C, will be partly without the circum- 
ference of O, and, therefore, the time down it will be greater 
than the time down PB, which is therefore the line of quickest 
descent to the circumference of C. 

281. Pkop. To find the straight line of quickest descent from 
a given point to a given inclined plane. 

Let A be the given point, AG a vertical 
hne passing through tiiis point, and AB a 
perpendicular to the inclined plane BG. 
The hno AC, bisecting the angle BAG, 
will be the line required. 

Draw CE parallel to BA, and therefore 
perpendicular to BG. Since EAC— CAB 
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=ECA, ihe triangle EAC is isosceles. With E as a center, 
and EA or EC as a radius, describe the circle ACD, to which 
BCG will be a tangent. 

Now the time down AC will be equal to the time down AD, 
and to the time down every other chord drawn from A. But 
any other chord of the circle must be produced to meet the 
plane BG, Therefore the time down any other line, drawn 
from A to the plane, will be greater than the time down AC, 
which must be the line of quickest descent required. 

282. Prop. Two bodies are suspendedfrom the extremities of 
a cordpassing over afixedpulky : to determine (lie circumstances 
of their motion. 

Let P and Q be the weights of the bodies, of which 

P is the greater. By (23) their masses are — and — 

respectively. Neglecting the rigidity of the cord, 
the inertia and friction of the pulley, if P=Q, they 
^^ will counterpoise, and no motion will ensue ; but 

P>Q, P will descend, and Q rise through equal 
spaces by a force equal to the difference P— Q of 
their weights. But this being a moving force {Art. 
225), is equal to the accelerating force into the mass 

moved, ~f\ ), where/ represents the accelerating 

force. 
Hence P-Q=/.^^, 

. P-Q 

This being a constant accelerating force, by substituting its 
value in (63), (54), and (55), we have expressions for the 
space, time, and velocity. 

283, ScHOL. If the inertia I of the pulley be taken into con- 
sideration, I^ is an additional force to be overcome by the 
difference of the weights, and in this case 

P-Q 



® ! 



/= 



■■P+Q+I/ 



„ Google 



CONSTRAINED MOTION. 173 

This is the formula for Atwood's machine, an instrument for 
illustrating the laws of falling bodies. The friction of the pul- 
ley is reduced by friction wheels, and the rigidity of the cord 
by employing a fine flexible thread. By making the diiFerence 
between P and Q small, the motion is made so slow as to ren- 
der the time, space, and velocity easily determinable. 

5 II. MOTION IW CIRCULAR ARCS. 

384. Prop. When a body descends by the action of gravity 
down any smooth arc of a circle in a vertical plane, tke velocity 
at tke lowest point is proportional to the length of the chord of 
the arc. 

Let a body descend from the point D (Fig., Art, 279) down 
the arc DA. Since the reaction of the curve is always per- 
pendicular to the path of the body, it can neither accelerate 
nor retard the motion of the body. Its velocity, therefore, at 
A will be that which it would acquire in falling through the 
vertical height CA of the arc. 

Hence, by (55), -o'^Sg-CA 

AD' 
-^^AB_ 

•■• ^=W^ 

acAD. 

When the arcs are small, the velocities are nearly proportional 
to the arcs, the principle referred to in Art. 254. 

285. Prop. When a body is constrained to describe the sides 
of a polygon successively, to find the velocity lost in passing from 
one side to the succeeding one. 

Let AB and BD be two adjacent sides 
of the polygon, w the angle made by their ^- — 
directions, and v the velocity of the body 
at the point B. In passing from AB to 
BD some of the velocity will necessarily be lost. Resolving 
the velocity in the direction BD, we have, for the velocity in 
BD, 
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1) COS. W. 

This, subtracted from the primitive velocity v, will give for the 
velocity lost, 

u,=u— tcos.io 

=j)(l — COB.«l) 



2— versin. M! 
S86. CoK, If the sides of the polygon be increased in num- 
ber, the angle w diminishes ; and when the polygon becomes a 
circle, to, and consequently its sine, becomes indefinitely smali. 
In this case, versin, w, small in comparison with 2, may be re- 
jected, and 



But if sin. ID is infinitely smali, sin.' w is infinitely smaller, and 
the velocity lost 

When, therefore, a point or body is constrained to describe a 
curve, no velocity is lost by the reaction of the curve, 

287. Pkop. If a material point move through one side of a 
regular polygon with a uniform velocity, to find the direction 
and intensity of the impulse which must be given to the material 
point at each angle of the polygon in order that it may describe 
the entire polygon with the same uniform velocity. 

^ ^ Let ABC ... be the polygon, and let 

the material point describe AB with the 
velocity v in the unit of time. If, when 
at B, no other force act upon the point, 
it will describe BD=AB in the same 
time. Join DC, and draw BN equal 
and parallel to DC. If, when at B, the 
point receive an impulse in the direc- 
tion BN, such as to cause it to describe 
BN in the same time that it would describe BD, the point vrill 
describe the diagonal BC, the succeeding side of the polygon. 
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in the same time. But since BC=BD, the velocity in BC is the 
same as that in AB, and the point will describe the two adjacent 
sides with the same uniform velocity. Now, since the trian- 
gle BCD is isosceles, BDC=BCD=CBN. But ABN=BDC ; 
.-. ABN=CBN, and BN hisecta the angle ABC. Hence the 
direction of the impulse will pass through the center of the cir- 
cumscribing circle, and, if similar impulses be applied at each 
of the angles of the polygon, the point will describe the entire 
polygon, with the original velocity unchanged. 

To find the magnitude of the component force EN—/, let r 
be the radius of the circle ; and, since BN is perpendicular to 
the chord AC, 

and /=EN-— . 

But BC=AB is the space described in the unit of time, and is 
therefore represented by v. Hence 

or, the intensity of tits impulse is equal to the square of the ve- 
locity in tJte polygon divided by the radius of the circumscribing 
circle. 

288. Cor. The force which must continually urge a material 
point toward the center of a circle, in order that it may de- 
scribe the circumference with a uniform velocity, is equal to 
the square of the velocity divided by the radius. 

Since the reasoning in the proposition is independent of the 
number of sides in the polygon, the sides of the polygon may 
be increased in number, and the frequency of the impulse in- 
creased in the same ratio, without affecting the relation of the 
intensity of the impulse to the velocity in the polygon. But 
when the number of sides becomea infinite, or the polygon be- 
comes a circle, the impulses will no longer be successive, but 
an incessant action of the same intensity. 

The force is, therefore, a constant accelerating force, and 
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If the mass of the body be taken into consideration, the 
moving force {Art. 225) wOl be 

!'='»/="'■ (80) 

It is obviously immaterial whether the body be retained in 
its path by the reaction of a smooth curve, or by an inextens- 
ible cord without weight, by which it is connected with the 
center of the circle. F will be a measure of the resistance of 
the curve in the one case, and of the tension of the cord in the 
other. 

3S9. Dbf. The force which constantly urges a body toward 
the center of its circular path is called a centripetal force. The 
tendency which the body has to recede from the center, in con- 
sequence of its mertia, or the resistance which it offers to a de- 
flection from a rectilinear path, the resistance being estimated 
in the direction of the radius, is called a centrifugal force. 

290. Pbop. To discuss the circumstances of the motion of a 
body constrained to move in a circle Jyy the action of a central 
force. 

1°. When the masses are equal, by (79), 

/=7- 
If r be constant, 

f-nV; 
or, when a body moves in the circumference of a circle by 
means of a cord fixed at the center, the tension of the cord, or 
ihe centrifugal force, will vary as the square of the velocity. 
2°. Iff be constant, 

or, if equal bodies describe different circles with the same ve- 
locity, the centrifugal forces will he inversely as the radii of the 
circles. 
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3". Let T be the periodic time, or time of one revolution. 
Then (37) uT=2n-/-, 



(79), =/r. 



.•./=^", (81) 



or, tke centrifugal force varies directly as the radius of the circle, 
and inversely as the square of the periodic time. 
4°. If T' <z r\ by substitution iu (81). 

•' r r 
or, when the squares of the periodic times are as the cubes of 
the distances from the center, the centrifugal force will be in- 
versely as the square of the distance. 

5°. If u be the angle subtended by the arc described by the 
body in the unit of time, w is called the angular velocity. As- 
suming for tbc angular unit the angle whose arc is equal in 
length to the radius, ti— rw. Substituting this value of v in 

(ra). 

/=»•; (8-2) 

or, the centrifugal force varies as the product of the radius and 
the square of the angular velocity. 

6°. If in each of the above eases the masses be not the same, 
the centrifugal forces will vary directly as the masses in addi- 
tion to the other causes of 'variation. 

. The foregoing principles admit of a very simple and satis- 
factory illustration by means of an instrument called the whirl- 
ing table. 

29J. Prop. To find tke relation of the centrifugal force in a 
circle to the force of gravity. ... 

Let /( be the height due to the velocity '»' which tite body 
has in the circle. By (53'), v''—2gh. This value of u', substi- 
tuted in (79), gives 
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f 2A 

or -^— . 

g r 

Hence the centrifugal force is to the force of gravity as twice 
the height due to the velocity in the circle is to the radius of the 
circle. 

CoK. lif=g, r=^2k, 

or, in a circle whose radius ia equal to twice the height due to 
the velocity in the circle, the centrifugal force is equal to the 
force of gravity, 

292. Prop. To find Die centrifugal force at the equator. 

By (81), ,=i^.' 

The equatorial radius R of the earth is 3962.6 miles =20,932,528 
feet. 7r=3,1415926, And, since the earth revolves on its axis 
in 0.997269 of a day, T=0.997369X86400'=86164'. These 
values, substituted in the above, give 

/=0.111355feet. 

293. ScHOL. Since the force of gravity g at the equator has 
been found to be 33.0S954 feet, if G be the force of gravity on 
the supposition that the earth does not revolve on its axis, then 

g=G-f, 
or G=g+f, 

-33.08954+0.111255=32.300795, 
. , f 0.111355 1 , 

""^ 6=55:300703=389 """'y- (""> 

or the centrifugal force at the equator is ^^ the force of 

gravity. 

294. Prop. To find the time in which the earth must revolve 
on its axis, in order that the centrifugal force at the equator 
may equal the force of gravity. 

Let T' be the required time, and /' the corresponding cen- 
trifugal force. From (79) we have 
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But in this case R=Il', and/' is to become equal to G. 

or T'=: 

— T nearly. 



=L'V''=—-T'. 
G 389 ' 



and 



17 



Hence the earth must revolve in T^th of its present period. 

295. Prop. T/te centrifugal force diminishes gravity at dif- 
ferent places on the earth's surface in the ratio of Vie square of 
the cosine of the latitude. 

Regarding the earth as a sphere, from „ 

which it differs but very little, let EF be z-^ 
the axis, AC=R the equatorial radius, B 
any point whose latitude is the arc AB, 
measured by the angle ACB=^, and 
BG=R' the radius of the parallel of lati- 
tude passing through B. Let the centrif- 
ugal force at B, which acts in the direc- 
tion GB, be represented by BD. 

By (81), BD=^. 

Resolving this in the direction of the vertical CZ, opposite to 
that in which gravity acts, and calJing this component/', we 
have 

f'=Bh=~f^ COS. <p. 

EutR'=Rcos. 0, 




n which the coefficient of cos.°^ is constant for all latitudes. 
Hence /' cc cos." *, 
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/' being the diminutici of gravity by the action of the centrif- 
ugal force. 

The latitude of Middletown being 41°.33'.10", the centrif- 
ugal force/', in a vertical direction at this placej wii! be found 
to be 

/'^0.062305. 
If this be added to the observed gravity g-'=32. 16308, we shall 
nave for the whole gravity, undiminished by the centrifugal 
force, 

G'=g-'+/'=33.224383. 

396. CoR. Resolving the centrifugal force at B in a direc- 
tion perpendicular to the radius CB, we have 



If, therefore, the matter of the earth were susceptible ol 
yielding to thfs component of the centrifugal force, it would 
necessarily cause the earth to deviate from a spherical form. 
The fluid portions of the surface are therefore urged toward 
the equatorial regions, thereby increasing the equatorial diame- 
ter and diminishing the polar. If the solid portion did not also 
partake of the same general form as the fluid, we should ex- 
pect to find vast equatorial oceans and polar continents, with 
polar mountains far exceeding the equatorial in height. But 
the actual distribution of the waters and mountains on the sur- 
face of the earth is vridely different. The amount of deviation 
from a spherical form, which the earth must take from the ac- 
tion of the forces developed by its motion, will depend in part 
on the law of variation of its density from the surface to the 
center. By measurement the equatorial diamefer is found to 
exceed the polar about 26 miles. The ratio of the difierence 
of the equatorial and polar radii to the equatorial radius, called 

the compression or ellijpticity of the eartli, is about ^--rr. 

297. Prop. To find the centrifugal force of the moon in its 
orbit. 
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Let R be the radius of the earth, wR the mean radius of the 
moon's ovbit, sind P the periodic time of the moon in seconds. 
Then the velocity of the moon will be 

"— p~- 
This, substituted in (79), gives, for the centrifugal force, 

If the earth were an exact homogeneous sphere, the intensity 
of gravitywould be the same at all points on the surface. Be- 
ing a spheroid, differing little from a sphere, the theory of at- 
traction of spheroids shows that it is necessary to use the in- 
tensity of gravity at a latitude d>, of which the sine is the V^ ; 
vphence i^=35°.15'.52". Supposing the compression of the 
earth to be 0.00324, in the latitude rp, 

R=20897947 feet. 

To find n, conceive two lines drawn from the center of the 
moon, one to the center of the earth, and the other tangent to 
the earth at the equator. The angle made by these lines at 
the center of the moon, and subtended by the equatorial radius 
of the earth, called the moon's equatorial horizontal parallax, 
is found by astronomical observations to be at a mean 57'.1". 
This angle, when subtended by the radius of the earth in the 

latitude of 35°.15'.52'', is 7i-=56'.5'7'^33. Now ^= sin. 7r=-, 

from which we find w=60.3612. P=2360585'. These values, 
substituted in («), give 

/=0. 00894. 

298. Cor. The moon is retained in its orbit by the gravity 

of the earth. For, since the intensity of gravity is inversely as 

the square of the distance from the earth's center, its intensity 

g' at the moon may be found by the proportion 

,_ 1 1 

^■^'~R^'^R^' 

whence g' =—i- 

The intensity of gravity in the latitude of SS-.IS'.SS", un- 
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diminished by the ceiitrifugal force of the earth in its diarnan 
motion, is 

g-^32.24538. 
Substituting for n and g their values, we find 
§■'=0.00886. 
The difference between/ and g' is less than one ten thousandth 
of a foot, a difference which may be attributed to errors of ob- 
servation. 



5 III. PENDULUM. 

299. Dbp. a simple pendulum is a material point suspended 
by a rigiit line, void of weight, and oscillating about a fixed 
point by the force of gravity. The path of ibo point is the arc 
of a vertical circle, of which the fixed extremity of the line is 
the center. 

300, Prop, To Jlnd tke force by which the pendulum is urged 
in the direction of its path. 

Let M be the material point suspend- 
ed from C by the line CM. When re- 
moved from its vertical direction CM 
to the inclined position CM', gravity 
will cause the point to descend and de- 
scribe the arc M'M. Resolving the 
force of gravity g in the directions 
M'B and M'T, parallel and perpen- 
dicular to the radius CM', the com- 
ponent g cos. 0, in the direction of CM', 
will be counteracted by the fixed point C. The component g 
sin. d, in the direction of the tangent M'T, wili be the only 
effective force to produce motion. Hence the accelerative 
force is 

f=g sin. 0. 
Let CM= I, the length of the pendulum and the arc M'M=s 
the semi-arc of the vibration; then s=l6. 




■••/= 



I 
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Now if X be any arc of a circle, it is shown in trigonometry 
that 

Hence f=^(j-UJJ'+i.2.L5.p-)' ^"^ 

But when the arc s is small compared with I, the cube and 

higher powers of t may be neglected, and 

f=is (85) 



or the force varies as the distance from the lowest point 
measured on the arc. 

301, Pkop. When a body is urged toward a fixed point by a 
force varying directly as its distance from that point, the times 
of descent to that point from all distances will be the same. 

For the space described wOl obviously depend on the in- 
tensity of the force and the time of its action, or will be meas- 
ured by the product of the force by some function of the time. 

Hence s=f.'p{t). 

Since s varies as/, let s—nf, n being the constant ratio of the 
space to the force ; then, by substitution, 

«=♦(!) ; 
or the function of the time is the same whatever be the dis- 
tance, and, in the case of the pendulum, n=-. (85). 

302. ScHOL. It will be shown hereafter that the time of de 
scent to the center of force, or the point toward which the 

force is directed, is always equal to ^v/~i when ji is the ac- 



r force. In the case of the pendulum, fi=^, and we 

shall have, for the time of descent to the lowest point, or the 
time of a semi- vibration. 
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When the material point has reached its lowest position, its 
momentum will cause it to rise on the other side of the vertical 
line ; and, since its velocity at the lowest point will be that due 
to the vertical height fallen through, and the force will require 
the same time to destroy the velocity that was required to 
generate it, the whole time of a vibration will be 



-v"- 



As the circumstances of the material point at the end of the 
time T are the same as at the commencement, it will then per- 
form another vibration in the same time, and so continuing, all 
its vibrations will be isochronal. 

It should be recollected that these results are obtained on 
the supposition that the arcs of vibration are small. 

303. Prop. To discuss the circumstances of the vibration of 
different pendulums. 

1°. Since in (86) tt is constant, 

■Js 

or, the time of vibration of a pendulum varies directly as the 
square root of the length, and inversely as the square root of the 
accelerating force. 

2". If g be constant, which is the case in the same latitude, 
and at the same elevation above the surface of the earth. 

T a Vl; 
or, the time will vary as the square root of the length. 

3°. If / he constant, or the length of the pendulum remain 
the same, then 

Vg 
or, the time of a mlirntxon will vary inversely as the square root 
of the intensity of gravity. 
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i°. If T be constant, since 

or, the lengths of pendulums vibrating in the same time vary as 
the accelerating force. 

304. Cor, Hence the force of gravity in different latitudes, 
and at different elevations above the surface of the earth, will 
vary .as the length of the pendulum vibrating seconds. If, 
therefore, the length of the seconds pendulum be ascertained at 
various places on the earth, we shall have the relative intensi- 
ties of gi'avity at those places. Since these intensities of grav- 
ity 'at different places are dependent upon the figure of the earth, 
they vfill serve to determine it. The pendulum, therefore, be- 
comes an instrument for ascertaining the form of the earth. 

305. Prop. The lengths of pendulums at the same place are 
inversely as the square of the number of vibrations performed 
by each in the same time. 

Let N and N' be the number of vibrations performed by 
each respectively in the time H. Then the duration of a vibra- 
tion by each will be 



(87) 

306. ScHOL. To determine experimentally the length of the 
seconds pendulum, or a pendulum which will oscillate 86400 
times in a mean solai- day, let a clock, the length / of whose 
pendulum is required, be regulated to vibrate seconds. Sus- 
pend in front of the clock a pendulum of known length /'(?</), 
and observe the exact second vi^hen the two simultaneously 
commence a vibration. As the vibration of I' will be more 
rapid than that of I, count the number of returns to coincidence 
of vibration in a period of five or six hours ; and, finally, note 





T=|a„dT'=|. 


But 


T,T-=Vl:V7=|:| 


Hence 


l:l'=W:W. 


Also, 





N- 
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the exact second of the simultaneous termination of a vibra- 
tion. If now to the whole number of seconds N shown by the 
cloclt, there be added twice the number of coincidences of 
vibration, we shall have the number N' of vibrations of V. 
These values, substituted in (87), will give the length / of the 
seconds pendulum. 

The length of the seconds pendulum in the latitude of New 
York has been determined to be equal to 
39'M0168=3\25847. 

307. Prop. To find the value of g, the measure of the intensity 
of graiiity. 

From (86), we deduce 

-tl 

Making T=l, and using the length of the seconds pendulum 

above, we find, for the value of g-in the latitude of New York, 

^:= 385^^.91 83 =32"'. 1598. 

308. Peop. To find the correction in the length of a pendulum 
which gains or loses a known number of seconds in a day. 

Let I be the length of the seconds pendulum, ji=86400, 
y= lhe number of seconds gained or lost in a day, and x= the 
corresponding correction in the length. 

By Art. 305, and recollecting that a diminution of length 
corresponds to an increase in the number of vibrations, 

n' : (n+yy=l—z i I, 
from which we deduce 

^_ 2ny+f ,_ 
n''+2ny+y^' ' 
or, rejecting y\ as small in comparison with 2ny, 
3y , 

=-^- (88) 

Hence, divide the length of the seconds pendulum by one plus 
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the ratio of the number of seconds in a day to twice tJie gain or 
loss, and the quotient will be the correction in the length. 

X will have the same sign as y. 

309. Pbop. To determine the rate of clock when carried to a 
given height above the surface of tite earth. 

Let N=S6400, N'= the number of vibrations in a day when 
the clock is carried to the height h above the surface of the 
earth, and r= the radius of the earth. The length of the pen- 
dulum remaining the same, 

1 I 1 j^ 



T: 


:T'= 


^g ' -Js' 


'n 


g 


:^'= 


r- ■ (r+;.)' 




N 


:N'= 


= r+A ; r. 






N'= 


~h5 
m 





N— N'. the loss in a day, is the rate of the clock. Hence, 
divide the number of seconds in a day by one plus the ratio of 
the radius of the earth to the height, and the quotient will be the 
rate. The quantities r and A must be m the same denomina- 
tion. 

310. Cor. If the loss in a day by a seconds pendulum be 
determined by observation, we may find the heigiit to which 
it is carried, for (89) gives 

r(N-NO 
''- ]V' ■ 

311. Def, a body suspended by a cord and performing 
revolutions in a horizontal circle is called a conical pendulum. 

312. Prop. To determine the motion of a conical pendulum. 
Let 1= tho length of the cord AP, fixed at A and attached 

to the body at P, TC=r the radius of the circle which the body 



(90) 
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describes with the uniform veloc- 
ity V, m— the mass of the body, 
and the angle PAC=e. Since 
the body is in the same circum- 
stances at each point of its path, 
the forces acting upon it must be in 
equilibrium. These are the ten- 
sion t of the cord in the direction 

PA, the centrifugal force /= — , 

in the direction CP, and the 



weight of the body mg downward. 
Resolving horizontally and vertically, we have 



From (b), we ha 



t COS. 0—mg 
e the tension ii 



COS. c 
Eliminating t from (a) and {b), 

r sin. d 



'COS. 6' 
The time t of performing one revolution it 




313. Dr. Bowditch, in the second volume of his translation 
of the M6canique Celeste, gives the following formula for com- 
puting the length I of the seconds pendulum in any latitude ^ 

in which X=39.01307in. and&)^0.20644in. 
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CONST 11 AINEL MOTION. 189 

314. EXAMPLES. 

Ex. 1. The length of an inclined plane is 400 feet, its height 
250 feet : a body falls from rest from the top of the plane. 
What space will it fall through in 3^ seconds 1 in what time will 
■'t fall through 300 feet? and what velocity will it have when it 
arrives within 50 feet of the bottom of the plane 1 

Ex. 2. The angle of elevation of a plane is as^.SO'. A body, 
in falling from the top to the bottom, acquires a velocity of 450 
feet. What is the length of the plane ? 

Ex. 3. The length of a plane is 240 feet, and its elevation is 
36°. Determine thai portion of it, equal to its height, which a 
body, in falling down the plane, describes in the same time it 
would fall freely through the height, 

Ex. 4. A body descending vertically draws an equal body, 
25 feet in 2^ seconds, up a plane inclined 30° to the horizon 
by means of a string passing over a pulley at the top of the 
plane. Determine the force of gravity. 

Ex. 5. The time of descent of a body down an inclined 
plane is thrice that down its vertical height. What is the in- 
clination of the plane to the horizon ? 

Ex. 6. If a body be projected down a plane inchned at 30° 
to the horizon with a velocity equal to f ths of that due to the 
vertical height of the plane, compare the time of descent 
down the plane with that of falling through its height. 

Ex. 7. A given weight P draws another given weight W 
up an inclined plane of known height and length, by means of 
a string parallel to the plane. When and where must P cease 
to act that W may just reach the top of the plane ? 

Ex. 8. Divide a given inclined plane into three parts such 
that the times of descent down them successively may be 
equal. 

Ex. 9. At the instant that a body begins to descend down a 
given inclined plane from the top, another body is projected 
upward from the bottom of the plane with a velocity equal to 
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that acquired in falling down a similar inclined plane n times 
its length. Where will they meet? 

Ex. 10. A ball having descended to the lowest point of a 
circle through an arc whose chord is a, impels an equal ball 
up an arc whose chord is h. Find e the modulus of elasticity 
of the balls. 

Ex. 11. Determine that point in the hypothenuse of a right- 
angled triangle whose base ia parallel to the horizon, from 
which the time of a body's descent in a straight line to the 
right angle may be tho least possible, 

Jix. 12. Two bodies fall from two given points in the same 
vertical line down two straight lines to any point of a curve in 
the same time, all the lines being in the same vertical plane. 
Find the equation of the curve. 

Ex. 13. 193 oz. is so distributed at the extremities of a cord 
passing over a pulley, that the more loaded end will descend 
through 3 inches in one second. What is the weight at each 
end of the cord ? / ■- "f 

Ex. 14. If an inelastic body be constrained to move on the 
interior of a regular hexagon, describing the first side with a 
uniform velocity in one second, find the time of describing the 
last side. 

Ex. 15. A stone is whirled round horizontally by a string 
9 yards long. What is the time of one revolution, when 
the tension of the string is 4 times the weight of the stone ? 

Ex. 16. What is the length of a pendulum which oscillates 
twice in one second? 

Ex. 17. A seconds pendulum, can'ied to the top of a mount- 
ain, lost 48.6 seconds in a day. What was the height of the 
mountain ? 

Ex. 18, The length of a pendulum vibrating sidereal sec- 
onds, being 38.926 inches, what is the length of the sidereal 
day ? How much must it be lengthened that it may measure 
mean solar time? 
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CHAPTER VI. 




313. Prof. When a rigid hody, containing a fixed axis, is 
acted upon by a given force in a plane perpendicular to that 
axis, to determine its motion. 

Let the annexed figure be a section of the 
body by a plane perpendicular to the axis at 
C, and the given force F act at B, in the direc- 
tion AB, at a given distance from C. If v be 
the velocity which the force F can impart to a 
mass M when free, 

F=Md. 

When the force acts on the body, each parti- 
cle is constrained to move in a circle whose center is in the 
axis through C. If (j be the angle made by the body from the 
action of the force in a unit of time, the linear velocity of any 
particle m will be ru, and its momentum f=mru. The mo- 
ment of this force, in reference to the axis through C, is 
rf=mr''<^. The moment of any other particle will have the 
same form, and hence 

rf-^r'f'-\-, &,(z., =mr^u+m'r'''<.>+, &c., 
or l.rf—I^.mr'a~<oXm7'^, 

since w is the same for each particle. 

But the moment of F is /■F=M«.CB, and, i 
measure of the effect of the latter, 

o>^.mr'=Mv.CB. 

_ Mt).CB 

S.mr' ' 

Thus, if the body consisted of two particles : 
distances r and r' from the axis, and the force F would impart 
to m, when free, the velocity v. then the angular velocity 



s the former is a 



(91) 

i and m' at the 
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and llie linear velocity of m. will be 



If tile Iwo particles were equal, and a 
the axis, then mr'—-m'r''', and 



Ifm=»i', andr'=2/-, 



CoK. If the body were in motion before the force acted oil 
it, then the change of angular velocity will be given by (91). 

31G. Dbf, The moment of inertia of a rigid body about an 
axis is the sum of the products of the mass of each particle by 
the square of the distance of that particle from the axis. 

Thus, if m be the mass of a particle of a rigid body, r its 
distance from a fixed straight line, S.mr' is the moment of in- 
ertia of the body about that line. The definition given above 
is to be regarded as a verbal enunciation of this analytical ex- 
pression, which has required nomenclature by the frequency 
of its occurrence in dynamical investigations. 

317. Prop. The moment of inertia of a body about any fixed 
axis exceeds its moment of inertia about a parallel axis passing 
the center of gravity, by the product of the mass into the square 
of the distance between the axes. 

Let »i be a particle of the body, and let the 
■plane mCG, passing through m, cut the two 
axes at C and G. Through the axis at G 
pass a plane perpendicular to CG, intersect- 
ing the plane of the figure in AB. Let 
mC=r, w(G— r,,andCG=A. Draw mF per- 
pendicular and mD parallel to AB, , Then 
r'=r?+;i=±2A.GD, 
according as the angle mGC shall be obtuse or acute. Hence 
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, we have 



□ axis through 



and S.»ir'=S.mr=+/('Sm±2AS.m.GD. 

Now, since the plane through the axis at G passes through 
the center of gravity, by (29), 

S.ffl.GD-S.m.Fm=0. 
.-. S.Mir'^S.TMr^+A'Sm 

M being tlie whole mass of the body. 

318. ScHOL. Assuming Ic, such that MS'^S.m: 

Mk' is the moment of inertia of a body about a 
the center of gravity, and M(A'+A'') is the moment of inertia 
about a parallel axis at a distance A from the former. The 
moment of mertia about any axis will, therefore, be easily de- 
termined when the moment of inertia about an axis through 

the center of gravity is known. Since k'=- ■^. - ' ■, the determ- 
ination of k will, in genera!, require the aid of the integral cal- 
culus. 

The length Vlc'+lt' is called the radius of gyration about 
the axis considered, and, similarly, k is called the radius of 
gyration about an axis through the center of gravity. Since 
k is the least value of Vk'+h'', it is sometimes called the^n'w- 
cipal radius of gyration. 

319, Prop, ^a body oscillate about a fixed horizontal axis 
not passing through its center of gravity, there is apoint in the 
right line, drawn from the center of gravity perpendicular to the 
axis, whose motion is the same as it would be if the whole mass 
were collected at that point and allowed to vibrate as a 
about the fixed axis. 

Let the horizontal axis be perpendicular to i 
the plane of the figure at C, G be the center 
of gravity, CA be horizontal, and GA vertical. 
Then, if M be the mass of the body, and v the 
velocity which gravity can impart to the body 
if free in each instant of time, the moment of 
N 
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194 DYNAMICS, 

gravity will be Mu.CA. By Art. 315, Cor., the change of an- 
gular velocity produced in each instant of time is 
Mf.CA 

Produce CG to some point O and draw OB vertically, meeting 
CA in B. Now, if the whole mass of the body were collected 
at O, the moment of inertia of the body would be M.CO', and 
the change of angular velocity in the same instant of time 
would be 

,_ Mt;.CB 
"'■" M.CO^' 
But the position of the point being arbitrary, CO, and there- 
fore CB, will vary at pleasure. We may, therefore, put 
■Z.mr' : M.CO'=CA : CB==CG : CO, (") 

which gives 

CA CB 
s.mr'^M.CO" 

or (i)=:(0' ; 

that is, the change of angular velocity is the same in the two 
cases, and, therefore, the motion from rest will be the same. 
320. Cor. The point may be found from {a), which gives 



=A+-^. (99) 

331. Def. The point O is called Me center of oscillation of 
the body with respect to the axis through C. It is thus de- 
fined : when a rigid body moves about a fixed horizontal axis 
under the action of gravity, in the straight line drawn through 
the center of gravity perpendicular to the axis, a point can be 
found such that, if the mass of the body were collected there 
and hung by a thread from the axis, the angular motion of the 
point would, under the same initial circumstances, be the same 
with that of the body, and this point is called the center of 
oscillation of the body with respect to the axis. 
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322. Cor. Her.ee, when a body makes small oscillations 
about a fixed horizontal axis, it is only necessary to calculate 

the value of the expression h+~r=l, and the time of a small 

oscillation will be wv/-- (86). 

323. Def. a body of any form suspended from a fixed axis, 
about which it oscillates by the force of gravity, is called a 



324. Piiop. The centers of oscillation and suspension are con- 
vertible. 

Let h' be the distance of the center of oscillation from the 
center of gravity, when h is the distance of the axis from the 
center of gravity. Then, by (02), 

a 
and h^-^, ; (93) 

so that if A' be the distance from the center of gravity to the 
axis, h will be the distance from the center of gravity to the 
center of oscillation, and a body will oscillate in the same time 
about an axis, through the center of oscillation, as it oscillates 
about the original axis, the extent of vibration being the same. 

325. Cou. 1. Ifinastraight line through the center of gravity, 
perpendicular to the axis of motion, points be taken at distances 
h and h' from the center of gravity, and on opposite sides of it, 
then the length of the equivalent simple pendulum is A+/i' ; so 
that the time of vibration about the axes through each of these 
two points is the same, and the length of the equivalent simple 
pendulum is in each case the distance between the two axes. 
Each of these points is the center of oscillation in reference to 
the other as a center of suspension. 

326. Con. 2. From (93), we have 

hh'^ie ; 
or, the principal radius of gyration is a mean proportional te- 
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tween the distances of the centers of oscillaiion and suspension 
from the center of gravity. 

327. CoK. 3. Since h : V h'+li'= V k''+/i' : h+^=CO,wem-. 

h 

fer that the distances of ike centers of gravity/, of gyration, and of 
oscillation from the axis of motion, are continued proportionals, 

328. ScHoL. The convertibility of the centers of oscillation 
and suspension was employed by Captain Kater in finding the 
length of a simple pendulum vibrating seconds, and consequent- 
ly the force of gravity at the place of observation. 

A bar of brass one inch and a half wide and one eighth of an 
inch thick was pierced by two holes, through which triangular 
wedges of steel, called knife edges, were inserted, so that the 
pendulum could vibrate on the edge of either of these as an axis, 
resting on two fixed horizontal plates of agate, between which 
the bar was sospendei!. The axes were about 39 inches apart. 
Weights were attached to the bar and rendered capable of 
small motions by screws, by which means the position of the 
center of gravity of the bar could be changed. These weights 
were so adjusted by trial that the time of a small vibration 
through an angle of about 1° was the same when either knife 
edge was the axis, so that each gave the center of oscillation 
belonging to the other. The distance of the knife edges was ob- 
tained by placing the pendulum so that the edges were viewed 
by two fixed microscopes, each fiamished with a micrometer of 
ascertained value, and afterward placing a scale of known ac- 
curacy in a similar position under the same microscopes. This 
method, combined with that referred to in Art. 306, served to 
determine the length of the seconds pendulum, and thence the 
force of gravity. 

329. The relation of the simple to the compound pendulum 
will be illustrated by one or two examples in which the prin- 
cipal radius of gyration is supposed to have been previously 
determined. 

Ex. 1. A material straight line vibrates about an axis per- 
pendicular to its length : required the length of the isochronal 
simple pendulum. 
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Let 2a be the length of the line, and A the distance of the 
point of suspension from its center of gravity, which is its mid- 
dle point. The radios of gyration of a straight 3ine about an 
axis through its center of gravity, perpendicular to its length, 

a 
is ~7^. Since the radius of gyration is a mean proportional 

between the distances of the centers of oscillation and of sus- 
pension from the center of gravity (93), 

and {Art. 325), l=k+h'=h+^. 

1°. Let the point of suspension be at the extremity of the 
line, in which case h=a. 

Then h'=:^a, 

and l=a+la—%.2a, 

that is, the center of oscillation is two thirds of its length below 
the axis of motion. 

2" Let h=^a; then 

h'^ia 
and /=|.2«, 

the same as before. Hence the time of a small vibration is 
the same, whether the line be suspended from one extremity, 
or from a point one third of its length from the extremity. 
This also illustrates the convertibility of the centers of oscilla- 
tion and of suspension. 

3°. If;f-i«, 

A'=i«, 
and l=\la==i.2a+}.2a; 

or, when the center of suspension is three eighths of its length 
from one end, the center of oscillation is one siirth of its length 
below the other end. 

4=. IfA-0, A'=co, 

and l~«i ; 

or, when the center of suspension is at the center of gravity, 
the length of the equivalent simple pendulum is infinite, and 
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therefore tiie time of one vibration is infinite. This is obvious, 
also, from the fact that, when the Hne is suspended from the 
center of gravity, no motion can result from the action of 
gravity. 

Sx. 2. A sphere being made to oscillate about a given axis : 
required the length of the equivalent simple pendulum. 

Let r ba the radius of the sphere, and k the distance of the 
axis of motion from its center. The principal radius of gyra- 
tion of a sphere is rVf, 

llence « =r-r- 

5A 

1°. Let h=:i; or the spnere vibrate about an axis tangent to 

lis surfy.ce. Then 

and Z— f+fj-; 

or, the center of oscillation is two fifths of the radius distant 

from the center of the sphere. 

2°. If/i-lOr, *~i 



and 




(=.0.+-. 


3". 


If *=ir, 


I,'=2,; 


and 




l=2r+'^ ; 



or, the center of oscillation is without the sphere and at a d 
tance r from the surface. 



330. Since {Art. 316) the expression for the moment of in- 
ertia of a system consisting of a finite number of points is S.m?-', 
m being the portion of the mass vi^hich is at the distance r from 
the axis of rotation ; when the number of points becomes in- 
definite, the expression will evidently become fr'dM, dM be- 
ing an element of the mass at the distance r. 

Hence (Art. 318), Mk'^fr'dM. (a) 
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We shall now illustrate the method of determining Mk' in a 
few simple cases. 

Ex. 1. To find the moment of inertia of a straight line re 
volving about an axis perpendiculai' to it at any point of it. 

Let the axis be at a distance a from one end and b from the 
other, and let r be any distance from the axis ; since the thick- 
ness and density of the line are supposed to be uniform, each 
may be taken =1. 

.-. M=a+b and dM=dr. 

Hence («) {a+b)k'=fr'dr=^+c, 

and the integral being taken between the limits ~a and +b, 

" S(a+hy 
If a=b, or the axis be at the center of gravity, we have, for 
the principal radius of gyration, 

Mm' 2 , 
and ■ MS'=— ^=g« , 

whatever be the thiclmess and density of the line. 

Ex. 2. To find the moment of inertia of the circumference 
of a circle about an axis perpendicular to its plane through its 
center. 

In this case M=2Trr, and since all the points are at the same 
distance from the axis, r is constant. 

and k=r. 

Ex. 3. To find the moment of inertia of a circle about an 
axis through the center perpendicular to its plane. 

Putting a= the I'adius of the circle, its area will be Jia^ and 
at a distance r from the axis the area will be tt/-'. Hence, in 
this case, d'M.=2,Trrdr and 'M.k^=Tia''k'—2r:fr'~dr~^'nr*=:\T^a', 
when r— B, and 
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Ex. 4, To find the moment of inertia of tlie circumference 
of a circle about a diameter. 

Taking the proposed diameter for the axis of a:, the distance 
of any point (x, y) from the axis of rotation is y. 

From the equation of the circle, y'~a'—x% we find 



^ y 

.-. i-^dM~y'd'M.=aydw, 
and M.k''—2Trak''=afydx=aX area of circle=7ra^ 

•■■ ''=f.- 

Ex. 5, To find the moment of inertia of a sphere about a 
diameter. 

Let the axis of rotation he the axis of x, and conceive the 
sphere to he generated by a circle of variable radius, y, whose 
center moves along the axis. By Ex. 3 the moment of this 
generating circle is i'^y'. Hence the whole moment will be 
the sum of the moments of the generating circle in all its posi- 
tions, 

.-. Mk'=infy*dx. 

Bm f^a'-x'. .: MF^iTif{a'-xydx, 

and this integral, taken between the limits +a and —a, is 

But M=-Jto\ .-. k ^nVf. 
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CHAPTER VII. 

331, The methods employed in the preceding chapters to 
determine the motion of a body are partial in their application 
and hmited to the simplest cases. When the force is variable, 
or the motion of a body is due to the action of several forces, 
varying, in direction as well as in intensity, with the varying 
position of the body, some more general method is required. 
We novF proceed to show, to a limited extent, how the circum- 
stances of the motion of a body or point, in such cases, may be 
determined. In order to this the fundamental formulas will 
need some modification and extension. 

332. By Art. 214, variable velocity at any instant is meas- 
ured by the limit of the ratio of the space to the time, that is, 
from the nature of the differential coefficient, it is the differen- 
tial coefficient of the space regarded as a function of the time. 
Hence 

'=!• rvn.l 

In like manner, it appears from Art. 233, that the force, when 
variable, is measured at any instant by the differential coeffi- 
cient of the velocity regarded aa a function of the time. Hence 
dv 

From [VII.], by differentiation, we obtain 

di^W' 

■■• *=?• f^-] 

From [VII.] and [VIII.] we obtain, by eliminating dt^ 
,iv=^d!. [X.] 



[VUL] 
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§ I. BECTILINEAE MOTION OF A FKBE POINT. 

333. If a free point at rest is acted on by a single force, or 
forces whose resultant is equivalent to a single force, the mo- 
tion must be entirely in the direction of that force, and may at 
once be determined from [VII.] and [VIIL], But in order 
that we may integrate these expressions, the law of variation 
of the force must be given as a function, either of the space, 
time, or velocity ; and as the intensity of a variable force 
would depend on the position of the body, the force is natu- 
rally and generally given as a function of the distance of the 
body from some fixed point. 

In order that we may obtain an exact expression for the 
value of the force at any variable distance, its value at some 
given distance must be known. This given distance is most 
conveniently assumed as the unit of distance, and if p be the 
intensity of the force at this unit of distance, it is usually called 
the absolute force. 

If, then, the force be given to vary as the w." power of the 
distance .■;: from the fixed point, we have 

<l>=lix". (34) 

We shall first consider the case of a constant force, for the 
purpose of showing with what facility the calculus enables us to 
determine the relations of the time, space, and velocity, although 
these relations have already been deduced in chapter III. 

334. Prop. To determine the space described by a point acted 
on by a constant force in terms of the time, the velocity of tite 
point in tlie direction of the force at the commencement of the 
time being given. 

The velocity due to the action of the force in the time ( is. 

by [in-]. 

v'=<pt, 
where represents the velocity generated by the force in the 
unit of time. 

li Vj be the given velocity, or the velocity when the time 
commences, we have, for the whole velocity, as in (59), 
v = v,±At. 
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Substituting this value of v in [VI!,], we have 

and, integrating, 

in which c is an arbitrary constant depending on the position 
of the point when t=0. 

If the space be reclconed from the position of the point when 
!=0, then c=0, and 

s=Vjt±^(pe. (60). 

If the point move from rest, d,=0, and 
s=l4,t\ (54). 

All the other relations are readily deduced from these. 

336. Peop. To determine generally the velocity of a particle 
moving in a right line to or from a fixed point by the action of 
a variable force. 

By [X.], vdv^<pds; 

or, measuring the Sine on the axis of x, 
vdv=<pdx. 

Hence, by integration, 

v''=2f<pdx+c ; (95) 

and if the force varies as some function of the distance x, the 
integration may in general be effected. 

If the motion is toward the fixed point, dx will be negative ; 
if from it, positive. 

To determine the constant, we must know the velocity at 
some given point. 

336. Prop. To determine generally the time of the motion. 

Prom [VII.] we have at once 

and since v is determined by (95) in terms of x, the integra- 
tion may in general be eflected. 

To determine c, we must know the position of the particle 
at some given time. 
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337. Pbop. To determine the velocity of a particle attracted 
to a fixed point by a force varying directly as the distance of the 
particle from that point. 

Assuming the axis of a; in the direction of the motion, and 
the origin at the center offeree, by (94) we have 

0= -^^ ; 
the sign being negative, because the force which is directed to 
the origin tends to diminish the distance x. 

Substituting this value of i^ in (95), and integrating, we get 
u'=c— pa;'. 

If « be the distance of the particle from the origin when the 
motion commences, when x=a, v=0. Hence 

c =/*«", 
and u' =!«((('— ^'), 97) 

from which it appears that x can not pass the limits ±«. 

338, Cor. Since the force by which a material point, at 
liberty to move along a perforation from the surface to the 
center of the earth, varies directly as the distance from the 
center, (97) will serve to determine the velocity of the particle 
at any distance x from the center. 

In this case, if a=^r, the radius of the earth, and g the force 
of gravity at the surface, p will be found from the proportion 
I- : 1=^ i/t. 

Hence v'=^(r'^x'). 

r^ ' 

As this velocity must be spent before the particle stops, if we 
make i!=0, we get x~r, or the particle will go to the opposite 
point of the earth's surface. 

339. Prop. To find the time when the force varies directly as 
the distance. 

From [VII.], we have di—— 

I dx 

To integrate this, let .7;=asin. 0, whence a'—x'—a'cos.^B. 
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Hence 0=^/1(1— c), 

and x=a.sm.Vil{t-c). 

Suppose the time to commence when the particle is at tBu 
origin, or .-c^O; then 

Q=—a.s'm.Vii.c, 



■TION 


OF A PRE 


1 


a.d sin. S 


~vi' 


a COS. e 


1 


dd, 


1 


e+c. 



If .T=«, sin. i9==l, and C=|it or fw, &e., 

and t= i7r-= or 477-=, &g., 

from the commencement of the motion. 

If a;— — «) sin. 6= — 1, and fl=|7r or Jtt, &c., 

1 1 

and i=i7r--= or |n— =, &c. 

Hence the particle moves from +a to —a, while if changes 



and this is true whether a be large or small Compare Art 
302. 

CoR. 1. When a particle is attracted to a fixed point by a 
force varying directly as the distance, the time of descent to 
that point will be the same for all distances. 

Con. 2. The time of descent to the center of the earth, in 
which case ^=-, is 
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Cor. 3, Let S be the center of force, AS=a 
the distance of the particle at the commence- 
ment of motion, P the position of the particle at 
any instant, and t the time of describing PS=ic. 
On AS describe a quadrant, and draw PQ, per- 
pendicular to AS. Then 

.r=«.sin.QSB. 
.-. Q,SB=3andQ,B^a.e. 
By (97), e= Vp. V^^^^^^V^ .PQ « PQ, 
and by (a). 
When the particle is at A, arc BQ becomes BA=-}7ra, 



V^ Vfi « vel.atS ^ 






t=T=~ 



2 V!* 



340. Prop. To determine the velocity when a particle is at- 
tracted by a force varying inversely as the square of the distance. 

In this case (94), •p= !tx~', 

and [X], vdv=—iix~''dx. 

Integrating, 11"= 2fta:~'+c. 

If (1=0 "when.r=«, c=— 3/ia~'. 



.-. v''=2ii{x-'- 



-')=>- 



(99) 



341. Coa. Since the intensity of gravity above the earth's 
surface varies directly as the mass of the body, and inverse- 
ly as the square of its disiance from the center, (99) will 
give the velocity of a body falling from any height to the 
surface. When the body arrives at the surface x=r, and 



since fi : g 



1 I 



: — , !i=gi^. Hence 



= V2gr^6.9428 miles, 
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*t-om which it appears that the velocity can never equal seven 
miles, and if a body be projected upward with the above ve- 
locity, supposing no resistance from the air, it would never re- 
turn. 

If we make x— in (90), 

or the velocity at the center would be infinite if the same law 
of force continued. 

342. Pkop, To find tlie time when the force varies inversely 
as the square of the distance. 

We have, from [VII.], 

■,._ ~dx _ —dx 

_( a'V'f -xdx 
\2iiJJ Vax-x'' 
By adding ^adx to the numerator, and then subtracting the 
same quantity from it, we have 

_^ a'V^ fk^adx—xdx \adx } 

/ a\^ J- « 2v 

"la^y !(«-^— ^■')'-g^ersin. '—+c\. 

When (=^0, o:=a, and versin."'— =7r. 



and 
Coi 



*"(^J {(«a,— a^O'^+J^T-versin. = 
. If .i;=:0, w^e have 



(100) 



or the square of the time of falling to the center varies as the 
cube of the distance. 

Coii. 3. On AS=a describe a semicircle, and draw PQ per- 
pendicular to AS, Then PQ— Vax—x', arc AQS=j77-a, arc 

SQ- SC. z- SCQ-^ versin.-' ^. 
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Hence the time through AP is, by (100), 
t^ (■^'\ \vq.+ arc AQS- arcQS) 

If SQ be produced to meet in R a tangent at A,, 
PS X \ ax J 

: by (09), ))= T^V-AR a AR. 
When P coincides with S, AR is infinite. 

343. Prop. To find tite velocity and time when the force varies 
inversely as the cube of the distance. 

In this case, i^= pa;"', 

and [X]j vdv=—iix~'dz. 

Integrating, u*= iix~'+c. 

But when a;=a, D—0; .■. c=—(ia~^, 

and u°= fi{x-'~a-''), 

- Va'-x'' 

(101) 



(102) 



By [VII.], 






-rf^ a -xdx 
V Vfi Va'—x^' 


Integrating, 
When a:=a, 


=0 




t=-^.Va'-x'+c. 
.: c=0, 


and 






,=-p.Va--,-. ( 


If 1=0, 
the time to the center 
Co.. {See Fig., Ar 


offeree. 








.-. .=^.AK=cAR, 


and 






(=-7=.PQiPQ. 
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§ II. CURVILINEAR MOTION OF A FREE POINT. 

344. If several forces in different directions in the same 
plane act continually on a material point, it will have a result- 
ing motion at any instant, whose direction and rate must be de- 
termined by the relations between the directions and intensi- 
ties of the forces which act upon it. The motion may or may 
not be rectilinear, and, in order to investigate the circvim stances 
of the resulting motion generally, we shall employ the method 
of resolution to two rectangnlar axes, as in Statics, using X 
and Y, instead of 2.X and S.Y, to denote the sums of the re- 
solved forces, 

345. Prop. To determine, generally, the motion of a point act- 
ed upon by any number of forces in ike same plane. 

Resolve the forces in the direction of two rectangular axes, 
and let X and Y represent the sums of the resolved forces in 
each axis, x and y being the co-ordinates of the position of the 
point. The point may be regarded as acted upon by the two 
forces X and Y, independently of each other. Hence, by [IX.], 

If ds represent any small element of the path of the point, by 
[VIL], -57 will represent the velocity of the point in ita path. 

Hence, if « and ^ represent the angles which ds makes with 
the axes, the velocities in the direction of the axes (39) are 
ds dx ds ,, dy , , 

Such are the general equations by which the motion of a 
point in a plane may be determined. 

346. If the velocity is given, we must, by resolution, obtain 
the velocity in each axis, and thence, by differentiation, the 
force in each axis, and, by composition, the resultant force 
may be determined. 

If the forces are given, we may, by integration, find the ve- 
O 
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iocity in each axis, and thence, by composition, the velocity of 
the point in its path. 

If the path is required, each of equations (103) must under- 
go two integrations, at each of which operations a constant 
must be introduced. The constants introduced at the first in- 
tegration will depend on the velocity of the point when the 
time commences, or at some given time ; those introduced at 
the second integration will depend on the position of the point. 
We thus have two equations involving the co-ordinates x and 
y and the time t, and, by elimination of t, an equation between 
the co-ordinates will be obtained, which is the equation of the 
path of the point. 

347. pRoi'. To determine the velocity of a point in its path. 
The velocity may be found as above indicated, but the fol- 
lowing is the preferable method. 

Multiply the first of equations (103) by %dx, the second by 
3(?!/, and, adding the results, we have 

The first member of this equation is the difTerential of 
dx''+dy^__ds''_ ^ 
W' "~'dt'~^ ' 
Therefore, integrating, we find 

v''=2f(X<ix+Ydy)+c. (105) 

348. Cor. If this expression Xdx+Ydy is integi-able, the ve- 
locity may be found, provided we can correet the integral, or 
know the velocity at some given point. 

Thus, if the expression is a difierential of the co-ordinates 
of the position of the point, so that its integral is a function of 
these co-ordinates, or 

and if D, is the velocity at the point whose co-ordinates are a 
and b, so that 

v^,=2f(a, b)-i-c ,■ 
then v'-vl=2f{x, y)~2f{a, b). 

Hence it appears that the velocity acquired by the particle 
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in passing from one point (a, b) to any other {x, y) is the 
same, whatever be the curve described between these points, 
^ince the change of velocity is independent of the co-ordinates 
of any intermediate point. 

349. Prop. The expression Xdx+Ydy is always integrabk 
whenever the forces are directed to fixed centers, and their intens- 
ity is a function of the distance from those centers. 

Let F, Fi . . . be two forces du-ected to fixed centers, 
" a, h, a,, b^ be the co-ordinates of the centers, 
" X, y . . . .be the co-ordinates of any position of the 

particle, 
" r,r, . . be the distances of the particle from the cen- 

" a,ii,a^,(i^ be the angles which )■ and r^ make with 

the axes. 
Resolving F parallel to each axis, we have for the com- 
ponents 

F.cos. «, Fcos. /3. 

„ x—a , y—h 

Uot COS. «=' and cog. Q=- — . 

r r 

Hence the components are 

The other forces may be resolved similarly. 
Therefore the expression 

lL.dx-VYdy=¥ (^(^ic-i-^) 

' \ r, ^i •' 

But r-'^ix-ay-^iy-hy, 

and, bv differentiation, dr~ dx-\- — —dy. 

•' r r ^ 

Similarly, 

.-. S(fa+Y(fj/=^F<7r+F,(/ri. . 

And since, by hypothesis, each force F is a function of the dis- 
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lance r, each of the terms of the second member of the equa- 
tion is an exact differential, and therefore the first is also. 

In the same manner, the reasoning may be extended to any 
number of centers of force. 

360. Prop. To determine the motion of a point acted upon by 
a force directed to a fixed center. 

Assuming the fixed point as the origin of co-ordinates, let F 
be the force, whether a single one or the resultant of several, 
and r the distance of any position of the particle from the cen- 
ter, called the radius vector. 

Multiply the first of equations (103) by y, and the second 
by X, and sulifract the former from the latter. This gi\'es 

ito^=^Y-jX. (100) 

Resolving F in the direction of the axis, we 

have X=F-, Y=F^. 

Multiplying the first by y, and the second 
by X, and taking the difference, we get 
3;Y-«/X=0. 
Therefore the first member of (106) is zero, and since it is the 
differential of ■ , by integration we obtain 



/xd'y—yd''x^xdy—ydx^ 



dt 

or xdy — ydx — cdt. V-^'^ 

Let ti) he the angle made by r with the axis of a;; then 

(») 

y=r sin. w; (i) 

also, dx=:cos. tiidr—r.sin. w.fZw, (c) 

dy=^sin. oydr+r cos, (.>.d'.>. (d) 

Multiplying (c) by {!>), and (d) by (a), and subtracting, ' 
get 

xdy —ydx = rVw = cdt. 
r^du 

■■■ IT"- ('"«) 
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But, -Jr't^w is the differential of the area of a plane curve re- 
ferred to polar co-ordinates. Hence the ratio of the element 
of the area to the element of the time is constant, and the area 
described by the radius vector in any time is proportional to the 
time. 

By integrating ^r''doi=^cdt, we have for the area described 
In any time 

A=lct, (109) 

and if i=l, we have c=2A, 

or the- constant c is twice the area described in the unit of 
time. 

351. Prof. Conversely, if a material point descnbe by its 
radius vector around a fixed center areas proportional to the 
times, the force is directed to that point. 

When the radius vector describes areas proportiona! to the 
times, we have (107) 

xdy—ydx 
dt '^'^' 

Differentiating, we get 

— 'hf — =0. 

dt' 

.. (106) xY-yX=0, 

and X : Y=x : y. 

Hence the forces X and Y, which are parallel respectively 
to the co-ordinates x and y of the point P, are proportional to 
these co-ordinates, and the resultant PR of X and Y must take 
the direction of PS, which ia the hypothenuse of the right-an- 
gled triangle PMS, in which PM^y and SM=a;. 

As an application of the general equations of motion of a free 
point (103), we may take the following cases, 

353. Prop. To determine the motion of a point moving from 
the action of an impulsive force. 

Since,*after the action of the impulse, the point is abandoned 
to itself, there are no accelerating forces acting on the point, 
and we have (103) 

dt' df 
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_ . dx dy 

Integratmg, ^=,.„ j^=., ; («) 

u, and Dg being constants, added to complete the integva!. 

Compounding these velocities {Art. 230), we have for. the 
resultant velocity 

The velocity is therefore uniform. 
Integrating equations (a), 

the constants s, and Sj being the co-ordinates of the point when 
the time commences. 

Eliminating t from equations (b), we have 

the equation of a straight line. 

Hence the path of the point is a straight line and the motion 
uniform, which accords with the first law of motion. 

353. Prop. To determine the motion of a projectile acted upon 
iy gravity regarded as a constant force. 

In this case, taking the axis of a: horizontal and that of y ver- 
tical, (103) give 

Multiplying by dt, and integrating, 
dx dy 

d,='" *="■-«■'■ 

Multiplying by dt, and integrating again, we have 

x-v,t+s,, p=vj~yt'+s^. (a) 

But if the point of projection be at the origin of co-ordinates, 
and i be reckoned from the commencement of motion, i, ands^ 
will each be zero. Putting v^—aVj, S[=0, ^2=0, and elimi- 
nating t from the equations (a), we get 

Compare this with (63). 
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CONSTRAINED MOTION OF ; 



354, Pkop. To determine the velocity of a point moving on a 
given curve. 

If a point is constrained to move on a curve, the reaction of 
the curve will be a new force normal to the curve, and may- 
be resolved in the direction of the axes and combined with the 
other components, as in Statics, Art. 77. 

Let N be this normal force, a and (i the angles which the 
normal makes with the axes, and X and Y the sums of the 
components of all the other forces in the direction of the axes. 

Resolving N in the same directions, wc shall have from (103) 



df 
d''y_ 



=X+N COS. a 

:Y+N COS. /3 

dy 



But COS. «=sin. Vtm~+-^, supposing 
the motion in the direction i?, and cos. 
3= Bin. a— COS. P(m= — ■^. 




dl ds 



df 



=Y-N 



ds- 



(«) 

m 



Multiplying («) by 2dx, and {h) by 'idy, and adding 

The first member is the differential of 
dx^+dy'_ds''_ ^ 



df 



de~ 



Whence, integrating, 

v'=2f(;Ld3:+^dy)-\-c. 
CoR. 1. Since this result is exactly the sai 



(110) 
e as that obtained 



for unrestrained motion (105), we may conclude. 
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1°. That, if no accelerating force act on the point, or X— 
and Y=0, its velocity will remain constant, and be not at all 
retarded by the action of the curve. See Art. 284. 

2°. If any accelerating forces do act on the point, the veloc- 
ity is independent of the curve on which it is constrained to 
move. See Art. 286. 

Cor. 3, If the accelerating forces are all parallel, they may 
be assumed parallel to the axis of x, and in this case (110) be- 

v'=2f^dx+c. (Ill) 

Con. 3. If in this last ease the force, or resultant of the forces, 
is constant, and equal to/, we have 

.•=d=3>+c, 
.where the upper or lower sign is to be used according as the 
force tends to increase or diminish x. 

If the distance of the point from the origin, x=a, when v=0, 
c=2fa, and 

v'=2fia-x) ; (112) 

and since only the ordiaates on the axis of x are involved, the 
velocity of the point on the curve depends not on the curve de- 
scribed, but on the difference of the ordinates on the axis of a;. 
356. Prop. To find the time of motion of a point on u given 

ds 
In all cases [VII.], dt=—. 

Hence, when the nature of the curve and the velocity at any 

point of it is known, the value of ii being found from (110) and 

substituted in that of dl, the time may be found by integration. 

Cor. If the forces act in parallel lines, and their resultant is 

constant, by (112) 

ds 
dt^-~==. (113) 

356, Prop. To find the reaction of the curve. 



ing the latter from the former, we get 
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as as dsdt 

. ds 

Eliminating dt by the equation ^—'^i 

ds ds ' ds' 

But if p be tbe radius of the osculating circle, 



dyd'x—dxd'^' 

ds ds p 

— Ycos. 0— Xcos. a-\ — ' 
P 

The first two terms of this value of N are equal and oppo- 
site to the forces X and Y resolved in the direction of the nor- 
mal. They give, therefore, the pressure on the curve due to 

the action of these forces, while the other term — is the reac- 

P 
tion of the curve or pressure due to the motion. 

Otheiwise. If we suppose no accelerating forces to act on 
the point, then X and Y are each equal to zero in (a) and (h). 
Art. 354. Hence 

^ (dx^+di/'\^^^,_ {d'xy+id'y)\ 
\ ds' J dt' 

ds 
or, eliminating dt by the equation dl=~-, 



, V(,d'xy-i-{d'j/r 



But the coefficient of v° is the reciprocal of the radius of 
curvature when s is the independent variable. 



Compare this with (79). 

As an application of the formulae of constrained motion, we 
may take the following cases : 
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357. Prop. To determine the motion of a body descending by 
thefofce of gravity down the arc of a vertical circle. 

1°. To find the velocity. Formula (112) applies to thia case, 
and if 7i=SA be the height from which the 
body at P descends, and x any distance from 
the lowest point on S A, the axis of K,\ve have 

When x=0, we have for the velocity at the lowest point, 
■0= V2gh, 
which is the same as that due to the vertical height h. 
2°. To find the time, we have from (113) 
ds 
-J'igiji-x) 
The equation of the circle is 

jj , , {a—xfdx^ 

Hence dv'=^ — - ■ , -. 

But df=dx''-\-dy''=dx\\-^^~-A 

d^dx' 



. ds=- 



This, taken negative, because the arc is a decreasing func- 
tion of the time, and substituted in the above, gives 
dx 



dt= 



V2g'V{h-x) (2ax-x') 

"'^2^' Vlh^^x') (2a-x) 
a {2a—x)~^dx 
V2g' Vkx—x^ 
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Expanding (1— ) by the binomial theorem, we have 

&0.!. 

Thus the terms to be integrated are of the form - 



Vkx—x' 

the exponents n being natural numbers beginning with 0. Per- 
forming the operations and taking the integral between the 
limits x=h and x=0, we find 

-ivifH-a)-.a)-aDXi)'-aii)xi.)v. 

&c.j. 

If h be small, the first term will give an approximate value 
for the time, viz., 

Otherwise. If in (a) x be rejected as small in comparison 
with 2a, the equation reduces to 

■•■ i=-4\/|.versin.-'y+c. 
But i=0 vi'hen x^h ; 

.-. c=^ny/j 

and i=iy^(77-versin.-'--^J, 

and when x=0, i=h'^\/-- (See (86) ). 

358. Prop. To determine the motion of a body descending by 
gravity down the inverted arc of a cycloid whose base is hori- 
zontal and axis vertical. 

The cycloid being inverted, let the origin be at the lowest 
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point, the axis of x being verticiil, and that of y horizontal 
Let the asis AB=2a, AM=3;. PM=y, and AP-=s. 

g The velocity, as in the preceding propo- 

. sition, is 



t)=V2^(/i-j;), 
/t being the abscissa of the point K from 
wliich the boay begins to descend. 

The differential equation of the curve, referred to the vertex 
as the origin, is 

_i^ax—x)dx 
V2ax—x^ 
But ds'=dp''+dx'= ( g _ , +1)(?j:'. 



VI 



Substituting this value of ds vi'ith its proper sign in [VIL], 
we find 

/q " dx 
V g' Vhx—x''' 

Integrating, t= y^^. («■- versin -^^j , 

and therefore for the time of descent to the lowest point, where 



'='VtWT ("=) 



Cor. The time t being independent of the abscissa A, will be 
the same, from whatever point in the curve the body begins to 
descend ; in this respect differing from the motion in circular 
arcs. On account of this remarkable property the cycloid is 
called tautockronal. 

359. ScHOL. The property of tautochronism which attaches 
to the cycloid was supposed to give peculiar advantages to a 
pendulum made to oscillate in this curve. The method of ac- 
complishing this is naturally suggested by the property of the 
evobdes ; and as an evolute of a cycloid is another equal cy- 
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cloid, we have only to take two equal semicycloids and place 
the extremities of their bases contiguous in 
the same horizontal line as in the figure. 
If we then suspend a body at the point S, : 
common to the two semicycloids, by a flexi- 
ble string equal in length to either semicy- 
cloid, or, which is the same thing, to twice ^ 

the axis, and make it oscillate between the two, it will generate 
the involute, or another equal cycloid. 

The constant change, however, in the center of motion 
arising from the contact of the string with the two curves or 
checks, which changes also the relative velocity of the different 
parts of the vibrating body, renders this contrivance, although 
beautiful in theory, yet useless in practice ; independently of 
the difficulty of obtaining a string sufficiently flexible, and of 
ensuring accuracy in the plates. 

Vibrations, therefore, in small circular arcs, which are at the 
same time also most natural, have been adhered to in practice, 
and it has been shown {Art. 302 and 300) that, as long as the 
arc is smali, these vibrations have all the advantages of the 
vibrations in cycloidal arcs. 



§ IV. MOTION OF A POINT ACTED UPON BY A CENTRAL FORCE. 

360. The case of a point revolving in an orbit by the action 
of a force tending to a fixed center is of sufficient importance 
to justify a distinct discussion, especially as the formulfe are 
susceptible of considerable simplification, when the force is 
given as a function of the distance from the center. The fun- 
damental equations 

dl" dt" 

are components of the force in two rectangular directions 
But when the force is directed to or from a fixed center, and 
is given in functions of the distance of the particle from that 
center, it is most natural and convenient to introduce polar co- 
ordinates. 
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361. Prop. To transform the expressions for the force from 
rectangular to polar co-ordinates. 

Suppose the origin to be at S, the center of 
force, and let /■=SP, the radius vector or dis- 
tance of the particle, and w=PSX, the angle 
made by r with axis of a:. 

Then X=-Fcos.w, Y=-Fsin.6>, 
the signs being negative because the force is supposed to be 
attractive, or act toward the center in opposition to X and Y. 
Multiplying the first by sin. &>, and the second by cos. u, and 
subtracting, we have 

Xsin. ti-Ycos. a)=0. (a) 

Similarly, multiplying the first by cos. fo, and the second by 
sin. w, and adding, we get 

Xcos.u+Ysin.w^-F. (b) 

But X and p being the co-ordinates of the position of the 
particle 

Differentiating each twice, we obtain 
d'x=d''r.Gos. M—2dr.d<').a\n. u— rtZw'.cos.w— rtf'w.sin. w, 
d'y=d''r.sm. w+2rfr,rfu.cos.ii)— rifw'.sin. a+rd^<o.cos.w. 

Ey dividing these expressions by dt', the values of X and Y 
will be obtained (103), and if we substitute these values in (a) 
and (p), we get 

which are two polar equations to determine the motion. 

363. CoK. 1. The radius vector of a point revolving about a 
center offeree describes equal areas in equal times. 
For, multiplying (116) by rdt, we obtain 
, d<a ..d'^bi ,r''d(^ 

at dt dt 
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Integrating, St^*^' ^^^^^ 

But J/rVw is the area described by the radius vector in the 
time t, and it varies as t. 

363. Cor. 2. The angular velocity of the radms vector varies 
s the square of the distance of tlie particle. 

(119) 



dt 



364. Prop, To determine the velocity of the pai'ttcle in its 
orbit. 

Multiply (116) by rda, and (117) hj dr, and add tlie results. 
This gives 



4l^+^f)««-»- 



Therefore, integrating, we have 
dr''+r''du' 



dt' 



+2fFdr=c'. (120) 



„ „ ds' dr^+r'did' 

But ^ d?^'~'~de ■ (See Art. 367, 4°). 

.-. v'=c'~2fFdr. (121) 

Cor. Since the value of u depends only on the distance of 
the particle from the centei", the velocity of the particle will be 
the same at any two points equally distant from the center, and 
the velocity acquired in passii% from one point to another will 
be the same, whatever be the path or curve between them, if 
the law of force remain the same. 

365. Prop. To find the time of describing any portion of the 
orbit. 



.y Google 



which, substituted in (120), gives 

jp+-,+3/F*=»'. (123) 

In this expression we have the relation of r to (, independent 
of the orbit. 

366. Pbop. To find the equation of the orbit. 
Substituting in (122) for df its value —^-, obtained from 

(118), we get 

'■(;S?+7)+=^/"'-=='-- <'='> 

or, to give the equation a more convenient form, put ?■=-, from 

which we find dr= 7. These values of r and dr, substituted 

in (123), give 

(dif . „„du 
SSi+»')~3/Py=»'- (134) 

When the law of force is given, we can obtain from this ex- 
pression, by integration, the relation between u and «, or the 
polar equalion of the orbit ; or, if the relation between u and u 
is given, the law of force may be determined. 

367, ScHOL. A familiarity with the geometrical representa- 
tives of the terms and factors in the foregoing formulfe wil! 
conduce to facility in their application. 

In the annexed figure let the 
center of force be at S, the origin 
of .co-ordinates, SP=r the radius 
vector of the particle at P, P'P=ds 
■ an element of its path coinciding 
' with the tangent FT, w=PST the 
angle made by the radius vector with the axis of z, V'S'P=dM 
the angle described by the radius vector in the indefinitely 




.y Google 



CENTRAL FORCES. 225 

small time dt, and m'P'=dr the increment or decrement of the 
radius vector in the same time. Let the arc Vm be described 
with S as a center, and radius SP, and the arc nn' with the 
radius Sn~l, Then, 

1°. Since Sk : SV=nn' : Pra or 1 ; r^db> : Vm, 
Vm=rdb). 

2°. The area of the sector SPm is 

A-— ^— ^r'dw. 

8°. If the point P' be indefinitely near to P, PP' and Pm may 
be considered straight lines, and the triangle PmP' a plane 
rectilinear triangle, right-angled at m. Hence 

ds^—r'dM'+dr'. 

4°. If Sp=p be a perpendicular on the tangent, when the 

triangle PmP' is in its nascent or evanescent state, the angle 

PP'ffi=pPS and the triangle PP'm is similar to ^PS. Hence 

PF : Pni=PS : Sp, or ds : rdo,=^r : p. .: T=-Jr> S"** [VH.], 

^d<>) r'dui , , „, . , . -L 1 

p— — 7-. .', u^— -;j— =1 hy (118), twice the area described 

m the unit of time. 



' " ds' dr^-^-r'dtJ'' 

5°. Since Sp : pV : PS=Pm : ?nP' : FP=r(?« xdnds, 
Sp_Vm_rdb)_ . 
•"■ SP^Pl^'"'^""^'"" ' 
Vp _P'm_ dr _ p 

»S m? rdat „ 

and ^— -^n-=-^=tan. P. 

pr mr dr 

6°. If the force F be resolved in the direction of the curvet 

we shall have 

---=-Fcos. P=:-F-r. 
dt ds 

P 
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Multiplying both sides by 2ds, and integrating, we have 

— =u"^c'-2/F<^r, as before (121). 

By reference to (117), we see that the first term has the 

form of the differential expression [IX.] of a force in the direc- 

, , , rdto" r'du' „ rd<^ . , , 

tion or r ; the second term — r^= - , . ■■ But -^r- is the arc oi 
dp rdt ' dt 

a circle of radius r, divided by the time. It is, therefore, the 
iinear velocity v, of a body in a circle. Hence - . „ — ~=/i 

the centrifugal force in a circle. .■- (lit) becomes -^— /— F, 
F being the force by which the point describes any orbit, and 
/ the centrifugal force in a circle whose radius is r, the dis- 
tance of the point at the instant. -t7, the difference of these 

forces at any time, is that by which the radius vector is in- 
creased or diminished, and is called the paracentric force. In 

like maimer, the integral of -j-^ or -r- is the velocity of ap- 
proach or recession from the center, and is called the para- 
centric velocity. The paracentric force is the difference be- 
tween the centrifugal and centripetal forces, 

„ ^. rdi.)' 1 r^daf c" 

i-OR. 1. feince — 77r=^.— r5-=-^- 

ar T at r 

■■■ /=.^- (135) 

Cog. 2. The quantity by which c" is multiplied in (123) is, 

by (4°), equal to — ;. Hence 



— -i-2/Frfr-c' 
Differentiating, p being variable, 
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FORCES. 



Hence F=^, (126) 

p dr ^ 

an expresaion most useful in finding the law of force by which 

a given oi'bit may be described. 

_, _.. , ds^ dr^'+r^dM^ T'du" c' 

LoE. 3. hmce d =^:i=' — -t^ — = ' jj.a =~! 

at dt p at p- 

and (126), ^.J^=il'.i§:. ,. ,-=2T/^. (137) 

^ ' p dp 2ap dp 

But f;T-— i chord of curvature through the poie, and (if F 

be constant) is (56) the space through which a body must fall 
to acquire the velocity v. Hence the velocity of a body at any 
point of its orbit is equal to that acquired by falling through 
one fourth the chord of curvature through the pole. 

Application of the preceding formulje to the motions of the 
planets. 

368. Observation has established three facts respecting the 
motions of the planeta, which, from their discoverer, are called 
Keplei-'s Laws. 

1°. The areas described by the radius vector of a planet are- 
proportional to the times. 

2°. The orbit of a planet is an ellipse of which the center of 
the sun is one of the foci. 

3°. The squares of tlie times of revolution of the different 
planets are prt^ortional to the cubes of their mean distances 
from the sun, or the semi-major axes of their orbits. 

These taws relate only to the center of inertia of each planet, 
and conclusions from them must be limited to the motion of 
that point: in other words, to the motion of translation of the 



369. Prop. The accelerating force by which a planet describes 
its orbit is directed to the center of the sun. 

For, by the first of Kepler's laws, the areas described by 
the radius vector are proportional to the times, and when this 
is the case, by Art. 351, the force must be directed to the point 
about which this equable description of areas takes place. 
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228 DYNAMICS, 

370. Prop. The force by which a planet describes its orbit 
varies inversely as the square of its distance from the center. 

By the second law the orbit is an ellipse. The equation of 
an ellipse referred to the focus as a pole is, 

'■" i+ecos.{o,-ey < ^^^^ 

in which a is the semi-major axis, called the mean distance, and 
e the eccentricity. The angle is an angle 
made by a fixed line, through the focus with 
the major axis, recltoned from the lower 
apsis, or least distance, and called the longi- 
tude of the perihelion, the lower apsis being called the perihel- 
ion, and the higher the aphelion. The angle u—Q, which ex- 
presses the angular distance from the perihelion, is called the 
true anomaly. 



Patting r=- in the above equation, we get 
_l+ecos.{t.-0) 
«{l-0 • 
Differentiating in reference to «, 

du_ e.Fiin. (w— 9) 
^)^ «(l-e') ' 
Diiferentiating, again, 

d'u ecos. (u— 6) 
dM^ «(1— e') 

Adding (6) to {a). 



(«) 



Differentiating (134), 



v+»= 



do>' 

The coefficient of -^ being constant, the force vai'ies inver 
ly as the square of the distance. 
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CENTRAL FORCES. 22V 

Hence the coefficient of — is the intensity of the force at the 
unit of distance, or the absolute force. 

371, Pkop. The intensity of the force is the same for all the 
planets at the same distance. 

The quantity c (109) is twice the area described in tJie unit 
of time. If, therefore, T be the time of one revolution of a 
planet, cT will be twice the area of the ellipse described by 
the radius vector. 

But the area of an ellipse is TTat=7rn''Vl— e^ 
.-. cT=2tTaWl-e\ 

Similarly, if a', e', c', T' express the same quantities in any 
other orbit, we shall have 

c" _4frV^ 

By Kepler's third law. 



■• 0(1-.') a'(,l-,y 
Hence the force does not vary from one planet to another 
except in consequence of change of distance. 

372. Peop. To find the velocity of a plariet at any point in its 

By (131), v'=c'-2fFdr. 

Substituting in this the value of P (129), we have 

Integrating, v''^c'+ ^ ,l -.-. 

To determine c', we must know the velocity at some given 
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distance, or at what distance and with what velocity the planet 
was originally projected into space. 

Let 11, be this primitive velocity, and r, the corresponding 
distance. 

Then „5=^+_^^.i, 






(131) 



Otherwise. From Art. 367, Cor. 3, we hav« 



and (Analytic Geometry) p'^ ■ _ — — „ "j; ' . • 

Cor. 1. Hence the velocity is greatest when r ia least, or at 
perihelion, and least at aphelion, where r is the greatest. 

Cob. S, If a body move in a circle whose radius is r, u, be- 
ing its velocity, the central force is 

if the force is the same as that which retains the planet in its orbit. 



■ «■(!-.■)■ <■ ■o(l-e')'> 

=2a~r : a. 
That is, the square of the velocity in the ellipse is to the square 
of the velocity in the circle as the distance of the planet from 
the unoccupied focus is to the semi- major axis. 

CoR, 3. ]ir, =perihelion distance, and r^ =aphe3ion distance; 

th.»,ifm(I31)r=r,,.-=-i^il-^.?^=-5^-^.!i, (a) 

„ „ , e" 3»-' -. c' >•, ,,, 
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ENTEAL FORCE 



or, the velocity at the extremity of the minor axis is a mean 
proportional between the velocities at the perihelion and 
aphelion. 

373. Prop. To determine the orbit which a body will describe 
when the force varies inversely as the square of the distance. 

If /( be the force at the unit of distance, then 



This, substituted in (124), gives 



which is the differential equation of the orbit. 
To integrate this, we find 




or, replacing the value of z, 

u=^+b COS. (m~ 



l+— cos.(u-(9) 



which is the equation of a conic section refeiTed to the focus. 
Hence the orbit which a body will describe when the force 
varies inversely as the square of the distance is a conic section. 
To determine the constants, and therefore the dimensions 
and form of the orbit, some other circumstances must be given. 
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'332 nyNAMics. 

Suppose we know v, the initial velocity or velocity of pro- 
jection into space, p the distance of the planet from the sun, 
and ^ the angle n:\ade by the direction of projection with the 
distance. 

By Art. 367, 5", sin. ip=^. 

as 



Hence (118), c= 


p'db) ds pdui 


=p.v 


..in.*. 


By (121), e^ 


=c'-2fTdr=c'+-!~. 




.: c'= 


' P' 






Comparing (139) 


with (198), we 


see 


that 


aCl-e- 


, C be' 


=;( 


cV+^')l 






and e==~-|-i = i-h ^— ^^-. (d) 

Cor. From (c) it appears that the semi-major asis a depends 
only on the distance p and the velocity of projection v^, and 
is independent of the angle of projection i/i. Hence, in what- 
ever direction the body is projected, the major axis of the orbit 
will be the same. 

The orbit will be an ellipse, hyperbola, or parabola, accord- 
ing as the value of e is less than, greater than, or equal to unity. 
or {d) according as 

' p' 
is negative, positive, or equal to zero. 

Or, since (99), i''=^j'(l-^). if «=®. v'=^. Therefore, 
when a body is attracted from an infinite distance to a center 
of force which varies inversely as the square of the distance, 
the square of the velocity at any distance p is 
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V,— — ana », — — =0. 
P P 

Hence the orbit will be an ellipse, parabola, or hyperbola, ac- 
cording as the velocity of projection is less than, equal to, or 
greater than, that acquired from an infinite distance. 

374. Prop. To find the time of describing any portion of the 
orbit. 

Substituting the value of F=~ in (122), we get 

df '^r' r " 
The values of the constants found in terms of the elements 
of the orbit in the preceding proposition are 

c'=— and c'=ij,a{l~-e^). 

Substituting these values, and multiplying by — , we obtain 
a r'dr' 



fi' dt' 



■-!-{«- 



/a\ 2 rdr 

Hence a<= ( - ] . , , . 

\lij Va'e'-{a-ry 

In order to integrate this expression, let (a—r)=aez, i 

\ftJ I Vl-^-' VJ-sM 
Integrating, i= (^j \cos.-'%-e(\-z''f\-^h. 

When z=\, or r=a—ae, and the body is at the nearer 
then (| =A= the time at the perihelion. 

Hence the time through any portion of the arc fro 
perihehon is 



-i, = (y')oo!.-2-e(l-»')4i. 
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If z= — l, r=a+ae, and the body is at the further apsis, i 
which case t—t, is the time of half a revolution, and 



'-'.='©'• 



Also, if T be the periodic time, 

T'= -ocaS 

or the square of the periodic time varies as the cube of the 
mean distance. 

375. ScHOL. The quantity p. which enters into the results of 
the preceding investigations is the value of the accelerating 
force at the unit of distance from the center of force. Now 
the attractive forces of the sun and planets vary directly as 
their masses, and if M be the number of units of mass of the 
sun, and m the same of any planet, and if we assume for the 
unit offeree the attraction of a unit of mass at a unit of dis- 
tance, M will express the attractive force of the sun at the unit 
of distance, and m that of any planet ; and the whole force by 
which they will tend to approach each other, or the whole force 
which the sun, regarded as fixed, exerts on the planet at the 
unit of distance is M+m=ii; and for any other distance r. 

The intensity of the solar and planetary attractions may be 
expressed in terms of terrestrial gravity. For this, let j-, be 
the radius of the earth, and m, its mass, and since the forces 
are directly as the masses, and inversely as the squares of the 
distances, we have 

^_M_ . Mr', 

the fourth term being the attractive force of the sun at any dis- 
tance r. Similarly, the attractive force of the planet is ■ — '-^g; 

hence their jomt mfluence is — r~-~~~S=~^-' — 'S> "^ which 
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CENTRAL F0ECK3. i!=-i-"> 

— ^.ff is that which was assumed above for the unit of force, or 

m, 

the attraction of the unit of mass at the unit of distance. 

376. EXAMPLES. 

Ex. 1. Required the Yelocity and time when a material 
particle is attracted to a fixed point by a force varying in- 
versely as the square root of the distance. 

Arts, v—^i^'la^—ar)^ 

Ex. 2. Find the velocity and periodic time of a body re- 
volving in a circle at a distance of n radii from the earth's 



•-(f)' 



P=2ii 



(f)' 



Ex. 3. Find the least velocity with which a body must be 
projected from the moon in the direction of a line joining the 
center of the earth and moon, so that it may reach the earth. 

Ex. 4. Given the velocity, distance, and direction of pro- 
jection, when the force is attractive and varies as the distance, 
to find the orbit. 

Ex. 5. A body is projected in a direction which makes an 
angle of 60° with the distance, with a velocity which is to the 
velocity from infinity as 1 -.VS : the force varying inversely 
as the square of the distance. Find the major-axis, the posi- 
tion of the apsis, the eccentricity, and the periodic time. 

Ex. 6. A body is projected at a given distance from the 
center of force with a given velocity, and in a direction per- 
pendicular to the distance, when the force is repulsive and 
varies inversely as the cube of the distance. Find the path of 
the body. 
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HTDROSTATICS. 



CHAPTER I. 

377. Mattf.k exists in the various states of solid, fluid, and 
aeriform. In solid bodies the liomogeneous integrant particles 
cohere firmly, and do not admit of interchange of position. 
The homogeneous integrant constituents of fluids possess less 
cohesion, and change their position among each other on the 
application of a moderate force. 

Fluids differ from each other in the degree of cohesion of 
their constituent parts and the facility with which they will 
yield to the action of an impressed force. 

378. A perfect Jluid is one in which the cohesion of the con- 
stituent particles is so feeble that the least force ia capable of 
effecting a separation and causing motion among each other 
in all directions. Perfect fluids are the only ones which will 
he made the subject of investigation. 

Fluids are divided info two classes, incompressible or liquid. 
and compressible or aeriform. 

379. Incompressible Jiuids are those which retain the same 
volume under a variable pressure. They may he made to take 
an infinite variety in form, which form they will retain when 
acted upon by no external pressure nor accelerating force. 
Of this class water may he regarded as the type. 

380. Compressible Jiuids, of which atmospheric air is the 
type, change at once in form or volume with every variation 
of pressure which they sustain, and return again to the same 
form and volume when the same circumstances of pressure and 
temperature are restored. 
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PRINCIPLE OF EQUALITY OF 

381. Prop, A force oi- pressure applied to a given portion of 
the surface of a fiuid is transmitted, undiminished in intensity/, 
to every other equal portion of the surface. 

A force impressed on a solid is effective only in the direc- 
tion of its action, and is sustained by an equal force impressed 
in an opposite direction. Applied lo a fluid tiie force is effect- 
ive in every direction, and can be sustained only by forces ap- 
plied to every point in the surface of the fluid. 

Let the annexed figure 
represent a section of a 
ve=i=el filled i^ith a fluid 
without v\ eight In this 
case, SNpposmg the pie-^s 
ure of the atmosphere re 
moved aho, the smface oi 
the iiuid vi'ould be subject 
to no pressuie, ind would 
retain its form if the aides of 
the vessel were removed. 

Let an aperture of a giv- 
en size, as one square inch, 
be made in either side, AB, 
and a piston be accurately fitted to it, and supposed to move 
without friction. Now, since the particles are without friction, 
a force P, of one pound, applied to this piston, will act upon 
the stratum of particles in contact with its base, and this stra- 
tum upon the next, and so on. The force will therefore be 
transmitted to the opposite side, EF, and will cause motion in 
the equal piston P', , unless counterpoised by an opposite force 
of one pound. If this counterpoise be applied, then, since the 
particles move freely among each other without resistance 
from Iriction or cohesion, the particles in the direction of the 
applied forces will act on those lying without, and will commu- 
nicate motion to them, unless resisted. A motion will therefore 
be communicated to any equal piston P',', unless sustained by a. 
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pressure of one pound. Hence both pistons V\ and P\' will 
sustain the same pressure by the action of P,. 

Further, if tho pistons P\ and P'f were contiguous, or one 
of them twice the size of Pp then it is obvious that a force of 
two pounds would be necessary to preserve the equilibrium ; 
or, if the base of the piston P^ be four times that of P,, then a 
force of four pounds would be necessary to keep P, at rest; 
and if the base of one piston be n times that of the other, the 
pressure on the former will be n times that on the latter, or a 
force of one pound wilt produce a pressure of n pounds, where 
n may be the ratio less one, of the whole surface of the vessel 
to the base of the piston. 

CoR. !. The pressures P, and P„ on any two portions A; 
and A„ of tho surface Tvill be proportional to their areas, or 

rrTr- <'^*' 

Also, the normal pressure p on a unit of surface will be 

Cor. 2. Every stratum of particles in the interior, of the 
same dimensions as the base of the piston, wherever situated 
and however inclined, is subject to a pressure equal to that ap- 
plied to the piston ; and since the fluid is without weight, every 
particle presses and is pressed equally in every direction. 

Cob. 3. If all the pistons except P and P' be firmly fixed, 
and P be forced in, since the fluid is incompressible, whatever 
fluid is displaced by P will be forced into the tube P'. If h and 
A' be the spaces through which the pistons move, a and a' the 
areas of their bases, then 

ha=h'a'. 
But P and P' being the equilibrating pressures on these areas, 

a'~P'' 
hence ;iP=:A'P', or AP-A'P'=0, 

or the principle of virtual velocities apphes to fluids in equilib- 
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i U I L I B R I U M. 



SURFACES OF -EaU I LIBRIUM. 

. Piiop. The free surfaceofajluid subjected to the action 



t equilibrium, perpendicular 




of an accelerating force is, when i 
to the direction of ike force. 

A liquid void of gravity will take and retain any form im- 
pressed upon it ; but when subject to the action of an acceler- 
ating force, a containing vessel will be necessary in order to 
preserve a coherent mass. 

Let ABCD be the section of a ves- 
sel containing a fluid subject to the ac- 
tion of gravity, the base DC being hori- 
zontal. If any portion of the free sur- 
face, as ahc, have a direction not per- 
pendicular to the direction of gravity, 
this force may be resolved into two 
components, one of which is parallel to this surface ; and since 
the particles are free to move in that direction as down an in- 
clined plane, they will yield to this component. But whenever 
every portion of the surface is perpendicular to the direction 
of gravity this force will have no component in the direction 
of the surface, and every portion of it will be urged vertically 
downward with equal intensity. 

Cor. Hence the surfaces of fluids at rest, and acted on only 
by gravity, are horizontal. But since the directions of gravity, 
acting on particles remote from each other, are convergent to 
the center of the earth nearly, the surfaces of large masses of 
floid are not plane, but curved, and conform to the general 
figure of the earth. 

383. Prop. If a vessel containing a Jluid be moved horizontal- 
ly with a constant accelerating force, the surface will take the 
position of an inclined plane. 

Let the vessel ABCD containing a fluid he moved horizon- 
tally with a uniformly accelerating force P. Then any ele- 
ment, A, of the surface, whose weight is w, and mass - (2S), 
will be urged by its weight lo in the direction kg, and by its 
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inertia P— in the direction kh and 

g 
therefore by their reaultint in the 
• direction ho. As the same i& tiuu 
of every element of the suifice the 
whole surface (Art. 383) will 1 e per- 
pendicular to ko. 
Let the angle of inclination to the horizon HIM— I. Then, 
since HlM=okg, 




tan. oJcff—tan. I— — ^=-. 
^ w g 

3S4. Prop. If a vessel containing ajiuid he made to revolve 

uniformly about a vertical axis, the surface of thejluid will take 

the form of a paraboloid of revolution. 

^ X T., Let the vessel ABCD revolve uni- 

formly about the vertical axis XX,. 
Any element k of the surface will be 
urged horizontally by a centrifugal force 
directed from the axis, and vertically 
downward by gravity. Let w be the 
angular velocity of the fluid, w the weight 
of the element k, and y its distance kM 

fi-om the axis. Then (83) we have, for the centrifugal force P 

of this element. 




Being urged vertically downward by its weight w, the s 
of the element will be perpendicular to the resultant (!;R=R. 
of these two forces. Jf this resultant be produced to meet the 
axis in N, we have 

^Rkg=^ ^SNM, 
R^ AM 
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.■. the subnormal MN=— = a constant, a property of the 
parabola. Hence the surface is a paraboloid of revolution. 



J IMMERSED 9CEFACES. 

385. Pkop. The pressure on the horizontal base of a vessel 
containing an incompressible fiuid is proportional to its depth 
below the surface of the fluid, and independent of the form of the 
vessel. 

Let HO be tbe free surface of the fluid in 
the vessel ABCD, whose base DC is horizon- 
tal, and suppose the fluid divided into hori- 
zontal strata of small but equal thickness. 

Let a,, a^,aj, &;c., denote the successive 
strata, 

Aj, Ai, Aj, the units of surface in each, 

Pj, P,, P3, the v^hole pressure on each, 

P^, p,, ^2' ^he pressure on a unit of each, 
a the common thickness of the strata, and p the density of the 
fluid. Since the thickness of each stratum is supposed indef- 
initely small, the upper and lower surfaces of each may be re- 
garded as equal. 

Now the weight of a, is w^^gpaA.^ (24), 



s w„ =gpaA„^ 



The pressure 
on a unit of « is 



slV 



:p. (135), 
on a^ is Pi=P,+ui,=P„+gpaA„ 
on a unit 01 a^ is ■T~="r" "I — 7r~ 
on a^ is P^^Pi+w^^P.+g'P^A, 
. „ . P, V,^gpaK, 
on a unit 01 a, is t~"— l — I — i" ■ ' 



or Pi—Pa -i-gpd, 

n- p^=p ,+gp.a=p ^+gp.2a. 



on a^^y is P„— P^i+!(i,=P^_i-i-g'paA^ 
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on a unit ot a^, is t-~"'a~"' A or^„— ^jj+g'p.wa. 

But na=h is the depth of a„^, below the surface of the fluid, 
and if the upper surface of a^, represent the surface of the 
base, A the number of units in the base, then the pressure p on 
a unit of the base will be 

and the whole pressure on the base 

P=Ap=Ap„+g'pAA=P„+gpMaA. (13t>) 

CoR. 1. Since AA is equal to a prism whose baso is A and 
height h, and gpliA is its weight, if we disregard P„, which 
may represent the pressure of the atmosphere on the surface 
of the fluid, we have, for the pressure of the fluid on the base 
of the vessel, the weight of a column of the fluid whose base is 
that of the vessel, and height tits height of the surf ace of the fuid 
above the base. It is obviously immaterial whether the surface 
pressed is that of the base of the vessel or a horizontal surface 
of an immersed solid. 

CoR. 2. Since a cubic foot of water weighs 1000 oz.=63.5 
lbs., we have, for the pressure on the base of any vessel con- 
taining water, 

P=62.5 hA lbs., (137) 

where k is the height in feet of the surface of the water above 
the base, and A the number of square feet in the base. 

Cor. 3. The pressure on every portion of a horizontal stra 
turn of the fluid will be the same, and since this pressure is 
transmitted equally in every direction, the pressure on every 
element of the sides of the vessel having the same depth will 
be equal to that on the surface of the stratum. If the sides of 
the vessel are inclined, this pressure will be the normal press- 
ure on the sides at that depth. Let the annexed figures. A, 
B, C, D, represent vessels of different forms and capacities 
with equal bases. Then the pressures on the base of each 
wiii be equal when filled to a common height, and the points 
a, b, c, e, g, h, k, I, m, having & common depth, will be equally 
pressed normally to the surfaces. In E the horizontal surface 
df of the vessel will experience the same pressure vertically 
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upward as that lo which the stratum _/^ of the fluid is subject. 
Moreover, the stratum^/^ being in equilibrium, must be press- 
ed equally upward and downward. The downward pressure 
is equal to the area of the section fg into the depth h of the 
section below the surface of the fluid in the vertical branch. 
But the upward pressure is due to the pressure of the fluid in 
the inclined' branch ; and since the area of the section fg is 
common to the measures of botli pressures, the vertical heights 
of the fluid in both branches are necessarily equal. 

386. Pbof. The normal pressure on any plane surface in- 
clined to the hirizon is proportional to the depth of its center 
of gravity below tlie surface of the fluid. 

Let k be any indefinitely smali element of the immersed sur- 
face, X its depth, and p the pressure it sustains. By the pre- 
ceding proposition, 

p=gftxk; 
and since the pressure is the same in every direction, p will be 
the pressure normal to this element, whatever be its position 
or inclination. The expression for the normal pressure on 
every other element wiil be of the same form. Hence the 
whole normal pressure P will be 

P = Sgpxk =^gpSxk. 

Let X be the depth of the center of gravity of the immersed 
surface below the surface of the fluid, and A its area. Then 
(29), Ax~S,xJi; 

.: V=gpAxa.x. (I3S) 

CoK. Since gpAx is the weight of a prism of the fluid whose 
base is A and altitude x, the normal pressure on any immersed 
surface inchned to the horizon, or on any side of the contain- 
ing vessel, is equal to the weight of a fluid prism whose base 



.y Google 




s the surface pressed, and height the depth of its center o) 
;ravity below the fluid surface, or, if the fluid be water, 
P^e2.5 Ax lbs. (139) 

887. Prop. To find the pressure on any immersed surface or 
ide of a vessel in a given direction. 

Q ,, Let P be the normal pressure on 

the inclmed side, CDFE=A of the 
vessel CBE, and let it be required 
to determine the horizontal and 
vertical pressures on A. Let a be 
the angle which the side A makes 
with a vertical plane, and (i its in- 
clination to the horizon. Then, 
since PAP,=(t and 'PAV^^P, resolving P horizontally and 
verticafly, we have 

P,=Pcos. a^g-pSAcos. a, 
and Pa=P COS. (i=gpxA cos. /J. 

But CDHG=:Ai is thp projection of the side Aon a vertical 
plane, and EFIIG=A„ is the projection of the same side on a 
horizontal plane. 

Therefore, A, = A cos. o and A^^A cos. &, 
and P,=^pA,-c and V^~gpk^x. 

Hence the horizontal pressure on A is equal to the weight 
of a prismatic volume of the fluid whose base is the vertical 
projection of A and height the depth of its center of gravity ; 
and vertical pressure, a volume whose base is the horizontal 
projection, and height the depth of the center of gravity of A. 
And generally the pressure on any immersed surface in a given 
direction is equal to the weight of a prismatic column of the 
fluid whose base is the projection of the. surface on a plane per- 
pendicular to the given direction, and height the depth of the 
center of gravity of the surface below the surface of the fluid. 
3S8. Pifop, To find the resultant pi-essui-e of a fiuid on the in- 
terior surface of ike containing vessel. 

Let ABCD be a section of a vessel of any form filled with 
a liuid. When the sides of the vessel are curved, the normal 
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pressures on the elemeufs of the 
surface will not be parallel. But 
we may resolve the normal press- 
ure on each element into vertical 
and horizontal components, and 
each horizontal component into 
two others parallel to two rectan- 
gular axes. We shall then have 
to find the resultants of three sets 

of parallel forces, and, finally, the resultant of these three re- 
sultants. We may, however, determine the resultant more 
simply, as follows : 

1°. The resultant of tho horizontal pressures. 

Let HK be the intersection of a vertical plane by the plane 
ABCD produced, and let k be the vertical projection of any 
element /s, on this plane. Now the normal pressure on the 
element A-, of depth a,k,=k is AA,, and the horizontal press- 
ure {Art. 387) is hk. The horizontal pressure on each ele- 
ment being of the same form, tho whole horizontal pressure 
perpendicular to HK of the surface convex toward HK will 
be S.M. But to every element k, of the surface convex to- 
ward HK there is a corresponding element k^ of the surface 
concave toward HK, the projection k of which is the same. 
Hence the horizontal pressure on k^ is —hk, and the pressure 
on the whole surface concave toward HK is —Zhk. The re- 
sultant, therefore, of all the horizontal pressures perpendicular 
to KH is SM-SM=0. Since the same is true on whatever 
side of the vessel the plane HK be drawn, the resultant of ail 
the horizontal pressures will he zero. 

2°. The resultant of the vertical pressures. 

The pressure on the element k^ vertically downward is the 
weight of a filament of the fluid whose base is k, and height 
a,k,. The pressure on k' vertically upward is equal to the 
weight of a filament of the fluid whose base is k' and height 
a, A'. The resultant of the pressures on the corresponding ele- 
ments k' and k, is therefore equal to the weight of the fila- 
ment of fluid k'k,. In the same manner, the resultant of the 
vertical pressures on any two corresponding elements will be 
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the weight of the filament of fluid whose bases are these ele- 
ments. The resLihant of all the vertical pressures will then 
obviously be the sum of the weights of these filaments, or the 
weight of the fluid. 

Hence the resultant of all the partial pressures on the in- 
terior surface of the vessel is equal to the weight of the fluid, 
directed vertically downward, and will pass through the cen- 
ter of all the parallel vertical pressures {Art, 44), or the center 
of gravity of the fluid (Art. 94). 

Cog. Since the horizontal pj'esisurcs balance, there will be 
no resultant pressure to cause motion in 
\ / the vessel horizontally. If, however, 

\ /an aperture be made on one side of the 

\ / vessel, the pressure on this portion of 

-*-A L^ the vessel will be removed, and the 

\ ^^^ pressure on the corresponding opposite 

portion wiO tend to produce motion in 
that direction, and if the vessel be free to move, motion will 
actually ensue. 

389. Prop. To find the resultant pressure on any solid im- 
mersedin afiuid, anditspoint of application. 

1°. The horizontal pressure on any element of the immersed 
,^ a solid is the same as that on the 

vertical projection of the element 
{Art. 387), and the entire press- 
ure on each of the opposite sur- 
faces of the solid wilt be equal to 
that on their vertical projections. 
But the projections of any two op- 
posite surfaces on the same vertical plane are equal. Hence 
the horizontal pressures on any two opposite surfaces are equal, 
and the resultant of the horizontal components of the pressures 
in every direction is zero. 

%°. The vertical downward pressure p' on any element k' 
of the upper surface is equal to the weight of a filament of the 
fluid ak' whose base is k' and altitude ah'—h', or if k be the 
horizontal transverse section of the filament through the cen- 
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ter of gravity of /c', p'^gph'k. But the sum of ail tiie filaments 
resting on the upper surface of the solid is equal to the volume 
V of the fluid vertically above the solid, and the whole down- 
ward pressure P' is the weight of this volume, or 
'P'=I..p'^gpS.k'lc=gpY'. 

In the same manner, the vertical upward pressure p , on the 
corresponding element k, of the lower surface is equal to the 
weight of a filament ak, of fluid whose base is k, and height 
akj=hj, or pj=gph^k. But the sum of all these filaments is 
the volume V, of the solid and fluid above the upper surface, 
and the whole upward pressure P , is the weight of this volume 
of fluid, or 

'P,=Sp,=gpS.h^k=gpV ^. 

Now h,~-h'=h is the length of the filament k'k, of the solid, 
p,—p'=P its weight, and V^ — V'=V is the volume of the 
solid. 

Therefore, the difference P of the upward and downward 
pressure is 

P=P,-P=2.^,— S.p'=2.p, 
and V=gpS.h,k-gpS.k'k=gpShk=gpY ; 

.-. P=^pV=S;), (140) 

or the resultant pressure is vertically upward, and equal to the 
weight of a mass of the fluid of the same volume as the solid, 

3°, To find the point of application of this resultant. Let 
the distance of the point of application of p=kk from the ver- 
tibal plane HK be x, and the distance of the point of applica- 
tion of the resultant P be x. Then, since the moment of the 
resultant equals the sum of the moments of the components, 
Px^Ii.px, 

and ^=-f=1^7- (■«) 

But (29) the point thus determined is the center of gravity 
of the displaced fluid. 

Hence the resultant of all the pressures on the immersed 
solid is equal to the weight of the displaced fluid, acts vertical- 
ly upward, and its point of application is the center of gravitj 
of the displaced fluid. 
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390. Pkop. To find the conditions of equilibrium of an im- 
mersed solid. 

The conditions of equilibrium involve a consideration of the 
weight of the body. Let V be its volume, and a its density. 
Its weight will be ga\. The body will be urged downward 
by a force equal to gaY applied at its center of gravity, and 
by Art. 389 it is urged upward by a force equal to gpY, since 
the volumes of the solid and displaced fluid are equal. 

In order to equilibrium, then, 1°. These forces must be equal; 
and, 2°. Their lines of direction coincident. 

The first condition gives 

gaY=gpy, 
or a=p ; 

that is, their densities must be the same. 

Cor. 1. If (T be not equal to p, the body will ascend or de- 
scend by a force equal to ^{p— o)V, according as p— a is posi- 
tive or negative. If (3><7, the body will rise to the surface, and 
be but partially submerged. Let V, be the displaced fluid, or 
the part of the solid immersed when the equilibrium is restored. 
Then 

g-pV,=g-CTV, {143) 

and V: V,==p:ff; 

or the whole volume of the solid is to the part immersed as the 
density of the fluid is to the density of the solid. 

Cor, 2. If the centers of gravity of the solid and displaced 
fluid be not in the same vertical line, the body will be acted 
upon by two parallel forces in opposite directions, and will 
cause the body to turn round. The point of application of the 
resultant of these forces may be found by Art. 29. 

391. Dbp. The section of a floating body made by a plane 
coincident with the surface of the fluid is called the plane of 
fiotation. The line joining the centers of gravity of the solid 
and of the displaced fluid is called the axis of fiotation. 

DEPTH OP FLOTATION. 

392. Pkop. To find the depth of fiotation when the volume 
and density of the body are known. 
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Let V be the volume of the body, o its density, Vj the volume 

of the displaced fluid, and p the density of the fluid. Then (142) 

g<TV=gpY„ 

and y,=V 

P 

Now whenever V, can be determined in terras of the depth 
of flotation x, this expression will suffice to determine x. 

If the solid be a right cylinder whose axis a is vertical, and 
the radius of whose base is r, we have 

and V—nr^a; 



If the body be a right cone with the axis vertical and vertex 
downward, let r be the radius of the base, and a the altitude. 

Then the radius of the plane of flotation is —x. Hence 



«yj- 



If the vertex of the cone be upward. 



»/.■ 



393. Prop. To find the positions of equilibrium of a right 
triangular prism when the axis is horizontal. 

Whenever a body can be conceived to be generated by the 
motion of a plane surface perpendicular to itself, and the body 
floats with its axis horizontal, it is evident that, in whatever 
position it be turned, its center of gravity and that of the part 
immersed will lie in the same vertical section ; and, further, 
that the center of gravity of the body will be at the center of 
gravity of the section, and the center of gravity of the im- 
mersed part at the center of gravity of its section. Also, the 
ratio of the part immersed to the whole mass ia the same as 
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the ratio of their sections. We can therefore limit the investi- 
gation to the positions of equilibrium of one of the generating 
scctioDS. 

Let ABC, Fig. 1, be a 
generating section when 
only one angle is im- 
mersed, and Fig. 2 when 
two angles are immersed, 
LetAB=c,AC-^?;,BC=^«. 
AQ=a;,AP=j/,and]etffbe 
C the ratio of the density of 
the solid to that of the fluid. 
Now from (142) we have, in Fig. 1, 

__AQP_^3:y sin. A._xy 

"" ABC ~l^c sin. A ^'bi' 

.'. xy=a.bc. 

In Fig. 2, 

_ BQFC _ABC-AQP_fe- 
"" ABC 




(a) 



■xy 



ABC 

.-. xy=bci^—i5), (I)) 

Since {&) is derived directly from (a), by changing o into 
1 —a, we may examine the case of Fig. 1, and deduce that of 
F^g. 2 from the resuh, by changing winto 1— <7. 

Bisect EC in M, and QP hi m. Join AM and Am. Take 
MM'=iMA and mm'=lmA. M' and m' are the centers of 
gravity of ABC and AQ,P, Join Mm and M.'m'. It is obvious 
that the center of gravity of BQPC is in the line M'm' produced. 
Now the second condition of equilibrium requires that M'm' 
should be vertical, and since Mm is parallel to M'm', Mm is 
perpendicular to QP and MQ=MP. Let AM=li, MAQ=9, 
and MAP=0. Then 

MQ.^-.i;HA'-2Aa; cos. 9, 
and MP'=j/'' ^-k'—Q/iy cos, <p. 

Hence x''—y''—2lixcos.0+2ky cos. ifi=0. (c) 

Substituting in (c) the value of j/ from (a), and reducing, 
x^-2h COS. e.x'+2obch cos. .^..r-a=iV=0, (d) 
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and changing a into l—o, we have for Fig. 2, 

x'~2hco3.e.x''+2{l-o)bcheos. ^.s;— (l-a)'^V^O. (e) 

The values of a; deduced from (d) and (e), and the correspond- 
ing values of y from («) and (&), will give the positions of equi- 
libriuni required. 

Now, since the degree of the equation is even and the abso- 
lute term is negative, there are at least two possible roots, one 
positive and the other negative. The other two roots may be 
real or imaginary. If real, Descartes' rule of" signs indicates 
that three will be positive and one negative. Hence, since the 
values of x and y, which are applicable to the question, are 
necessarily positive, equations (d) and (e) indicate no. more 
than three positions of equilibrium. The values of x must also 
be less than 6, and when subtituted in (a) and (6) give for y 
values less than c. 

Let us take the case of an equilateral triangle. 

Then 6=0=30, a—h=c, and h=b cos, 9— c cos. 0. 

These values, substituted in {d), give 

or {x'~iya'){x'—^ax-)-oci')—V. (/) 

This equation is satisfied by putting 
x'—aa?=0; 
whence x ^ai/o, 

the negative value of x being inapplicable. 

Since 't<1, we have x<^a, and the value of x indicates an 
actual position of equilibrium. But from (a) we have 



y=- 






or one side of the triangle is parallel to the surface of the fluid. 
Equation (/) is also satisfied by making 
a:'— |aa;+(T«'=0; 

whence a: =jS3± -/g-ieo}. {g) 

Now, in order that these values of x may be real, we must 
have 

I6a<9 or 16o=9. 
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Hence ''<K°' °=W 

or a can not be greater than --. 

But if v'9—16ct>1, then a:>a, -which is inconsistent with tho 
supposition that only one angle is immersed. The gi-eatest 
value, therefore, which VO—lGa can have is unity, and in this 
case the second angle will lie in the surface of the fluid. 

Putting V9-16<7=1, 

we get .=i 

for the least value cr can have when one angle only is im- 
mersed. The limits of a for this case are, therefore, 

3 and-. 

If in (ff) we cnange ff into 1— c, we get 

=^\3±VlG^^\. (ft) 

From which it may be shown that the hmits of the value of 
a for this case are 

— - and ~, 
16 2 

Since equations (d) and (e) may have three real positive 

roots each, there may be three positions of equilibrium for 

every single angle immersed, and three for every two angles 

immersed, and therefore eighteen in the whole. But in the 

particular form considered above these are not a!l possible, 

except '^—^t in which case x—a or i/=a; that is, either the 

angle B or C hes in the surface of the fluid. This would ren- 
der six of the positions pertaining to Mg. 1 the same as six of 
those pertaining to Fig. 2, making but twelve really different 

ones. If o>- and '^<77;i there will be nine positions with 
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one angle immersed and three with two immersed ; if a<:i~ 

7 7 

and ''>Tz> niiis of the latter and three of the former ; if <'<t7. 

or "y^r^t there will be only three of each. 



394. Dbf. The center of pressure in any immersed surface 
is the point of application of the resultant of all the pressui-es 
upon it. It is therefore that point in an immersed surface or 
side of a vessel containing a fluid, to which, if a force equal 
and opposite to the i-esultant of all the pressures upon it be 
applied, this force would keep the surface at rest. 

395. Pkop. To find the center of pressure on any immersed 

Let the immersed surface 
be the inclined side AE of 
the vessel ABE supposed to 
he filled with a fluid. Let x 
and y be the co-ordinates of 
any element k referred to 
the rectangular axes AY and 
AX, and kk=h the vertical 
distance of the element be- 
low the surface of the fluid. 
Then the normal pressure /> on k will 
p=gphL 

The pressure on each element will be of the same form, and 
their sum or resultant R will be 

The moment of each partial pressm-e, in reference to the 
plane through AY perpendicular to AX {Art. 46), will be px, 
and the moment of each, in reference to the plane through AX 
perpendicular to AY, will be py. Hence, if x and y are the 
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co-ordinates of the point of application C of the resultant R, 
we have (Art. 43) 

U=S.p, Rx=Spx, Ry=S.pij. 
If Q be the inclination of the side of the vessel, or immersed 
surface to the surface of the fluid, we have 

Hence p=gpxk sin, 6, 

and '^='Z.gpxk sin, 0— gpsin. O.^.xk, 

Rx=S,.gpx'h sin. 0=gp sin, 0.^.x% 

Ry= "L.gpyxk sin, 0=gp sin. S.'^.xyk. 

__S.x'k 

^°<^' ^=^t ^'''^ 

When the tipper boundary is below tne surface of the fluid 
and at a distance a from it, then, since the pressures p are 
limited to the immersed surface, h=(a+:c) sin, 6, and we shall 
have 

"^ s{<i+i);. • '■"*' 

Further, if the axis of x is so taken that it will bisect ever> 
horizontal line of the immersed surface, the pressures on oppo 
site sides of this axis will obviously be equal, and the centei 
of pressure will lie in this axis or ^=0. 

It win be observed that the numerator of (143) is the mo 
ment of inertia of the surface, and that the denominator is the 
statical moment. Hence the denominator is equal to the area 
of the surface multiplied by the depth of its center of gravity 
(39), Hence, if A be the area and ^| this depth, 
_ Lx^k 

396. Prop, To find the center of pressure of a rectangular 
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surface vertically immersed, and having one side in ike snrfac 
of the fluid. 

Let YY| be tbe line of intersection 
of the immersed surface ABCD with Y, 
the surface of the fluid, and conceive 
ABCD divided into n rectangles by 
horizontal lines, n being a very large 
number. Let AB~b and AD=h, 
and draw OX bisecting the rectangle. j 

The center of pressure is obviously 
in OX and y=0. To find x, we have, since the height of each 

small rectangle is -, (ox the area of each, 

bh 

The distances of these rectangles from the surface are 
k 2h 



their squares, 



3Vi^ „ 



-+. ' 



bh\ 



=—{r+2'+P+ n\ 

n ^ 

But when n is very large, the sum of the mth powers of the 
natural numbers 1, 3, 3, &c., to n is ^7-1- 

.-. S.x'k=^^.-=^ih'. 
Also, AS, =6A.^A=^6A*. 

- Wi' 

■■■ ''=W =^''' 

or the center of pressure is two thirds the height of the rect- 
angle below the surface of the fluid. 

307. Prof. To find the center (if pressure when the immersed 
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triangle, having one side horizontal and the opposite 
rface. 

1 Let BDC be the triangle, A its height, 

and b its base, and suppose the triangle di- 
vided as before into n horizontal divisions. 
The heights of the successive divisions 



the lengths, 



the depths, ^i — "t ^-2— — ' ^'x= — ' ^'^■ 

Their areas, considering the horizontal sides of the 
ive trapezoids as differing insensibly from each other, arc 
hh 2bh , 3bh „ 

Multiplying these by the squares of their depths, and taking 
their sum, we have 

b¥ , 2'bh' S'bh" „ ifbh' 



l.x''k=-—+- 







=7-4=*"' ■ 


&c 


Iso, 


A= 


=i6ft,ancl x, = %h 






AM,-- 


= \bh: 




ence 


'' 






Know 


BE bo 


drawn bisecting 


tiie 



ure vt'ill be in BE, and at a distance from the surface BO=|BE, 
398. Prop. To find the center of pressure when the base of the 

triangle lies in the surface. 

In this case the heights of the successive divisions of the tri- 
h 

angle ADB {Fi.g., Art. 397) 

the lengths, b — , h , b- 



are - ; 
3/) , 
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the depths, 






which, multiplied by the squares of the depths, and their sum 
taken, give 

W blf 2'hh' 'i'bh' 3'6/i' ^'hh' 
■S..:ek=—^ r+--i — — ^+-^ — -^-+. &C., 

bh'n' bh'n' 

~—r.— — —r.~-=ibh—ion ^TsWi, 

n' 3 n i ■^ ' '" 

and Axj=ibh.^h=^bk'. 

Draw DF bisecting AB, and talte FO'^-^FD. O' is the cen- 
ter of pressure of DAB. 

399. Prop. To find the center of pressure when a rectangle is 
immersed vertically, having a side parallel to the surface of tlis 
fiuid and at a given distance below it. 

Let a be the distance of EF, the upper <, t b 

side of EFCD from AB the surface of the 

fluid, and conceive the rectangle divided 

as before into n divisions whose heights 

h , 6A TT ■ / 1 1 

are — , and areas — . Using (145), and 

reckoning x from EF, the origin of the 
i, the depths are 
h 



«+-, 



, a+—, &c. 



, ^ , abh' bh' 2abh' 2''bk' 3ff&/(' S'bh' „ 
Hence S.(«+3;)a^S=—r+-T+ — ^+ — s-+ — r-+ — ^+Ac- 



=— r(l+3+3+....w)+— (r+2'+3'+--.nO 
abh' n' bh'n' , ,,,,,,,, 
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And 



'S.{a+x)h=Ax,- 






=M0. 



Hence 



LO- 




abh+^-bh" 
2h+3a _^ d'-a' 

in which d=A'D~a+k. 

400. Prop. To determine the conditions of equilibrium of 
fluids of different density. 

J When fluids of different densities which 
do not mix or unite chemically are contain- 
ed in the same vessel they will arrange them- 
selves in the order of their densities, the most 
dense taking the lowest position. This is ob- 
vious from the ready displacement of their 
particles and Art. 390, Cor. 1. 

The Jimiting surfaces of each will likewise be horizontal ; 
for, in order to equilibrium, any horizontal stratum must sus- 
tain in every part of it the same pressure. But if the common 
surface, as EF, of two of them be inclined, then a horizontal 
stratum, as HR, will sustain at different points, as and 0', 
superincumbent columns of fluid of different weights, and. the 
equilibrium will not subsist. 

401. Prop. In communicating tubes, the 
heights at which fiuids of different densities 
will stand above their common base when in 
equilibrium, are inversely as their densities. 
In the bent tube AED, let one fluid oc- 
cupy the portion AR, and the other the por- 
tion RED, the fluids having the common 
base HR. Let h be the height of the fluid 
in AR above HR, and p its density. A' the 
height of the surface CD above HR, p' its 
density, and let the common base nR=:A, 
The pressure of the fluid in AR on A is 
. gphA, and that of the fluid in RED on the 
same base gp'h'A. In equilibrium these 
pressures will be equal. 



.y Google 



Therefore gpkA=gp'h'A, 

and ^-^. (149) 

403. EXAMPLES. 

Ex. 1. A cubical vessel, each side of which is ten feet square, 
is filled with water, and a tube thirty-two feet long is fitted to 
an aperture in it, whose area is one square inch. If the tube 
be vertical, of the same diameter as the aperture, and filled 
with water, what is the pressure on the interior surface of the 
vessel, neglecting the weight of the water it contains ? 

Since the weight of a cubic foot of water is 1000 oz., the 

weight of one cubic inch is j^rxx=.sn87 oz., and the weight 
of 32X12=384 cubic inches is 384X.6787=222.220S oz. = 
13,8888 lbs. This is the pressure on the aperture, or one 
square inch of the surface of the water in the vessel. 

The number of square inches in the interior surface of the 
vessel is exlO'X 144^86,400. 

Then, Art. 381, the pressures being in the ratio of the areas 
pressed, the whole pressure on the interior surface will be 
P= 13.8888X86399= 1,200,000 lbs. nearly. 

Ex. 2. What is the pressure on the bottom of the vessel in 
Ex. I when the weight of the water in the vessel is taken into 
account; 1°, without the vertical tube, and 2°, with it. 

1°. The base of the vessel is 100 square feet, and its depth 
10 feet. Hence, Art. 385, 

Pj = 10X100X62.5=69,500lbs.=the weight of the water. 

2°. The pressure transmitted to each square inch of the base 
by the water in the tube is 13.8888 lbs. Hence the whole 
transmitted pressure Pa = 13.8888X 10'Xl44 = 200,000 Ibn, 
nearly, and the entire pressure on the base is P=262,500 lbs. 

Ex. 3. What is the pressure on each vertical side of the ves- 
sel without the tube? 

The depth of the center of gravity of each side of the vessel 
is 5 feet. Hence, Art. 386, 

P3=5X10'X62.5=3],250 lbs., 
3C|ual one half the pressure on the base. 
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Thus we have the whole pressure on the interior surface of 
the vessel, including that produced by the water in the tube, 
P+Pi+4P3 = 1,300,000 
+ 62,500 
+ 1 25,000 
= r387,500 lbs. 
£!x. 4. Required the pressure on the base of a conical ves- 
sel filled with water, the radius of the base being r=5 feet, and 
the altitude a=10 feet. 
By (137), P=62.5AA lbs., in which h—a, and A^nr". 

.'. P=62.5TTr'«=62.5X3.1416X35X10=49,087.5 lbs. 
Mx. 5. Required the normal pressure on the concave surface 
of the cone of Ex. 4. 

The slant height of the cone is i/«'+r', and the concave 

surface is 2Trr- — . The vertical depth ol Xhe center of 

gravity of the concave surface is — . 

Hence (137), P. -63.5X jtt,- vV+? 

=62.5X1X10X3.1416X5^735=73,175.1 lbs. 

Ex. 6. Required the vertical pressure on the concave sur- 
face of the same cone. 

Since the normal to the side of the cone makes the same an- 
gle with the axis of the cone that the side of the cone makes 
with the base, the cosine of the inclination of the normal tn the 



Hence the vertical pressure (Art. 387) 

P^-P| =i\9..^y^nnr^»:'+r\ ~ =^ fii> . 5 V f-rrrV, 

=2P (Ex. 4)=32,725 lbs. 
Sx. 7. Required the resultant of all the pressures on the in- 
terior surface of the same cone. 

By Art, 3S8, the resultant of the horizontal pressures is zero. 
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and the resultant of the vertical pressures is equal to the ex- 
cess of the downward pressure over the upward pressure. 

.-. R=P {Ex. 4)-?, {Ex. 6}=16,362.5 lbs., 
and this is the weight of the water in the cone, 

Ex. 8. A rectangular parallelogram, whose sides a and b are 
26 feet and 14 feet respectively, is immersed in water with 
the side b in the surface, and is inchned to the surface at an 
angle 0=56°. 35'. Required the pressures P, and P, on the 
parts into which the parallelogram is divided by its diagonal. 
Ans. P,= 82286.5 lbs. 
P2 = 164573.0lbs. 

Hx. 9. When «=30 feet, 6=20 feet, and <p=59°.3S', re- 
quired the pressures on the equal parts into which the paral- 
lelogram is divided by a line parallel to the horizon. 

Ans. P, = 1213331 lbs. 
Pj =363998 lbs. 

Ex. 10, When the parallelogram of Ex. 9 is vertical, how 
far from the surface must the dividing line he drawn that the 
pressures on the two parts may be equal ? 

Ans. 3;=21.213 feet. 

Ex. 11. A sphere 10 feet in diameter is filled with water. 
Required the entire pressure on the interior surface, and the 
weight of the water. 

Ex. 12. A vessel in the form of a paraboloid, with vertex 
downward, is filled with water, and revolves uniformly on its 
axis. Required the time of one revolution when the angular 
velocity is just sufficient to empty it. 

Ex. 13. The concave surface of a cylinder filled with fluid 
is divided by horizontal sections into n annuli in such a man- 
ner that the pressure on each annulus is equal to the pressure 
on the base. Given the radius of the cylinder. Required its 
height, and the breadth of the mth annulus. 

Ex. 14. A regular tetrahedron, with one face horizontal, is 
filled with water. Compare the pressures on the base, and on 
the other sides with the weight of the water. 
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Ex. 16. An iron vessel 40 feet long, every transverse sec- 
tion of which is an isosceles triangle whose base is 16 feet and 
altitude 20 feet, floats with its vertex downward. If a cubic 
foot ol iron weighf 487.5 lbs., required the depth to which the 
vessel will smk when the sides and ends are one quarter of an 
inch thick and there is no deck. 

p^ Ex. 16. An embankment of brick-work, 

of which ABC is a section, weighs 130 
lbs. to the cubic foot. Its height AB is 
14 feet, and its base BC is 6 feet. Find 
whether or not the embankment will be 
overthrown by the pressure of water on 
the surface AB. 
H-D B Draw AN bisecting CB, and tahe 

NG=JN'\. G- will be the center of gravity of the section, 
and the ■i\ eight W will act at G. Take AM=|AB, and M 
will be the center of pressure {Art 396). The resultant P of 
the pressuj'c of the water will act at M and will pass through 
G. The moment of P to turn the embankment over C will be 
P.CO, while the moment of W to resist the overturn wiH be 
W.CD. If P.COW.CD, the embankment will be overturned. 
Since the embankment is uniform throughout its length, as 
also the pressure on it, we may determine the stability by 
taking one foot in length. 

Now ■W=1X14X6X^X120=^5040 lbs., 

and P=1X 14X7X63.5=6125 lbs., 

0C=BM=iXl4 and CD==f X6^4. 
.-. W.CD=20160, 
and P.CO=285a3f 

The latter being greater than the former, the embankment 
will be overturned. 

Ex. 17. A wall of masonry, a section of which is a rectan- 
gle, is 10 feet high, 3 feet thick, and each cubic foot weighs 
100 lbs. Find the greatest height of water it will sustain 
without being overtm-ned. 

Ex. 18. If the height of the wall be 8 feet, its thickness 6 
feet, and each cubic foot weigh 180 lbs., find whether it will 
stand or fall when the water is on a level with the top. 
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403. Dep. The specific gravity of a body is the ratio of the 
weight of the body to the weight of an equal volume of some 
other body taken as the standard of comparison, and whose 
specific gravity, therefore, is taken as the unit. 

Water is generally employed as the standard of comparison 
for solids and liquids, and atmospheric air for aeriform fluids. 

CoK, If V, p, o, and. w be the volume, density, specific gravity, 
and weight respectively of one body, and u,, p,, Oj,mi, the 
same of another body; then, since v=vi^, 

l.=^=M:^=IL, (150) 

", w, g-P,'0, P, 
or the ratio of the specific gravities of two bodies is equal to 
that of their densities. 

404. Prop. To find the specific gravity of a body more dense 
than water. 

If the body be immersed in water it will descend (Cor., Art. 
390). Let 10 be the absolute weight of the body, and w, its 
weight or the force with which it will descend when immersed 
in water. Then the loss of weight in water is lo— Mij,and this 
is equal to the upward pressure of the water, or to the weight 
of a volume of water equal to that of the solid. Hcnco 
_ w ^absolute weight 
~w—w,~~ loss of weight ' ^ ^ 

The absolute weight as well as the loss of weight is ascer- 
tained by the hydrostatic balance, which differs from the or- 
dinary balance only in having a hook appended beneath one 
of the scale pans, to which the body may be suspended by a 
fine thread and allowed to sink in a vessel of water beneath it. 
The body is first placed in the scale pan and counterpoised by 
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a weight w, and then suspended to the hook, and when im- 
mersed in the water its counterpoise w, again determined. 

405. Prop. To find the specific gravity of a body less dense 
than water. 

Since the body A is less dense than water, it will not de- 
scend in the water by its own gravity. Let a more dense 
body B be attached to it, and call the compound body C. 
Let w =absolute weight of A, 

w' ~ "■ " " B, and Ml', =its weight in water 

«,"= " " " C, and<= " " " " 

Then w' ■-w\=loss of weight of B, 

and {w"—w'()--(v>'—w',)—loss of weight of A, the upward 
pressure of the water on A, and therefore equal to the weight 
of a volume of water the same as that of A. 

But w"^w'+w, 

and, by substitution, 

{w" ~w'^)~-{w' —w',)~io' +w—ii!';—w' +W',==ll)+V>\—W'(. 

Hence, add to the absolute weight of the body the difference 
of the weights of the more dense and compound bodies in 
water, and divide the absolute weight of the body by the sum. 

406. Prop. To find the specific gravity of a liquid. 

Let a body whose weight is w be weighed both in water 
and in the liquid, the weight in the former being w,, and in the 
latter w^. Then wj— lo, and w—w^ are the weights of equal 
volumes of the two liquids. Hence 

.^■^Zi, (153) 

w—w^ 

or, if an empty bottle whose weight is w, weighs when filled 
with water w,, and when filled with the liquid w^, then 
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407. Prop, To find the weights of the constituents in a me- 
chanical composition when the specific gravities of the compound 
and constituents are known. 

Let w, w^,w^he the weights of the compound and constitu- 
ents respectively. 

(T, ff,, cij their respective specific gravities, 
V, v,,v^ their volumes, 
in all merely mechanical comhinations, 

ii=j!,+«2 {a),andw=io,+v)^ (i). 
But w=— , ii,= — , and v„— — -. 

gP gPt gPs 

... (a) ^J^+'^; 
P Pi Ps 

or, since their densities are as their specific gravities (150), 

Substituting in succession the values of w, and w^, obtained 
from (h), we have 

408. Hydrometer. Instruments for determining the specific 
gravity of fluids are called Hydrometers or Areometers. They 
are made of glass, brass, »fec., and are of two kinds: one in 
which the weight is constant, the other in which the volume is 
constant. In its simplest form the areometer consists of a hot- 
low globe, one of whose diameters is prolonged in a flat or 
cylindrical stem of uniform size, and to the other extremity is 
attached a smaller globe loaded with mercury or shot, that it 
may float in a vertical position. 

1°. Areometer of a constant weight. 

The annexed figure may represent this form of the instru- 
ment. To graduate the stem, suppose it to sink in distilled 
water, at a given temperature, to a point s, and let the distance 
sr be divided into any number of equal parts, and continued 
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upward from s. When immersed in another fluid, 
suppose it to sink to (, distant from s,x divisions. Let 

V be the volume of the portions immersed in water, 

V the volume included between any two divisions of 
the stem, and cr the specific gravity of the second fluid. 
Then p and p, being the densities of this fluid and 
water, the weight of the water displaced by the in- 
strument will be gPiY, the weight of the other fluid 
displaced will be gp(V~-vx), and, since each is equal 
to the weight of the instrument, 

gP,'V=gp{y-vx). 



If a be previously known, and x be observed, 
r.?mine the value of 

V ff 



Substituting in {a) this value of—, and putting for x, 1,2, 3, 

&.C., the con-esponding values of o for each division of the scale 
will be known. These may be marked on the instrument, or 
the divisions may be numbered, and a table of their values 
formed to accompany the instrument. 
Cort, From («) we have 

Giving to T a small increment dc, the c 

of .-c is 



that is, for any small increment of the specific gravity of the 
fluid the corresponding change in the depth of immersion of 

V 1 
the instrument varies as — .— , which may be considered a meas- 
ure of the susceptibihty of the instrument. 



.y Google 



SPECIFIC GRAVITY. 267 

2°. Areometer of a constant volume. 

The principal obstacle to the use of the areometer of a con- 
stant weight is the inconvenience- and difficulty of calculating 
and marking against the different divisions of the stem of each 
instrument a different scale of specific gravity, and construct- 
ing the stem of that perfectly uniform thickness which is nec- 
essaiy to the accuracy of the observations. 

To obviate these difficulties, Fahrenheit conceived the idea 
of sinking the instrument always to the same depth by means 
of weights to be placed in a cup at the end of the stem. 

Let W be the weight of the instrument, w), and w the weights 
respectively necessary to sink it to the same point 
a of the stem in water, and in the fluid whose ^'^ 
specific gravity o is required, V the constant 
volume of the portion immersed, p, and p the 
densities of the water and the fluid. Then 
^pV^W+tu and g-p, V=W+!«,. 
_ p _ W+w 

CoE. Differentiating, we get 

du)=^{W+w^)d<^^gpj'Vdo; 
that is, for any given small variation do in the 
specific gravity of the fluid, the variation of w is as V, or the 
suaceptibih'ty of the instrument is as the volume of the portion 
immersed. 

409. Nicholson's Hydrometer. This is a modification of the 
preceding, to adapt it to the determination 
of the specific gravity of solids as well as 
liquids. For this purpose, a metallic basket 
is attached to the lower extremity, in which 
the body may be placed, and its weight in 
water ascertained. The basket admits of 
reversal, so that the body may be retained 
under water when specifically lighter. 

Let M! be the weight in C necessary to 
sink the instrument to/. Replacing lo by 
the body, let to, be the weight which must 
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be added to sink the instrument to the same depth/. Removing 
the body to the basket beneath, let v>^ be the weiglit in C req- 
uisite to sink the instrument a third time to/. 

Calling W the weight of the instrument, W, that of the 
water displaced by it when immersed to /, V the volume of 
the body, p its density, that of water being p,. 

Then W+M)=W., («) 

g-pV+W+Wj^W,, (ft) 

and ^pV+W+ic3 = W,+fi-p.V. (c) 

Subtracting {a) from (&), and (6) from {c), 

g-pV=W!-W„ 



P, 



410. 

Ex. I. A piece of wood weighs 13 lbs., and when annexed 
to 22 lbs. of lead, and immersed in water, the whole weighs 
8 lbs. The specific gravity of lead being 11, required that of 
the wood. 

The specific gravity of lead being II, if ti be its volume, 
11j)=22 or «)=3. But this is the volume of water displaced 
by the lead, and the specific gravity of water being 1, its 
weight will be 2. Therefore the loss of weight in water is 
2 lbs., and the actual weight in water 30 lbs. 

Hence, Art. 403, Mt=13, m)';=8, and iy'i=30. 



w+w\-w'[ 13+30-8 3' 
Ex. 2. A diamond ring weighs (i9-| grains, and when weigh- 
ed in water 64^ grains. The specific gravity of gold being 16-J, 
and that of diamond S^, what is the weight of the diamond 1 

Let V, t/ be the volumes of the gold and diamond respective- 
ly, and A the weight of a unit of volume of water. Then v^ is 
the weight of a volume of water equal in hulk to the gold, and 
\=rA. the weight of the gold. In the same manner, ^v'X is the 
weight of the diamond. Hence 
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69i=yvX+iv'X, (a) 

Subtracting (b) from (a), we have 
5=Xv+Xv'. 
.: from {a), 69i= V(5-Ati')+^Au', 

139=165-36Ay', 

or the weight of the diamond is three and a half grains. 

Ex. 3. A body A weighs 10 grains in water, and a body B 
weighs 14 grains in air, and A and B connected together weigh 
7 grains in water. The specific gravity of air being .0013, 
required the specific gravity of B, and the number of grains 
of water equal to it in bulk. 

Let A', X" be the number of grains in the volumes of water 
equal to the volumes of A and B respectively, and o', a" their 
specific gravities. Then, by the conditions of the question, 



(ff'-l)A'=10, 
(o"-.0013)A"=14, 
(o'-l)X' + {o"-l)X"^7. 
Fi-om (a), (b), and (c), we have 




-4^S^-. 




14(l-fl")^3{CT"-.0013). 
.-. -T"=.8237. 




Hence, also, from {b). 




,»__ '* '" „n,n „,,;„, 





o"-.0013 .8224 ^ 

Ex. 4. When 73 parts by weight of sulphuric acid, the spe- 
cific gravity of which is 1.8485, are mixed with 27 parts of 
water, the resulting dilute acid has a specific gravity equal to 
1.6321. Required the amount of condensation which takes 
place by the mixture. 

Let A' be the number of parts by weight in a quantity of 
water equal in volume to that of the sulphuric acid, and X" in 
a quantity of water equal in volume to that of the mixture. 

Then 1.8485A'=^73, 

or A'=39.4915, 
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and 1.0321A"=73+27=100 

or A"=61.2707. 

Now the condensation of the mixture will be expressed by the 
ratio of the diminution of the volume of water and acid, when 
mixed, to their united volume before mixture. 

„ , . A'+27-A" 

Hence condensation— — 7 7 - — 



Ex. 5. Two fluids, the volumes of which are w and «', and 

specific gravities a and ff', on being mixed, contract -th part of 

the sum of their volumes by mutual penetration. Required 
the specific gravity of the mixture- 
Let a" be the specific gravity of the mixture ; then the sum 
of their weight before and after mixture will be equal. 

Hence {«o-\-v'o')X={l— j{v+v')o"X, 

, „ '"■ wit+d'o' 

which ffives a"= -. ; — —. 

° n— 1 v-k-v' 

Ex. 6. A body whose weight in a vacuum is 73.29 grains 
loses 34.43 grains by immersion in water. Required its spe- 
cific gravity. Ans. (7=3. 

Ex. 7. Required the specific gravity of a body which weighs 
65 grains in a vacuum, and 44 grains in water, 

Ans. 0=3.0952. 

Ex. 8. An areometer sinks to a certain depth in a fiuid whose 
specific gravity is .8, and when loaded with 60 grains it sinks 
to the same depth in water. What is the weight of the in- 
strument? Ans. M!=940 grains. 

Ex. 9. A compound of gold and silver weighing m!=10 lbs. 
has a specific gravity o=14, that of gold being o'=:19.3, and 
that of silver being a"=l0.5. Required the weight v>' and w" 
of the gold and silver in the compound. 

Ans. w.'=5.483, 
w)"=:4.517. 
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CHAPTER III. 

CJOMPaESSIltLE OR AERIFORM PLUIDa. 

411, Prop. To find the tension of the atmosphere or other 



Let a glass tube AB, open at one end and 
closed at the other, be filled with mercury. 
Retain the mercury in the tube by the press- 
ure of the finger, let it be inverted and the 
open end immersed beneath the surface of the 
mercury m the vessel CDFE. It will now be 
found that a eolumn of mercury, as BL, will 
occupy a portion of the tube, while the re- 
maining portion AL will be void. This col- 
umn of mercury is sustained in the tube by the 
pressure of the atmosphere on the surface of 
the mercury in the cistern CF, and as there is 
no pressure on the mercury at L, the equilib- 
rium is due to the equality of pressures of the 
atmosphere and mercury on the common base 
B {Art. 401), If we now suppose the cistern 
covered, so as to separate the air without from 
that within the cistern, the pressure of the ex- 
ternal air can not be communicated to that 
within, and the mercurial column must be sustained by the es- 
pansive force or tension of the inclosed air, and be a measure 
of it. 

If the tension of any other elastic fluid inclosed in a vessel 
be required, let the tube I from the cistern CEFD be fitted to 
an aperture in the vessel, and a communication be thus estab- 
lished between the inclosed fluid and the mercury in the cis- 
tern. The mercury in the tube wiii then rise or fall til! an 
equilibrium takes plnce between the expansive force of the fJui<! 
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and the weight of the mercurial column. The heiglit at which 
tne mercury stands in the tube above the surface of mercury 
in the cistern is ascertained by a graduated scale attached to 
the tube, 

412. ScHOL. The mean pressure of the atmosphere at or 
near the level of the sea is generally employed in mechanics 
as the unit of pressure, and other expansive forces are com- 
pared with this and expressed in atmospheres. It has been 
ascertained by the barometer that the mean pressure of the 
atmosphere, at a temperature of 50°, is equivalent to a column 
of mercury 30 inches in height ; or, the specific gravity of mer- 
cury being 13.598, to a column of water 13.598x2.5 feet=34 
feet ; or, the specific gravity of air, at a temperature of 50°, 

being ^r-r, to a column of air of uniform density, 27,540 feet 

=5.2 miles in height. 

The tension is also measured by the pressure of the atmos- 
phere on a unit of surface. Now 30 cubic inches of mercury 

is equal to 13.598X30 cubic inches of water=407.94XT--r 

cubic feet of water==0.23607X1000 oz.= 14.75 lbs. on the 
square inch. 

The instrument above described involves the essential parts 
of a barometer, a more particular description of which belongs 
to Physics. Generally, instruments employed to determine the 
tension of elastic fluids are called manometers. 

413. Pbop. To show that ike tension of an aeriform jiuidis 
iwoersely as its volume. 

Let AE be a vertical tube which communicates with the 
cylindrical vessel DEO,I-I,, closed at the top, and mercury be 
carefully introduced into the tube, so as to fill the horizontal 
part HjOjBC, and leave the air in DO, of the same density 
as the exterior air. The inclosed air will then have a tension 
of one atmosphere. Take DH, = iDH,, DH^-^iDH,, &c., 
and draw the lines HjO^R^, H3O3R3, &c. Now if mercury 
be poured into the tube AB until it stands at H^Og in the 
cylinder, it will be found to stand in the tube at the height 
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LjRj =30 inches above HyO^; or, when the air 
in the cyhndcr is reduced to half its volume, its 
tension or expansive force is two atmospheres. 
When the mercury rises in the cylinder to the 
height H3O3, it will be found to stand at the 
height LyR 3=60 inches above HjO^; or, when 
the air is reduced to one third of its volume, it 
has a tension of three atmospheres, or, general- 
ly, the tension is inversely as the volume. The 
truth of the law has been tested experimentally 
as far as 26 atmospheres, and for all fractions jj 
of an atmosphere. 

If V and V be the volumes of a given mass hI 
of air, p and p' the corresponding tensions o 
pressures on a unit of surface, then 

{i=|,or;,V=y'V'. (157) 



This law is called the law of Mariotte, from the discoverer, 

414. Cor. Let p and p' be the densities of any mass of air 
corresponding to the volumes V and V, Then, since the 
density is inversely as the volume, 

^=J'=4, (158) 

p' V p' ' ' 

or the elastic force is directly as the density. 

415. Puop. To estimate the effect of heat on the volume and 
tension of atmosplieric air. 

When air is inclosed in a vessel and heat is applied, its elastic 
force is increased, as may be shown by the method indicated 
in Art. 411, and by the same method the increase in the ten- 
sion for a given increase of temperature may be ascertained. 
Experiment indicates that the tension of a given volume of 
dry air increases, by being heated from the freezing to the 
boiling point, 0.367 of its original value, and therefore, if the 
tension remains the same, the volume will increase 36.7 pei 
cent. Let v be the increment of volume, the tension remain- 
ing the same, for one degree of Fahrenheit's thermometer ; iher 
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u=0.002039, and for an increase of t degreea of temperature, 
the increase of volume will be vt=0.0Q2039t. 

If now V ^ be the original volume of a given mass of air, and 
it be heated t, degrees, the tension remaining the same, the 
new volume Y, will be 

and when heated t^ degrees the corresponding volume will be 

Vi_ l+i'^ _l+0-003309i, 
■'■ V7~ 1 +vt^ " 1 +0.002309f / ^ ^ 

But the densities p, and p, are inversely as the volumes. 

P, V,. 1+vt^ 
Hence -^==^ir'—T~, — r- 

Pa 'l 1+"*! 

If, also, a change take place in tlie tensions at the same time, 
let^ be the tension at 32°,pj the tension at 32''+(,,and^j that 
at 32°+i„. Then, since the tension is inversely as the volume, 

P, 
and — = ,., , , , . — — ;, V r r-T'i (ItiO) 

Pa (l + V^a) i'a (l + '''2)''g 

in which fc, and b^ represent the measurea of the tensions p , 
and p^ , or the corresponding heights of the barometer. 

416. Peop. To find the density of the air at different tempera- 
tures and under different pressures. 

By accurate experiments the weight of a cubic foot of air at 
a temperature of 32°, when the barometer stands at 30 inches, 
isfound tobep— 0.08112lbs. avoirdupois. Hence, for the tem- 
perature 32°+(°. 

p 0.08113 

'^'=1+^=1+0.003039^ ^''^- <^^'> 

If, also, the barometer, instead of &=30 inches, shouM stand 
at some other height, as b, inches, the density will be e^spress- 
ed by 

_ p 6, _ 0.0 eil3 b^_ 0.0027046, 
'''~l+vi'y~l+0.00204('30~l+0.00204( ^' ^ '' 
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Whenever the elasticity of the air is expressed by the press- 
ure p=14.75 lbs. on the square inch, instead of the barometric 
height b, the density for any other tension p , will be 



p p,_ 0.08112 p, _ Q.QOSSp, 
"l+vt' p "^l+O.00204('l4.75~H-0.00a04i 



lbs. (IGS) 



The density of steam is five eighths of the density of atmos- 
pheric air for the same temperature and tension. Therefore 
we have, for steam, 



_ Q.00344p j 
""1+0.00204; 



lbs. 



417. Prop. To ekteiinine the height corresponding to a given 
density of the atmosphere, and, conversely, the density in terms 
of eke height. 

Since the density of the atmosphere at the surface of the 
earth is due to the pressure of the superincumbent portions of 
it, the density must decrease as the height increases. 

Let HOBA be a vertical column of air whose ^ ^^ 

base AB is one square foot. Conceive it divided 
into portions of equal weights w, and heights a; „,,t,, 
a^g, &c,, beginning at AB, so small that the den- 
sity of each way be regarded as uniform. Then 
Xg+Xj+Xj^, &c. . . , x„=S.x=h is the height of 
the mth stratum. Let p^ be the tension of the 
lowest stratum, and p„ that of the wth, p^ and p„ 
their densities respectively. Then the weight of 
ihe )ith stratum is 



But the tension of the (w— l)th stratum is p„+w, ;md the 
height, therefore, 
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since p„+nw=p „. 

NoWj in the exponential series, 

1.2 ' 1.3.3 
when 1/ is very small, we have 

or i/=yle=l{l+i/)=2.Si)2bBl..(l+i/), 

in which / denotes the Naperian logarithm, arid L the 

logarithm of a number. 



■„ from (m), we have 

^.=^it(?.+«')~t?.!- 

Now, substituting ^,.+iw successively ior p„, we obtain 



.T.=i„.=^|i(y.+»»)-i.(p.+ («-l)»)|. 

By taking the sum of these equations, the terms in the 
brackets will all cancel, except I.{p^+nw)—l.p^ in the last 
and I.p„ in the first, and we shall have 



(164) 
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To findp,, when h is given, we have 



P^-'JT 



Hence p„—p^.e " , (165) 

where e— 2,71828, the hase of the Naperian system of loga- 
rithms. 

418. ScHOL. Formula (164) may be adapted to the determ- 
inatioQ of heights by the barometer. To this end let h^ and b„ 
be the heights of the barometrical columns at the lower and 

tipper stations respectively. Then, since — ^=-t^, 

(«) 

The value of — may be determined from the consideration 
that p , expresses the weight or pressure of a column of the at- 
mosphere on a unit of surface as one square foot, and — ^ must 

express the height of this column on the supposition that its 
density is uniform. Now a cubic foot of air at 32° weighs 
0.081 12 lbs., and a cubic foot of water at the same temperature 
weighs 62.37917 lbs., and therefore the specific gravity of 



0.08112 

a homogeneous atmosphere at a temperature of 32° is 34 X 769 
=26146 feet. 

.-. 2.30258^=2.30258X26146=60204 feet. 

It is here assumed, however, that the lower station is at or 
near the level of the sea, and no account is taken of the varia- 
tion of gravity at different elevations. From numerous obser- 
vations made at different elevations above the sea, and at known 
differences of height, this coefficient ia found to be 60345 feet 
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at a temperature of 32°. But the actual lemperature of the air 
at both the lower and upper stations will, in general, diifer from 
the standard temperature of the formula, and, since the density 
of air varies uniformly with the temperature, we may use the 
mean of the temperatures of the air at the two stations. Let 
(„ and t„ be the indications of Fahrenheit's thermometer; then 
the mean temperature will be -aCo+Of and the deviation (from 
the standard will be 

The expansion of dry air is 0,00204 for a change of 1° ; but 
when the atmosphere contains vapor, it is found, by comparing 
the rates of expansion of vapor and of dry air, and assuming a 
certain mean humidity for the air, that the rate is expressed by 
0.00222. Incorporating this correction in (a), and using the 
coefficient determined by observation, we have 

ft=60345(l +.OO2230L.y^. (166) 

It is further obvious that a change in the length of the mer- 
curial column will be produced by a change of temperature of 
the mercury. Let t^ and t„ be the temperatures of the mer- 
cury, as shown by a thermometer attached to the cistern of the 
barometer ; then, since mercury expands at the rate of 0.0001 
for each degree, 

J„=6;(l-|-.0001)(r„-T„), 
where hi is the observed height of the barometer at the upper 
station. Using this value of h„, the difference of elevation be- 
tween two stations or the height of a mountain may be determ- 
ined with considerable accuracy. 

In the determination of the constant coefficient, the vai'iation 
of gravity at different elevations is allowed for in the assump- 
tion that this coefficient is that which belongs to the mean 
height above the sea at which observations are usually made, 
and to the latitude of 45°. When the latitude differs from this, 
it will be necessary to multiply the result by 

(1-I-. 002837 cos. Sj/-), 
>j' being the latitude at which the observations are made. 
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419. F.: 

Ex. 1. A cylindrical tube 40 inches long is half filied with 
mercury, and then inverted in a vessel of mercury. How 
high will the mercury stand in the tube, the pressure of the ex- 
ternal air being equivalent to 30 inches 1 

Let I be the length of the tube, a the length of the portion 
occupied by the air before it was inverted, k the height of mer- 
cury due to the pressure of the external air, x the height of the 
mercury after the tube is inverted, and A' the column of mer- 
cury equivalent to the tension of the air in the tube. 

Then (157), ha=h'{l-x). 

But h=-h'+x or h'=h—x. 

.: ha={h-x){l-x), 
whence we get x=^{l+h)'^^V{l—xy+4ah. 

Using the data of the question, /=40,a=90, and A— 30, we get 

a:=10 or 60. 
The first value is that which pertains to the specific question. 

Ex, 2. A tube 30 inches long, closed at one end and open at 
the other, was caused to descend in the sea with the open end 
downward until the inclosed air occupied only one inch of the 
tube. How far did it descend? 

Ex. 3. A spherical air-bubble having risen from a depth of 
1000 feet in water, was one inch in diameter when it reached 
the surface. What was its diameter at the bottom ? 

Ex. 4, Required the equation of the curve described by the 
extremities of a horizontal diameter of the air-bubble of Ex. 3, 
supposing its center to move in a vertical line, 

Ex. 5. What number of degrees must a given volume of air 
be heated to double its elasticity ? 

Ex. 6. The following barometrical observations were made 
at the White Rocks, on the bank of the Connecticut River, 
some two miles below the city of Middletown : 

licrometcr. Dot Thoi-. At Ther. 

At the base, &„==30.09in. i„=83.0 t„=:84.5 
On the summit, h'„ =29.65 in. i„ =85.0 t„ =83.5 
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Hence t=l{t,+t„)-32''=52° and l+.00222i=1.11544. 
Also, T„ -T„== Z= and K=b'„{l+.000l X 1)=29.653 in. 

, 30.09 

.-. A=60345X1.11544.XL^^^^. 

30.09 log. 1.4784233 

29.653 a.C. " 8.52793H 

0.0063536 log. 7.8030199 
1.11544 " 0.0474463 
60345. " 4.7806413 



427.67 feet " 2.63U074. 
Ex, 7. The following observations were made by Humboldt 
at the Mountain of Quindiu, New Grenada, in lat. 5° : 



At the level of the Pacific, 30.036 in. 77=.54 77°.54 
On the summit, 20.0713 65='.75 68°.00 

Required the height of the mountain. 

Ans. 11500 feet nearly. 
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420. Prof. The velocity of ajluid in a tube of variable di- 
ameter, kept constantly full, is in different transverse sections tw- 
versely as the areas of the sections. 

SJDCB the tube ia supposed constantly full, and the fluid in- 
compressible, the same quantity of fluid must pass through 
every section in a unit of time. But admitting the fluid to have 
the same velocity in every part of the same section, the quan- 
tity which flows through any section in a unit of time will be 
the product of the area of the section by the velocity. If, 
therefore, k and k' be the areas of any two sections, and v and 
v' the velocities at each respectively, 

kv=k'v', 
and V : v'=k' : k. (167) 

In reality, the velocity is diminished by the sides of the tube, 
and is therefore in any section least near the sides of the tube 
and greatest near the central portions. 

421. Pkop. The velocity with which ajluid issues from a small 
orifice in the bottom of a vessel kept constantly full, is equal to 
that acquired by a body falling freely through the height of the 
fluid above the orifice. 

Let EF represent a very small orifice in ^ lm b 
the bottom of the vessel ABCD, filled with a 
fluid to the level of AB, GF a stratum whose 
thickness FH=A' is indefinitely small, and 
FM=A the -whole height of the column ver- 
tically above the orifice. 

If now the stratum GF fall by its ovra 
weight through HF=7i', the velocity will be 



G-H 
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But if the stratum be urged by its own weight and the weight 
of the columa LH, calling the force in this case g', the velocity 
V will be 

1!'= -V^g'h'. 
But the forces g and g' are as the weights of the columns 
GF and LF, or as their heights h' and h. Hence 

g h' '^ h' 

Substituting this value oi g' in that oft;', we have 

w'= Vai^, (168) 

which is the velocity of a body falling freely through the 
height h. 

Cob. If the orifice be made in the side of the vessel, and a 
tube be inserted so as to direct the current obliquely, horizon- 
tally, or vertically upward, the velocity of efflux will be the 
same, since the pressure of fluids is the same in every direc- 
tion. 

In the first case, its path will be a parabola whose equation 
is (64). 

In the second case, the angle of elevation «=0, which re- 
duces the equation to 

the equation of a parabola whose axis is vertical and origin of 
co-ordinates at the vertex or orifice. 

In the last case, if all obstructions are removed, the fluid will 
rise to the height of the surface of the fluid in the vessel. 

422. Pkof. To determine the horizontal distance to which a 
fiuid will spout from an orifice in ilie vertical side of a vessel 

Let the vessel ABCD be filled to the level AB. If the fluid 
issue horizontally from the orifice 0, the equation of its path is 

x''=4:hy, 
in which A=OB, the height of the fluid above the orifice, is the 
impetus or height due to the velocity. 

To determine the range, let y— OC— «. Hence 
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a;=CP=2 v'Aj/=2 V/ia=2.0M, 
or the horizontal distance is ^^ -g 
equal to twice the ordinate at 
the orifice, in a semicircle whose 
diameter is the vertical distance 
from the surface of the fluid to 
the horizontal plane. 

Cor. When the orifice is at 
the middle of BC, the range is a 
maximum, and at equal dis- 
tances above and below the mid- 
dle the range will be the same. 

428. Prop, To find the quantity of jluid discharged in a 
given time from a small orifice in the bottom of a vessel when 
the fluid is maintained at the same constant height. 

Let h be the constant height of the fluid in the vessel, ( the 
given time, k the area of the orifice, and Q, the quantity. 

Then q=kvt=ktV2gh. (169) 

If the orifice be circular, and r its radius, then k=iTr-'', and 

Q,=7TV2i.()-VX 

=25.195.(r'VX 

The time being in seconds, and r and h in feet, Q, will be in 

cubic feet. If the weight W be required, 

W=C2.5Q,. 

Cor. L The time required for the efflux of a given quantity is 

nr' V2gh 

Cor, 2. Since t and^ are constant in (109), 

Q,<xkVTi. 

Hence the quantity discharged in the same time from orifices 

differing in size and distance from the surface, varies as the 

size of the orifice and square root of its depth. 

If the orifices are the same, Qcci/A. In order, therefore, 
that the discharge from one orifice may be twice that from an- 
other, its depth must be four times as great. 
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. 424. Prop. To determine the time in which a cylindrical ves- 
sel filled with water will empty itself by a small orifice in its 
base. 

The velocity of efflux at any instant is v~ V2gh, h being the 
height of the fluid in the vessel. But since the velocities v and 
v'f at the orifice and at any transverse section of the vessel, are 
inversely as their areas, k and k' (167), 

The surface of the fluid, therefore, in the vessel descends vf ith 
a velocity proportional to the square root of the space over 
which it must pass, and the circumstances of its motion are 
precisely the same as those of a body projected vertically up- 
ward. But the velocity of a body projected upward is such 
that if it continued uniformly it would move over twice the 
space through which it must move in the same time to acquire 
or expend that velocity. Hence the time of descent of the 
surface of the fluid to the base is twice that required for the 
descent of the same superficial stratum when the vessel is kept 
full. In the latter case, if Q, be the whole quantity of water 
in the vessel (169), 

kV2gh 
Therefore, in the former, 

t=^^. (170) 

H%gh 

If r' be the radius of a tranverse section of the vessel, r that 
of the orifice, 

Q=rrr"A and k^Trr''. 

.: t=^^rk. 

425. ScHbL. The preceding deductions are founded on the 
hypothesis that the fluid particles descend in straight hues to 
the orifice, and all issue with a velocity due to the height of 
the fluid surface. Experiment shows that this is true only of 
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those vertically above the center of the orifice, that those sit- 
uated about the central line of particles.take a curvilinear course 
as they approach the orifice, being turned inward toward this 
line or spirally around it, and this deviation from a vertical 
rectilinear path is the greater the more remote they are from 
the central line. This deviation will necessarily occasion a 
diminution of vertical velocity, and therefore a diminution of to- 
tal discharge. The oblique direction of the exterior particles 
gives to the vein of issuing fluid, v^hen the orifice is circular, 
the form nearly of a conic frustum, whose larger base is the 
area of the orifice. This diminution of a section of theissumg 
fluid is called the contraction of the vein, and the vein itself, 
from the orifice to the smallest section, the vena contracta, or 
contracted vein. 

The results of most experiments agree in making the length 
of the contracted vein, when the orifice is circular and hori- 
zontal, equal to the radius of the orifice. There is a greater 
discrepancy in the results of experiments for determining the 
ratio of the diameters of the two ends of the contracted vein. 
When water flows through orifices in thin plates it is found to 
be about 0.8. The ratio of the areas of the two ends, called 
the coeff.cient of contraction, is therefore 0.64. 

The actual discharge is found by experiment to differ slight- 
jy from the theoretical for other causes. The ratio of the 
former to the latter is found to be about 0,97, and is called the 
coefiicient of velocity. The product of the coefficients of ve- 
locity and contraction, called the coefficient of efflux, is 0.62. 

Hence, for the actual velocity of discharge through orifices 

in thin plates, we have 

r, ^0.62«=0.63 V'Zgh, 
and for the quantity in a unit of time (169), 

When the orifice or pipe through which the discharge is made 

has the length and form of the vena contracta, the velocity 

will be Wi=0.97w=0.97-v/'2p, 

and the quantity Q.=ftu,— 0.97S-/2g'A, 

k being the smallest section of the contracted vein. 
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By the use of cylindricaf or conical adjutages, the quantity 
of the discharge is increased. More seems to be gained by 
the adhesion of the fluid particles to the sides of the tube, in 
preventing the contraction of the vein, than is lost by the fric- 
tion. The discharge is greater when the adjutage is conical 
and the larger end is the discharging orifice. 

426. pRoi*, To determine the quantity of water which will 
Jhwfrom a rectangular aperture. 

1°, When one side of the aperture coincides with the sur- 
face of the water. 

Let h be its height and b its breadth, and 
conceive the aperture to be divided horizon- 
;aliy into a very large number n of equal di- 
visions SO narrow that the velocity of the 
fluid in every part of each may be regarded 
as the same. The larger n is, the more near- 
ly will the hypothesis be satisfied. 

The depth of these successive divisions be- 



low the surface will 1: 



h 2h Sh 



Tile velocities in each will be 



/ h / 2h / 21 



and since the areas of these divisions are each h~, the quanti- 

n 
ties discharged by each in a unit of time will be (169) 

hh /~li hh r^i bfi /'~U ^ 
~\/^g-< —y^g—' VV 2^"^' ^'^■' 

and their sum, or the whole quantity Q discharged, will be 

nVn 
But l^-|-2*-!-3^+, &;c 'i'^TXT^?-''''- 
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.-. Q,= ^hhV2gh=^hV2gh\ 



bh. 



3 the mean velocity, 

2°. When the upper side of the rectangular aperture is not 
coincident with the surface of the fluid. 

Let its depth EL— A;, and the distance EG=A, as before. 
Then the quantity which issues from the aperture LH will be 
equal to the quantity which would issue from EH, diminished 
by the quantity which would issue from EK, or 

Q,= ibV2gi^-^bV2gl^^-^b V2g{Ji^~h\) ; 

427. Peop. To determine the quantity of water which will 
flow from a triangular aperture. 

1°. When the vertex of the triangle is in the surface. 

Let the base GH=&, and the height HF=/i, ^ -^ 
and let the triangle be divided into n parts, as 
before, of equal but very small heights. The 

altitudes of these elements are each -, and the 

lengths, beginning at the vertex of the trian- 

J> 2b 3b ^ ^, . ■ 

Hie, are -, —, — , &c. J. heir areas, resard- 
'^ n n n ^ 

ing them as parallelograms, which we may do, since n is in- 
definitely lai-ge, are 

bh 2b h tibk „ 

-.-, — .-, — .-, &c, 

nn n n n n 

Hence the discharges through each are 

bh /~li 2bh /'^~2h 3hh /~3h „ 

and the whole discharge will be 
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0.= — — :l^(l = +2'+3-+, &c 

n'Vn 



_ bhV2g/t /n' 






MV2gli^ib\f2gh'. 



AIsc 



Ibh 



. K I. M E 



^ 






y. 


\ 


/ 


\ 


/ 



2°. When the base of the triangle is in the surface. 
In thia case the quantity which will flow through EFG will 
equal the discharge through EFGH minus that through FGH, 
01- Q.==%ihV2g/i-^bh-/2gh=-i''-,bkV2^i, 

and v=j\V2gh. 

CoK. If the apcrturo be a trapezoid, as 
EFGH, whose upper base EF=?»i lies in 
the surface, lower base ilG=b^, and alti- 
tude KH— A, we may find the discharge by 
regarding the aperture as made up of the 
rectangle KHGM, and the two triangles 
EKH and MGF. Hence 

Q.= %bJtV'^k+j%{b,-b^)V2gh=j%{2b, + 3b^)hV2gh. 

Also, through the triangle HOG, whose base HG^b^, and 

depth of vertex LO=A, , the quantity of the discharge will be 

In a similar manner, rectilinear orifices of other forms may 
be divided into triangles, trapeziums, &c., and the discharge 
determined. 

42S. Prop. To determine the velocity with which an elastic 
Jluid will issue from a small orifice into an unlimited void when 
urged by its own weight. 

By reference to Art. 421, it will be seen that the result there 
obtained is independent of the density of the fluid, and will 
therefore be true of all fluids, whatever be their density. For 
the forces g and g' are as the weights of the stratum at the 
orifice, and of the column vertically above it ; that is, 
g : g'=w I w'=gh : gh'=h : h'. 
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Consequently. v= V2gh' 

expresses the velocity with which every fluid of uniform dens- 
ity Will issue tiom a small orifice. 

CoK, The velocity with which air will rush into a vacuum 
is that which a heavy body would acquire in falling from the 
height yl a homogeneous atmosphere. The height of a homo- 
geneous atmosphere (Art. 418), when the temperature is 32° 
and the barometer stands at 30 in., is A'— 26146 feet, which 
gives »=129'7 feet. But for a temperature of 60" the height 
A, will be (159) 

h,=h'(l+vi), 
in which (=60°— 32°=28°, and the value of v lor a mean state 
of humidity of the air will be 0.00232 instead of 0.003039 
(Art. 413). 

.-. v^ V2gh^= V2gh'{l+0.0Q222X28) 

= V9x32iXS6146X (1+0.00222X28)^1336 feet 

MOTION or FUTins in long pipes. 

429. The subject of the conveyance of water in pipes is one 
of considerable practical importance. But the motion of fluids 
in long pipes is so much affected by adhesion and friction in 
the interior, by the resistance occasioned by curvature, and by 
the disengagement of air, which remaining stationary when 
the pipes are laid along a level surface, or collecting in the 
higher portions of them, where they are curved, opposes the 
flow of the fluid, that theoretical results are of little practical 
value ; besides, inveatigatioijs conducted on hypotheses in- 
volving ail the causes which affect the motion of the fluid are 
too difficult for an elementary work. 

The experiments of Bossut, in 1779, are those which are 
usually relied on for information on this subject. Water was al- 
lowed to flow through pipes whose diameters were IJ- in. and 
2 in., and lengths from 30 to 180 feet. They were chiefly of 
tin, and inserted in the side of a reservoir filled to a constant 
height, either one foot or two feet above the center of the pipe 
The following principles were established : 

1°. The discharges in given times with pipes of the same 
T 
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length, and with the same head of water, are proportional to 
Ihe squares of the diameters. 

2°. For pipes of different lengths and of the same diameter, 
the discharge was inversely proportional to the square roots 
of the lengths. 

To determine the supply which may be expected from a 
pipe of given dimensions, it was found that a pipe 30 feet long 
and 1^ inch in diameter would discharge at its extremity about 
one half of that which would issue from a simple orifice, or 
short pipe of the same diameter. 

Couplet, in 1730, found that a pipe of stone or iron, 600 fiith- 
oms in length and 12 inches in diameter, with a head of 12 feet 
of water, discharged ^Vth, and a pipe of the same diameter and 
3340 fathoms in length, with a head of 20 feet, dischnrgod J^th 
of that which would have been obtained from a simple orifice. 

To determine the quantity which flows through a section of 
a natural stream, it is usual to measure the breadth and the 
depth at different points of a transverse section, and find the 
area of the section. The velocity at various points of the sec' 
tion is measured by the hydrauUc quadrant, or rheometer of 
some kind. The mean velocity, multiplied by the area, gives 
the quantity which flows through the section in a second. 

430. Prop. To determine generally the velocity with which a 
fluid will issue from an orifice of any sixe in the bottom of a 
cylindrical vessel. 

A We shall adopt the usual hypothesis of a 

division of the fluid into thin laminae, and that 
in their descent their parallelism is preserved. 
Let the distance of the lamina pp'qg' from 
the surface A be x, and K the area of its 
surface. Then, if dx be its thickness and p 
its density, p&.dx will be its mass, and gpKdx 
its weight, or the force with which it will 
descend if free. Now the resistance with 
A \ J which it meets in its descent is the difference 

/ i \ I of pressures on its lower and upper surfaces. 
■^ -^ Let^ represent the pressure on a unit of ihe 
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upper surface by the water above it ; then p-^dp will be the up- 
ward pressure on a unit of the lower surface, or the resistance 
of the water below it, and the difference —dp, multiplied by 
K, will be the resistance experienced by the whole lamina. 
Hence the moving force will be 

gpK.dx—Yidp, 
and the acceleration, [VI.] and [IX.], 

gpYidx—Yidp __gpdx~dp ^d'^x 
^'" pKdx ~ pdx '~'df' ''^^ 

Let V be the velocity of discharge at B, k the area of a sec- 
tion of the issuing fluid, and dt the element of time in which 
the surface K descends a distance equal to dx. Then (107) 
we have 

j^ , , , dx hv 

iSL.dx=kvdt or -yi^w- {'>) 

By differentiation, regarding dt as constant, we get 
d''x_Mv 
IF^Klt' 
kdv _gpdx—ap 
Kdt pdx 
pkdv dx 
or geic-dp=^.-^. 

Hence (fe) gpdx~dp=prr—,vdv. 

Integrating, gpx~p=P^--^+C- 

Let now x=^h=KQ and S— K ; then 
gph-p=p-+C ; 
and subtracting ihe preceding from this, we have 

ir('.-..)=|(.-J). 



'^s/'-^- im 
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If ^ beveTysms\\,v=V2g{h~x) nearly; and if the vessel be 
kept constaatly full, a;— and v— V^A (168). 

If k=K, w=a, or the velocity must be infinite. Fromwhich 
we infer that a section of the issuing fluid can never he equal 
to a section of the vessel. If a cylindrical tube be vertical and 
filled veith a fluid, the portion of the fluid at the lower extremi- 
ty, being urged by the pressure of all ahove it, will neces- 
sarily have a greater velocity than those portions which are 
higher, and therefore (167) a section of the issuing fiuid is nec- 
essarily less than a section of the tube, 

431. Prop. To determine the lime in which a cylindrical ves- 
sel will exhaust itself hy a small orifice in the base. 

Since k is very small, we have u=^ V2gih—x) for the veloc- 
ity at the end of the time t when the suriace of the fluid has 
descended through the space x. Let this velocity be sup- 
posed constant during the indefinitely small time dt. Then 
the quanUty discharged in this time will be 



dQ.=kdt V2g{k-x)=Kdx, 
dx being the descent of the surface in the time dt. 

Hence dt= — r^=.(Ji—x) -dx. 

kV2g 

3K ,, A „ 

integratmg, t= =i:.{h~x) -|-0. 

kV2g 

2K - 

If .^=0, t=0, andC= — ^=Vh. 
kV2g 



2K - 

.-. t=' — =(Vh--Vh-x), (172) 

kV2g 

and when x=h, or the whole is discharged, 

,=^=^iL=^a=(i™,. (173) 

k^/2g kV2gh kV2gh 
The time is therefore twice as great as that which is required 
to discharge the same quantity when the vessel is kept con- 
stantly full. 
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432. Prop. To determine the quantity which will issue from 
an aperture of any size and form in the side of a prismatic 
vessel. 

Let the Fig., Art. 430, represent one face of the vessel, and 
DCE the aperture. 

The element of the area of the orifice will now he i//h. 
.: dQ,=tydx V2g{fi^ +x), 
in which h,=AC, x=Cm, and y=mn. 

This, integrated between the limits 3:=0, and a:=/i~ A |—CB, 
will give the quantity discharged in the time t. 

If the aperture he rectangular, y=a. constant— 6. Then 
dQ,=ht V2g(h,+x)dx, 
and 0,= |ii V2g(h ^ +xf+C, 

and, between the limits above named, 

q,=^^btV2i{h'-h\). (174) 

If the orifice extend to the top of the vessel, then /ij— 0, and 

Q,=l^btV2g.h^^^hhtV2gh, 

which is the velocity due to the depth of the center of pressure 
of the aperture below the surface of the fluid. 

In the foregoing the vessel is supposed to he kept constant- 
ly full, or the surface of the fluid to be very lai'ge compared 
with the aperture. 

433. EXAMPLES. 

Ex. 1. A vessel, formed by the revolution of a semi-cubical 
parabola about its axis, which is vertical, is filled with a fluid 
till the radius of its surface is equal to its distance from the 
vertex ; to find the time in which the fluid will be discharged 
through a small hole at the vertex. 

The equation of the semi-cubical pai-ahola is ay^=x'. 

Hence (167) kvdt=-Kdx, 
or k V'igxdi— — Try''dx=^ , 



.y Google 



394 HYDRODYNAMICS. 

Taking the integral between tlie limits x=Q and a;— «, we 
have 

- ^ a i_ 7TV8a^ 

haV2g 7hVg 

Ex. 3. To find the time in which a paraboloid of revolution 

whose altitude is A and parameter p, full of fluid, will empty 

itself through a small orifice at its vertex, its axis being vertical. 

, 2-!Jpk^ 

Ans. t=-~ — z=. 
3kV2g 

Ex. 3. A conical vessel, the radius of whose base is r and 
altitude h, is filled with a fluid. Required the time in which 
the surface of the fluid will descend through half its altitude, 
the orifice being at the vertex and the axis vertical. 

Trj-Vi=(2*~ I) 
Ans. t= — — i — '-. 

2(}kg^ 

Ex, 4. Find the times in which a fluid contained in a vessel, 

formed by the revolution of the curve whose equation is y*—a'x 

about the axis of a:, will descend through equal distances ft,, 

supposing a small orifice at the vertex, and the axis vertical. 

^ , Ta'h 

Ans. tach t=—=. 

IiV2g 

Ex. 5. The horizontal section of a cylindrical vessel is 100 
square inches, its altitude is 36 inches, and it has an orifice 
whose section is one tenth of a square inch. In what time, if 
filled with a fluid, will it empty itself, allowing for the contrac- 
tion of the vein ? 

Ans. i=ir36'.5. 
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MAKIOTTE'S FLASK. 
433. This piece of, apparatus was devised to illustrate several 
successive positions of equilibrium of air and 
water, and variations in the velocity of dis- 
charge. In the annexed section of this flask, 
A, B, C are apertures so small that when open 
and water is issuing the air can not enter, and 
the reverse. The apertures at first are all 
closed, the vessel is filled with water, and the 
tube DP is inserted at M and filled with water 
to the height D. 

1°. Let the aperture B be opened. 

If Abe the height ofa column of water equiva- 
lent to one atmosphere, and x represent, in every 
case, the difierence of level between the surface 
of the water in the tube and the open orifice, then the pressure 
of the air inward at B on a unit of surface will be h, while the 
pressure outward on a unit of surface will be that due to the 
pressure of the air on the surface at D, together with the press- 
ure of the column of water DE^x, or the outward pressure at 
B is h+x. Therefore the pressure outward is greater than 
the pressure inward by the difference h+x—h=x, and the 
water will issue with a decreasing velocity due to x, or 
«= V2gx. This discharge will continue till x vanishes and 
the water in the tube descends to E, on a level with B, when 
the equilibrium is restored. 

2'. Let B be now closed and A be opened. 

Now the pressure downward on the surface of the water in 
the tube at E is h. The pressure upward on the same surface 
is that due to the pressure of the air at A, and to ihe weight 
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of a column of water equal in height to AB— HE=a;, or the 
upward pressure on E is h+x. The resultant upward press- 
ure on E is therefore h+x—h—x, and the surface of the water 
in the tube will rise till x vanishes, or till it arrives at H, when 
the equilibrium will again be restored. 

In the mean time, however, the air has entered at A and 
risen to the upper pai-t of the vessel, where it occupies the space 
above ho. Since an equilibrium now exists, the expansive 
force of the air above ho, together with a column of water 
equal in height to LH, equilibrates the pressure h of the air on 
the water in the tube at H. If k' he the height of a column 
of water equivalent to the tension of the air above ho, and 
y=hil represent the difference of level of the surfaces of the 
fluid in the tube and flask, we have 

h'+y=h or h'—h~-y. 
3°. Let A and B be closed and C opened. 
The pressure at C inward is h, outward is h+x, represent- 
ing by X, as before, the vertical distance of the surface of the 
water in the tube from the open oriiice C. Therefore the re- 
sultant of the pressures at C is h+x—h=x, and the water wili 
flow from C with a velocity due to the height x. As the sur- 
face of the tluid in the tube descends, x diminishes, and the 
velocity of discharge also, till the surface in the tube arrives at 
F, at which time x becomes equal to the height of F above C. 
Ill this position of the fluid, the equation li'=h—y still obtains, 
y being now the distance LF. But an equilibrium not being 
established, air will enter the vessel at F and rise to ho. This 
operation will continue til! y—o and ft'— A. During this en- 
trance of the air, and the descent of ho to F, the value of x has 
remained unchanged, and therefore the velocity of discharge 
has remaiued constant. After this the value of a; will diminish, 
and the velocity of discharge also, till the water in the flask de- 
scends to the level of C. 

DBAMAH'a HYDROSTATtC PRESS. 

434, In the annexed section of this instrument L and H are 

vertical cylindrical cavities, in a solid mass of metal or other 
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strong material. The 
diameter of H is con- > 
siderably less than that 
of L, and they commu- 
nicate through an aper- 
ture N, in which is a 
valve opening into L, 
A is a strong piston or 
solid cylinder of iron 
fitting closely to the 
surface of the hollow 
cylinder, and movable 
in it. IH is a piston 
similarly applied to the 
other cavity H, and 
movable by means of a lever KP, whose fulcrum is at P. At 
is a valve opening upward, and below it the cylinder H is 
continued downward to a reservoir of water. The lever KI 
being raised, the water ascends, as in the common pump, from 
the reservoir G into the cavity H. The lever being then press- 
ed down, the valve O closes, and the water is forced through 
the valve N into L, and, acting on the piston A, communicates 
a pressure to any substance, as books, included between its 
upper surface and a strong cross bar EC firmly connected 
with the solid cylinder DE. When the water from H is forced 
into L, its reaction closes N, and the same operation is re- 
peated. 

The pressure on the base of A (134) is to the force impress- 
ed by H as the area of the base of A is to that of H. 

Let R and r be the radii of the pistons A and H, L and I 
the longer and shorter arms of the lever KP, p the power ap- 
plied at K, and P the resulting pressure on the base of A 
Then the force ^', applied to the piston H, vrill be 



, 7L 

P--r- 



But (134), 
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„ R' L R' 

^ r ' I r 
This press aeems to present the simplest and moi 
of all conirivances for increasing human power. 

If^^lOO II 



HYDROSTATIC BEI.LOWS. 

435. This instrument presents an illustration of what is term- 
ed the Hydrostatic, Paradox: that fluids, 
however unequal in quantity, may be made 
to equilibrate. It consists of two circular 
boards, A and B, firmly connected by a 
cylindrical coating of leather or other flexi- 
ble material. CM is a tube communicating 
with the lower portion of the cylinder. 
Water being poured into the tube CM, the 
boards A and B will separate, B will rise, 
and a weight W, very large compared with 
that of the water in CM, may be supported 
on B. The fluid in CM which counter- 
poises W is that above P, the level of B. 

Let A he the area of a horizontal section 
of the tube, K that of a section of the cyl- 
inder, or that of B, and p the pressure of the fluid NP above 
P on k. 

Then (134) |,=|. 

If c be the specific gravity of the weight W, V its volume, 
■ind NP=A, then 

gp J hk k 

If V be the whole volume of the fluid in the instrument, and 
H the height of the cylinder AB, then 
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'A 

K" 



V'-H(K+ft)+/j/£=H(K+7()-l-ffV. 



Let now the quantity of fluid be increased by v, and the cor- 
responding increment aH in the height of W will be 



aH=- 



K(K+ft) K{K+k) K+A" 



DIVING BELL. 

436, The diving bell is commonly a hollow cylinder or par- 
allelepiped, one end of which is closed. It is immersed with 
the open end downward, weights being added to sink and keep 
it steady in its descent. As the vessel descends the fluid con- 
tinually exercises a greater pressure on the contained air, con- 
denses it, and occupies a greater portion of the vessel. If the 
form be as above supposed, to find the height x of that portion 
of the bell free from water, when the top is sunk to the depth 
H, let h be the height of a homogeneous atmosphere, a the 
height of the bell, p' the density of the external air, p that of 
the air in the bell, and p, that of water. Then the pressure^, 
on a unit of surface of air in the bell, will be 

p^g\hp'+iR+x)p,\. 
But the unit of pressure arising from the elasticity of the intern- 
al air is gph. 

.: g\hp'+{B+x)p,]=gph. 

The quantity of air in the bell being constant, and a horizon- 
tal section of it the same throughout (155) and (156), 

px=p'a, or p=p'.-~. 



and o being the specific gravity of air, 

o!tx+lix+x^=uah. 
.: x^~i(}l+ah)±Vi{B.+ohy-\-<Jak. 
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SEA GAGE. 
437. The vessel AB is perforated with holes, and has with- 
in it, fixed in a vertical position, a glass tube, hav- 
ing one end closed and the other immersed in a 
cup of mercury. A is a hollow sphere whose 
buoyancy ia sufficient to raise the instrument 
when the weight W suspended at the bottom is 
detached. The instrument is allowed to sink in 
the water whose depth is to be determined, and 
by a mechanical contrivance the weight is de- 
tached when it strikes the bottom, so that the gage 
will ascend by the buoyancy of the ball. The 
height MP to which the mercury has risen in the 
tube is marked on the interior of the tube, by the 
adhesion of oil or other viscid substance placed oe 
its surface. 

Let h be the height of the barometer at the surface, / the 
length of the tube above the surface of the mercury in the cup, 
X the depth of the water, and MP=A,, If A^ be the height of 
a column of mercury which would be sustained by the elastici- 
ty of the air in NP, then (155) 



\m 



h2{l—k^)=hl ov A^- 



lil 



Now the elasticity of the air in NP+ the weight of the col- 
umn MP= the pressure of the atmosphere on the surface of the 
fluid+ the weight of a column of water extending to the bottom; 
or, p being the density of mercury, and p, that of the water, 
pAj +pA, =pA-J-pia:, 






in which o is the ratio of the specifir gravity of mercury to 
that of the water of the ocean. 
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SIPHON. 

439, The siphon is an instrument for transferring fluids 
from one vessel V to another V in which 
tjie surface of the fluid is lower. It consists 
of a bent tube with one branch longer than 
the other. Suppose this tube to be filled with 
the fluid from the vessel V, and to have its 
extremities immersed in the fluids in the two 
vessels. 

Let CB=a be the difference of level of tbe 
fluids in the vessels, Pi the density of the fluid, 
p the density of the surrounding air, and k 
theareaof a section of the tube. The press- 
ure on tbe surface of the fluid in V without 
the tube by the atmosphere will be greater 
than that on the surface of the fluid in V by 
gpak. This excess of pressure acting at O upward will urge 
tbe fluid from V to V. At the same time, the pressure exert- 
ed by the liquid in the siphon at the level of the fluid in V 
will be greater than that at the level of the fluid in Y by gp^ ak. 
This excess of pressure will urge the fluid from V to V'. 
Hence the resultant pressure is equal to^aA(p,— p), and in the 
direction DAO. The fluid will therefore flow from V to V', 
and, since p is small, it will move with a force nearly equiva- 
lent to a column of the fluid whose height is a and base k. It 
is not necessary that the longer branch should be immersed in 
the fluid of v. 

If ft be the height of a column of the fluid in equilibrium with 
the atmosphere, and AB=a:, then the upward pressure on A in 
the shorter branch, at the level of the fluid, is that due to A, 
while the downward pressure is that due to x. Therefore the 
fluid is urged in the direction DAO, at A, by a force represent- 
ed by h—x. As long as a:<A tbe fluid will rise to A and pass 
into the longer branch. 
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THK COMMON PUMP. 
440. AB and BC are cylinders connected together as in the 
figure, the former called the body or 
barrel of the pump, and the latter the 
suction pipe. At B is a valve opening 
upward. M is a piston accurately fit- 
, ting the barrel, and movable by means 
of a rod EV and a lever EF. In the 
piston is a valve V, which opens upward. 
The suction pipe BC is immersed in the 
fluid to be raised. 

To understand the action of the pump, 
conceive the piston M to be depressed 
to B. The air in MB being thus con- 
densed, will open the valve Vand escape, 
If now the piston be raised to A, the 
pressure of the external air will keep 
the valve V closed, the air in BC, by its 
elasticity, vsill open the valve V and dif- 
fuse itself uniformly through CA. The 
pressure on the surface of the water in 
the tube at C being thus diminished, the 
pressure of the air on the water without 
the tube will cause it to rise to some 
point P in the tube, till the weight of 
PC and the elasticity of the air in AC together shall produce a 
pressure on a section of the water in the tube at C equal to the 
upward pressure, occasioned by the external air on the water 
of the reservoir ; that is, until the tension of the air in AP, to- 
gether with the weight of PC, equal one atmosphere. The 
valve V being now equally pressed on both sides, will close by 
its own weight. Let now the piston descend again to B. The 
air in AB being condensed, will again open V and escape. By 
a second ascent of the piston to A, the air in BP will expand 
through I' A, and the volume of water PC will increase in 
length till the pressure on the section at C shall again be one 
atmosphere. By repeated strokes of the piston the water will 
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rise to B and pass through V. When this is effected, a por- 
tion will pass through V at each descent of the piston, and be 
hiled by its ascent to the reservoir above A, and be discharged 
through the spout G. 

To determine the distance BP, and the elasticity of the air in 
BP after n strokes, let h„ be the height of a colnmn of water 
which will measure the elasticity of the air in BP, and BP=:3;„ ; 
also, let A„^.| and aT„^i represent the same quantities after the 
(w+l)th stroke. Let h be the height of a column of water 
equivalent to one atmosphere, AB=o; the length of a stroke of 
the piston, BC=6 the distance of the lower valve from the sur- 
face of the water, K he a section of the barrel AB, and k a sec- 
tion of the suction pipe BC. Then, since the tension of the air 
in BP, together with the weight of the column of water PC, is 
equal to one atmosphere, 

h„+{b~x,)=h and A„+i+(i— 3;„^i)=/i. 
,■. h„~-x„=fi'-'b and A„+i— a;„+i=A— S. 

Now P being the position of the surface of the water alter 
the nth stroke, and Q after the (K+I)th, h„ and k,^^ measure 
the densities of the airinBPandBQ; and since, by the (K+l)lh 
stroke, the air in BP is expanded through AQ, (155), 

and substituting the value of a;„+i=A„+i4-6— A, we have 

Hence A„+, = -l | -^+b~k\±:^\/ j^-^-hb~h]'+'ik„x,, 

and x.,^~i j ^-^h-b\±i^\ ^+b-hY+4Kx.,. 

The length of the pipe BC is necessarily less than A, other- 
wise the weight of PC, before it becomes equal to BC, would be 
equal to one atmosphere, and, could a vacuum be produced in 
MP, no further ascent of the fluid would follow. 

To find the pressure on the piston when the water is raised 
to the point N above the piston, let it be represented by a col- 
umn of water whose height is x. The pressure upward against 
the base of M is that of a column of water equal in height to 
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/(— MC. The pressure on the upper surface is A+NM, There- 
fore the resultant pressure is the difference of these, or 
a;=A+NM~A+MC=NM+MC=NC. 
441. Sometimes, by not preserving a proper relation between 
^ the distances AB and AC, the water will cease to 
rise, even though BC<A. To show this, let the 
barrel and suction pipe be equal, or K=i, and the 
lower valve be at some point below B, as at C. 
When the water has risen to X and the piston is 
raised to A, the tension of the air in AS, together 
with the weight of the column XC, is equal to one 
atmosphere. If now, when the piston descends to 
B. the iension of the air in BX does not become 
greater than that of the external air, the valve in 
the piston will not be opened, no air will escape 
from BX, and the water will rise no further. To 
find the point X when the air in AX, reduced to 
the volume of EX, becomes equal in tension to 
one atmosphere, let AX— a;, AE=«, AC=/. Then 
B'S.=x~a. Now when the piston is raised to A, 
the air in BX being expanded through AX, the 

tension becomes (155) . 

.■. ~{x—a)+l—x=k, 

and 2:=i/±^-v'/''— 4aA. 

If r<4aA, the value oi x is imaginary, and no point of stop- 
page exists. When V—iah, x=^l, and there is one point at 
half the distance from A to C; and when Z°>4(zA, there will be 
two points. 

If (;=^10, ;=36, and /t=33, 

a;^20 and 16. 
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AIK PUMP. 

442. B and B' are cylinders or barrels, commonly of the 
same size, in which pis- 
ions P and P', with valves 
V and V opening upward, 
are movable by means of 
rack-work, the one ascend- i 
ing as the other descends. 
At the lower extremity of 
the barrels there are aper- 
tures with valves opening p' ^ 
upward, and communica- 
ting by the pipe ac with the 
receiver R, from which the air is to be exhausted. 

The ascent of the piston P tends to produt 
ihe valve V being closed by the pressure of the external air. 
The air in R, by its elastic force, opens the valve v and fills 
the barrel B. When P descends, the elasticity of the air in B 
closes V and opens V, through which the contents ofB escape 
into the external air. The action of both pistons is mani- 
festly the same, and thus for each descent of either piston a 
volume of air equal to that of either barrel is expelled from the 
■machine. 

Let V be the volume of the receiver pipes and one barrel, V ^ 
the capacity of either barrel,andp„ the density of the air in the 
machine after the mth sti-oke. Now the quantity of air in the 
machine after the wth stroke is p,.V, and by the (K-|-l)th stroke 
the volume V,, or quantity p„Vii is expelled. There will re- 
main then in the machine after the (?i+l)th stroke the quan- 
tity i>„V— p„Vi, and this being diiiused through the space V, 
we have, by (155) and (156), 



,,^,V-:p.,V-p„V,=p„(V- 
V, 






y.h 



If p, be the initial density of the air, by making n equal to 
0, I, 2, &c., successively, we have 
U 
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It is obvious that p„ can never become zero as long as n is 
finite, and therefore, even theoretically, perfect exhaustion is 



CONDENSER. 

443. If in the preceding figure the valves V, V', v, v', were 
made to open downward, it would represent a condenser. Bj'^ 
each descent of the piston a volume of air equal to that of the 
barrel will be forced into R, and will by its reaction close the 
I'aives V and v', and be retained there. 

To find the density of the air in the receiver after n strokes 
of the piston, let p„ and p,,^^ be the densities of the air in R after 
the rath and (ra+])th strokes, V the volume of the receiver R 
and the pipe ac,Y^ that of either barrel, and p„ the density of 
the external air. Then 

V, 



If ji be made successively equal to 0, 1, 2, S, &c,, we have 
P.-Po(l+yJ 
p3=P.+Po-^^Po(l+-vV 



=Po(l + - 
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CLEPSYDRA. 807 

CI.EP8YDEA. 

444. The clepsydra, or water clock, is a contrivance for 
measuring time by the descent of the surface of a fluid whicli 
flows through a small aperture in the base of the vessel con- 
taining it. 

Suppose the vessel a prism. It is required to determine 
what scale must be marked on its side, that the coincidence of 
the descending surface with the successive lines of division 
may mark equal successive intervals of time. Let a be the 
altitude of the prism, x the distance of the surface from the 
base of the vessel at the end of the time (, from the beginning 
of the motion. 

Equation (172) gives, using x instead oih—x, 

_ k-^2ga Ic'g , 
x-a i^t+^>t. 

Let A,-c and A; be corresponding increments of .-e and (; then 

Subtracting the preceding equation from this, and we have 
k'g iK /2a 
i\.' { k V g 
The time ( is in seconds, and, to determine the divisions cor- 
responding to successive minutes of time, put A;=60", and give 
to t the successive values 0, 60", 120", &,c. 

In a vessel of the form supposed in Ex. 4, Art. 433, the vert- 
ical distance of the successive divisions will all be equal, or 
the surface will descend equal distances in equal times. 
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